WIND RIVER 


Wind River’ Workbench 


USER'S GUIDE 


Van, 


VxWorks Version 


Copyright © 2006 Wind River Systems, Inc. 


All rights reserved. No part of this publication may be reproduced or transmitted in any 
form or by any means without the prior written permission of Wind River Systems, Inc. 


Wind River, the Wind River logo, Tornado, and VxWorks are registered trademarks of 
Wind River Systems, Inc. Any third-party trademarks referenced are the property of their 
respective owners. For further information regarding Wind River trademarks, please see: 


http://www.windriver.com/company/terms/trademark.html 


This product may include software licensed to Wind River by third parties. Relevant 
notices (if any) are provided in your product installation at the following location: 
installDirlproduct_name/3rd_party_licensor_notice.pdf. 


Wind River may refer to third-party documentation by listing publications or providing 
links to third-party Web sites for informational purposes. Wind River accepts no 
responsibility for the information provided in such third-party documentation. 


Corporate Headquarters 
Wind River Systems, Inc. 
500 Wind River Way 
Alameda, CA 94501-1153 
US.A. 


toll free (U.S.): (800) 545-WIND 
telephone: (510) 748-4100 
facsimile: (510) 749-2010 


For additional contact information, please visit the Wind River URL: 
http://www.windriver.com 
For information on how to contact Customer Support, please visit the following URL: 


http://www.windriver.com/support 


Wind River Workbench User’s Guide, 2.5 (VxWorks Version) 


5 May 06 
Part #: DOC-15745-ZD-00 


Contents 


PART |: INTRODUCTION 


1 TVA ciiciiicisccaseisciti Geekicaindictinididibrcaasiscasencbunddidaseveesbiiaisebiiacbadenmedaneih 
WD PROM sese sescscscicsaccasnsncusesanennteancsuoneriongiietene sepecseannsiansbieoionesaedannilaieapecmaumanenines 
12. ‘Waid River Documentation sccpsceccsccitcncnimmanncnaiianmniin 
1.3. Road Map to the Wind River Workbench User’s Guide .......csccssssseseseseees 
14 Understanding Cross-Development Concepts .........ccssesecsecsessesssssesssesseeeees 

1.4.1. Hardware in a Cross-Development Environment .........:ccceseseseeieees 
LS ‘Basse Eclipse Concepts snscvecscmneninmmmnnnnnciasiomsincsanbas aamemmnnins 
MeL! TOSI cece stadia catd chaatp sian cist chante dhacecatiia ahaa am aR anaces 
Bee. * WPA: cis sastacd ato taunsesevedenvarasnthtoccseriauala tape esmeaiaiameneeae ia olnmieeiaes 
Tae = PPS CCU VES rianininncaananmieminnminiinnnnmiminaaannammardan 
Loe VIG iicemnioiiomakodniias kno lieieanounnankeby ian 
8. TOO aici ieee heen neeinimeiS 
ee. PAGS eatin meinen eet amemmmran Ene 
16 Accessing Additional Interface Information. ...........ccccsseseseseceeeeeeseesesesesesesees 


iti 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


2 Wind River Workbench Tutorials ...........c:ccsccseseesenseeesessenseesneessenees 13 
ZL MADOC ELON Kessicrssscentcesessncivncrsosninsrssiaiorsiararenersedenersiaras sisvecisiaieideaedrciunasneieivaanenaciedeien 13 
2.2 Starting Wind River Workbench ...........csssssssesesessesssssenssessssssessseaeasaesesssneaeseaeees 14 
2.3 Tutorial: Creating a Project and Running a Program ..........sssssseesererseseseneees 15 

Sc BetORe VOU DREN sade cnniensoninmiadiainmininimiannniadannenens 15 
252 “Creating a Proqect .ccascusiocinccsnnninrcasnmommnnascnmanmainecamnaie 16 
2e0 Importing Sounce Files Into Your Project sciccdacisnnaiinaanacns 16 
228 Building Your Project aigicdsondaopiicuununnwminaniinanaonies I? 
2.3.5 Creating a Connection Definition to the VxWorks simulator ............ i? 
2.3.6 Downloading the Program and Attaching the Debugger .................. 18 
23.7 ‘Setting Up the Device Debug Parepective sicicicsccicniionncincaus ig 
200 petting and Runniig to a breakpoint. sisiccncsanimaiionnaancmnenas 21 
239 Woditying the Break point jiccscuscacsncanenccndiataieesetagrtons a 
2.4 ‘Tutorial: Editing and Debugging Source Files ..........sssssesesesssseseeeseseessseeneees 22 
Real, “Delon WOW Oe i onediniasieanaininneuiemeautnaincakee 23 
24.2 Introducingan Error into the Source Code scccicnaiouiionsie 23 
2435 ‘Tracking Downe Build Parte sscvdsassininamioniminaniowiines 23 
248 Displaying File Pistory. sccsicccsktaisensiccnnionbieihmtiennees 24 
pa Tre trae ia tite Pepe isi sh cates eaiccsdsnmiineaeaais igen eeemasaNleemaa 24 
2.5 ‘Tutorial: Using the Editor’s Code Development Features ............ssssssseseees 24 
2.5.1 Using Code Completion to Add Symbols to Your File «0.0.0.0... 24 
Coe dancing SyMnbols ie SOueee PilOs jcccsasscies ds carnntamnataigiainnciats 25 
Zoe lsing Parameter Fits: 2:s:s:sascanaserinatesncaisiaieceienanialeGiqasaeiemmnies 26 
2.5.4 Using Bracket Matching to Clarify Syntax .....cccceesssseseeseeeseeeseseees 27 
2.6 ‘Tutorial: Tracking Items of Interest in Your Files ...........ccsesssssssssseseseeseseseseees 2 
2.6.1 Creating a Bookmark on a Source Line in a File «0.00... ccseeeceseeseseeees 27 
262 Creating a Bookmark for an Entite Pile sccccccvsssccsccsscacsenamasaeiinns 28 


2.6.3 


Contents 


Locating and Viewing Your Bookmarks ..........cccsceseeeesesseseeteeteseeseeses 


Tutorial: Using Workbench to Debug a VxWorks 5.5 Target .....s.sssssssssseseess 


paras | 
22 
2.7.4 
2.7.6 
277 
2.7.8 


eiee il Be ain ussisiiceinvabiunuaaie ied asuesmedaenenad 
PRGAUN Ge a PICEE tin deucnintoi ined ianaaiaiiannmaineo 
Creating a VxWorks 5.5.x Target Server Connection... 


Launching a Kernel Task and Attaching the Debugger ............000 


Selting and Running toa Braahpaitit cmncinsianssnmininnicrnscnanenaies i 
System Mode Deb reine ccniducaannuieracm anime elon 
MS NG Fe cigcxiass shia ceases eralecacnaprinaisnnineedetelaanenseciine 
Using Already Available Tornade 2 Prijects. csisessieasiesmriictseen 


3  —- Setting Up Your Hardware ............::ssssscssssssssssssssssssssseseesssssneseesessaees 


3.1 


3.2 


3.3 


3.4 


“ _ o 
INfiogGChON cicincinianataniindesina inna eels 


S11 
S12 


Overview of Host and Target Configuration Tasks ........:0::sssssseesee 


Understanding Target Servers and Target Agents .......ssccceeeeeesees 


Configuring Your Cross-Development System .......ssssssessessessessessessessesssssssees 


ce 


Conaleepetins ice at aie 4 ciinicuniiannneaeiindoneniiminnenicn 


Verifying Serial Setups aad Powe ccinsiasinessnessnsennacanrersriecanscinsnncircennaitond 


Setting Up a Boot Mechiatisi snsisssccsscecsccsessnsscaceanssssnscssessacucsustncnccccensiacsersstetsccas 


Dighalt Bagh Proce ssccacssuike carcedinnvecancastonctaiennanalenccmaaten 
Entering New Boot Parameters jccecsnscsinsccescossansserecsasssssasinnersenieaiansins 
Dik Progam OInnanGs ciciuciiuiniea mena tnaiaiuniecons 
Deseription of Boot Parameters acacsciiiancsuviinacmmuiraasin 
Bgotinge With New Parameters inscsscocscnntansntanncedaicnmnmnsaniaiaisen 
Altermate Boot MeHiGe sista uacsicccsinassinion masionineensnauannsriimeins 
BER OTN cescxnctnsehnasenrisckucsensaeirarceseanciasononreanisnpunnisiocrstesncuen 


3.5 


3.6 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


Configuring Host-Target Communication for Workbench ..........ssssseessesees 60 
30.1 Hthermneh Connections csnivcsaicnnnrcacnnnnianinimionicnianwnnins 60 
Soe  Setial-Line ( OnmOCtiOMne siimisnwiciciachacanraieiwnnanncaieiiae 63 
Troubleshooting VxWorks Problems ..........cssssesecsecssessssssssessscsseessssessssstesseseees 66 


PART Il: PROJECTS 


A - PROFSCIS OVGIVIOW iccdiccctsciecscciccsstratcccessdsnadccncatariedeccaarshcaseduanccuiaiccneasecen 69 
cme Uc occ ke col ues) | gpeeereeete reeeenaevererte renee rere rsreast icnrecserrrransre trices trersatetrcrferrerererrscrerccrer 69 
£2 Workspace/Project Loca sisccccncnnnccmmnnnconensnimcamonamiaieariu 70 
OG dlreabhlng New Pin Btls senimicissisieandianniesnariarediaiansioremiimaniieiiemninteaioanins 70 

4.3.1 Subsequent Modification of Project Creation Wizard Settings .......... 71 
Ae Proper amel Applica oie Cele siscussncieniasdineaiinihanomsibuanias fl 
44 Overview of Preconfigured Project Types .........ssssssssecssssssesssesesesesseseseeseees 71 
4.1 - Workbench: Sample Pree jcciocinnminiscmdiancwaninimanomnauans 72 
HAD 6 6YxWorks Image Project jatcuicnciancnccnudrnnmanm mms nos 
ano Seorks Boot Loader Piet co seisdainiiacainaeaiariniaanldsncoinnueins 73 
4.44 VxWorks Downloadable Kernel Module Project .........ccccsseseeseeees ao 
145 Real-time Process Project snacnnimiais anmuasomiuseacmmaade 74 
HAG “xWorks Shaved Library Project siiiscccankaucsiciananiinnacmeiis 7a 
447 VxWorks ROMEPS Pile Systeie PROpSCE cseccccsssuainteiecensermaionsenieindnins 75 
443 ViWorks User-Defined Projects cacsicccisscssiseianesecauimnmunencacsrancany 76 
49 ‘Wate Application Propet sosnivmidunvinisansinnenmammiiinetens 76 
45 Projects and Project Stricture: scsssscscisinsarerccnvcscensiesarccasecactsrasasavesssencsesiasasavesesnen 77 
45) Adding Subprojects toa Propet ics csidiaaaiiianans rid 
4.5.2 Project Structures and Host File System Directory Structure ............ 78 
45.3 Projéct Structures and the Build System .sccsicrcccsissseiveiscesseserecens 79 


vi 


4.5.4 
4.5.5 


GE —JitrodictiGi ssccssusanennscmuinknensieeaiwesancsasesuneamemeuins 


Contents 


Project Structures and Sharing Subproject cisccciccicamcacceicammncasiies 


Customizing Build Settings for Shared Subprojects ........... 


80 


52 importing a VxWorks Drage Pijeeh: icecsesccenscsccsscsscosseesntdsssensnssnnsnsconvasomsenneiaies 


eal 


5.3 Creating a VxWorks Image Project .......ssssssssssssssssssssssessssessessessssesssssssssssssesseses 


Migrating a VxWorks Image Project sreisiisenencrasinnnncsnssenerenisananerenisvcrennns 


5.4 VxWorks Image Projects in the Project Navigator .........ssssssssssssessesseeneeseesees 
Global Project Nodes ..........cscesesesessesseseeee ern ere Career ea ny BE 


5.4.1 
5.4.2 
5.4.3 
5.4.4 


5.5 Configuring Kernel Componentt ........scssssssssessessesseeneeneeseeeseneesseseeseeses 


Bow | 


Project Build Specs and Target Nodes ..... 
Build Output Folders . 


Dati NGG BS sai csccsstscsspscesiinideasstassuaniearionemuscasteaxanmbadneueeiaainancneaniens 
Pee File ee iieicereaniiideaueaameineeatnnbiasimets 


The Retrie Ee ciscmcmedaiuecaceeeeeeeeens “SS 


5.6 Adding Application Projects to the VxWorks Image Project ........sssssseseeee 


5.7. Notes on Board Support Packages (BSP3) ........sssssssssssssssesssssssessessssesseessensseeses 


Die 


Liste Vie Tr OEP cciiciiomnnmnnaees SO 


Using a Wind River on Thiet Party Biol saiscsscsscnesncrisiansnsisonansrinaredion 


Using a Custom: BSP for Custom Hardware siccisisssssensisivesininsarsicinenns 


Boot Loader Project sisissnsissecasnsassncecsanncsiarscssnnessninasaensessanansascenancancadion 


Gb litre ictoie sho ehceie is eet eee Sie eee aankeiee 


62. Creating a Boot Loader Project anieisiscncudcnsncnmanninsccannniessoisrennonaierss 


vii 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


6.3 Boot Loader Projects in the Project Navigator ...........sssssssssssrssssseseesensesesesenes 99 
Bok sGlobal Pnajert NOdes ini canininioecinnarnnannniniinaedioniiias 99 
63.2. Project Build Specs amd Target NOMS: vaisinncisisnicanninshencrscacantssonsedbanccanans 99 
Gir ITE NOES cs. ceccacacdesiscasesoncaravaranicteeasatucsidinshnedieaturusdesa\sqbesbucuamnbotoieis 100 
BoE Other Pract Piles saaccscanicisuscorencaccarananenrrarearcandnerusianarnanamanrioninasnananorsn 100 
VxWorks ROMFS File System Projects. .......:::ccsseeecsssseeressseeeeneeeeees 101 
7b CTERO ECHO cmnrs occ onnrecusnumeunimoenedeneRaMEnannnts 101 
7.2 Creating a VxWorks ROMEFS File System Project .........cscsssssssssseressrsesesessseees 102 
7.3. VxWorks ROMFS File System Projects in the Project Navigator .............. 102 
Peo RSlODa) Prete IN Gee aa aiannenicnse ates esac aiaies aaceacdiieealealiaine 103 
fom. Peseet Pile Ni0es cicicetsananmnianiunaii canines 103 
70 Configuring the VxWorks ROMPS Pile Systet ..:.ssseresrssessrereesee 103 
VxWorks Real-time Process Projects .........::s:seeeceeeesesseeeeeeeeeeeeseesennees 105 
BL HRC HOI haa seicess acssssnersast seanasacanmaiasenneseotoesbdemhaensasenaneeiatieineeme Nomen 105 
8.2 Creating a VxWorks Real-time Process Project ..........csssecsssssssssssssssesesesseeeees 106 
8.3. VxWorks Real-time Processes in the Project Navigator ..........ssssssssseeneees 108 
B01 Solobal Project NOdes sinisiclnisiiininsanusimunmndinnrinanicciinaquans 109 
85.2 Project Build Specs and Target Nodes: nscscicssscscsnsicnerrenssennsrvvernss 109 
Boxe | Wiskerile Bipdes cu dandnnncciansacinm nme 109 
Reece, TROT Pile ee acre cael aGeER Mma 110 
8.4 Application Code for a VxWorks Real-time Process Project .........seeseeeees 111 
8.5 Linking to VxWorks and Using Shared Libraries ..........scsssesssseseseseseeessseesenes 111 
VxWorks Shared Library Projects .......::ccccsssecccsseeeeesseeeeeeesseeeeeeneseenees 113 
BO THOR UCHON smcscummnmnionianinison denne oaainuaneans 113 


Vili 


10 


11 


9.2 


0.3. 


9.5 


VxWorks Downloadable Kernel Module Projects .............000 


10.1 


Creating a VxWorks Shared Library Project .........ssssscsssssscssssessnsssesessesensesenees 


Shared Libraries in the Project Navigator .......ssssssssssssessessessesseees 


93.1 
O32 
9.3.3 
9.3.4 


Source Code for the Shared Library .......sssssssssssssssssssssesssscessssesseesesseeseesssssenees | 


Making Shared Libraries Available to Applications 


25.1 
95.2 


SEERA EIN oss ces cas ceteccentvescsereaxeracwestnedanstossieeslacensenceeceemiotndnestannioeeanenseeeivacaiaieloarens 


Contents 


114 


(global Pasjett NOM es 2y.cc cca ssiwianiianctioummannuaningemiiaiweiiae LLG 


TAPOt NOG sound sccensrimsiciniounicierieninneccansaivinaduiatadsewuniies 
eS eirmeninurinntincinaeenanmenaens 
Prgect Fils BOGS anradcnccnndncintiinaceinaann amines 


Prrrrerrrrrrrrrrrrrr errr rrr rete e eee 


Cantiguring the Shared Library Project ssiisiscnssimamrvninnemiimnin 11B 


Contipuning the Applications Pragents sisscissasinccivsmeionianaanmucaainenaie LE 


119 


10.2 Creating a VxWorks Downloadable Kernel Module Project ...........000. 120 


10.3. Downloadable Kernel Modules in the Project NavigatOr .......sscsesesees 122 


10.4 Application Code for a VxWorks DKM Project ....scssesssessssesssesssecsneesneeeseeeseees | 


VxWorks User-Defined Projects ........:::::ccsseeeeeeee 


11.1 


112 


11.3 


103.1 
10.3.2 
1033 
10.3.4 


Raa Pee GUE sic scaniicqrsenonsusionnenaneinieemenmieneiee’ I 
Project Build Specs aid Target Nodes siisiscisiusssscasusesnseionersnsaacsnarscssvehins 
Makefile NOES .iceiusssivsiesssescosevssedsaedenvvivesssvinusnivvedorvevinsusevensovvunvacsandaiercenss 


123 


TEPC EOIN cet Recicmasrin Saini aiandasmiaa will na eastside 


Creating a User-Defined Project .........sssscscsrsssssssssoscsrsesscasnsnsesssesescacasssesesenesees 


Thad 


Creating an Application fot VxWOtk? siciscninhsccmnniminamnninmennan 


Latvalcies Uo tinal TES <scciisrniosssrsisissinsecisncisorizemviaicharsrownnersnsamicioeneeant 


12 


13 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


Native Application Projects ........::::ccccsssseesssseesesenssseneneeeeesenseseeneneneees 131 
HQT Tan ctOm: seisssictsssrsacesriaisieisvssarsassnaionsiararersteciasersiaveasisvastenatiariescsaansanaiebvasvarsiatiansn 131 
12.2 Creating a Native Application Project ...........ccssssssesescsseesssssssesesesssesssseseseeeees 132 
12.3 Native Applications in the Project Navigator ..........sssssssssssesssseseesenseeeseenes 134 
I2ad. Global Pineet Nodes: wisnisscaniauidenmprmionaicdsipiedantirienn 134 
32 Froject Build Specs and Target Nodes icicsnastniecsmmncnnavonan 134 
To Maketile Nodes xecsosice ssc caiuas een eee 135 
1238. Project Pile NO@e8 iis dassinaioieio nea ieneies 136 
12.4 Application Code for a Native Application Project ...........ccsssscsesssesseeeeeseeeees 136 
Working in the Project Navigator ............cssssseseeeeeeensseneeeeneeeeeeeeeeseneees 137 
HST Tan cn caserersacsacesnssistedseseanstscnanensvavavensescisvonsins stendseesenerebe atarsinesshadetsedeaneieessies 137 
BBD Creatigig, PrapOcts icerisesererscsirsverscsnrnrsrarecsivsrnrersnnvarsiierepsnnnniauesarsnnieneieennracenennansentasion 138 
13.3. Adding Application Code to Projects ..........ssssssssssesesceecsssnsssssssesesessssesesssesseeees 138 
13.5.0. - Importing RESGuices c.cvorinsceniacs ewe ea aaneiae 138 
13.3.2. Adding New Files to. PrOpeCts sicasssnsemiacassadiancdinmen icine 139 
13.4 Opening and Closing Project .........sssssesssesesesencersssssssesenesssssssssseeseseneasesssenenes 139 
1A “Clog a. PIOeel ahanducniincemannnnenioieeenmens 139 
W3.5 Scopines and Navigation, cpcssncccsssiaiavesssaecarerccarerccssnnccrerciavavesienreereiararesnanseerianaverse 140 
13.6 Moving, Copying, and Deleting Resources and Nodes .........sssesecseseseessesees 141 
13.6.1 Reésousces and Logical Node s.caaiciicnacacnstnirancmnaaieiaenaaiiane 141 
Tere,” Deleiangeeat rage PILES it cs its cal tiacaiaeaaci candida onaeeainioniineea anata 142 
Tse wienielabins Primect INodes a ccc cciaitiaiancnscmnanlsioienauaninieivarenrsis 143 
13.648 Maniptilating Target NOdeS sicsicccsseiccnuenssncuiaiadsaniieeiedindariown 144 


Contents 


14 Advanced Project SCenari0S ........cccesssesseerseeeeetenereeeee 145 
14d) nite Giction ccccsccnniccunnccninnancmunnimeiiomimnanmenme: LAD 
Id] Resource Lacanon <ccncntaielcenesnniceneeeeee 146 


14.3 Multiple, Unrelated Software Systems ...........ssscsscsscssscssssseorssssscssossorssseesseeoress 147 
14.3.1 Using Different Workspaces for Different Systems ........0cccceeee 147 
14.3.2 Using the Same Workspace for Different Software Systems ...... . 148 


A Complex Project Stenctores ccscininnnsnncinionronnnniannnmmnniamnens LAS 
AL Pepe Aipne iniiccniicnonieiniimanmnaenen 142 
Wa Terie hihe Desi iicianccnecceceninniecknenaaantaes LOU 
1440 3 ‘Developiient dccinnnecieeinieeiundernaMiameuuinnee DE 
WA ae Palen ete ns sic deinen naeeeenmnmeMenee: Rat 


PART Ill: DEVELOPMENT 
15 «= Navigating and Eqiting s:sissseccccsscssciersisseserceressseseriersssssaerccressscieres 109 
ToL “InOdGtHiOnt scan accicncnnananimiaciamuiinasicuaoneadas 69 


15.2 Wind River Workbench Context Navigation ........ssecssssssssssessessessssaeesssseeseesee 170 
1520 “Then iol Wises scsi reieacewacentneweienas 1d 
1822 Theta View ceeiniu tava, TFL 
1S “USP ae ar estan niweaneaeemnniwes. 122 
TEAR Type Ellery VIR isn scccctsansinsrsirseneitnmnaniercciernnmnnaieniyeisancinnnaichutnice ae 
152 Tnelinte Preweer sj cccincnanincuaainnaiaunnienaaeen 17s 


155 “The Pat csi ndneeaeeemnneeoneemeaees IFS 
TS Sede Temples .iiccanincincimedciomaimiinenienmameaaman. Le 


15.4 Search and Replace: The Retriever .......s.sssssssessssssssesssssssssssssssssssessessessessssnsees 175 
154.1 “nitating Text Kettieval nacnhiniscanineniniienweeenn 1S 


xi 


16 


17 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


Sia. “tae ANGI 1S sce ncascntendaactinen tae murs eee easouaieametaaniensames 175 
15.5.1 Sharing Statice Analysis Data with a Team ...arniscsssurnceuaserercen 176 
BUIIGING PROIGCES sesnascssissniacsncscacansansasnannanansaasacsstassndnecestassasdasiasanmsaansine 179 
eal MM ait a aba Beene reer nt peers reece etre eet ee ete 179 
16.2 Configuring Workbench Managed Builds ..........csssssssssssesssseeeceesssesssseseseees 182 
162.1 Configuring Standard Managed Butlas icscsassssssiocncamsacceemauansy 182 

162.2 Confiruring Flexible Mamaged Builds... iscciinssarencncssessensotiadveacniniress 182 

163 Configuring User-Defined Builds ccssssassesssncceeasssosssrssacnssensasnssecacncanssninssaversenss 188 
R64 Accessing Build Properties sassasevecccarcssisrsrarcesvercensiavarecncraensiavsvaveseceresiaiaseverecavees 188 
164.1. Workbench Global Build Properties escccccciesscccumicndsrpnaiuinaaion 189 

1642 -Project-speécitic Build Properties siccciriensoenanmasnainnnesnnsnveens 189 

1643 Folder, Pile, and Build Target Properties sactsiccssscaccciamicceasnumacn 189 

16.4.4 Multiple Target Operating Systems and Versions ...........0cceeeeees 190 

BGS: Balld SPECS iccnsnnsnsdanionnaniinmsenurernisinnnaayaeisinmsiieieammennenniae 190 
Bi Dak GGl es tannaccnciincenienminen meneame een en eieeoe 191 
16.6.1. Derived File Build BUpPO0t icici ceccnsuvarcacinnvacrngioennuariies 191 

CTU [als ig og ae |. ee ee eee ee eee 195 
D7 TOA MHD, secccressesersinvsirsversrerinrsiescesvanererenverschersrnrsiaestaresarepernaiaiaiaaraieceeienneiastcs 195 
17.2 Adding Compiler Mags: sciscreisssecciersasssersssrsacrssisnsssnseassacarsensrsrsrarsntveadeavesiarersiceies 196 
ined. Add Compiler Plag by Matid cnunisanivuninamaninniaaonmnubas 196 

W722 Adda Compiler Flag with GUL Assistance ciccscseotsciaracierseonnianane 197 

17.3 Building Applications for Different Boards ...........ccesesssssssssescessseseseseeseesees 198 
17.4 Creating Library Build-Targets for Testing and Release ..........ssseesseseseeeees 199 
17.5 Architecture-Specific Implementation Of FUNCTIONS ........ccssscestseeeeeeeeeeee 202 


xii 


18 


17.6 


17.8 


17.9 


Contents 


Executables that Dynamically Link to Shared Libraries .........sssseeeeeee 203 


User-Defined Build-Targets in the Project Navigator .........sssssseeeeee 206 


1Z21 
2 


17.7.3 


Custom Build-Targets in User-Defined Projects... 206 
Custom Build-Targets in Workbench Managed Projects .....:+. 207 
User Build Arouinets sccccsmnicnicmiocninodunonansminaacdennny 20e 


A Build Spec for New Compilers and Other Tools ........sssssssscssesseesesseerseees 207 


Developing on Remote HOsts .....ssssssssssssesssesessessesssssssassssssssssssesssssssassseees 209 


17.9.1 
Bs 
1733 
17.9.4 


1795 


79h 


Gener) Requirements ssaccnnsuanouinennnnunicnannee 200 
Remote Build Stenanies sic cacaucunmenuctininaananenanuacame 20 
Setting Up a Remote BiavirOninent scccisistsacicinntinciamcnnin 201 
Billing Fries Ry sciicemiciainaceraiarommnmmane’ Bae 
Running Applications Remotely vccicceaunncwmnnuncnmorrsununccnn 2a 


Riogin Connection Desenipiionl .:nccsnmaninimennncimimnaae 210 


RTPs and Shared Libraries from Host to Target ......:cssssssseeee 215 


18.1 


18.2 A VxWorks Real-time Process from Host to Target ......... 


18.3 


SCEPC FID cs ciatrsdsscsscosncsreirneinminancinenemantemounannnmee GOLF 


18.2.1 
18.2.2 


18.2.3 


18.2.4 
18.2.5 
18.2.6 


Set Up the Project Structure for Real-time Processes .......ceee 216 
Add Code to the Real-time Process Project 0... 217 


Add the Real-time Process to the VxWorks ROMFS T 
218 


Bebigy tie Taiget COnmientn c.cicnncindimacemnen manatee 200 


Run the Real-time Process on the Simulator ........:eceeeteeene 221 


A VxWorks Shared Library from Real-time Process to Target .......see 221 


18.3.1 
18.3.2 


Set Up the VxWorks Shared Library Project ....csccccseseee 221 
Add ode to. the Sheed Library PHajeet isccssucrcumsassivenmersennisonnaury 222 


xiii 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


18.3.3 Add the Shared Library to the Run-Time Process ........ccccsesseeeeeees 223 
18.3.4 Modify the Code in the Real-time Process Project ......scscssseseeeseeneees 225 
1835 ‘Generate biclide Search Pais wicunicncicsternniiniienninmaiane 225 
18.3.6 Add Libraries to the VxWorks ROMFS Target File System ..............+. 226 
133.7 Build the Syste Feat siccsnemnaencnnmuniaaienauiaimaueacnts 227 
18.3.8 Run the RTP with the Shared Library on the Simulator .............00+ 227 


PART IV: TARGET MANAGEMENT 


19 


20 


Conhectig 6 Targets 2:2 eee 231 
TOD. TOC ase ceiearsccnssansasrerinanateaasdectebesceteanssvelaeeuaussauaaisiairleaaienanatelaseivieaalioneaietees 231 
12 “Die Faret Matlager View sencinsnamucnccomankndacemmaieemnaninenen 232 
193 “Detining a New Connection snsnsisscecmnsioqussmanmirens merniansieermlieiaswiansnnvcneel 232 
ae: Te Ree sty snc econicas cuenmnneanieiaessmeaacemmes enemies 233 

TOAD Lttamchitig Ce ROR Sty as sisies.seecinczseaxscivencsnencanasasmenscotedacisasnabicecervannnixacies 234 
42 Remote ResGiies sasccianmanccsunimsinoinniannniinimanniniss 234 
435 Shutting Down the Regist) gcsacciincncccimimnincmnmmnicinmmacan 235 
1944 Changing the Default Retistty so. ccciessigecscnsaisigwncciansmincneasavens 235 
19.5 Establishing a ComnecGioy -sssiersssiecsnsnrevessscrsaiaianscsnsaveivivinenssiwmieatsinenvarcaud 236 
1S AGRO PUORS: cai ioiiniek carausi canbe nee 236 
9. “Connect le tie Tate .cicesncsian inane ii aces 236 
a. “The Kemel Shell cdcsisinncaacnnnonssenucaniiiiueanaiaes a7 
New Target Server COMNeCtiOns. .......:cccsseeeeesseeeeeeeseeeeeeeeeeneneeeneeeeeeeees 239 
ZOD Tantra cscssssesscccsnevcsnsassonerstscaasenssansvancranescsnedesssaiarsraccsaanensvaveiasavacesnsanesasataeasesora 239 
20.2 Defining a New Target Server Connection ........ccsssessssesresssssseecessssesssseseneees 239 
Aad Wid ier Tateet Servet co ciiccccicianttsameshanensanacdnchoataaatiaeneanenantasatxanabaane 240 


XiV 


Contents 


2072 ‘Targetherrer Commetion Page ciinciiiccingunciakinsain 20 
202.0 “Object Path Mappings Fart iiciccccaninmcnnonicnuacumamanion 
. 247 


244 


2024 Target State Retresh Page: stsissenceosssinssscnsse 


20.25 Connection Summary Page ia.cicccscssessisiccncmnrrniinascnnioa 240 
20,3 Ketel Conf gutaton sninnimsncaaninnaamneimaunninmansimisnnnenneaien 20 
21 New VxWorks Simulator Connections... 2 


21.1 Introduction .......... 


21.2 Defining a New Wind River VxWorks Simulator Connection... 251 


2121. yatWorks Boot Paraimaiiets Page sacieisaansnstsaiercatnonnnasytistycenaskaniaenssiennnes 

flan “Veen Mieibry Cpls Pace sai sicnicasonarsainioeaniaoinnimannileninnnk Oe 

21.2.3. VxWorks Simulator Miscellaneous Options Page ......sceceeeeeeee 252 

R124 “Tareet Server Opie Fag ccinccccsmicmnionnnndneuimanccnane 208 

22 New On-Chip Debugging Connections. ............::cccccesseesseeeseesssees 2D 
22.1 Defining a New Wind River ICE SX Connection. ous 255 

22.2 Defining a New Wind River ISS Connection ........ssssssessesessensssssesseasesssesseess 267 


22.3 Defining a New Wind River Probe Connection .......sessesseesseessessesssesseesseeseeese 271 


PART V: DEBUGGING 


23. Launching Programs ... 


QS TROUGH scieistasscccctinntdosssssreeisnsssmninnsinscinaninicnanenmeniannaane 265 


23.2 Launching a Kernel Task or a Process ..........sssssssscersseressssessetseessseesssssesesseseenes 284 
23.2.1 Defining the Target Connection ..ccccsscsscrsnsecssscasusenarteoneisvnatarseniasn 200 
23.2.2 Defining the Kernel Task or Process to Rutt cisnicacuinnnnanninnn 2BD 
23.2.3 Specifying a Build Target to Download ou... 286 


24 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


23.28 Spseirying The Projects 16 Build, snpsciauminmnduneiuenannnons 286 

2.25 Dstivme Debne Benaviet vucsunnunscccuninnionnnaianians 287 

23.2.6 Specifying Where Workbench Should Look for Source Files ............ 288 

a2. omnia Aacess Memos sccis ieipiitecnisdiineicmuiadiabmionuns 288 

23.2.8 Using Your Launch Conmgtationy: ccccisiccsiccrsimariccdnsnismenedacierts 289 

23.3 Reset & Download: Hardware Debugging Launches ............sscseseereeeeeeseees 289 
23.4 Launching a Native Application ..........ccccsssssssssssssssseesssesessssssetsesessesesenesseeees 290 
23.4.1 Specifying the Location and Arguments for Your Application ......... 290 

242. ‘Specie hemos Sees esccnnnpusnnienncomninisawunies 290 

25.0 ‘Serine Eayenorrient Vari ales caictiasicccsnccccittaeseedecksecenessiicoesckdeaaaeenaien 201 

2aaA. (ontiarme Access Memos sccisasaikiedieradidieaniadiasmiments 291 

234.5  Riinning Your Native Applicant siccciccatcunemeiansirnnineaann 292 

23.5 Relaunching Recently Run Programs ..........csssssesesssessssesenensssssssssesesenensesssesesenes 292 
23.51 Increasing the sizeof the Launch History List jucciscsiearscessennerens 293 

23.6 Using Attach-to-Target Latncines: ..iccsssssassscssensssssssssessesncntadasasassivesacataaiantesroneents 293 
23.6.1 Attaching the Debugger to a Running Task or Process ..........:eee 294 

2362 Attaching ihe Debugger ti Tae Remiel ocssitaiiienciisianwaaimaians 295 

236.3 Attaching the Kernel im Task Mode occcccccissecsconssarcarcarsoconocerarcacaasanconssanss 295 

23.64. Attaching the Keel iin Syste Mode ssssvscisierescinsssssvereercxmssseersecenss 295 

23.7 SUB SOSTCE WORKELOW sercrsrssrssacecenerncavssscienenepasancsassevarererersensnatecsverencnisnenoneoerenasesanaiued 296 
MANAGING BrOAKDOltts sivscstssssscssecsscisiesisascasisisssasansadisecsssnsasssiaasesaianion 297 
241 “INGO Gehl OW snuispiisncunmaneaienemnsansscomunnnssedienpinanueemmaana neue 297 
Pee. Ay pes Or Pica heomnte iauaannie annua a cnanouanmeennamaninde 297 
2A.2 A “White Break Pome) cccrsssagcanicnncracssytsaciuecetatgaaieonianssipabicounseyaciins 298 

22.2.2,  BXpipssian Break Oth iopindanuiioicmmiinbosmenieemianniees 299 

222.5 Herdwate Breakpoiie snincnescndnnercnermmnmneniomnans 209 


Xvi 


24.3 Manipulating Breakpoints ............ssecscscsssscesessecessesesseessessscssesssseseeseseeneassesseeeens 


24.3.1 
24.3.2 
24.3.3 
24.3.4 


24.3.5 


Tmporting BreakPoint dccicnnscncsncms Gaamniueaniennneiimns 


Contents 


301 
301 


Exporinie DiGA Otis cunncien eiEeen GU 


Retreshin® Brealkounte: s.csicsscasinmicanaimineniamininennmomdeniniiy OL 


Disabling Break POnints: csicccccrarrcciocnusescntssacsuissceravensrsnaniveorivennavicavisearsntis 


Removing Brea Ont ceccdunmdimancomauasnnciuamigemeenenneas 


2G §©6PORURINIIG PIQINCIS se ieeeeceeite eee 


25.4 


25.5 


25.6 


25.8 


25.9 


Fo tO CR csiseicsaieecasicizse kes rcesemndia hemi aere eee 


Using the Debug View .. 


29,21 


COMO TIO VIS acssscsstsncuarscsadasciasaunransicsceesninahstusnncconiacaise Mansi sadnsianagndineatizcesioumaaaabes 
Steppits Throtshr a BLOGCAM sccsivssencrevenccecsncavavenerevesticsvavavedederecentscasesanesecentncavavans 


Using Debug Modes sicccaiccincsmncuccmmnincnaumacmneimnanumeciienmakee 


25.5.2 Debugging Multiple Target Conmections a cicainisinicrcercnssenincsscaconmiaans 


25.5.3 Disconnecting and Terminating Processes ............cccssseeeeseesesseeeeneenes 
Understanding Source Lookup Path Settings ........sssscssesseerecrnesnesene 2 


Using the Disassembly View ccociscncasnccnmimaamanncmncamaammniens s 


257.1 


25.7.2 Understanding the Disassembly View ——-. 


Using the Kemel Objects View anasiacuamuconmasnnnnioninkiameiens 


25.8.1 


Run/Debug Prelerences iscienisnicsisninmnscssntmmmiinamimccannenssionce & 


Understanding the Debug View Display sisscrsacsissisctscssscasnanneanensncen 


Setting and Recognizing the Debug Mode of a Connection .............. 


Opening the Disasseinibly View scicicscssessinesscsastanisanirsicsessaniaeiasenaaiaes 


Understanding the Kernel Objects View Display ........:s:sscseeesen 


Xvil 


302 
302 


.. 305 


. 306 


307 


310 


311 


311 
314 


317 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


MM Dee) cl Cas) [se ee eee ee ees a enone 321 
POL Tmt MctwOM: srisssrsisrsrsicrceseisieisrssarasssnasersiararersesedasersiavarsesvssienstiaetncssiansensiebvasiarsierieiss 321 
be SOLARIS PRO UNCHIS caitiscccstee ance aicsneeaemiranrnnaidemaena uence mnens 322 

202). Pango Bret on Limit ccidiiccsndnlieneins mbites 325 
Zio “Copter PROD ISU \accsssissacacssssastess ea enieseniseenieaesecinineniniiadianmnnnsnen vented 325 
26.3.1 Java Development Tools (JDT) Dependency .....ciccesinsisrinsncssineronsnsane 220 
26.3.2 Help System Does Not Display on Solaris or Linux «0.0... 326 
26.3.3 Help System Does Not Display on WindOwWS .......cccescceesesesesesseteseees 326 
26.3.4 Removing Unwanted Target Connections ........cccccseesseissssessssessseesees 326 
264. Exror Messages iccasucannccmnnedunansniianndnmeosinnin omen aamarnN 527 
2031. ERVeCL Pre he ni ENOre axcactcaatiaiieuerd union waennaiharnaocacaatainioceeactaaniie 327 
264.0 Bitild Syste Btls sescansuusnniienmmoaananuaaridanaveeanenuus 329 
268.0 Taree Mana ser BeOre a. icanniiiveuaunnieoundoriiemnrineines 332 
2644 Launch Contisuration Emory cccccnaminnsnsnmnmiinamuninencaaars 337 
pea TPG eter Bite as iuunidcicnp endure dnvanmuiulaiinsiauisiys 338 
268.6 Shealie Atralysis BIAS. jiscisccciaianaasninearanicannunainnianataadndndseoionenshantranananieten 328 
26.5 Troubleshooting VxWorks Configuration Problems ............sssssssserereesesesenes 339 
ein,“ WNRTEAE HE TEED, i ccansssatsststanapatied dacecsearaluion aaciesiteai giao uamNy bmlaauctS 539 
200° EMP LGe VIEW sisasninsnunainiennndesenanndaaHEAHmCaNenERT 342 
26.7 Error Logs Generated by Workbench ..........sssssssssessssesescessnsssssesenesescnesesesseneaes 342 
26.7.4 Creating a ZIP le of LOSS snndsciis piconet etnias 343 
26.7.2. elipse Loe oavccuneyoiiiaiswriakas ania indaeaiouees 343 
26,79 DEW GDB/MI and Debug Tracing L0gs cic sicsiscccsinmsneasicanssarninteans 344 
26.74 Debugger views (s DBS MU LO® sccicinciceuiaennentsnaachiaannwines 345 
ooo TWDebugeer Views lateral Brians Oe a.cis ceimesinnnicciaudninoneniuacins 345 
26.7.6 Debugger Views Broadcast Message Debug Tracing Log ..........00+ 345 


Xvill 


Contents 


260. Tee OU Le sciimcriirreedng 
26.78 Toeeet Server Gack Bad Le jianaccarinacamuniandutenmwauann! Oar 
2n79- VartsetSerrer WIS LOS cicnsmonnninimnammunename B47 


26.710 “Target Manamer Debug Tracitig LOe siiaiiciiorcisemmnscinccimnniainennen O50 
Da F 11. tale Reis Vin ee a ccrscissearcartelsscieasiameesanislotincieiciiemmtnn Ae 


264 Techriical Supputt dctecisinccnicanmncnecinnmnnnenneeinnnmes Oe 


PART VI: UPDATING 
27. OIOTNG PINGINS cidsiciieienindomanancnmnmimaiamamnn Bee 
22)  TnbOdicient .occcaaccumcnseinainnondaessmeeaeamnsmaadsme. O50 
27.2. Finding New PIUCIGS saninnminouminminmmoaminominnnaummanamimena. oe 


27.3 Incorporating New Plug-ins into Workbench. .......cseeseereneeseeeeenene S54 
2741 Creating a Plug-in Directory SUCHE tincidcccudanncainnnemeas Boe 
a7.o2 Teetalling a ClearCase Piette ciscansssiinssnnsrsanionssiciiniouriausranivmoenasscah OOo 


27.4 Disabling Plug-in Functionality ..........scssssssssssessesseesecseessesesesesneesesseaeeseeseesees 357 


27.5 Using Workbench with ClearCase ViewS ........s000 357 


27.5.1. Adding Workbench Project Files to Version Control 0... 358 


27.6 Downloading and Installing Java Development Tools (JDT) ........s00 360 


27.6.1 Creating a JOT Directory SHUCUTe sciacminmniammnimunuarncuraaen § 
he Deena We SOE ciwssniecinneteeniendiedoaeinceas OU 
27.6.3 Making JOT Available to Workbetidh siccsisssissenccnnnmsscnnssesinniomasncarmn SOL 


27.7. Managing Multiple Plug-in Configurations .........sssssseeseseeees 361 


27.8 Using Workbench in an Eclipse Environment ........cscsssesscersssesseeeseseeeeseeee 362 
27.8.1 Recommended Software Versions and Limitations ........ 
Bre - Betas Ub: Workbench ciisscsiaisiccatoncoisacsiarsiadeuaiuainis 


xix 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


PART VII: REFERENCE 


A Updating Workspaces on the Command-line ............:::::eeceeeeeeeseeees 367 
Bl) OIE nc nnendinaemncaenianin heen semaines 367 
AD ties spdele Reece ee 368 
BMS SONY a vecictaicatectcadsirccdcceascctadtineascccaiccnasiscrasccneadccacaiessascdeeatareaiiioaaaacea 371 
MIVGHOM,: iiasasinssasssiareninesiesasiciaadasinsensassnndasichisianstesdneasdasiasasindiduanawbeasiniasadiiaieniaaainis 377 


XX 


PART | 
Introduction 


CIGD discsiccacndiss sstiaadaaugagsinnjuetianiodacaanawadaininshidas 3 
Wind River Workbench Tutorials ....................+. 13 
Setting Up Your Hardware ..........:::::cccssssssseeeees 35 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


1.1 
1.2 
1.3 
1.4 
1.5 
1.6 


Overview 


Introduction 3 

Wind River Documentation 4 

Road Map to the Wind River Workbench User’s Guide 4 
Understanding Cross-Development Concepts 5 

Basic Eclipse Concepts 7 


Accessing Additional Interface Information 12 


1.1 Introduction 


Welcome to the Wind River Workbench User’s Guide. Wind River Workbench 2.5 is 
an Eclipse!-based development suite that provides an efficient way to develop 
real-time and embedded applications with minimal intrusion on the target system. 


Wind River Workbench is available on Windows, Linux, and Solaris hosts, but in 
this guide, screenshots and paths will be shown as on Windows. 


1. Eclipse is an industry-standard framework for building development suites. 


Wind River Workbench 


User's Guide, 2.5 (VxWorks Version) 


1.2 Wind River Documentation 


A wide variety of documentation in many different formats is available to 
Workbench customers. See the getting started for your platform for a description 
of the full document set. 


1.3 Road Map to the Wind River Workbench User’s Guide 


This chapter provides an overview of cross-development concepts, and an 
introduction to basic Eclipse terminology and functionality. 


2. Wind River Workbench Tutorials provides a tutorial that walks you through all 
the major features of Workbench: creating projects, building and debugging 
code, connecting to the VxWorks simulator, and running your program. 


3. Setting Up Your Hardware explains how to set up your host and target in 
order to run your programs on real target hardware. 


Part II. Projects explains the Project System, including creating new projects, 
importing and exporting existing projects, and creating VxWorks images and 
user applications. 


Part III. Development describes the Editor, Static Analysis, and Build System 
features of Workbench. 


Part IV. Target Management provides details about using the Target Manager, 
including how to configure a target server, and how to create and manage your 
target connections. 


Part V. Debugging explains Debugger functionality, including launch 
configurations, attaching the debugger to processes, working with 
breakpoints, displaying processes in the Debug and Disassembly views, and 
examining registers and memory. This section also provides Troubleshooting 
information, explaining how to respond to error messages you may see while 
using Workbench. 


Part VI. Updating describes how to incorporate plug-ins, such as ClearCase, 
into Workbench. 


1 Overview 
1.4 Understanding Cross-Development Concepts 


«Part VII. Reference provides information about updating your workspace with 
the command-line, as well as a Glossary of Workbench and Eclipse terms for 
which you may want more information. 


1.4 Understanding Cross-Development Concepts 


Cross-development is the process of writing code on one system, known as a host, 
that will run on another system, known as a target. 


Cross-development allows you to write code on a system that you have available 
to you (such as a PC running Linux, Windows, or Solaris) and produce 
applications that run on hardware that you would have no other convenient way 
of programming, such as a chip destined for a mobile phone. 


1.4.1. Hardware in a Cross-Development Environment 


A typical host is equipped with large amounts of RAM and disk space, backup 
media, printers, and other peripherals. In contrast, a typical target has only the 
resources required by the real-time application with perhaps some small amount 
of additional resources for testing and debugging. 


Working on the Host 
You use the host just as you would if you were writing code to run on the host 
itsel{—to manage project files; edit, compile, link, store multiple versions of your 
real-time code, and configure the operating system destined to run on the target. 
Connecting the Target to the Host 
A number of alternatives exist for connecting the target system to the host, such as 


Ethernet, serial, and JTAG. See 3. Setting Up Your Hardware for more information 
about setting up your hardware. 
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Running Your Application Code 


Run-time code is the code that is intended for the final application. The run-time 
includes the kernel, your application-specific code, and some selected library code. 
The term run-time does not usually refer to the target agent, although you will 
typically include it during development and debugging. See 3.1.2 Understanding 
Target Servers and Target Agents, p.36 for more information about the target agent. 


Workbench allows you to avoid the cumbersome process of downloading your 
complete run-time code each time you make a change by allowing you to 
download and run individual application modules as they are developed. You can 
even run application modules on the host in the integrated target simulator, 
Wind River VxWorks Simulator, if target hardware is not available. 


Advantages of Using Wind River Workbench 


Wind River Workbench ensures the smallest possible difference between the 
performance of the target you use during development, and the performance of 
the target after deployment, by keeping most development tools on the host. 


A fundamental advantage of using Wind River Workbench is that your application 
does not need to be fully linked. Code that is only partially completed can be 
downloaded for incremental testing and debugging; application modules do not 
need to be linked with the run-time system libraries, or even with each other. The 
host-resident shell and debugger can be used interactively to invoke and test either 
individual application routines or complete tasks. 


Workbench loads the relocatable object modules directly, and maintains a complete 
host-resident symbol table for the target. This symbol table is incremental: the 
target server incorporates symbols as it downloads each object module. You can 
examine variables, call subroutines, spawn tasks, disassemble code in memory, set 
breakpoints, trace subroutine calls, and so forth, all using the original symbol 
names. 


Wind River Workbench shortens the cycle between developing an idea and 
implementing it by allowing you to quickly download your incremental run-time 
code and dynamically link it with the operating system. Your application is 
available for symbolic interaction and testing with minimal delay. 


The Workbench debugger allows you to view and debug applications in the 
original source code. Setting breakpoints, single-stepping, examining structures, 
and so on are all done at the source level, using a convenient graphical interface. 


1 Overview 
1.5 Basic Eclipse Concepts 


1.5 Basic Eclipse Concepts 


Wind River Workbench is based on the Eclipse Platform, an industry-standard 
framework for building development suites. 


This section provides a very brief overview of some of the Workbench components 
inherited from Eclipse. 


1.5.1 Window 


The term window refers to the desktop development environment. You can open 
more than one window at a time by selecting Window > New Window (each 
window will see the same projects and workspace.) A Workbench window can 
contain one or more perspectives. 


1.5.2 Workspace 


Workbench uses a workspace to store your current working environment. Some of 
the items that are saved with the workspace include the set of open projects, and 
the size and location of views. 


The workspace also contains information about the current session, including the 
types and positions of your views when you last exited Workbench, current 
projects, and installed breakpoints. 


The default location of your workspace is installDir\workspace, but it can be 
located elsewhere if necessary. If you want to run two or more copies of 
Workbench, each must have its own workspace. 


Maintaining More Than One Workspace 


If you want to run two independent copies of Workbench (to keep some projects 
and files completely separate from others) you must establish a second workspace. 
This is not a required step for the tutorial in 2. Wind River Workbench Tutorials. 


1. Launch Workbench as described in 2.2 Starting Wind River Workbench, p.14. 
2. Select File > Switch Workspace to open the Select a workspace dialog. 


3. Select the directory where you want your workspace to be located, then select 
Make New Folder. Type the name of your new workspace, then click OK. 
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NOTE: The path to each of your workspaces must be unique. If you want a new 
workspace to be located in the installation directory alongside your original 
workspace, it must have a unique name (for example, workspace2 or 
newWorkspace). If it is located in a different directory, it can have the same name 
as the original: workspace. 


1.5.3 Perspectives 


A perspective groups together an editor area and one or more views that are 
convenient to have available while working on a particular task. 


For example, Figure 1-1 shows the Application Development perspective, which is 
designed to help you create projects, browse files, and edit and build source code. 


Figure 1-1 Application Development Perspective 
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It includes the Project Navigator on the top-left side of the screen, the Outline view 
on the top-right, the Target Manager on the bottom-left, and the Stacked view (also 
known as a tabbed notebook) on the bottom-right with the Tasks view visible. 


To open a new perspective, select Window > Open Perspective > Other and 
choose a perspective you want to explore, or click the Open a perspective icon in 
the upper right corner of the Workbench window, select Other, and choose a 
perspective. 


Figure 1-2 shows the Device Debug perspective, which contains views that are 
useful when you are running and debugging programs, including the Debug and 
Breakpoints views, and a tabbed notebook containing the Local Variables, Watch, 
and Register views. These views replace the Outline view of the Application 
Development perspective. 


Figure 1-2 Device Debug Perspective 
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The Application Development perspective opens by default, but you can switch 
between perspectives by selecting an icon in the shortcut bar along the top right 
edge of the Workbench window. When you start Workbench for the first time, the 


Figure 1-3 


1.5.4 Views 
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Open a perspective icon and the Application Development tab appear as shown 
in Figure 1-3. 


Perspectives Shortcut Bar 


| Application... |” 


As you open perspectives, their icons appear in the shortcut bar. To see them all 
side by side, click to the left of the Open a Perspective icon and drag to the left 
until all open perspectives are visible. 


To customize a perspective, you can open, close, and move views to create a 
comfortable work environment, then select Window > Save Perspective As and 
give your perspective aname. That configuration of views will be restored the next 
time you open your perspective. You can further customize your perspective by 
selecting Window > Customize Perspective. 


You can restore a perspective to its default configuration by selecting 
Window > Reset Perspective. 


Views reside in perspectives, and allow you to display, manipulate, and navigate 
the information in Workbench. 


Certain views appear in particular perspectives by default, but you can add any 
view to any perspective by selecting Window > Show View, then either selecting 
the view you want, or selecting Other, selecting the perspective containing that 
view, then choosing the view from the list. 


There are two things to remember when using views: 


» — Only one view (or editor) can be active at a time. The title bar of the active view 
is highlighted. 
* Only one instance of a type of view can be present in a perspective at a time 


(but multiple editors can be present to view multiple source files). 


Many views have their own menus. To open the menu for a view, click the down 
arrow at the right end of the view's title bar. Some views also have their own tool 
bars. The actions represented by buttons on view toolbars only affect the items 
within that view. 
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Moving and Maximizing Views 


Move a view by clicking either its title bar or its tab in a stacked notebook, and 
dragging it to a new location. 


There are several ways to relocate a view: 


» Drag the view to the edge of another view and drop it. The area is then split, 
and both views are tiled in the same area. The cursor changes to an appropriate 
directional arrow as you approach the edge of a view. 


» Drag the view to the title bar of an existing view and drop it. The view will be 
added to a stacked notebook with tabs. When you drag the view to stack it, the 
cursor changes to an icon of a set of stacked folders. 


« If you drag a view over a tab in an existing view, the view will be stacked in 
that notebook with its tab at the left of the existing view. You can also drag an 
existing tab to the right of another tab to arrange tabs to your liking. 


To quickly maximize a view to fill the entire perspective area, double-click its title 
bar. Double-click the title bar again to restore it. 


1.5.5 Editors 


An editor is a special type of view used to edit files. You can associate different 
editors with different types of files such as C, C++, Ada, Assembler, and Makefiles. 
When you open a file, the associated editor opens in the perspective’s editor area. 


Any number of editors can be open at once, but only one can be active at a time. By 
default, editors are stacked in the editor area, but you can tile them in order to view 
source files simultaneously (see 15. Navigating and Editing for more information 
about Editors). 


Tabs in the editor area indicate the names of files that are currently open for 
editing. An asterisk (*) indicates that an editor contains unsaved changes. 


1.5.6 Projects 
Workbench uses projects as logical containers and as building blocks that can be 
linked together to create a software system. The Project Navigator lets you visually 


organize projects into structures that reflect their inner dependencies, and 
therefore the order in which they are compiled and linked. 
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1.6 Accessing Additional Interface Information 


For more information about the Workbench interface, press F1 (or CTRL+F1 on 
Linux, or the Help button on Solaris) to open a dialog (called an infopop) containing 
a brief description of the current view. At the bottom of many infopops, you will 
see links to sections of Workbench documentation with more information on the 
same topic. You can also access the help system by selecting 

Help > Help Contents > Wind River Documentation. 


For more information on Eclipse functionality, see the Eclipse Workbench User Guide 
under Help > Help Contents > Wind River Partner Documentation > Eclipse 
Platform Documentation, as well as the Eclipse web site at www.eclipse.org. 
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2.1 Introduction 


This chapter provides tutorials designed to introduce you to Wind River 
Workbench and to familiarize you with its views and development concepts. The 
VxWorks Simulator is used to execute the sample programs, and no special 
hardware or system setup is required. 


In the course of these tutorials, you will: 


"Create a project. 

« Import source files. 

= Build a project. 

«= Connect to a simulator. 
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* Set breakpoints. 

= Step through code. 

= Set a Watch variable. 

=» Run code. 

« Edit source files. 

" Track build errors. 
«Debug a project. 

" Rebuild and rerun your code. 


These tutorials assume a basic understanding of embedded projects and 
debugging concepts. They also assume that you have the Workbench software 
(with VxWorks support) installed correctly on your host, and that the software is 
installed in the default location and with the default settings. 


To run the VxWorks 5.5 debugging tutorial, you must also have VxWorks 5.5 and 
Tornado 2 installed. 


For definitions of unfamiliar terminology, see B. Glossary. 


2.2 Starting Wind River Workbench 


1. Before you can run the tutorials, you must start Workbench. 
On Windows: 


Start > Programs > Wind River > Workbench 2.5 > Wind River 
Workbench 2.5 


On Linux and Solaris: 


Open a terminal window, then navigate to your Workbench installation 
directory. From the command line, type: 


.-/startWorkbench.sh 


2. When you start Workbench for the first time, Workbench creates a new registry 
database!. A dialog appears telling you how to migrate your registry settings 
from a previous registry to the new one’. 


1. A new database will also be created in /tmp if the default database is not accessible. 
2. If you did not have a previous version of Workbench installed and therefore do not have 
registry settings to migrate over, you can safely ignore this dialog. 
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3. Click OK. The Wind River Workbench welcome screen appears. 


4. Select the Start arrow to open a second welcome screen containing links to 
useful destinations, including the Workbench window itself. 


5. To follow these tutorials, select the Workbench arrow. Workbench opens and 
displays the Application Development perspective. 


2.3 Tutorial: Creating a Project and Running a Program 


This tutorial uses the ball sample program, written in C. This program implements 
a set of balls bouncing in a two-dimensional grid. As the balls bounce, they collide 
with each other and with the walls. You see the balls move by setting a breakpoint 
with the property Continue on break at the outer move loop, and watching a 
global grid array variable in the Memory window. 


First, you will create a new project in your workspace, then you will import the ball 
source files into it from their directory in the Workbench installation. 


2.3.1 Before You Begin 


Workbench preserves its configuration when you close it, so that at next launch 
you can resume where you left off in your development. 


If you experimented with opening perspectives and moving views before starting 
this tutorial, switch back to the Application Development perspective by clicking 
its icon in the upper right corner of the Workbench window. If its icon is not visible, 
drag the shortcut bar to the left (your cursor will turn to a double-headed arrow) 
or click the double-right arrows (a dropdown list will open). 


» 


eal & Application D... 


To reset the perspective and its views to their default settings, select 
Window > Reset Perspective. 
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2.3.2 Creating a Project 


1. 


Select File > New > VxWorks Downloadable Kernel Module Project. The 
Project dialog appears. 


Enter ball in the Project Name field, then click Next. If this is your first 
Workbench project, skip to step 5. 


If you previously created any projects before starting this tutorial, the 
Project Structure dialog appears. Here you can choose to make your new 
project a subproject of an existing one, or to make an existing project a 
subproject of your new one. For now, do not change anything. Click Next. 


If you have any existing projects, the Build Setup and Defaults dialog 
appears. Here you can choose whether your project should use the Standard 
or Flexible managed build system. 


If you have an existing project of the same type, you can decide whether to use 
the build defaults from that project, or from the default Workbench template. 
For now, select Standard build, then click Next. 


The Build Support dialog appears. Click Next to accept the default settings. 


The Build Specs screen appears. Click Deselect All, then select the check box 
next to the VxWorks simulator build spec for your platform and compiler (you 
can select more than one if you want). Leave Debug Mode checked, then click 
Next. 


« On Windows, select SIMNTdiab or SIMNTgnu 

* On Linux, select SIMLINUXdiab or SIMLINUXgnu 

* On Solaris, select SIMSPARCSOLARISdiab or 
SIMSPARCSOLARISgnu 


The Build Target screen appears. By default the build target name is the same 
as the project name, but you can customize it if you prefer. Click Next. 


The Static Analysis screen appears. Leave these options checked for now. 
Click Finish to create the project files. The new ball project appears in the 
Project Navigator. 


2.3.3 Importing Source Files Into Your Project 


Next, import the ball sample project files. 


1. 


Right-click the ball project folder, then select Import. The Import wizard 
appears. 
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Select File System and click Next. The File System page of the Import wizard 
appears. 


Click the Browse button next to the From directory field. The 
Import from directory page appears. 


Navigate to the installDir\workbench-2.5\samples directory. Select ball, then 
click OK. The File system page reappears, with the ball folder in the left pane 
and the files in that folder in the right pane. 


Select the check box next to ball. This automatically selects all the files in the 
right pane. Because you are importing into the ball project, ball appears in the 
Into folder field. Click Finish. 


To see the contents of the ball project folder, click the plus next to it in the 
Project Navigator. You will see the project files in black, and the build targets 
in blue. Any files that appear in gray are read-only. 


2.3.4 Building Your Project 


1. 


Build the ball project by right-clicking the ball folder in the Project Navigator 
and selecting Build Project from the context menu. 


The first time you build a project, a dialog appears asking if you want 
Workbench to generate include paths (for more information about include 
paths, see Wind River Workbench User Interface Reference: Build Properties). You 
do not need to do this for the tutorial, so click Continue. 


Build output displays in the Build Console tab at the bottom of the screen, and 
the output file ball.out appears in a subdirectory of ball called 
ball.out (SIMNTdiab_DEBUG). 


NOTE: The string SIMNTdiab_DEBUG reflects the active build spec, and the 


fact that debug mode flags are turned on by default. If you selected a different 
build spec, or turned off debug mode flags, the string will be different. 


2.3.5 Creating a Connection Definition to the VxWorks simulator 


You create and manage connections to a target, including the VxWorks simulator, 
using the Target Manager. 
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NOTE: If you installed VxWorks support when you installed Workbench, a 
VxWorks simulator connection definition named vxsim0 automatically appears 
below default(localhost). 


This is a valid connection definition, but to understand how to manually create 
new target connections, continue with this tutorial. 


1. 


To create a new target connection definition, click the Create a New Target 
Connection icon on the Target Manager toolbar, or right-click in the 
Target Manager and select New > Connection. 


In the New Connection wizard, select Wind River VxWorks Simulator 
Connection, then click Next. 


Continue clicking Next to accept all of the default configuration settings, then 
click Finish to create your connection definition. Because the 

Immediately connect to target if possible box is selected by default, 
Workbench attempts to connect to the simulator. 


Workbench displays connecting, then connected - target server running in the 
Workbench status line at the bottom of the window’ once the connection is 
made. A VxWorks simulator window opens‘, and the connection appears 
under default(localhost), with the type of target displayed under the 
connection. 


You are now ready to run the sample program. 


2.3.6 Downloading the Program and Attaching the Debugger 


1. 


In the Project Navigator, right-click the build target ball.out, then select 
Debug Kernel Task. The Debug launch configuration dialog appears, with 
ball.out already filled in as part of the Name of the launch. 


Type main in the Entry Point field (or select it from the drop-down list), then 
click Debug. 


Several events now occur: Workbench automatically switches to the 
Device Debug perspective, runs the ball program on the simulator, attaches 
the debugger, executes the program up to main(), and then breaks. 


3. To display this and other status information in the Target Manager, select Window > Pref- 
erences > Target Manager > Label Decorations, then choose what you want to display. 

4. You do not need the VxWorks simulator window for this tutorial, so minimize it if you wish, 
but do not close it. For more information, see Wind River VxWorks Simulator User’s Guide. 
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For more information about using the other tabs and fields in the launch 
configuration dialog, see 23. Launching Programs and Wind River Workbench User 
Interface Reference: Launch Configuration Dialog. 


2.3.7 Setting Up the Device Debug Perspective 


As with the Application Development perspective, the views in the Device Debug 
perspective can be repositioned to suit your needs. 


To set up the Device Debug perspective to match this tutorial: 


1. The action of the ball program is viewed in the Memory view, so select 
Window > Show View > Other > Device Debug > Memory. Click OK. 


The Memory view appears in the lower-right corner of the Workbench 
window, in the tabbed notebook with the Local Variables and Watch views. 


2. Click on the title bar of the Memory view and drag it to the left, over the tabbed 
notebook containing the Tasks view and the Build Console. Wait for an icon of 
a set of stacked folders to appear at the cursor, then drop the view. 


Gitasks 5% 


= axe? 


! Description Resource In Folder 


(12222222222 22 22 22 27 
$12222727227227 2? 


Right-click in the Memory view and select Display > Items size - 8 bytes. 


4. Resize the Memory view so you see at least 10 rows (place the cursor over the 
top border of the view, and when it becomes a double-headed arrow, click and 
drag upwards). 


5. Resize the view horizontally so you see one column in the Address pane, two 
columns in the Binary pane (the central section of the Memory view) and one 
column in the Text pane (the right-hand section of the view). The view should 
look similar to Figure 2-1. 
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Figure 2-1 Resizing the Memory View 
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6. Inthe Watch view?, click the Name column, then type grid and press ENTER. 
The memory address of the grid global variable appears in the value column. 
This address can vary from one session to another if something changes, for 
example if you compile with the GNU compiler instead of the Wind River 
Compiler. 


7. Type the memory address of the grid global variable into the Memory view 
address bar and press ENTER. 


8. ‘To initialize the program, click the Step Over icon in the Debug view twice so 
the Memory view displays an empty box. If necessary, resize the Memory view 
horizontally or vertically to frame the box correctly, as shown in Figure 2-2. 


NOTE: If the box does not appear, make sure the address you entered in the 
Memory window is that of the grid global variable. 


5. If it is not visible in the lower right corner, click the >> next to the name tab and select it from 
the list. 
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Figure 2-2 Initializing the ball Program 
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As the program runs, characters representing different types of balls (two 
zeros, two @ signs, and two asterisks) appear in this empty box, bounce 
around, and collide with each other and with the walls. 


2.3.8 Setting and Running to a Breakpoint. 


1. 


In main.c (which should still be open in the Editor) scroll past the three 
initialization for loops and set a breakpoint at the while statement by 
double-clicking in the vertical ruler to the left of it. 


A blue dot appears in the vertical ruler, and the Breakpoints view displays the 
module and line number of the breakpoint. 


With the breakpoint set, run to it by clicking the Resume button in the Debug 
view. Workbench stops when it hits the breakpoint. 


Examine the Memory view. You should see the six characters of the sample 
program (representing balls) in the box. Click Resume again; colored 
highlights indicate changes in ball position since the Memory view was last 
refreshed. 
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2.3.9 Modifying the Breakpoint 


Next, change the behavior of the breakpoint so that at each break, the display will 
refresh (to show the bouncing balls) without stopping execution. 


1. Right-click the breakpoint in the vertical ruler and select 
Breakpoint Properties from the context menu (or right-click the breakpoint in 
the Breakpoints view and select Properties). The Line Breakpoint Properties 
dialog appears. 


2. Select the checkbox next to Continue on Break, change the Continue Delay to 
50, then click OK. 


3. Now click the Resume button and watch the balls bounce in the Memory 
window. 


4. Tostop the program, open the Breakpoint Properties dialog again, clear 
Continue on Break, then click OK. The balls may bounce once more after you 
click OK, but they will stop. 


2.4 Tutorial: Editing and Debugging Source Files 
This tutorial demonstrates how Workbench can help you with some of the most 


basic activities in development: editing code, building your project and noting 
where the build fails, and tracking and fixing errors. 
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2.4.1 Before You Begin 


To set up Workbench for this tutorial, switch back to the default Application 
Development perspective as described in 2.3.1 Before You Begin, p.15. 


2.4.2 Introducing an Error into the Source Code 
Because the ball sample program is shipped without errors, you must introduce 
one into the sources in order to view a failed build. 
1. Inthe Project Navigator, double-click main.c to open it in the Editor. 
2. Select main() in the Outline view. The Editor switches focus to display it. 
3. Delete the semicolon (;) after the call to gridInit() so that it reads as follows: 


gridInit () 


NOTE: The status bar at the bottom of the Workbench window displays the line 


number and column (61:16) where your cursor is located in the Editor. 


4. Right-click in the Editor and select Save to save the file. 
5. Click the X on the tab (at the top of the view) to close the main.c file. 


2.4.3 Tracking Down a Build Failure 


1. Build the ball project by right-clicking the ball folder in the Project Navigator 
and selecting Build Project from the context menu. Build output appears in 
the Build Console tab at the bottom of the screen. 


2. When the build encounters the error you created in the main.c file, the build 
fails. Workbench displays a red icon containing a white X in several places: 


« Inthe Build Console, which comes to the foreground and displays 
information about the error, including the general location where the 
problem is suspected to be. 


« Inthe Project Navigator, which displays red error markers to alert you that 
the build failure was in the ball project, and that main.c is the file 
containing the error. 


« Inthe Problems view, which displays a description of the error, including 
the filename, folder, and line number. 
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3. Double-clicking the red icon in any of these locations opens the main.c file in 
the Editor, with the focus at (or near) the line suspected of containing the error. 


4. Replace the semicolon after gridInit. 


Save and close the file. 


2.4.4 Displaying File History 


Workbench tracks all changes that you make to any files in the project. To display 
the change history of the main.c file, right-click the file in the Project Navigator and 
select Compare With > Local History. 


The Compare with Local History dialog appears. The upper area of the dialog 
displays a list of the dates and times when the file was changed. When you select 
one of the list entries in the upper part, the lower part displays the file as of that 
time on the left and the version before then on the right (that is, the changes 
associated with that save). Note the changes you just made. When you are finished, 
click OK to close the dialog. 


2.4.5 Rebuilding the Project 


This time, right-click the ball folder at the top of the project tree and select 
Rebuild Project. The project compiles with no errors. 


2.5 Tutorial: Using the Editor’s Code Development Features 


The Wind River Workbench editor provides code completion, parameter hints, 
and bracket matching that can help you develop your code. 


2.5.1 Using Code Completion to Add Symbols to Your File 


Code completion automatically suggests methods, properties and events as you 
enter code. 
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To use code completion, begin typing in the Editor. Right-click in the Editor and 
select Source > Content Assist. You can also use CTRL+SPACE to display a 
pop-up list containing valid choices based on the letters you have typed so far. 


For example, in ball’s main.c: 


1. Position your cursor inside the function main() to the right of the first { 
character and press ENTER. Note that the cursor automatically indents 
beneath the brace. 


NOTE: You can change indentation, brace style, and other code formatting 


options by selecting Window > Preferences > General > Editors > 
Wind River Workbench Editor. 


2. Begin typing grid and invoke code completion: g, r, CTRL+SPACE. 


A dialog appears with suggestions, and as you continue to type the i and the 
d, your choices narrow: 


*main.c * (C) *grid.c 


int num_spin = 2; /* without recompili® 


int main (void) 
{ 
grid 
int wm grid: char[[] 


BALL ® gridaddBall(BALL*, POINT): void 

int — ® gridDeleteBall(BALL*, POINT): void 
® gridinit(): void 

Qrid ® gridisBallat(POINT): BOOL 


sran 


Select gridAddBall() and press ENTER to add the function to the file. 


2.5.2 Finding Symbols in Source Files 
The easiest way to find a symbol in a source file you are working with is to select 


it in the Outline view, but sometimes that is not possible. So Workbench also 
provides other ways to find symbols. 
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1. Ifit is not already open, double-click the ball project’s main.c file to open it. 


2. Select main(): int in the Outline view. The Editor immediately switches focus 
and highlights the declaration of main(). 


3. Several lines below main() is the symbol gridInit(). This symbol does not 
appear in the Outline view because that view only displays symbols declared 
in the file that is open (and has focus) in the Editor. 


NOTE: Hovering over gridInit() displays a pop-up showing the comments 
and declaration for the function. 


4. To see the declaration of gridInit(), double-click it and then press F3. The 
grid.c file opens automatically in the Editor, positioned at the declaration of 
gridInit(). 


2.5.3 Using Parameter Hints 


Parameter hints describe what data types a function accepts. When you add a 
function using code completion, or when you enter a function name and an open 
parenthesis, the Workbench Editor automatically displays any available parameter 
hints. 


*main.c % C) *arid.c 


int num_spin = 2; /* without recompili® 


int main (void) 
{ 
gridAddBall{) 
int i: 
BALL * p; 
int seed = 3; 


gridInit {(); 


srand (seed) ; /* stop here and set 
/* initial ball arra 
vi 


> 


+ 4 4 nim herds i44i 


You can also request parameter hints as you enter your code by right-clicking in 
the Editor and selecting Source > Parameter Hints, or by using the 
CTRL+SHIFT+SPACE keyboard shortcut. 
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2.5.4 Using Bracket Matching to Clarify Syntax 


Bracket matching helps you read and troubleshoot complex syntax by highlighting 
related parentheses, square brackets, and braces. 


If you position your cursor before an open bracket or after a closing bracket, a 
rectangle will enclose the corresponding bracket to make it easier to find. You can 
jump between the opening and closing brackets by pressing CTRL+SHIFT+P. 
Bracket matching operates on the following characters: 


Q,11 3," /* #1, <> (C/C++ only) 


2.6 Tutorial: Tracking Items of Interest in Your Files 


Adding a bookmark to a source file is similar to placing a bookmark in a book: it 
allows you to find an item you are interested in at a later time by looking in the 
Bookmarks view. Open the Bookmarks view by selecting Window > Show View 
> Bookmarks. 


You can create a bookmark on a particular line of code within a file, or you can 
bookmark the file itself. 


2.6.1 Creating a Bookmark on a Source Line in a File 


1. ‘To create a bookmark on a line of code in your file, right-click in the Editor 
gutter to the left of the item you want to keep track of, then select 
Add Bookmark. 


2. Inthe Add Bookmark dialog, enter a meaningful comment to help you 
identify it later, then click OK. A small bookmark icon appears in the Editor 
gutter, and a marker, or annotation, appears in the overview ruler at the right 
edge of the Editor showing your bookmark relative to its position in the file. 
An entry also appears in the Bookmarks view. 


Hovering over the bookmark icon shows you the text you entered, and 
clicking the annotation on the right will return the Editor’s focus to this 
position if you scroll to a different line in the file. 
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2.6.2 Creating a Bookmark for an Entire File 


1. 


To create a bookmark for a file, right-click it in the Project Navigator and select 
Add Bookmark. 


In the Add Bookmark dialog, enter a meaningful comment to help you 
identify it later, then click OK. 


The file will not look any different in the Project Navigator, but the comment 
you typed, the filename, and the folder appear in the Bookmarks view. 


2.6.3 Locating and Viewing Your Bookmarks 


1. 


To see the bookmarks in all your projects, open the Bookmarks view by 
selecting Window > Show View > Bookmarks. 


To open the file that contains a particular bookmark, double-click the 
bookmark (or right-click it and select Go To). The file opens in the Editor with 
the bookmark location highlighted. 


2.7 Tutorial: Using Workbench to Debug a VxWorks 5.5 Target 


This tutorial explains how to use Workbench to create a Tornado 2 target server 
connection and debug a VxWorks 5.5.x target. 


To use these instructions, you must have Workbench 2.5, VxWorks 5.5.x, and 
Tornado 2 installed. 


2.7.1 Before You Begin 


1. 
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To allow Workbench to find your Tornado installation, run the 
installDirlworkbench-2.5/x86-win32/bin/wrregistert22x.bat script ina 
command shell. 


When the script asks for the location of your Tornado installation, type the 
path and press Enter. The script will update your install.properties file. 
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2.7.2 Creating a Project 
1. Select File > New > Example, then select VxWorks 5.5 Downloadable Kernel 
Module Sample Project and click Next. 


2. Select the Cobble demo, then click Finish. The project appears in the Project 
Navigator. 


3. Right-click the new cobble_55 project, then select Build Options > Set Active 
Build Spec. From the dialog that appears, change the active build spec to 
PPC603diab and select Debug mode. Click OK. 


4. Right-click the project and select Build Project. The Build Console displays a 
warning about a bug in the code. 
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5. Double-click the error symbol to open cobble.c to line 280, then fix the bug. 


6. Edit line 133° and change the priority of task tCrunch to 210. If you do not do 
this, it will appear that breakpoints are not hit. 


7. Right-click the project folder and select Rebuild Project (Workbench saves 
your changes before starting the build). 


Your project should build cleanly this time. 


2.7.3 Creating a VxWorks 5.5.x Target Server Connection 
Now that you have created your project, you are ready to create a target server 
connection. 


1. From the Target Manager toolbar, click Create a New Target Connection. The 
New Connection wizard opens. 


6. You can display line numbers by right-clicking in the Editor, selecting Preferences, then 
selecting Show line numbers, or you can just scroll up or down and click in the file. The line 
number and column position of the cursor is displayed at the bottom of the window. 
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From the Connection Type list, select Wind River VxWorks 5.5.x Target Server 
Connection. Click Next. 


Click Next through the next few screens, reviewing and customizing the target 
server options as necessary. Click Finish to create your connection definition. 


NOTE: If you get a target server connection error, it could be caused by a long 
delay in checking out a license for the Tornado 2 target server. To lengthen the 
timeout, select Window > Preferences > Target Manager and increase the 
time in the Workbench timeout till target server must be connected field. 


Once the connection to the Tornado target server is established, it appears 
under default(localhost) followed by [Target Server running]. 


To connect to the Tornado 2 target, right-click the target server and select 
Connect. The target connection appears under the target server connection’. 


2.7.4 Launching a Kernel Task and Attaching the Debugger 


1. 


In the Target Manager, right-click your target, then select Target Mode. Make 
sure Task is selected. 


Right-click your target again, and this time select Debug Kernel Task. The 
debug launch configuration dialog appears. This dialog allows you to define 
which downloadable module to load, which entry point to call, which 
debugging options to implement, and what the source lookup path should be. 


You will see that the Name field displays your project’s build target and target 
name, but as yet no entry point is defined. 


Click Browse next to the Entry Point field, then select Downloads > 
cobble_55.out > progStart. Click OK. 


Click the Download tab to bring it to the foreground, then click Add. In the 
Download dialog, type or browse to the location of your project’s build target 
(installDir'workspace/cobble_55/PPC603diab_DEBUG/cobble_55.out). 
Make sure Load Symbols to Debug Server is selected, then click OK. 


Click the Debug Options tab to bring it to the foreground. Select 
Automatically attach spawned Kernel Tasks. 


7. If you like, click H next to Kernel Tasks to display the list of kernel tasks running in 
the system as well as the name of the core file. 
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6. The launch configuration is now complete. Click Debug to launch the task and 
attach the debugger. Workbench changes to the Device Debug perspective, 
displays the task in the Debug view, and opens cobble.c in the Editor (if it is 
not already open) with the focus in progStart. 


2.7.5 Setting and Running to a Breakpoint 


The easiest way to find a particular function that you want to place a breakpoint 
on is to use the Outline view. 


1. The Outline view does not appear by default in the Device Debug perspective, 
so open it by selecting Window > Show View > Outline. 


2. Select the function cosmos; the Editor will shift focus to that section of 
cobble.c, with cosmos highlighted. 


3. Scroll down to line 166 (containing nadaNichtsIdx) then right-click in the left 
Editor gutter and select Breakpoints to open the Breakpoints submenu. 


4. When adding a breakpoint, you can specify the breakpoint’s scope: either the 
task that is selected in the Debug view (here, tProgStart) or every task 
(Unrestricted). In this example, the code is run by the task tCosmos, not 
tProgStart, so select Add Breakpoint (Scope = Unrestricted). If you had 
selected Scope = tProgStart, the breakpoint would never have been triggered. 


5. Workbench also allows you to specify the stop scope: either Stop Triggering 
Thread, or to Stop All. However, in VxWorks 5.5, Stop All is not supported; it 
behaves the same as Stop Triggering Thread. So in this example you do not 
need to select either one. 


6. With your breakpoint set, select tProgStart in the Debug view and click 
Resume. 


The task tProgStart disappears from the Debug view; its only purpose was to 
launch the tCrunch, tCosmos, and tMonitor tasks that now appear in the 
Debug view and under Kernel Tasks in Target Manager. 


7. Select the task tCrunch in the Debug view to set the scope, then select the 
function crunch in the Outline view. The Editor switches its focus and 
highlights the function. Several lines below crunch, right-click in the gutter 
beside line 268 (beginning while) and select Breakpoints > Add Breakpoint 
(Scope = tCrunch). 
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8. 


Back in the Debug view, select tCosmos and click Resume. When tCosmos hits 
its breakpoint, click Resume again 9 more times. At this point the task tCrunch 
hits its breakpoint and both tasks stop. 


2.7.6 System Mode Debugging 


In system mode, when a breakpoint is hit, the whole system stops. 


1. 
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Before switching to system mode, highlight tCrunch and tCosmos in the 
Debug view, click Resume, then click Disconnect (not Terminate). 


In the Target Manager, right-click your target (which should still be running), 
then select Target Mode > System to switch into system mode. 


Open the target console by right-clicking your target and selecting Target 
Tools > Target Console. At the prompt, type i to display the list of running 
tasks. If you clicked Disconnect (and not Terminate), tCosmos and tCrunch 
are still running. 


In the Target Manager, right-click your target and select Attach to Kernel 
(System Mode). 


Once the target is in system mode, you can right-click various system tasks and 
select Attach to Kernel Task (System Mode). Then when the system stops, you 
can get the backtrace of the tasks you have attached. 


Right-click tCosmos and tCrunch and select Attach to Kernel Task. The tasks 
appear in the Debug view. 


Select monitor in the Outline view; this will switch the Editor’s focus to that 
part of cobble.c. 


Set a breakpoint by right-clicking in the gutter next to line 302 (beginning if). 


If you select Breakpoints > Add Breakpoint (Scope = tCosmos), the 
breakpoint will never be triggered because the code is only run by the 
tMonitor task. 


Therefore, set the breakpoint using either Scope = Unrestricted or Scope = 
tMonitor (you must select tMonitor in the Debug view before you can choose 
it as the breakpoint scope). 


When the breakpoint is triggered, the whole system stops, as shown in the 
Target Manager and in the Debug view. If you try to type something in the 
target console, nothing appears because the whole target is stopped. 
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Remove the breakpoint by right-clicking it in the Breakpoints view and 
selecting Remove. In the Debug view, select tMonitor and click Resume to 
resume the system. 


2.7.7 Using Core Dump Files 


You can use core dump files to see backtraces of various tasks. 


1. 
2; 


On the Target Manager toolbar, click Create a New Target Connection. 


In the New Connection wizard, select Wind River VxWorks 5.5.x Core Dump 
Connection, then click Next. 


On the next screen, type in or navigate to the location of your core dump file 
and the VxWorks kernel image. Click Next through the next few screens and 
adjust settings if necessary, then click Finish. Since Immediately connect to 
target if possible is selected by default, the connection definition will appear 
in the Target Manager and Workbench will connect. 


A dialog appears telling you that the core dump was successfully attached, but 
since Workbench cannot determine the cause for a VxWorks 5.5 core dump the 
cause is listed as UNKNOWN. The dialog also displays the program counter 
of the current execution context. 


In the Debug view, the backtrace of the current execution context appears. 
Note that the run control icons are disabled. You can also attach to other tasks 
and see their backtraces. 


2.7.8 Using Already Available Tornado 2 Projects 


You can import existing Tornado 2 projects into Workbench. 


1. 


Create a new user-defined project by selecting File > New > User-Defined 
Project. 


In the Target Operating System dialog, select Wind River VxWorks 5.5 (this 
allows you to use the Tornado 2 compilers). Click Next. 


On the next screen, type a descriptive name into the Project name field, then 
select Create project at external location and type in or browse to the location 
of your existing Tornado 2 project. Click Next. 


A dialog appears telling you that the directory you pointed to already contains 
project information. Click Yes to overwrite existing project information. 
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5. Click Finish. Your project now appears in the Project Navigator. 


6. Right-click the new project and select Build Project. Since this is a user-defined 
project, the build calls the Makefile generated by Tornado 2 tools. If you need 
to add or remove files, you still need to use the Tornado 2 IDE or edit the 
Makefile manually. 


To launch Tornado from Workbench, select Target > Launch Wind River Tornado. 


To debug a kernel module, proceed as described in 2.7.4 Launching a Kernel Task and 
Attaching the Debugger, p.30. You can also import a kernel project and rebuild it as 
well. 


Workbench provides added value over Tornado in your ability to use the Retriever, 
the Outline view, and the very powerful static analysis tools to manage your 
projects. 


Limitations and Known Issues 


To have module synchronization, you must specify the -s option to the target 
server. 


When the target loads a module, it appears in the Target Manager. You can select 
and delete it, and it will disappear from the Target Manager, but the module is still 
running on the target. This is because the target server cannot remove a module 
loaded by the target. This is a limitation of Tornado 2, and the Workbench 
debugger cannot overcome this limitation. 


This chapter has been a brief introduction to basic operations with perspectives, 
views, and editors, and simple debugging capabilities. The rest of this guide 
provides more in depth information about these and other features of Wind River 
Workbench. 
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3.1 Introduction 


This chapter explains how to configure your host and target, including how to 
download a VxWorks image and boot your target. 


For a discussion of common configuration and setup problems and tips for how to 
solve them, see 26.5 Troubleshooting VxWorks Configuration Problems, p.339. For 
definitions of terminology that may be unfamiliar to you, see B. Glossary. 


You do not need much of this chapter if all you want to do is connect to a target 
that is already set up on your network. If this is the case, read 3.2 Configuring Your 
Cross-Development System, p.39 and then proceed with 3.4 Booting VxWorks, p.49. 
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3.1.1 Overview of Host and Target Configuration Tasks 


Host Configuration Tasks 


You will need to complete these configuration tasks once per host: 
« — Install Wind River Workbench. 
« Configure TCP/IP for your host. 


« Configure a method for transferring a VxWorks image to your target, such as 
FIP on Windows and Linux or rsh on Solaris. 


Target Configuration Tasks 


You will need to complete these configuration tasks once for each new target: 


« — Install the VxWorks boot loader for your target (see the Wind River Workbench 
On-Chip Debugging Guide for details). 


« Set up one or more physical connections between your target and host. 


« Define a Workbench target server to connect to the new target. 


Normal Operation 
You will need to repeat these tasks each time you want to re-initialize your target 
during development: 


« Boot VxWorks on the target. VxWorks includes a target agent, the interface 
between VxWorks and all other Wind River Workbench tools, by default. 


« Launch or restart a Workbench target server on the host. 


NOTE: Paths to Workbench directories and files are prefixed by installDir in this 
guide. Substitute the actual path to your Workbench installation directory. 


3.1.2 Understanding Target Servers and Target Agents 


Wind River Workbench host tools such as shells and debuggers communicate with 
the target system through a target server. A target server can be configured with a 
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variety of back ends, which provide for various modes of communication with the 
target agent. On the target side, VxWorks can be configured and built with a variety 
of target agent communication interfaces. 


Your choice of target server back end and target agent communication interface is 
based on the mode of communication that you establish between the host and 
target (network, serial, JTAG, and so on). The target server must be configured with 
a back end that matches the target agent interface with which VxWorks has been 
configured and built. See Figure 3-1 for a detailed diagram of host-target 
communications. 


Figure 3-1 Wind River Workbench Host-Target Communication 
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Target Agent Modes 


All of the standard target server back ends included with Workbench connect to 
the target through the target agent. Thus, in order to understand the features of 
each back end, you must understand the modes in which the target agent can 
execute. These modes are called user mode, system mode, and dual mode. 


In user mode, the agent runs as a VxWorks task. Debugging is performed ona 
per-task basis: you can isolate the task or tasks of interest without affecting the 
rest of the target system. 


In system mode, the agent runs externally from VxWorks, almost like a ROM 
monitor. This allows you to debug an application as if it and VxWorks were a 
single thread of execution. In this mode, when the target run-time encounters 
a breakpoint, VxWorks and the application are stopped and interrupts are 
locked. One of the biggest advantages of this mode is that you can single-step 
through ISRs; on the other hand, it is more difficult to manipulate individual 
tasks. Another drawback is that this mode is more intrusive; it adds significant 
interrupt latency to the system, because the agent runs with interrupts locked 
when it takes control (for example, after a breakpoint). 


In dual mode, two agents are configured into the run-time simultaneously: a 
user-mode agent, and a system-mode agent. Only one of these agents is active 
at a time; switching between the two can be controlled from either the 
Workbench debugger (see 25.5 Using Debug Modes, p.311) or the host shell (see 
Wind River Workbench Command Line Tools User’s Guide: Using the Host Shell). 


In order to support a system-mode or dual-mode agent, the target communication 
path must work in polled mode (because the external agent needs to communicate 
to the host even when the system is suspended). Thus, the choice of 
communication path can affect what debugging modes are available. 


Communication Paths 


The most common VxWorks communication path—both for server-agent 
communications during development, and for applications—is TCP/IP 
networking over Ethernet. That connection method provides a very high 
bandwidth, as well as all the advantages of a network connection. 


Nevertheless, there are situations where you may wish to use a non-network 
connection, such as a serial line or a ROM-emulator connection. For example, if 
you have a memory-constrained application that does not require networking, you 
may wish to remove the VxWorks network code from the target system during 
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development. Also, if you wish to perform system-mode debugging, you need a 
communication path that can work in polled mode. 


Note that the target server back end connection is not always the same as the 

connection used to load the VxWorks image into target memory. For example, you 
can boot VxWorks over Ethernet, but use a serial line connection to exploit a 

polled-mode serial driver for system-mode debugging. 


You can also use a non-default method of getting the run-time system itself into 
your target board. For example, you might burn your VxWorks run-time system 
directly into target ROM, as described in the VxWorks Programmer's Guide: 
Configuration and Build. Alternatively, you can use a ROM emulator to quickly 
download new VxWorks images to the target’s ROM sockets. Another possibility 
is to boot from a disk locally attached to the target; see the VxWorks Programmer’s 
Guide: Local File Systems. Individual Board Support Packages (BSPs) may provide 
other alternatives, such as flash memory; see the reference information for your 
BSP. 


For a tutorial that explains how to use Wind River ICE or Wind River Probe to load 
the run-time system onto your target, see Wind River ICE for Wind River Workbench 
Hardware Reference or Wind River Probe for Wind River Workbench Hardware Reference. 


3.2 Configuring Your Cross-Development System 


Before VxWorks can boot an executable image obtained from the host, the network 
software on the host must be correctly configured (see Configuring Host Software, 
p-39), your target must be connected and powered up (see Verifying Serial Setup and 
Power, p.44), and the boot loader must be loaded onto your target. 


3.2.1 Configuring Host Software 


For your target to communicate with the Workbench host tools, you need to have 
a Wind River registry, TCP/IP, and FTP running on your host. 


The following sections describe these procedures in more detail. 
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Establishing the VxWorks Target Name and IP Address 


You can configure the server that provides Domain Name Service (DNS) so that 
your computer uses that server to translate system names to network IP addresses. 
Consult your operating system documentation on how to configure your system 
to take advantage of DNS. 


If you do not have a domain name server at your site, you can specify how to map 
machine names to IP addresses in a file called hosts 

(C:\Windows \system32\ drivers \ etc \hosts on Windows, /etc/hosts on Linux 
and Solaris) which records the names and IP network addresses of systems 
accessible on the network from the local system (otherwise, you would have to 
identify targets by IP address). 


Each line consists of an IP address and the name (or names) of the system at that 
address. 


For example, suppose your host system is called mars and has Internet address 
90.0.0.1, and you want to name your VxWorks target phobos and assign it address 
90.0.0.50. The hosts file must then contain the following lines: 


90.0.0.1 mars 
90.0.0.50 phobos 


This configuration is represented in Figure 3-7. 


A CAUTION: If you are in a networked environment, do not pick arbitrary IP 
addresses for your host and target as they could be assigned to someone else. 
Contact with your system administrator for available IP addresses. 


Configuring FTP on Windows 


To use the default VxWorks configuration and boot VxWorks over the network, 
you must have an FIP server running on the host where the VxWorks system 
image is stored, and the FIP server must have a user ID and password defined that 
your VxWorks target can use to identify itself. 


Workbench includes an FTP server application, WFTPD. Start this FIP server from 
the Windows Start menu by selecting Programs > Wind River > VxWorks 6.x 
and General Purpose Technologies > FTP Server. 


Before an FIP client can connect to WFTPD, you must complete the following 
steps: 


1. Open the WFIPD window and select Security > Users/rights (Figure 3-2). 
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Figure 3-2 WFTPD Security Menu 
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2. WFTPD displays the User / Rights Security Dialog box shown in Figure 3-3. 
Click the New User button; another dialog box (also shown in Figure 3-3) 
appears where you can enter whatever arbitrary name you wish as the user ID 
for the VxWorks boot ROM. Be sure to use this same name when you assign 
the user (u) VxWorks boot parameter described in 3.4.4 Description of Boot 
Parameters, p.54. 


Figure 3-3 Adding a New User for WFTPD 


User / Rights Security Dialog 


User Name: x 


User 


New User... 
Home Directory: iz 


Help Rights >> 


UserName:  |target 


3. After you specify the user name and click OK, WFTPD displays a third dialog 
box where you can specify a password (Figure 3-4). Use any memorable 
arbitrary string, and be sure to use this same string when you assign the 
ftp password (pw) VxWorks boot parameter described in 3.4.4 Description of 
Boot Parameters, p.54. 


Because the password does not display as you type it, you must type it twice 
to be sure the correct password is recorded. 
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WFTPD Password Dialog Box 


Change Password 


Help 


NOTE: Your password must not be an empty string. 


4. After defining the new user ID and password, be sure to fill in the 
Home Directory text box (Figure 3-5). The VxWorks boot loader does not 
require this information, but WFTPD refuses to connect to a client unless you 
specify a home directory. Any directory will be fine, as long as you permit 
sufficient disk access for the VxWorks boot loader to read the boot image on 
your Windows disk. 


WFTPD Home Directory 


User / Rights Security Dialog 


User Name: target 7 Done 


User target 


New User... Delete 


Home Directory: = |C:\TEMP I Restricted to home 
Help Rights >> 


5. Close the User/ Rights Security Dialog box by clicking Done. 


NOTE: You can run the FIP server as a restricted user, but you cannot add new 
users and passwords if you are a restricted user. A non-restricted user must add 
the new users and passwords for you. 


6. To enable logging of FIP activities, select Logging > Log Options and select 
the types of activities you want to log. The log file will be saved in the home 
directory you specified above. 


When you have finished configuring your FTP settings, leave the FIP server 
running. It must be running on your host when your target tries to access the 
vxWorks image. 
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Becoming Familiar with the Wind River Registry 


The Wind River target server registry is a service that keeps track of running target 
servers. The registry must be running for Workbench tools to communicate with 
VxWorks targets. Workbench development tools communicate with the target 
server using TCP/IP, which in turn communicates with the VxWorks target over 
the selected communication method (such as serial, Ethernet, or TMD). The 
registry is always required, independent of the link between the target server and 
the VxWorks target. 


Workbench starts the default registry automatically, though if required you can 
connect to a registry running on a networked host instead (see 19.6 Connect to the 
Target, p.236 for details about connecting to other registries). 


You can tell that the Wind River registry is running on your host system if: 
« The registry icon is displayed in the Windows system tray. 
« Running the ps command on Linux or Solaris shows wtxregd.ex in the jobs list. 
To shut down the registry: 
" Right-click the registry icon in the Windows system tray and select Shutdown. 
« Type killall wtxregd.ex in a Solaris terminal window. 
« Type wrenv.linux -p workbench-2.5 wtxregd stop in a Linux terminal 
window. 
Changing Wind River Registry Daemon Default Behavior 


The behavior of the Wind River registry daemon can be changed by updating the 
registry default options. These options control the location of the registry daemon 
database, log file locations, levels, and timeouts, and so on. 


You can update the registry default options from a terminal window command 
line, or by modifying the registry daemon default options configuration file 
(installDir'workbench-2.5/foundation/4.x/resource/wtxregd/wtxregd.conf). 


For available options and other information about the operation of the registry, 
type installDir!workbench-2.5/foundation/4.x/host_type/bin/wtxregd help at a 
command line, refer to the wtxregd.conf file, or see the online reference entry for 
wtxregd (Help > Help Contents > Wind River Documentation > References > 
Host Tools > Wind River Workbench Host Tools API Reference). 
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Example Usage 


Store the Wind River registry daemon database within a user specific directory. 
On Windows: 


wtxregd -d $ (HOME) /registry-db 
On UNIX: 


wtxregd start -d $(HOME) /registry-db 


3.2.2 Verifying Serial Setup and Power 


Hardware settings are specific to your target and host. This section describes in 
general terms the types of hardware connections you must make to follow the 
instructions in this book, but be aware that you may need to make adjustments to 
accommodate your specific cross-development system. 


Configuring your target hardware may involve the following tasks: 
« Protecting your equipment against electrostatic discharge. 
« Setting switches and jumpers on the target CPU board. 


« Connecting a serial cable and/or an Ethernet cable, if the target supports 
networking. 


«= Connecting a power supply. 


Perform the following general procedures as appropriate for your particular target 
hardware. For details, see the target reference for your BSP (such as 
installDir/vxworks-6.x/target/config/bspname/target.ref) and the documentation 
provided by your target system’s manufacturer. 


NOTE: If you are using a Wind River ICE or Wind River Probe emulator to connect 
to your target, see the Wind River ICE for Wind River Workbench Hardware Reference 
or Wind River Probe for Wind River Workbench Hardware Reference for information 
about how to connect to your target. 


Protecting Equipment from Electrostatic Discharge (ESD) 
You should always discharge the static electricity that may have collected on your 


body before you touch integrated circuit boards, including targets and network 
interface cards (NICs). 
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Electrostatic discharge precautions include: 


«touching the metal enclosure of a plugged-in piece of electrical equipment 
(such as a PC or a power supply ina metal case) 


« placing your equipment on, or standing on, an anti-static mat 
"wearing an ESD wrist strap 


A CAUTION: Failure to take proper ESD precautions can degrade target hardware 
over time, leading to intermittent errors or hardware failure. 


Setting Board Switches and Jumpers 


Many CPU and Ethernet controller boards still have configuration options that are 
selected by hardware jumpers, although this is less common than in the past. These 
jumpers must be set correctly before VxWorks can boot successfully. 


You can determine the correct jumper configuration for your target CPU from the 
information provided in the target information reference for your BSP, and in the 
target system’s documentation. 


Connecting a Serial Cable and Configuring the Terminal View 


Most targets include at least one on-board serial port. Wind River Workbench 
includes a Terminal view that you can use to open a serial connection from within 
Workbench, just as you would with any other terminal emulation program such as 
hyperterminal, minicom, or telnet. 


To configure the Terminal view: 
1. Stop any other program already using the serial port. 
2. Ifit is not already running, start Workbench. 


3. Ifit is not already visible, open the Terminal view (select 
Window > Show View > Terminal). 


4. To geta better view of what is happening in the Terminal view, double click on 
the tab at the top of the view. The view will expand to fill the Workbench 
window. 
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% Device Debug - main.c - Wind River Workbench 


File Edit Refactor Navigate Search Project Run Target Window Help 


i %- O-Q- i@esees i qT FEY | [BR vevice Debug | 
P 3 : GE Application D... 
© o- * 


‘Tasks | Problems | Properties Build Console Error Log @EMeviae nines TNS? F) 
‘erminal (COM1, 9600, 8, 1, None, None - CLOSED) 


5. If the default settings shown at the top of the view are correct for your board, 
click the green Connect icon. 


If the settings need to be adjusted, click the square Settings button to open the 
Terminal Settings dialog. 


% Terminal Settings 


; Connection Type: > 
. 

; Settings: 
Port: cm = =—SOt—<“is—s 
Baud Rate: fa6o0 ba | 
Data Bits: 

stopsits: [1 | | 
Parity: [None 7 | 


Flow Control: |None w, 


cocl_| 
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6. Configure the terminal settings as appropriate for your system: 


Connection Type 
Select Serial. 


On Linux, if you are not running your Linux host as a root user, make sure 
the permissions are set correctly for you to access the serial port (if you do 
not have permissions set correctly, only the NET option is available under 
Connection Type). 


To set them, issue one of the following commands (depending on which 
port you plan to use): 


$ chmod 666 /dev/ttyS0 
$ chmod 666 /dev/ttyS1 


Port 
Set the port to the port you are using. Defaults are COM1 on Windows, 
ttySO on Linux, and /dev/cua/a on Solaris. 


Baud Rate 
Configure the baud rate to match the speed of your connection. 


Data Bits 
Default on all platforms is 8. 


Stop Bits 
Default on all platforms is 1. 


Parity 
Default on all platforms is None. 


Flow In 
Default on all platforms is None. 


Flow Out 
Default on all platforms is None. 


7. Click OK to open a serial connection to your target. 


8. To disconnect from your target, click Disconnect. 
To reopen the connection with the existing settings, click Connect. 


After initially configuring the boot parameters and getting started with VxWorks, 
you may wish to configure VxWorks to boot automatically without a terminal. 
Refer to the target system hardware documentation for proper connection of the 
RS-232 signals. 
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Connecting a Cable for the Ethernet Connection 


Always make sure you use the correct cable: 
* when connecting your board directly to your host, use a crossover cable 
* when connecting your board to a LAN, use a non-crossover cable 

A CAUTION: Be sure to follow ESD precautions (see Protecting Equipment from 


Electrostatic Discharge (ESD), p.44) whenever working with integrated circuit 
boards, including targets and NICs. 


Connecting A Power Supply 


For standalone targets, use the power supply recommended by the board 
manufacturer. 


3.3 Setting Up a Boot Mechanism 
Workbench is shipped with the following VxWorks images, compiled both with 
the Wind River Compiler and with the GNU compiler: 
vxWorks 
vxWorks_rom 
vxWorks_romCompress 


vxWorks_romResident 


In every case, you will need to create your own boot medium. Your board will 
require one of the following media: 


ROM 
Most boards boot from ROMs. 


For cases where boot ROMs are used to boot VxWorks, install the appropriate 
set of boot ROMs on your target board(s). When installing boot ROMs, be 
careful to: 


« Install each device only in the socket indicated on the label. 


« Note the correct orientation of pin 1 for each device. 
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» Use anti-static precautions whenever working with integrated circuit 
devices. For more information, see Protecting Equipment from Electrostatic 
Discharge (ESD), p.44. 


Floppy Disk 


Some BSPs for systems that include floppy drives use boot diskettes instead of 
a boot ROM. For example, Pentium systems usually boot from diskette. 


Flash Memory 


For boards that support flash memory, the BSP may be designed to write the 
boot program there. In such cases, an auxiliary program to write the boot 
program into flash memory is supplied by the board vendor. 


For specific information on a particular booting method, see 

Help > Help Contents > Wind River Documentation > Guides > Operating Sy 
stem > VxWorks BSP Developer's Guide. Instructions for making a floppy disk 
for booting a Pentium target are in the target.ref file for the BSP. 


You may also wish to replace a boot ROM, even if it is available, with a ROM 
emulator. This is particularly desirable if your target has no Ethernet capability, 
because the ROM emulator can be used to provide connectivity at near-Ethernet 
speeds. Contact Wind River for information about support for ROM emulators. 


3.4 Booting VxWorks 


Once you have configured your host software and target hardware, you are ready 
to boot VxWorks. 


With your target connected to your host and a serial connection open in the 
Terminal view, click Connect (see Connecting a Serial Cable and Configuring the 
Terminal View, p.45). 


NOTE: If you are using a VxWorks image configured for a network connection (the 
default), you must have an FIP server running on the Windows host where the 
VxWorks system image is stored. See Configuring FTP on Windows, p.40 for more 
information. 
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3.4.1 Default Boot Process 


When you boot VxWorks with the default boot program (from a ROM, a diskette, 
or another medium), you must use the VxWorks command line to provide the boot 
program with information that allows it to find the VxWorks image on the host and 
load it onto the target. The default boot program is designed for a networked 
target, and needs to have the correct host and target network addresses, the full 
path and name of the file to be booted, the user name, and so on. 


Unless your target CPU has non-volatile RAM (NV-RAM), you will eventually 
find it useful to build a new version of the boot loader that includes all parameters 
required for booting a VxWorks image. In the course of developing an application, 
you will also build bootable applications 


When you power on the target hardware (and each time you reset it), the target 
system executes the boot program from ROM; during the boot process, the target 
uses its serial port to communicate with your terminal or workstation. The boot 
program first displays a banner page, and then starts a seven-second countdown, 
visible on the screen as shown in Figure 3-6. 


Figure 3-6 Boot Program Banner Display 


%, Device Debug - main.c - Wind River Workbench 


File Edit Navigate Search Project Run Target Window Help 
wm ob %~+O-Q-~- eee f [ FY | [BB pevice Debua | 2 


Error Log Problems | Properties Tasks Build Console PEM lines PNwWeoce 
erminal (COM1, 9600, 8, 1, None, None - CLOSED) 


VxWorks System Boot 


Copyright 1984-2004 Wind River Systems, Inc. 


CPU: MPC8260 PowerQUICcc II -- Wind River. 5BC8260 
ersion: VxWorks 6.2 

BSP version: 2.0/9 

Creation date: Sep 19 2005, 20:51:31 


Press any key to stop auto-boot... 
765 
[VxWorks Boot]: | 
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Unless you press any key on the keyboard within that seven-second period, the 
boot loader will attempt to proceed with a default configuration, and will not be 
able to boot the target with VxWorks. 


3.4.2 Entering New Boot Parameters 


To interrupt the boot process and provide the correct boot parameters, first power 
on (or reset) the target; then stop the boot sequence by pressing any key during the 
seven-second countdown. 


The boot program displays the VxWorks boot prompt: 
[VxWorks Boot]: 

To display the current (default) boot parameters, type p at the boot prompt: 
[VxWorks Boot]: p 


A display similar to the following appears; the meaning of each of these 
parameters is described in 3.4.4 Description of Boot Parameters, p.54. 


boot device : In 

unit number : 0 

processor number : 0 

host name : mars 

file name : c:\temp\vxworks* 
inet on ethernet (e) : 90.0.0.50:ffffff£00 
inet on backplane (b) : 

host inet (h) > 90.0.0.1 
gateway inet (g) : 

user (u) : fred 

ftp password (pw) (blank=use rsh) :secret 
flags (f) : Ox0 

target name (tn) : phobos 

startup script (s) : 

other (0) 


This example corresponds to the configuration shown in Figure 3-7. The p 
command does not actually display the lines with blank fields, although this 
example shows them for completeness. 


1. Pre-built VxWorks images are available in 
installDir\vxworks-6.2\target\ proj \bsp-compiler\ default, but in this example the vxWorks 
file has been copied to c:\temp. 
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Figure 3-7 Boot Configuration Example 


c:\temp \vxWorks 


HOST TARGET 
mars phobos 
user: fred 
I I 
90.0.0.1 90.0.0.50:ffffff00 


| Ethernet | 


90.0.0.x subnet 


To change the boot parameters, type c at the boot prompt: 
[VxWorks Boot]: ¢ 


In response, the boot program prompts you for each parameter. If a particular field 
has the correct value already, press ENTER. To clear a field, enter a period (. ), then 
press ENTER. To go back to change the previous parameter, enter a dash (-), then 
press ENTER. If you want to quit before completing all parameters, type CTRL+D. 


Network information must be entered to match your particular cross-development 
system configuration. The Internet addresses must match those in the hosts file on 
your system (or those known to your Domain Name Server), as described in 
Establishing the VxWorks Target Name and IP Address, p.40. 


If your target has non-volatile RAM (NV-RAM), the boot parameters are stored 
there and retained even if power is turned off. For each subsequent power-on or 
system reset, the boot program uses these stored parameters for the automatic boot 
configuration. 


3.4.3 Boot Program Commands 


The VxWorks boot program provides a limited set of commands. To see a list of 
available commands, type either h or ? at the boot prompt, followed by ENTER: 


[VxWorks Boot]: ? 
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Table 3-1 describes each of the VxWorks boot commands and their arguments. 


VxWorks Boot Commands 


Description 


Command 

h Help command—print a list of available boot commands. 

? Same as h. 

@ Boot (load and execute file) using the current boot 
parameters. 

P Print the current boot parameter values. 

c Change the boot parameter values. 

1 Load the file using current boot parameters, but without 
executing. 

gadrs Go to (execute at) hex address adrs. 

d adrs[, n] Display n words of memory starting at hex address adrs. If n 
is omitted, the default is 64. 

m adrs Modify memory at location adrs (hex). The system prompts 


f adrs, nbytes, value 


tadrs1, adrs2, nbytes 
s[0!11] 
e 


for modifications to memory, starting at the specified 
address. It prints each address, and the current 16-bit value 
at that address, in turn. You can respond in one of several 
ways: 


ENTER: Do not change that address, but continue 
prompting at the next address. 


number: Set the 16-bit contents to number. 

. (dot): Do not change that address, and quit. 

Fill nbytes of memory, starting at adrs with value. 
Copy nbytes of memory, starting at adrs1, to adrs2. 


Turn the CPU system controller ON (1) or OFF (0) (only on 
boards where the system controller can be enabled by 
software). 


Display a synopsis of the last occurring VxWorks exception. 
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Table 3-1 VxWorks Boot Commands (cont’d) 


Command Description 
v Display BSP and boot ROM version. 
N Set Ethernet address. 


3.4.4 Description of Boot Parameters 


Each of the boot parameters is described below, with reference to the example in 
3.4.2 Entering New Boot Parameters, p.51. The letters in parentheses after some 
parameters indicate how to specify the parameters in the command line boot 
procedure described in 3.4.6 Alternate Boot Methods, p.58. 


boot device 
The type of device to boot from. This must be one of the drivers included in the 
boot ROMs (for example, enp for a CMC controller). Due to limited space in 
the boot ROMs, only a few drivers can be included. A list of included drivers 
is displayed at the console (type ? or h). 


unit number 
The unit number of the boot device, starting at zero. 


processor number 
A unique numerical target identifier for systems with multiple targets on a 
backplane. The backplane master must have its processor number set to zero. 
For boards not connected to a backplane, a value of zero is typically used but 
is not required. 


host name 
The name of the host machine to boot from. This is the name by which the host 
is known to VxWorks; it need not be the name used by the host itself. (The host 
name is mars in the example of 3.4.2 Entering New Boot Parameters, p.51.) 


file name 
The full pathname of the VxWorks image to be booted (c:\temp\vxWorks in 
the example). This pathname is also reported to the host when you start a 
target server, so that it can locate the host-resident image of VxWorks. The 
pathname is limited to a 160 byte string, including the null terminator.” 


inet on ethernet (e) 
The Internet Protocol (IP) address of a target system Ethernet interface, as well 
as the subnet mask used for that interface. The address consists of the IP 
address, in dot decimal format, followed by a colon, followed by the mask in 
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hex format (here, 90.0.0.50:ffffff00). For more information about working with 
IP addresses, see Establishing the VxWorks Target Name and IP Address, p.40. 


inet on backplane (b) 
The Internet address of a target system with a backplane interface (blank in the 
example). 


host inet (h) 
The Internet address of the host to boot from (90.0.0.1 in the example). 


gateway inet (g) 
The Internet address of a gateway node if the host is not on the same network 
as the target (blank in the example). 


user (u) 
The user ID that VxWorks uses to access the host for the purpose of boot 
loading the file specified by the filename boot parameter (fred in the 
example); use the user name you created in Configuring FTP on Windows, p.40. 
That user must have permission to read the VxWorks boot-image file. 


On a Windows host, the user must have FIP access to that host. On a UNIX 
host, the user must have FIP or rsh access. The ftp password boot parameter 
described below controls how the boot loader accesses the host. For rsh, the 
user must be granted access by adding the user ID to the host's /etc/host.equiv 
file, or more typically to the user's .rhosts file (~userName/.rhosts). 


ftp password (pw) 
The user password used by the boot loader to access the host using FIP for the 
purpose of boot loading the file specified by the filename boot parameter. Use 
the password you created in Configuring FIP on Windows, p.40. 


NOTE: This field is not required by the boot program, but you must supply it 


to boot over the network from a Windows host. Without it, the boot ROM 
attempts to load the run-time system image using a protocol based on the 
UNIX rsh utility, which is not available for Windows hosts. So an FTP 
password is required, but only for host access during boot loading. 


2. If the same pathname is not suitable for both host and target—for example, if you boot from 
a disk attached only to the target—you can specify the host path separately to the target 
server, using the -c filename option in the Advanced Target Server Options field of the 
New Target Server Connection dialog. 
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flags (f) 
Configuration options specified as a numeric value that is the sum of the 
values of selected option bits defined below. (This field is zero in the example 
because no special boot options were selected.) 


0x01 = Donot enable the system controller, even if the processor number is 0. 
(This option is board specific; refer to your target documentation.) 

0x02. = Load all VxWorks symbols’, instead of just globals. 

0x04. = Do not auto-boot. 

0x08 = Auto-boot fast (short countdown). 

0x20 = Disable login security. 

0x40 = Use BOOTP to get boot parameters. 


0x80 = Use TFIP to get boot image. 
0x100 = Use proxy ARP. 
0x200 = Use WDB agent. 
0x400 = Setsystem to debug mode for the error detection and reporting facility 
(depending on whether you are working on kernel modules or user 
applications, for more information see the VxWorks Kernel Programmer's 
Guide: Error Detection and Reporting or the VxWorks Application 
Programmer’s Guide: Error Detection and Reporting). 
a. Very large symbol loads can cause delays of up to several minutes while Workbench 
loads the symbols. For information about how to specify the size of the symbol batch 
to load, see Wind River Workbench User Interface Reference: Debug View. 


target name (tn) 
The name of the target system to be added to the host table (here, phobos). 


startup script (s) 
If the kernel shell is included in the downloaded image, this parameter allows 
you to pass to it the path and filename of a startup script to execute after the 
system boots. A startup script file can contain only the shell’s C interpreter 
commands. This parameter can also be used to specify process-based 
applications to run automatically at boot time, if VxWorks has been configured 
with the appropriate components. See VxWorks Application Programmer's 
Guide: Applications and Processes and Target Tools. 


other (0) 
This parameter is generally unused and available for applications (blank in the 
example). It can be used when booting from a local SCSI disk to specify a 
network interface to be included. 
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3.4.5 Booting With New Parameters 


After entering the boot parameters, initiate booting by typing the @ command: 


[VxWorks Boot]: @ 


Figure 3-8 VxWorks Booting Display 


%) Device Debug - main.c - Wind River Workbench 


File Edit Navigate Search Project Run Target Window Help 
| wis m |*e-O-Q@-|\seeav “4 FY | IBS device Debug | 


| Error Log Problems Properties Tasks Build Console — Terminal % Ef NM Be ce 
erminal (COM1, 9600, 8, 1, None, None - CLOSED) 


Attaching interface 1loO... done 
Attached IPv4 interface to motfee unit 0 
Loading... 791932 + 94440 

Starting at Oxio000o0... 


Attaching interface loO... done 
Attached IPv4 interface to motfce unit 0 


VxWorks 
Copyright 1984-2004 Wind River Systems, Inc. 


CPU: MPC8260 PowerQUICC II -- Wind River. 5BC8260 
Runtime Name: VxWorks 
Runtime Version: 6.2 
BSP version: 2.0/9 
Created: Sep 19 2005, 20:51:31 
EDER Policy Mode: Deployed 
WDB Comm Type: WDB_COMM_ END 
UDB: Ready. 


Figure 3-8 shows a typical VxWorks boot display. The VxWorks boot program 
prints the boot parameters, and the downloading process begins. 


The following information is displayed during the boot process: 
* The boot program first initializes its network interfaces. 


» After the system is completely loaded, the boot program displays the entry 
address and transfers control to the loaded VxWorks system. 


» When VxWorks starts up, it begins just as the boot ROM did, by initializing its 
network interfaces; the network-initialization messages appear again, 
sometimes accompanied by other messages about optional VxWorks facilities. 
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« After this point, VxWorks is up and ready to attach to the Wind River 
Workbench tools. 


« The boot display may be useful for troubleshooting. The following hints refer 
to Figure 3-8. For more troubleshooting ideas, see 26.5 Troubleshooting VxWorks 
Configuration Problems, p.339. 


- If Attaching network interface is displayed without the corresponding 
done, verify that the system controller is configured properly and the 
network interface card is properly jumpered. This error may also indicate 
a problem with the network driver in the newly loaded VxWorks image. 


- If Loading... is displayed for more than 30-45 seconds without the size of 
the VxWorks image appearing, this may indicate problems with the 
Ethernet cable or connection, or an error in the network configuration (for 
example, a bad host or gateway Internet address). 


— If the line Starting at is printed and there is no further indication of 
activity from VxWorks, this generally indicates there is a problem with the 
boot image. 


3.4.6 Alternate Boot Methods 


To boot VxWorks, you can also use the command line, take advantage of 
non-volatile RAM, or create new boot programs for your target. 


Command Line Parameters 


Instead of being prompted for each of the boot parameters, you can supply the 
boot program with all the parameters on a single line at the boot prompt 
([VxWorks Boot]:) beginning with a dollar sign character (“$”). For example: 


$1n(0,0)mars:c:\temp\vxWorks e=90.0.0.50 h=90.0.0.1 u=fred pwe... 


The order of the assigned fields (those containing equal signs) is not important. 
Omit any assigned fields that are irrelevant. The codes for the assigned fields 
correspond to the letter codes shown in parentheses by the p command. For a full 
description of the format, see the reference entry for bootParseLib. 


This method can be useful if your workstation has programmable function keys. 
You can program a function key with a command line appropriate to your 
configuration. 
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Non-volatile RAM (NV-RAM) 


As noted previously, if your target CPU has non-volatile RAM (NV-RAM), all the 
values you enter in the boot parameters are retained in the NV-RAM. In this case, 
you can let the boot program auto-boot without having a terminal program 
connected to the target system. 


Customized Boot Programs 


See the VxWorks Kernel Programmer's Guide for instructions on creating a new boot 
program for your boot media, with parameters customized for your site. With this 
method, you no longer need to alter boot parameters before booting. 


BSPs Requiring TFTP on the Host 


Some Motorola boards that use Bug ROMs and place boot code in flash require the 
TFTP protocol on the host in order to burn a new VxWorks image into flash. 
Workbench ships with a version of TFIP. See your target system documentation on 
how to burn flash for these boards. 


3.4.7 Rebooting VxWorks 
When VxWorks is running, there are several ways you can reboot it. Rebooting by 
any of these means restarts the attached target server on the host as well: 


« Entering CTRL+X in the Terminal view (other Windows terminal emulators 
do not pass CTRL+X to the target, because of its standard Windows meaning.) 


* Invoking reboot() from the host shell. 
« Pressing the reset button on the target system. 
« Turning the target’s power off and on. 


When you reboot VxWorks in any of these ways, the auto-boot sequence begins 
again from the countdown. 


A CAUTION: Be sure to follow ESD precautions (see Protecting Equipment from 


Electrostatic Discharge (ESD), p.44) whenever working with integrated circuit 
boards, including targets and NICs. 
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3.5 Configuring Host-Target Communication for Workbench 


If you are developing applications, an Ethernet connection is the easiest to set up 
and use, since most VxWorks targets already use the network (for example, to 
boot), so no additional target set-up is required. Furthermore, a network interface 
is typically a board’s fastest physical communication channel. 


If you need a JTAG or other emulator connection, see the Wind River ICE for 

Wind River Workbench Hardware Reference or the Wind River Probe for Wind River 
Workbench Hardware Reference for information about making emulator connections 
to your target. 


The next few sections describe the setup of Ethernet, serial line, and TMD 
connections within Workbench. 


3.5.1 Ethernet Connections 


When VxWorks is configured and built with a network interface for the target 
agent (the default configuration), the target server can connect to the target agent 
using the default wdbrpc back end. 


NOTE: If you experience problems when using Workbench tools with a hardware 
platform with a new Ethernet driver/chipset, it is highly recommended that you 
use the WDB agent over a different communications link (such as serial or the 

JTAG Transparent Mode Driver) isolate if the driver is the source of the problem. 


The target agent can receive requests over any device for which a VxWorks 
network interface driver is installed. The typical case is to use the device from 
which the target was booted; however, any device can be used by specifying its IP 
address to the target server. 


Connecting to the Target Server 


You can connect the target server to the agent by following these steps: 


1. Click the Create a new target connection icon in the Target Manager toolbar. 
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The Connection Type dialog appears. 


W, New Connection 


Connection Type 


Please select connection type ! 


Wind River Linux kgdb Connection 

Wind River Probe 

Wind River Target Server Connection For Linux 

Wind River Target Server Connection for Linux User Mode 
Wind River Target Server Connection for VxWorks 

Wind River ¥xWorks Simulator Connection 


NOTE: You will see both VxWorks and Linux connection types only if you 
have licensed both products. 


2. Select Wind River Target Server Connection for VxWorks then click Next. 
The Target Server Connection dialog appears. 
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“W) New Connection 


Target Server Connection 


Please configure the target server 


Back End Settings 


Back End: wdbrpc 7 CPU; [default From target) x] 


Name / IP Address: | aSRieh-yat=/s) 


Kernel Image and Symbols 


(* File Path from Target (IF Available) 
File | ~] 


Advanced Target Server Options 
|¥ Verbose target server output 


Options: | -R C:/WindRiver/workspace -RiW x] Edit... 


Command Line 
tgtsvr -¥ -R C:/WindRiver/workspace -R'W 123,45.67,.890 


Help | < Back Cancel | 


3. Select the wdbrpc back end, and type in the name or IP address of the target 
(you may specify a name only if you added it to your hosts file in Establishing 
the VxWorks Target Name and IP Address, p.40). 


4. Inthe Advanced Target Server Options section, select the Verbose target 
server output. 
Your command line should look like this: 
tgtsvr -V -R C:/installDir/workspace -RW ipaddress 


5. Click Next through the next two screens, then click Finish. Your new target 
server connection definition will appear in the Target Manager connection list, 
along with the simulator connection definition you created in 2.3.5 Creating a 
Connection Definition to the VxWorks simulator, p.17. 
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The Immediately connect to target if possible box is selected by default, so if 
your target booted successfully in Booting With New Parameters, p.57, the Target 
Manager will attempt to connect to your target. 


B/N 


2 


= fl default(localhost) 
+ tat_123.45.67.890 [connected] ' 
+ vxsim0 [connected] (Wind River 


> 


6. Ifeverything is set up properly, you will see [connected] after the target server 
connection. If you have problems connecting, see Troubleshooting VxWorks 
Configuration Problems, p.339. 


3.5.2 Serial-Line Connections 


A minimal cross-development configuration is one in which the standalone target 
is connected to the host development system by a single serial line. For a 
configuration of this sort, use a combination of a boot mechanism that does not 
require a network and an alternative Workbench communications back end. 


Workbench can operate over a raw serial connection between the host and target 
systems, and can operate on non-networked systems, but this type of connection 
is very slow and may not be practical for real-world debugging. 


When you connect the host and target exclusively over serial lines, you must: 


«Configure and build a boot program to download over the serial connection, 
or build an image that boots directly from on-board Flash/ROM memory. 


* Reconfigure and rebuild VxWorks with a target agent configuration for a serial 
connection. 


« Configure and start a target server for a serial connection. 


A raw serial connection has some advantages over an IP connection. The raw serial 
connection allows you to scale down the VxWorks system (even during 
development) for memory-constrained applications that do not require 
networking: you can remove the VxWorks network code from the target system. 
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When working over a serial link, use the fastest possible line speed. The 
Workbench tools—especially the debugger—make it easy to set up system 
snapshots that are periodically refreshed. Refreshing such snapshots requires 
continuing traffic between host and target. On a serial connection, the line speed 
can be a bottleneck in this situation. If your Workbench tools seem unresponsive 
over a serial connection, try turning off periodic updates in the browser, or else 
closing any debugger displays you can spare. 


Configuring the Target Agent For Serial Connection 


To configure the target agent for a raw serial communication connection, 
reconfigure and rebuild VxWorks with a serial communication interface for the 
target agent (see the VxWorks Programmer's Guide for details). 


Configuring the Boot Program for Serial Connection 


When you connect the host and target exclusively over serial lines, you must 
configure and build a boot program for the serial connection because the default 
boot configuration uses an FIP download from the host. 


Testing the Connection 


Be sure to use the right kind of cable to connect your host and target. Use a simple 
Tx/Rx/GND serial cable because the host serial port is configured not to use 
handshaking. Many targets require a null-modem cable; consult the target 
system’s documentation. Configure your host system serial port for a full-duplex 
(no local echo), 8-bit connection with one stop bit and no parity bit. The line speed 
must match whatever is configured into your target agent. 


Before trying to attach the target server for the first time, test that the serial 
connection to the target is good. To help verify the connection, the target agent 
sends the following message over the serial line when it boots (with 
WDB_COMM_SERIAL): 


WDB READY 


To test the connection, attach a terminal emulator to the target-agent serial port, 
then reset the target (see Connecting a Serial Cable and Configuring the Terminal View, 
p-45). If the WDB READY message does not appear, or if it is garbled, check the 
configuration of the serial port you are using on your host. 
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As a further debugging aid, you can also configure the serial-mode target agent to 

echo all characters it receives over the serial line. This is not the default 

configuration, because as a side effect it stops the boot process until a target server 

is attached. If you need this configuration in order to set up your host serial port, 
edit installDir\ vxworks-6.1\target\config \comps\src\wdbSerial.c. 


Look for the following lines: 


#ifdef INCLUDE_WDB_TTY_TEST 
{ 


int waitChar = 0; 


if (WDB_TTY_ECHO) 
waitChar = 0333; 


#ifdef INCLUDE_KERNEL 
/* test in polled mode if the kernel hasn't started */ 


if (taskIdCurrent == 
wdbSioTest (pSioChan, SIO_MODE_POLL, waitChar) ; 
else 
wdbSioTest (pSioChan, SIO_MODE_INT, waitChar) ; 
#else /* INCLUDE_KERNEL */ 
wdbSioTest (pSioChan, SIO_MODE_POLL, waitChar) ; 
#endif /* INCLUDE_KERNEL */ 
} 
#endif /* INCLUDE_WDB_TTY_TEST */ 


In each call to wdbSioTest( ), change waitChar to 0300. 


With this configuration, attach any terminal emulator on the host to the COM port 
connected to the target to verify the serial connection. When the serial-line settings 
are correct, whatever you type to the target is echoed as you type it. 


NOTE: This configuration change also prevents the target from completing its boot 
process until a target server attaches to it. Thus, it is best to change the 
wdbSioTest() calls back to the default as soon as you verify that the serial line is 
set up correctly. 


Connecting to the Target Server 


After successfully testing the serial connection, you can connect the target server 
to the agent by following steps similar to those in Connecting to the Target Server, 
p.60: 


1. Close the serial port that you opened for testing (if you do not close the port, 
it will be busy when the target server tries to use it). 
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Click the Create a new target connection icon in the Target Manager toolbar. 
The Connection Type dialog appears. 


Select Wind River Target Server Connection then click Next. The Target 
Server Connection dialog appears. 


Select the wdbserial back end, and type in the name or IP address of the target 
(you may specify a name only if you added it to your hosts file in Establishing 
the VxWorks Target Name and IP Address, p.40). 


In the Advanced Target Server Options section, select Verbose target 

server output, then specify the communications port with -d, and also specify 
the line speed to match the speed configured into your target. Your command 
line should look like this: 


tgtsvr -V -d comport -bps speed -B wdbserial ipaddress 


Click Next through the next two screens, then click Finish. Your new target 
server connection definition will appear in the Target Manager connection list. 


Select the target server definition you just created, then click the Connect icon. 
If everything is set up properly, you will see [connected] after the target server 
connection. If you have problems connecting, see Troubleshooting VxWorks 
Configuration Problems, p.339. 


3.6 Troubleshooting VxWorks Problems 


If you encountered problems booting or exercising VxWorks, there are many 
possible causes. Read 26.5 Troubleshooting VxWorks Configuration Problems, p.339 
before contacting Wind River customer support. Often, you can locate the problem 
just by rechecking the installation steps and your hardware configuration. 


66 


PART Il 
Projects 


Projects OVErVIEW nccccciccscensssressscenssaactenssssnanascaas 69 
VxWorks Image Projects ..........::::::sssseeeeeeeeeeeeeee 83 
Boot Loader Project .............cccsessesesesssssesseennees 97 
VxWorks ROMFS File System Projects ............ 101 
VxWorks Real-time Process Projects ............... 105 
VxWorks Shared Library Projects ............:::008 113 


VxWorks Downloadable Kernel Module Projects 119 


VxWorks User-Defined Projects ............::::ce 127 
Native Application Projects ...........:::::ssssssseeeeee 131 
Working in the Project Navigator ................:0 137 
Advanced Project Scenarios .........::::csssssee 145 


67 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


68 


Projects Overview 


4.1 Introduction 69 

4.2 Workspace/Project Location 70 

4.3 Creating New Projects 70 

4.4 Overview of Preconfigured Project Types 71 
4.5 Projects and Project Structures 77 


4.1 Introduction 


Workbench uses projects as logical containers and as building blocks that can be 
linked together to create a software system. The Project Navigator lets you, among 
other things, visually organize projects into structures that reflect their inner 
dependencies, and therefore the order in which they are compiled and linked. 


Pre-configured templates for various project types allow you to create or import 
projects using simple wizards that need only minimal input. 


69 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


4.2 Workspace/Project Location 


The Wind River Workbench cannot know where your source files are located, so it 
initially suggests a default workspace directory within the installation directory. 
However, this is not a requirement, or even necessarily desirable. If you use a 
workspace directory outside of the Workbench installation tree this ensures that 
the integrity of your projects is preserved after product upgrades or installation 
modifications. 


Normally, you would set your workspace directory at the root of your existing 
source code tree and create your Workbench projects there. For multiple, unrelated 
source code trees, you can use multiple workspaces. 


4.3 Creating New Projects 


Although you can create projects anywhere, you would generally create them in 
your workspace directory (see 4.2 Workspace/Project Location, p.70, above). If you 
follow this recommendation, there will generally be no need to navigate out of the 
workspace when you create projects. Note that if you do create projects outside the 
workspace, you must have write permission at the external location because 
Workbench project administration files are written to this location. 


To create a new project, select File > New > Project to open the New Project 
wizard. It will help you create one of the pre-configured project types. You can also 
select the specific type of project you want to create from File > New > ProjectType. 
For more information about these projects, see Overview of Preconfigured Project 
Types, p.71. 


To create one of the demonstration sample projects, select File > New > Example 
to open the New Example wizard. Each comes with instructions explaining the 
behavior of the program. 


Whichever menu command you choose, a wizard will guide you through the 
process of creating the specific type of project you select. Note that most settings in 
the New Project wizard can be inspected and modified at any time after project 
creation in the Project Properties, see 16.4 Accessing Build Properties, p.188 
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For step-by-step descriptions of how to create projects of each type, see the 
chapters: 


» 5. VxWorks Image Projects 

« 6. Boot Loader Project 

» 7. VxWorks ROMES File System Projects 
= 8. VxWorks Real-time Process Projects 

= 9. VxWorks Shared Library Projects 

= 10. VxWorks Downloadable Kernel Module Projects 

= 11. VxWorks User-Defined Projects 

= 12. Native Application Projects 


4.3.1 Subsequent Modification of Project Creation Wizard Settings 


All project creation wizard settings can be modified in the Project Properties once 
the project exists. To access the Project Properties from the Project Navigator, 
right-click the icon of the project you want to modify and select Properties. 


Project structural settings (sub- and superproject context of the project you are 
creating) can be most easily modified in the Project Navigator by 
dragging-and-dropping project folders into or outside other folders. 


4.3.2 Projects and Application Code 
All application code is managed by projects of one type or another. You can import 
an existing Workbench-compatible project as a whole, or you can add new or 


existing source code files to your projects. For more information, see Wind River 
Workbench User Interface Reference: Import File Dialog. 


4.4 Overview of Preconfigured Project Types 


Different types of projects are used for different purposes. Workbench supports a 
number of such project types, each of which will be discussed in more detail in 
later chapters. This section contains a brief overview of the available project types. 


71 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


In the Project Navigator, you can identify the project type by its icon. 


Table 4-1. Project Type Icons 


Icon Project Type 

a VxWorks Image Project, p.72 

& VxWorks Boot Loader Project, p.73 

a VxWorks Downloadable Kernel Module Project, p.73 
ee Real-time Process Project, p.74 

iz VxWorks Shared Library Project, p.75 

ae VxWorks ROMES File System Project, p.75 

ee VxWorks User-Defined Projects, p.76 

Es Native Application Project, p.76 


NOTE: This manual does not discuss Middleware Component projects, as they are 
only functional if you have licensed the Wind River Platforms product. For more 
information about these projects, see the documentation for your run-time 
technologies products. 


This manual also does not discuss Standalone Application Projects, as they are 
only functional if you have licensed the Wind River On-Chip Debugging 
product. For more information about these projects, see Wind River Workbench 
On-Chip Debugging Guide: Using the OCD Standalone Project Wizard. 


4.4.1 Workbench Sample Projects 
A good place to start exploring the sample projects is 2. Wind River Workbench 
Tutorials. The Guide uses sample projects to walk you through many aspects of 
Workbench and shows you some of the project types introduced below. 


4.4.2 VxWorks Image Project 


Use a VxWorks Image project to configure (customize/scale) and build a VxWorks 
kernel image to boot your target. By adding a VxWorks ROMFS File System project 
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and kernel modules, applications, libraries and data files, you can link a complete 
system into a single image. 


A new VxWorks Image project can be based either on an existing project of the 
same type, or on a Board Support Package. For more information, please see 5.7 Notes 
on Board Support Packages (BSPs), p.95. 


Please refer to 5. VxWorks Image Projects for more information on working with this 
type of project. 


4.4.3 VxWorks Boot Loader Project 


Use a VxWorks Boot Loader project to create a VxWorks boot loader (also referred to 
as the VxWorks boot ROM) to boot load a target with the VxWorks kernel. 


Boot loaders are used in a development environment to load a VxWorks image that 
is stored on a host system, where VxWorks can be quickly modified and rebuilt. 
Boot loaders are also used in production systems where both the boot loader and 
operating system image are stored on a disk. 


Boot loaders are not required for standalone VxWorks systems that are stored in 
ROM. 


4.4.4 VxWorks Downloadable Kernel Module Project 


Use Downloadable Kernel Module projects to manage and build modules that will 
exist in the kernel space. You can separately build the modules, run, and debug 
them on a target running VxWorks, loading, unloading, and reloading on the fly. 
Once your development work is complete, the modules can be statically linked 
into the kernel, or they can use a file system if one is present (see 4.4.7 VxWorks 
ROMFS File System Project, p.75). Figure 4-1 illustrates a situation without a file 
system on the target. 


Kernel-mode development is the traditional VxWorks method of development; all 
the tasks you spawn run in an unprotected environment, and all have full access 
to the hardware in the system. 


A Downloadable Kernel Module that is linked into the kernel is a bootable 
application that starts when the target is booted. 


Please refer to 10. VxWorks Downloadable Kernel Module Projects for more 
information on working with this type of project. 
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Figure 4-1 Downloadable Kernel Modules: Overview 
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4.4.5 Real-time Process Project 


Use Real-time Process projects to manage and build executables that will exist 
outside the kernel space. You can separately build, run, and debug the executable. 


At run-time, the executable file is downloaded to a separate process address space 
to run as an independent process. A Real-time Process binary can be stored ona 
target-side file system such as ROMFS, see 7. VxWorks ROMFS File System Projects. 


Please refer to 8. VxWorks Real-time Process Projects, 17.6 Executables that 
Dynamically Link to Shared Libraries, p.203, and 18. RTPs and Shared Libraries from 
Host to Target for more information on working with this type of project. 


Figure 4-2 shows how executables, when loaded into a Real-time Process, run as a 
separate entity from the kernel. 
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Figure 4-2 Real-time Processes: Overview 
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4.4.6 VxWorks Shared Library Project 


Use VxWorks Shared Library projects for libraries that are dynamically linked to 
VxWorks Real-time Process projects at run-time. Such a shared library will need to 
be stored, like the Real-time Process project, on a target-side file system, which can 
be created using 4.4.7 VxWorks ROMFS File System Project, p.75. You can also use 
VxWorks Shared Library projects to create subprojects that are statically linked into 
other project types at build time. 


Please refer to 9. VxWorks Shared Library Projects, 17.6 Executables that Dynamically 
Link to Shared Libraries, p.203, and 18. RTPs and Shared Libraries from Host to Target 
for more information on working with this type of project. 


4.4.7 VxWorks ROMFS File System Project 


Use a VxWorks ROMES File System project as a subproject of any other project type 
that requires target-side file system functionality. 


So, for example, you may not need a file system project for Downloadable Kernel 
Module projects (which can be linked to the VxWorks kernel directly, see 

10. VxWorks Downloadable Kernel Module Projects for details), but you will need to 
create one for other project types. 


This project type is designed for bundling applications and other files, of any type, 
with a VxWorks system image in a ROMFS file system. No storage media is 
required beyond that used for the VxWorks boot image. Therefore, no other file 


75 


Wind River Workbench 


User's Guide, 2.5 (VxWorks Version) 


system is required to store files; systems can be fully functional without recourse 
to local or NFS drives, RSH or FIP protocols, and so on. Note that the name 
ROMEFS has nothing to do with ROM media. It stands for Read Only Memory File 


System. 


Please refer to 7. VxWorks ROMES File System Projects for more information on 
working with this type of project. 


Figure 4-3. VxWorks ROMFS File System: Overview 
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4.4.8 VxWorks User-Defined Projects 


VxWorks User-Defined projects assume that you are responsible for setting up and 
maintaining your own build system, file system population, and so on. The user 


interface nevertheless provides support for the following: 


«= You can configure the build command used to launch your build utility; 


this allows you to start builds from the Workbench GUI. 


* You can create build targets in the Project Navigator that reflect rules in 
your makefiles; this allows you to select and build any of your make rules 
directly from the Project Navigator. 


« Build output is captured to the Build Console. 


4.4.9 Native Application Project 


Use a Native Application project for C/C++ applications developed for your host 
environment. Wind River Workbench provides build and static analysis support 
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for native GNU 2.9x, GNU 3.x, and Microsoft development utilities (assembler, 
compiler, linker, archiver). There is no debugger integration for such projects in 
Workbench, so you have to use the appropriate native tools for debugging. 


4.5 Projects and Project Structures 


All individual projects of whatever type are self-contained units that have no 
inherent relationship with any other projects. The system as such is initially 
completely flat and unstructured. You can, however, construct hierarchies of 
project references within Workbench. These hierarchies will reflect inter-project 
dependencies and therefore also the build order. 


When you attempt to create such hierarchies of references, this is validated by 
Workbench; that is, if a certain project type does not make sense as a subproject of 


some other, or even the same, project type, such a reference will not be permitted. 


4.5.1 Adding Subprojects to a Project 


Workbench provides several ways to create a subproject/superproject structure: 


In the New Project wizard, use the Project Structure dialog to specify a 
superproject and subprojects. This method works only when a project is first 
created and only if a valid existing superproject is selected in the Project 
Navigator when the New Project wizard is invoked. 


Drag-and-drop nodes in the Project Navigator. This is the easiest way to set up 
a structure among existing projects. Select the project that you want to make 
into a subproject and drag it onto its new parent (superproject). 


Use the Add as Project Reference dialog. In the Project Navigator, select the 
project that you want to make into a subproject and choose 

Project > Add as Project Reference (or right-click the project node and choose 
Add as Project Reference). In the dialog, you will see a list of valid 
superprojects; you can select more than one. 


Use the Project References page in the Properties dialog. In the Project 
Navigator, select the project that you want to make into a superproject and 
choose Project > Properties (or right-click the project node and choose 
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Properties). Then select Project References. In the dialog, you will see a list of 
projects; select the ones that you want to make into subprojects. 


Subproject nodes appear as a subnodes of their parents (superprojects); see 
Figure 4-4 and Figure 4-5. 


Workbench validates subproject/superproject relationships based on project type 
and target operating system. It does not allow you to create certain combinations. 
For example, a Real-time Process project cannot be a direct subproject of a 
VxWorks Image project (but it can be added to a ROMFS File System project). In 
general, a user-defined project can be a subproject or superproject of any other 
project with a compatible target operating system. 


For additional information about project structure, see 14.4 Complex Project 
Structures, p.148. 


Removing Subprojects 


To undo a subproject/superproject relationship, use one of these methods: 


« Inthe Project Navigator, select the subproject and choose 
Project > Remove Project Reference (or right-click the subproject and choose 
Remove Project Reference). 


« Inthe Project Navigator, select the superproject and choose 
Project > Properties (or right-click the superproject and choose Properties). 
Then select Project References and uncheck the subprojects that you want to 
disassociate from their current parent. 


4.5.2 Project Structures and Host File System Directory Structure 


A tree of directories has only one Workbench project at the top, all subdirectories 
will automatically be included in this project. Do not attempt to create project 
hierarchies by creating projects for subdirectories in a tree. This will result in 
overlapping projects, which is not permissible. 


Figure 4-4 illustrates an ideal host file system directory structure. This flat system, 
on the left, maps to the project structure displayed on the right, which also 
represents the ideal (recommended) basic project structure (assuming you need all 
the project types displayed). 


The illustrated project structure is achieved as follows: 


1. Create a project for each of the directories on the left. 
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2. Inthe Project Navigator, drag and drop the individual projects into place. 


Figure 4-4 Workspace/Directory Structure and Project Structure 
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4.5.3 Project Structures and the Build System 


As you can see in Figure 4-4 above, project structures are logical, not physical, 
hierarchies. These hierarchies define and reflect the inner dependencies between 
projects, and therefore also the order in which they have to be built. 


NOTE: All references in this section to build and the build system assume that your 
projects use Workbench build support. That is, your user-defined projects are not 
automatically included in these descriptions, though it is possible to integrate 
custom projects into such a system. 


Figure 4-5 illustrates the build order in this project structure. The build starts at the 
top of the structure, recursively checks dependencies in each branch, and builds all 
out of date objects and targets at each leaf, until it finishes at the top of the tree. 
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Figure 4-5 Build Order in Project Structures 
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Assuming that everything in Figure 4-5 needs to be built, the build order will be: 
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4.5.4 Project Structures and Sharing Subprojects 


Project structures can share subprojects. That is, a single physical project can be 
referenced by (dragged and dropped into) any number of logical project 
structures. 


The products of any update or build of a subproject, or element thereof, will be 
available to project structures that reference that subproject. 

4.5.5 Customizing Build Settings for Shared Subprojects 
A single file system folder can be imported into multiple logical project structures, 


appearing as a subproject of each one. In each case, you can assign a different build 
specification (known as a build spec) depending on what is required by each project. 
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A folder can also be assigned several different build specs within the same project. 


Later, when you set a particular active build spec for the project as a whole, the sub 

folder that is assigned the same build spec will be included in the build, while 

others assigned different build specs will be excluded. See 17.5 Architecture-Specific 
Implementation of Functions, p.202 for an example. 
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5.1 Introduction 


Use a VxWorks Image project (VIP) to configure, customize, scale, and build a 
VxWorks kernel image to boot your target. A VIP can be a complete application 
and can also contain projects of other types. For example, you can add 
Downloadable Kernel Modules or, through an intermediary VxWorks ROMFS File 
System, Shared Libraries and Real-time Processes to your VIP. 


A new VxWorks Image project can be based on an existing VIP (which can be 
imported into your workspace; see Importing a VxWorks Image Project, p.84) or ona 
Board Support Package (see 5.7 Notes on Board Support Packages (BSPs), p.95). 
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5.2 Importing a VxWorks Image Project 


One situation where you would want to import a VxWorks Image project is if you 
are using the vxprj command-line project facility to build a custom board support 
package (see the VxWorks Command-Line Tools User’s Guide: Working with Projects 
and Components and the vxprj API reference entry for more information). 


You can then import the custom-built BSP into Workbench as follows: 

1. Right-click the Project Navigator and choose Import. 

2. Select Existing VxWorks Image Project into Workspace, then click Next. 
3. Browse to the location of the custom-built BSP (a *.wpj file), click Finish. 


5.2.1 Migrating a VxWorks Image Project 


In Workbench 2.2 and 2.3, the .wrmakefile template used to generate the Makefiles 
for the VIP project contained all functionality on how to build VIP projects. 


In Workbench 2.4, the VIP-specific instructions moved to a dedicated 
vxWorks.makefile, which now contains the necessary functionality to build the 
VIP. The .wrmakefile now only covers generic managed build process instructions 
such as recursion. 


So when migrating existing VIP projects created with versions older than 
Workbench 2.4 to Workbench 2.5, you must update the makefile template 
manually. 


« If you updated your Workbench installation to version 2.4 or 2.5 and want to 
continue using VxWorks 6.1, copy over the newly installed (version 2.4 or 2.5) 
.wrmakefile and vxWorks.makefile to your existing VIP project to cause the 
project to work properly with the new build system. The simplest way to get 
these files is to create a new VIP (using the defaults), copy over the two files, 
and delete the VIP again. 


« If you also updated your VxWorks installation to version 6.2 or 6.3, then you 
must not only copy over the above two files but also run tcMigrate to migrate 
your VIP project from VxWorks 6.1 to 6.2 or 6.3. 


For more information about migrating to a new version of VxWorks, see the 
tcMigrate help entry (by typing tcMigrate into the help system Search field) 
and the Wind River Workbench Migration Guide: Workbench Projects. 
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NOTE: If you made any manual modifications to your previous .wrmakefile 
file, you must manually migrate those to the new version of the file. If your 
modifications affected VxWorks image-specific instructions, migrate them to 
the new vxWorks.makefile. 


5.3 Creating a VxWorks Image Project 


Before creating the project, please take a look at the general comments on projects 
and project creation in 4. Projects Overview. 


To create a VxWorks Image project, proceed as follows. 
1. Choose File > New > VxWorks Image Project. 


The New VxWorks Image Project wizard appears. If applicable, you are 
asked to select a target operating system. Select a VxWorks version from the 
drop-down list and click Next. 


2. You are asked to enter a Project name and Location. 


If Create project in workspace is selected, the project is created in the current 
workspace. If Create project at external location is selected, you can navigate 
to a directory outside the workspace. See also 4.2 Workspace/Project Location, 
p.70. 


When you are ready, click Next. 


3. The next page of the wizard asks what the project is based on. You are asked 
whether you would like to base your project on An existing VxWorks Image 
project, or on A board support package (BSP). 


- Ifyou have already configured a VxWorks Image project that closely 
matches your current needs, you can base your project on that. 


Project creation will be faster using an existing VxWorks Image project 
since the project facility does not have to regenerate configuration 
information from BSP configuration files. The files are simply copied. 


- You. can select a supplied BSP from the dropdown list, or navigate to a 
third party or other custom BSP (see also 5.7 Notes on Board Support 
Packages (BS Ps), p.95). The list of known BSPs will depend on the BSPs you 
have installed (including the simulator). 
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NOTE: Once the VxWorks Image project is created, you cannot change the BSP 
that it is based on. You must create a new project with the correct BSP. 


- If youselect A board support package, you are asked to select a Tool 
chain. A tool chain is the suite of tools (compiler, linker, and so on) that 
will be used to build projects. This is part of the build spec that configures 
how things are built. The available list of tool chains depends on what you 
have installed. 


NOTE: If you intend to select one of the VxWorks scalability profiles, your 
toolchain must be based on the Wind River Compiler (diab). 


When you are ready, click Next. 
You are asked to select networking options for the kernel. 
- Select Use IPv6 enabled kernel libraries to include IPv6 support. 


- Select Use System Viewer free kernel libraries to exclude Wind River 
System Viewer support. This option builds the project without System 
Viewer instrumentation, provided the kernel has previously been 
compiled with OPT=-fr or OPT=-inet6_fr specified. (Instrumentation-free 
kernel libraries are not supplied with the product.) 


For information on building the VxWorks kernel, see the source-code 
installation and build instructions in your getting started guide. For 
information about the System Viewer, see the Wind River System Viewer 
User’s Guide. 


— Select Use source mode build to build from source, rather than from 
libraries, whenever possible. This compiles only those parts of the system 
that are needed by that specific project configuration, greatly increasing its 
ability to scale VxWorks down to smaller sizes. Source builds also enable 
the system to perform better, because only the needed source is compiled. 


If the component configuration does not allow a build from source, then 
the project facility will build from libraries as usual. 


NOTE: In this release, only the following BSPs allow configurations that are 
buildable from source: integrator1136jfs, wrSbcPowerQuicclII, wrPpmc74xx, 
Bcm1250_cpu0_mips64, Bcm1250_cpu1_mips64, Bcm1250eCpu0_mips64, 
and Bcm1250eCpul1_mips64. 


When you are ready, click Next. 


5 VxWorks Image Projects 
5.3 Creating a VxWorks Image Project 


You are asked if you want to select a kernel configuration Profile. A Profile is a 
preconfigured collection of kernel components that attempts to match given 
needs. Selecting a profile can save you quite a bit of manual configuration, but 
it is not required. 


PROFILE_MINIMAL_KERNEL—Minimal VxWorks Kernel Profile 
This profile provides the lowest level at which a VxWorks system can 
operate. It consists of the micro-kernel, and basic CPU and BSP support. 
This profile is meant to provide a very small VxWorks systems that can 
support multitasking and interrupt management at a very minimum, but 
semaphores and watchdogs are also supported by default. (See the 
VxWorks Profiles for a Scaling the Operating System section in VxWorks Kernel 
Programmer's Guide: Kernel.) 


PROFILE_BASIC_ KERNEL—Basic VxWorks Kernel Profile 
This profile builds on the minimal kernel profile, adding support for 
message queues, task hooks, and memory allocation and deallocation. 
Applications based on this profile can be more dynamic and feature rich 
than the minimal kernel. (See the VxWorks Profiles for a Scaling the Operating 
System section in VxWorks Kernel Programmer's Guide: Kernel.) 


PROFILE_BASIC_OS—Basic VxWorks OS Profile 
This profile provides a small operating system on which higher level 
constructs and facilities can be built. It supports an I/O system, file 
descriptors, and related ANSI routines. It also supports task and 
environment variables, signals, pipes, coprocessor management, and a 
VxWorks ROMFS file system. (See the VxWorks Profiles for a Scaling the 
Operating System section in VxWorks Kernel Programmer’s Guide: Kernel) 


PROFILE_COMPATIBLE—VxWorks 5.5 Compatible Profile 
This profile provides the minimal configuration that is compatible with 
VxWorks 5.5. 


PROFILE_DEVELOPMENT—VxWorks Kernel Development Profile 
This profile provides a VxWorks kernel that includes development and 
debugging components. 


PROFILE_ENHANCED_NET—Enhanced Network Profile 
This profile adds to the default profile certain components appropriate for 
typical managed network client host devices. The primary components 
added are the DHCP client and DNS resolver, the Telnet server (shell not 
included), and several command-line-style configuration utilities. 


Please refer to the VxWorks Kernel Programmer’s Guide: Kernel and the help page 
for vxprj::profile for more information about profiles. 
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UN CAUTION: The OS scale profiles (PROFILE_LMINIMAL_KERNEL, 
PROFILE_BASIC_KERNEL, and PROFILE_BASIC_OS) are built from 
source code, so you must install VxWorks source to use them. For this release, 
the profiles can only be built with the Wind River Compiler. In addition, the 
profiles are only available for the BSPs listed in the Note on page 86. 


When you are ready, click Next. 


6. You are asked to configure Static Analysis settings. Static analysis is enabled 
by default, but you can disable it if you prefer. This is sometimes useful, 
especially for very large projects or when you can import shared static analysis 
data from your team. For details, see 15.5 Static Analysis, p.175. 


7. When you are done configuring your project, click Finish. The new VxWorks 
Image project will appear at the root level in the Project Navigator. 


NOTE: If Workbench encounters a problem during project configuration, it will 
display an error and ask you if you want to delete the project. If you click OK, the 
New Project wizard will reappear with all the settings you chose for the project 
that failed. This gives you the opportunity to fix just the setting causing the 
problem, rather than having to re-enter all the selections in the wizard. 


If you do not want to fix the problem and recreate the project, click Cancel. 


5.4 VxWorks Image Projects in the Project Navigator 


After a VxWorks Image project has been created (see 5.3 Creating a VxWorks Image 
Project, p.85), a number of nodes appear in the Project Navigator. This section 
describes these nodes as they appear immediately after project creation, as well as 
some that only appear after the projects are built using a specific build specification 
(referred to here, and in the user interface as build spec). 


For general notes about manipulating nodes, for example, moving, copying, 
filtering, and so forth, please see 13. Working in the Project Navigator. 
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5.4.1 Global Project Nodes 


= ProjectName 
The icon at the root of the project tree identifies the type of project; the 
icon’s label is the name you gave the project when you created it. 


ie Kernel Configuration 


Immediately below the project node of a VxWorks Image project, there 
is the Kernel Configuration node. Double-click the 

Kernel Configuration node to open the Kernel Editor. Please refer to 
5.5 Configuring Kernel Components, p.93, for information on using this 
editor. 


5.4.2 Project Build Specs and Target Nodes 


Each target node is associated with a predefined build spec. 


The default VIP target is a RAM-based image. If you want to create an image of 
another type, select a different target node when you build the project. See Creating 
New Build Targets, p.90 for more information. 


NOTE: What follows is a typical list of build specs. The build specs initially 
available for a project are determined by the board support package. The VxWorks 
simulator BSP (see 5.7.1 Using the Simulator BSP, p.95) does not supply ROM build 
specs. 


default 
This represents the target built using the default build spec and appears 
immediately after the project is created. It is a RAM-based image, 
usually loaded into memory by a VxWorks boot loader. This is the 
default development image and the only one that is available if you 
specify a simulator as your target “board”. It is also available in formats 
such as vxWorks.bin and vxWorks.hex. The .hex options are variants of 
the main options with Motorola S-Record output. The .bin options are 
variants of the main options with binary output. 


default_rom 
This is a ROM-based image that copies itself to RAM before executing. 
This image generally has a slower startup time, but a faster execution 
time than default_romResident. It is also available in .bin and .hex 
formats. 
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default_romCompress 
A compressed ROM image that copies itself to RAM and decompresses 
before executing. It takes longer to boot than default_rom but takes up 
less space than other ROM-based images (nearly half). The run-time 
execution is the same speed as default_rom. It is also available in .bin 
and .hex formats. 


default_romResident 
A ROM-resident image. Only the data segment is copied to RAM on 
startup. It has the fastest startup time and uses the smallest amount of 
RAM. Typically, however, it runs slower than the other ROM images 
because ROM access is slower. It is also available in .bin and .hex 
formats. 


Creating New Build Targets 


To add a build target to a project, select the project and choose 
File > New > Build Target (or right-click on the project and choose 
New > Build Target). Type a name for the new build target and click Finish. 


For VxWorks Image projects, build-target names should have the form 
vxWorks|type]|format], where type can be empty (the default RAM-based image), 
_rom,_romCompress, or _romResident, and format can be empty (the default ELF 
image), .bin, or hex. Examples: 


vxWorks 

vxWorks.hex 

vxWorks_rom 
vxWorks_romResident.hex 
vxWorks_romCompress.bin 


Each target name corresponds to one of the build specs described above. Target 
names are case-sensitive and must be spelled correctly to invoke the intended 
predefined build specs. 


5.4.3 Build Output Folders 
When you create the project, a node called vxWorks (default) is added to the 


project tree. It will hold the build output of the default target (created by setting 
the active build spec to default). Nodes are created for each target as you build 
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them. The names of the nodes match those of the targets and will, once built, hold 
the corresponding target’s build output. 


Other build output folders will be created if you use other build specs. These will 
have the same names as the build spec used (see 5.4.2 Project Build Specs and Target 
Nodes, p.89). 


5.4.4 Makefile Nodes 


Three Makefiles are created in the project folder. One is a template that can also be 
used for entering custom make rules. The others are dynamically regenerated from 
build spec data at each build. 


(Mi .wrmakefile 
A template used by Wind River Workbench to generate the project’s 
Makefile. Add user-specific build-targets and make rules in this file. 
These will then be automatically dumped into the Makefile. 


Makefile.mk 
Called from Makefile. Connects the Workbench project to the VxWorks 
build system. Includes a list of components and build parameters. Do 
not edit. 


(Mi Makefile 
Do not add custom code to this file. This Makefile is regenerated every 
time the project is built. The information used to generate the file is 
taken from the build specification on which the target node is based. 
5.4.5 Project File Nodes 
The project creation facility generates, or includes copies of, a variety of files when 
a VxWorks Image project is created. 


Application Initialization Stubs 


Two of the files that are copied to the project at creation time are stubs for entering 
calls to your application code: 


IC usrAppInit.c 
A stub for adding DKM application initialization routines. 
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iC 


Other Project Files 


usrRtpAppInit.c 
A stub for adding RTP application initialization routines. 


Normally, you need not be concerned with the remaining project files. However, 
here a brief summary of the remaining VxWorks Image project files displayed in 
the Project Navigator: 


Ip, 
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projectName.wpj 
Contains information about the project used for generating the project 
makefile, as well as project source files such as prjConfig.c. 


-project 
Eclipse platform project file containing builder information and project 
nature. 


-wrproject 
Workbench project file containing common project properties such as 
project type, etc. 


linkSyms.c 
A dynamically generated configuration file (therefore not to be checked 
in to your version control system) that includes code from the VxWorks 
archive by creating references to the appropriate symbols. It contains 
symbols for components that do not have initialization routines. 


prjConfig.c 
A dynamically generated configuration file (therefore not to be checked 
in to your version control system) that contains initialization code for 
components included in the current configuration of VxWorks. 


prjComps.h 
A dynamically generated configuration file (therefore not to be checked 
in) that contains the preprocessor definitions (macros) used to include 
VxWorks components. 


ptjParams.h 
A dynamically generated configuration file (therefore not to be checked 
in) that contains component parameters. 


5 VxWorks Image Projects 
5.5 Configuring Kernel Components 


5.5 Configuring Kernel Components 


The Wind River Workbench distribution includes VxWorks kernel images located 

in installDirlvxworks-version/target/config. A kernel image is a binary module that 

can be booted and run on a target system. The kernel image consists of system 

object modules linked into a single non-locatable object module with no 

unresolved external references. In most cases, you will find the supplied kernel 
image adequate for initial development. However, later in the cycle you may want 

to create a custom VxWorks kernel image. 


The VxWorks kernel is a flexible, scalable operating system with numerous 
facilities that can be tuned, and included or excluded, depending on the 
requirements of your application and the stage of the development cycle. For 
example, various networking and file system components may be required for one 
application and not another; the Kernel Editor provides a simple means for 
including or excluding such components. In addition, it may be useful to build 
VxWorks with various target tools (such as the target-resident shell) during 
development, and then exclude them from the production application. 


For more information about kernel components, please refer to the VxWorks Kernel 
Programmer's Guide: Kernel. 


5.5.1 The Kernel Editor 


To configure the kernel of a VxWorks Image project, in the Project Navigator, 
double-click the Kernel Configuration node immediately under the VxWorks 
Image project root node. This opens the Kernel Editor. 


The Kernel Editor consists of three tabs (select at the bottom edge of the view). 


» The Overview tab provides a read-only summary of the configuration that is 
updated by changes you make on the other two tabs. 


« The Bundles tab allows you to add or remove entire bundles of components 
that you can fine-tune to your needs in the Components tab. 


» The Components tab displays a tree of bundles and, at the leaf nodes of 
expanded bundles, individual components and their parameters. 


For more information about the Kernel Editor, see Wind River Workbench User 
Interface Reference: Kernel Editor View. 
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5.6 Adding Application Projects to the VxWorks Image Project 


Step 1: 


Step 2: 


Step 3: 


Once you have created application projects, populated these with code, and 
successfully built them, you will want to add these to the VxWorks Image project. 
You may also want to add a VxWorks ROMFS file system (see 7. VxWorks ROMFS 
File System Projects). 


Link the application projects to the VxWorks Image project. 


Some projects, including downloadable kernel modules and user-defined projects, 
can be managed as subprojects of a VxWorks Image project. If your application 
projects are not already set up as subprojects of a VIP, see 4.5.1 Adding Subprojects 
to a Project, p.77 for information on how to do this. Building VIPs with application 
subprojects helps assure correct linking and dependency-checking. 


RTP and shared-library projects cannot be direct subprojects of a VIP, but they can 
be subprojects of a File System project that is in turn a subproject of a VIP. 


Add the application initialization routines to the VxWorks Image project. 


When VxWorks boots, it initializes all operating system components (as needed), 
and then passes control to the user’s application for initialization. To add 
application initialization calls to VxWorks do the following: 


* For DKM projects, double-click userAppInit.c to open the file for editing, and 
add the necessary calls to the usrAppInit() function. 


«For RTP projects, double-click userRtpAppInit.c to open the file for editing, 
and add the necessary calls to the usrRtpAppInit( ) function. 


Configure the VxWorks Image project VxWorks kernel. 


VxWorks must be configured to support the calls your application makes to it, or 
you will not be able to link your image. If your BSP provides a “bare-bones” 
VxWorks configuration, you may wish to use the Kernel Editor’s Auto Scale 
facility to detect and add most of the VxWorks functionality you require. 

Auto Scale will compile your code, analyze the symbols in your object modules, 
map them to components, and offer to include those components. There may be 
some components that Auto Scale does not detect. If you Auto Scale, build, and 
still get link errors, you will need to add the additional components from the 
Kernel Editor (for more information about auto scale and the kernel editor, see the 
Wind River Workbench User Interface Reference: Kernel Editor View). 
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5.7 Notes on Board Support Packages (BSPs) 
A Board Support Package (BSP) consists primarily of the hardware-specific VxWorks 
code for a particular target board. A BSP includes facilities for hardware 


initialization, interrupt handling and generation, hardware clock and timer 
management, mapping of local and bus memory space, and so on. 


You can base a VxWorks Image project on the VxWorks simulator BSP, a Wind 
River BSP supplied with Workbench, or a third-party BSP; or you can create your 
own custom BSP. 


5.7.1 Using the Simulator BSP 


You can base your VxWorks Image project on the VxWorks simulator BSP if you 
want to develop a custom BSP and application code for your product in parallel, 
or if your target hardware is not yet ready. The simulator BSP contains default 
VxWorks functionality sufficient for supporting most applications. 


5.7.2 Using a Wind River or Third-Party BSP 


Wind River Workbench BSP 


If your BSP was installed with Workbench 2.3, you can create a VxWorks Image 
project from it directly (see 5.3 Creating a VxWorks Image Project, p.85). 


Tornado 2.x BSP or SNiFF+ 4.1 and Newer BSP 


For information on migrating a Tornado 2.x-compliant BSP or a SNiFF+ 4.1 (or 
newer) BSP to Workbench, see the Wind River Workbench Migration Guide. 


5.7.3 Using a Custom BSP for Custom Hardware 
Creating a BSP 


If you need to create your own BSP, please refer to the VxWorks BSP Developer’s 
Guide. If you wish to develop the BSP and the application code in parallel, you may 
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want to begin application development on the VxWorks Simulator. See 5.7.1 Using 
the Simulator BSP, p.95. 


Using a Pre-Existing BSP with the Wind River Workbench Project Facility 


If you already have a custom BSP that is Tornado 2.x compliant, please see the 
VxWorks Migration Guide for information on migrating to Workbench. 


If you already have a custom, non-compliant BSP, you will need to modify it to 
conform to the guidelines outlined in the VxWorks BSP Developer’s Guide in order 
to use it with the Workbench project facility. Once you have modified it, verify that 
it builds properly before creating a project for it. 


NOTE: If you do not make your BSP Workbench compliant, Workbench will not 
be able to provide project-based support for customizing, configuring, or building 
it. 


Using a BSP Outside the Wind River Workbench 


You may still use a non-compliant BSP by managing its configuration manually. 
For information on using manual methods, see the Wind River Workbench Command 
Line User’s Guide. You can still create downloadable projects to hold your 
application code and download them to a target booted with a non-compliant BSP. 
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6.1 Introduction 


Use a VxWorks Boot Loader project to create a VxWorks boot loader (also referred to as 
the VxWorks boot ROM) to boot-load a target with the VxWorks kernel. 


Boot loaders are used in a development environment to load a VxWorks image that 
is stored on a host system, where VxWorks can be quickly modified and rebuilt. 
Boot loaders are also used in production systems where both the boot loader and 
operating system image are stored on a disk. 


Because Boot Loader projects provide rudimentary board support (boot loading), 
they can also be used for loading standalone Downloadable Kernel Module 
Applications without a full-blown VxWorks kernel. 


Boot loaders are not required for standalone VxWorks systems that are stored in 
ROM, nor is it possible to create a boot loader for an image meant to be run on the 
VxWorks simulator. 


Please refer to the VxWorks Kernel Programmer's Guide: Kernel for more information 
on boot loaders. 
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6.2 Creating a Boot Loader Project 


Before creating the project, please take a look at the general comments on projects 
and project creation in 4. Projects Overview. 


To create a Boot Loader project, proceed as follows. 


1. 
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Choose File > New > VxWorks Boot Loader Project. 


The New VxWorks Boot Loader Project wizard appears. If applicable, you are 
asked to select a target operating system. Select a VxWorks version from the 
drop-down list and click Next. 


You are asked to enter a Project name and Location. 


If Create project in workspace is selected, the project is created in the current 
workspace. If Create project at external location is selected, you can navigate 
to a directory outside the workspace. See also 4.2 Workspace/Project Location, 
p-70. 


When you are ready, click Next. 

The next page of the wizard asks you to set: 

- The Board support package for which you want to create a boot loader. 
— The Boot loader image Style and Format. 


Boot loader images come in the following styles: Compressed, 
Uncompressed, ROM-Resident, and ROM-Resident At High Address. 
These are functionally the same but have different memory requirements 
and execution times. After the project has been created, you can change the 
Style by right-clicking the project and selecting Set Active Build Spec. 


The VxWorks Kernel Programmer's Guide: Kernel chapter provides detailed 
information on Style and Format. BSP documentation specifies which 
types are available for a specific target. 


When you are ready, click Finish. The new Boot Loader project will appear 
at the root level in the Project Navigator. 


6 Boot Loader Project 
6.3 Boot Loader Projects in the Project Navigator 


6.3 Boot Loader Projects in the Project Navigator 


After a Boot Loader has been created, a number of nodes appear in the Project 
Navigator. This section describes these nodes as they appear immediately after 
project creation. 


For general notes about manipulating nodes, for example, moving, copying, 
filtering, etc., please see 13. Working in the Project Navigator. 


6.3.1 Global Project Nodes 


Pot 


ae ProjectName 
The icon at the root of the project tree identifies the type of project; the 
icon’s label is the name you gave the project when you created it. 


6.3.2 Project Build Specs and Target Nodes 


Each Boot Loader project has a single IDE-managed build target whose name has 
the form bsp (buildSpec)—for example, simpc (bootloader_res). To switch build 
specs, right-click and choose Set Active Build Spec. 


Build-spec names have the form bootloader[style][format], where style can be 
empty (the default compressed image), _uncmp (uncompressed), _res 
(ROM-resident), or _res_high (ROM-resident at high address), and format can be 
empty (the default ELF image), .bin (binary output), or .hex (Motorola S-Record). 
Examples: 


bootloader 
bootloader.bin 
bootloader_res_high 
bootloader_uncmp.hex 


You can create new build targets with user-defined make rules by choosing 
File > New > Build Target or right-clicking on the project and choosing 
New > Build Target. 
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6.3.3 Makefile Nodes 
Do not add custom code to this file. This Makefile is regenerated every 


(Mi Makefile 
time the project is built. The information used to generate the file is 
taken from the build specification on which the target node is based. 


6.3.4 Other Project Files 
Normally, you need not be concerned with the remaining project files. However, 
here a brief summary of the remaining VxWorks Boot Loader project files 


displayed in the Project Navigator: 


ed . 
|= -project 


Eclipse platform project file containing builder information and project 


nature. 


|= .wrproject 
Workbench project file containing common project properties such as 


project type, etc. 
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7.1 Introduction 


Use a VxWorks ROMES File System project as a subproject of a VxWorks Image 
project that requires ROMFS. The VxWorks ROMEFS file system provides a means 
for bundling RTP applications and shared libraries with the VxWorks system 
image. At runtime, these files can be accessed in the VxWorks /romfs directory 
(and any subdirectories you create). 


To use other file systems—such as dosFs—in your applications, configure 
VxWorks with the appropriate components. 


For more information about ROMFS and other file systems, see the VxWorks Kernel 
Programmer’s Guide: Local File Systems or the VxWorks Application Programmer's 
Guide: Local File Systems; and the VxWorks Application Programmer’s Guide: 
Applications and Processes. 
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7.2 Creating a VxWorks ROMFS File System Project 


Before creating the project, please take a look at the general comments on projects 
and project creation in 4. Projects Overview. 


To create a VxWorks ROMFS File System project, proceed as follows. 


1. 


Choose File > New > VxWorks ROMFS File System Project. 


The New VxWorks ROMFS File System Project wizard appears. If 
applicable, you are asked to select a target operating system. Select a VxWorks 
version from the drop-down list and click Next. 


You are asked to enter a Project name and Location. 


If you select Create project in workspace, the project is created in the current 
workspace. If you select Create project at external location, you can navigate 
to a directory outside the workspace where the project is created. For more 
information, see 4.2 Workspace/Project Location, p.70. When ready, click Next. 


You are asked to define the project structure (the superproject and subproject 
context) for the project you are creating. This is an optional step; it is not 
necessary to select a superproject or subprojects. 


The Superproject check box refers to VxWorks Image project (VIP) that is 
currently highlighted in the Project Navigator. If you do not see this check box, 
or if the check box is grayed, no valid project is highlighted in the Project 
Navigator. If you select the check box, the project you are creating will be a 
subproject of the indicated VIP. 


The Referenced subprojects check boxes list the remaining projects in the 
workspace that can be added to the current project as subprojects. 


When you are ready, click Finish. The VxWorks ROMFS File System is created 
and appears in the Project Navigator, either at the root level or linked under a 
VxWorks Image project, depending on your selection above. 


7.3 VxWorks ROMFS File System Projects in the Project 
Navigator 


After a VxWorks ROMFS file system project has been created (see 7.2 Creating a 
VxWorks ROMES File System Project, p.102) a number of nodes appear in the Project 
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Navigator. This section describes these nodes as they appear immediately after 
project creation. For general notes about manipulating nodes, for example, 
moving, copying, filtering, etc., please see 13. Working in the Project Navigator. 


7.3.1 Global Project Nodes 


a ProjectName 
The icon at the root of the VxWorks ROMFS File System project tree 
identifies the type of project; the icon’s label is the name you gave the 
project when you created it. 


fm! VxWorks ROMFS File System Contents 
Immediately below the project node, there is the VxWorks ROMFS 
File System Contents node. Double-click the VxWorks ROMFS 
File System Contents to open the File System Contents Editor. Please 
refer to 7.3.3 Configuring the VxWorks ROMFS File System, p.103, for 
information on using this editor. 


7.3.2 Project File Nodes 


The project creation facility generates, or includes copies of, a variety of files when 
a VxWorks ROMFS File System project is created. Normally, you need not be 
concerned with these files. However, here is a brief summary of the VxWorks 
ROMEFS File System project files displayed in the Project Navigator: 


‘= .project 
—s 
Eclipse platform project file containing builder information and project 
nature. 
-wrproject 
Workbench project file containing common project properties such as 
project type, etc. 


7.3.3 Configuring the VxWorks ROMFS File System 


To add files or create subdirectories, in the Project Navigator, double-click the 
VxWorks ROMFS File System Contents node immediately under the VxWorks 
ROMEFS File System root node of the project. This opens the File System Contents 
Editor. 
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Two panels, one for the host and one for the target, allow you to add and remove 
files. You can also create or delete subdirectories in the Target Contents panel. 


The panel at the bottom of the view displays a summary of properties for the 
selected element in the Target Contents (right) panel. 


Make sure that you add the correct binary or data files. Click the file names in the 
Target Contents pane and verify the path in the Host path field in the bottom 
panel. This can be useful, for example, to check that: 


« You have used the correct version of a versioned shared library. 


«You have taken files from the correct build-spec output folder. 
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8.1 Introduction 


Using VxWorks Real-time Process (RTP) projects to manage and build modules that 
will exist outside of the kernel space, you can separately build, run, and debug the 
VxWorks Real-time Process executable. 


At run-time, the executable file is downloaded to a separate address space to run 
as an independent process. The binary produced from a VxWorks Real-time 
Process project will need to be stored on a target-side file system, see 7. VxWorks 
ROMES File System Projects. 


VxWorks Real-time Process projects provide a protected, process-based, 
user-mode environment for developing applications. In this mode, applications 
are developed as VxWorks executables. An application has a well-defined start 
address. When the executable is loaded, memory is allocated by the system for the 
executable, execution begins at the known start address, and all tasks in the 
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process run within the same memory-protected address space. When the 
application terminates, all the resources associated with it are freed back to the 
system. 


8.2 Creating a VxWorks Real-time Process Project 


Before creating the project, please take a look at the general comments on projects 
and project creation in 4. Projects Overview. 


To create a VxWorks Real-time Process project proceed as follows. 


1. 
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Choose File > New > VxWorks Real Time Process Project. 


The New VxWorks Real Time Process Project wizard appears. If you have 
multiple versions of VxWorks installed, you are asked to select a target 
operating system. If applicable; that is, if you see this wizard page at all, select 
a VxWorks version from the drop-down list and click Next. 


You are asked to enter a Project name and Location. 


If you choose Create project in workspace (default) the project will be created 
under the current workspace directory. If you choose to 

Create project at external location, you can navigate to a location outside the 
workspace (see also 4.2 Workspace/Project Location, p.70 and 4.3 Creating New 
Projects, p.70). 


After project creation, the project name will appear in the Project Navigator 
(see 8.3 VxWorks Real-time Processes in the Project Navigator, p.108). To see the 
project location, right-click on the project and select Properties, then select the 
Info node of the Properties dialog. 


When you are ready, click Next. 


You are asked to define the project structure (the super- and subproject 
context) for the project you are creating. 


The text beside the Link to superproject check box refers to whatever project 
is currently highlighted in the Project Navigator (if you do not see this check 
box, no valid project is highlighted). If you select the check box, this will be the 
superproject of the project you are currently creating. 


8 VxWorks Real-time Process Projects 
8.2 Creating a VxWorks Real-time Process Project 


The check boxes in the Referenced subprojects list represent the remaining 
projects in the workspace that can be validly referenced as subprojects by the 
project you are currently creating. 


After project creation, you can change the project structure in the Project 
Navigator using drag-and-drop. 


When you are ready, click Next. 


You are asked to specify the Build Defaults source either from an existing 
template or an existing project. If you select Use Default, preconfigured 
default templates are used. 


You can inspect and, if necessary modify, the default settings for new projects 
of each project type from Window > Preferences > Build Properties (for more 
information, see Wind River Workbench User Interface Reference: Build Properties). 


When you are ready, click Next. 


NOTE: All settings in the following wizard pages are build related. You can 
therefore verify /modify them after project creation in the Build Properties node of 
the project’s Properties. 


5. 


A VxWorks Real-time Process project is a predefined project type that uses 
Workbench Build support, so you can only select either this, or no build 
support at all. If you are creating a project because you want to browse symbol 
information only and you are not interested in building it, you could also 
disable build support. 


The Build command specifies the make tool command line. 


Build output passing: If the project is a subproject in a tree, its own objects 
(implicit targets) as well as the explicit targets of its subprojects, can be passed 
on to be linked into the build targets of projects that are further up in the 
hierarchy. 


When you are ready, click Next. 


Build Specs: The list of available build specs will always be available. By 
checkmarking individual specs, you enable them for the current project, which 
means that you will, in normal day to day work, only see relevant (enabled) 
specs in the user interface, rather than the whole list. Additional specs can be 
enabled/disabled at any time after the project has been created. 


The Debug Mode checkbox specifies wether or not the build output includes 
debug information or not. 
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7. Build Target: The Build target name is the same as the project name by 
default. If you delete the contents of the field no target will be created. 


Build tool: For a VxWorks Real-time Process project you can select: 


« Linker: This is the default selection. The linker produces aa 
BuildTargetName.vxe file. This single, partially linked and munched 
(integrated with code to call C++ static constructors and destructors) 
object is intended for downloading. 


The Linker output product cannot be passed up to superprojects, although 
the current project’s own, unlinked object files can, as can any output 
products received from projects further down in the hierarchy (see step 5. 
above). 


« Librarian: This is the default selection if you specified that the project is to 
be linked into a project structure as a subproject. The Librarian produces 
an archive TargetName.a file. 


The Librarian output product can be passed up to superprojects, as can the 
current project’s own, unlinked object files, as well as any output products 
received from projects further down in the hierarchy (see step 5. above). 


8. When you are ready, you can review your settings using the Back button or 
click Finish. 


The VxWorks Real-time Process project is created and appears in the Project 
Navigator, either at the root level, or linked into a project tree, depending on 
your selection in step 3. above. 


8.3 VxWorks Real-time Processes in the Project Navigator 


After a VxWorks Real-time Process has been created, a number of nodes appear in 
the Project Navigator. This section describes these nodes as they appear 
immediately after project creation. For general notes about manipulating nodes, 
for example, moving, copying, filtering, etc., please see 13. Working in the Project 
Navigator. 
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8.3 VxWorks Real-time Processes in the Project Navigator 


8.3.1 Global Project Nodes 


us ProjectName 
The icon at the root of the project tree identifies the type of project; the 
icon’s label is the name you gave the project when you created it. 


8.3.2 Project Build Specs and Target Nodes 


Each target node is associated with a predefined build specification. 


The RTP build targets depend on the options you selected during project creation. 
Specifically, you will not have both an archive (TargetName.a) target and a 
TargetName.out target immediately after project creation. Which of these will be 
visible depends on the build tool you selected. Also, the presence or absence of the 
green upward arrow on the target icon (to indicate whether the target is passed up 
the hierarchy) will be determined by your project settings. 


(f TargetName.vxe (BuildSpecName[_DEBUG]) 
This single, partially linked and munched (integrated with code to call 
C++ static constructors and destructors) object, produced by the Linker 
build tool is intended for downloading. 


sd TargetName.a (BuildSpecName[_DEBUG]) 
Anarchive produced by the Librarian build tool that has to be statically 
linked into an executable. 


8.3.3 Makefile Nodes 


At project generation time two Makefiles are copied to the project. One is a 
template that can also be used for entering custom make rules. The other is 
dynamically regenerated from build spec data at each build. 


(Mi .wrmakefile 
A template used by Workbench to generate the project’s Makefile. Add 
user-specific build-targets and make-rules in this file. These will then be 
automatically dumped into the Makefile. 
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[Mi Makefile 
Do not add custom code to this file. This Makefile is regenerated every 


time the project is built. The information used to generate the file is 
taken from the build specification that on which the target node is 


based. 


8.3.4 Project File Nodes 


The project creation facility generates, or includes copies of, a variety of files when 
a project is created. Normally, you need not be concerned with these files. 
However, here a brief summary of the DKM project files displayed in the Project 


Navigator: 


|== 


|= -project 


Eclipse platform project file containing builder information and project 
nature. 

-wrproject 
Workbench project file containing common project properties such as 
project type, etc. 
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8.4 Application Code for a VxWorks Real-time Process Project 


After project creation you have the infrastructure for a VxWorks Real-time Process 
project, but often no actual application code. If you are writing code from the 
beginning, you can add new files to a project. If you already have source code files, 
you will want to import these to the project. For more information please refer to 
13.3.1 Importing Resources, p.138, and 13.3.2 Adding New Files to Projects, p.139. 


8.5 Linking to VxWorks and Using Shared Libraries 


In order to have your VxWorks Real-time Process project binary initialized once 
the kernel has booted, you will need to: 


«Create a VxWorks Image project, see 5.3 Creating a VxWorks Image Project, p.85. 


" Configure the VxWorks Image project as described under 5.6 Adding 
Application Projects to the VxWorks Image Project, p.94 and 5.5 Configuring Kernel 
Components, p.93. 


= Create a ROMFS target file system before the target is disconnected from the 
host system, see 7.2 Creating a VxWorks ROMES File System Project, p.102. 


» If you want to dynamically link to shared libraries, the VxWorks Real-time 
Process project needs to be appropriately configured, see 17.6 Executables that 
Dynamically Link to Shared Libraries, p.203, and 18. RTPs and Shared Libraries 
from Host to Target. 
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9.1 Introduction 


Use VxWorks Shared Library projects for libraries that are dynamically linked to 
VxWorks Real-time Process projects at run-time. Such a shared library will need to 
be stored, like the Real-time Process project, on a target-side file system (see 

7. VxWorks ROMFS File System Projects). You can also use VxWorks Shared Library 
projects to create subprojects that are statically linked into other project types at 
build time. 


Please refer to 9. VxWorks Shared Library Projects, 17.6 Executables that Dynamically 
Link to Shared Libraries, p.203, and 18. RT'Ps and Shared Libraries from Host to Target 
for more information on working with this type of project. 
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9.2 Creating a VxWorks Shared Library Project 


Before creating the project, please take a look at the general comments on projects 
and project creation in 4. Projects Overview. 


To create a VxWorks Shared Library project, proceed as follows. 


1. 
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Choose File > New > VxWorks Shared Library Project. 


The New VxWorks Shared Library Project wizard appears. If you have 
multiple versions of VxWorks installed, you are asked to select a target 
operating system. If applicable; that is, if you see this wizard page at all, select 
a VxWorks version from the drop-down list and click Next. 


You are asked to enter a Project name and Location. 


If you choose Create project in workspace (default) the project will be created 
under the current workspace directory. If you choose to 

Create project at external location, you can navigate to a location outside the 
workspace (see also 4.2 Workspace/Project Location, p.70 and 4.3 Creating New 
Projects, p.70). 


After project creation, the project name will appear in the Project Navigator 
(see 9.3 Shared Libraries in the Project Navigator, p.116). To see the project 
location, right-click on the project and select Properties, then select the Info 
node of the Properties dialog. 


When you are ready, click Next. 


You are asked to define the project structure (the super- and subproject 
context) for the project you are creating. 


The text beside the Superproject check box refers to whatever project is 
currently highlighted in the Project Navigator (if you do not see this check box, 
no valid project is highlighted). If you select the check box, the new VxWorks 
Shared Library project will be created as a subproject of the highlighted 
project, and will be built as part of it. 


The check boxes in the Referenced subprojects list represent the remaining 
projects in the workspace that can be validly referenced as subprojects by the 
project you are currently creating. 


After project creation, you can change the project structure in the Project 
Navigator using drag-and-drop. When you are ready, click Next. 


NOTE: All settings in the following wizard pages are build related. You can 


9 VxWorks Shared Library Projects 
9.2 Creating a VxWorks Shared Library Project 


You are asked to specify the Build Defaults source either from an existing 
template or an existing project. If you select Use Default, preconfigured 
default templates are used. 


You can inspect and, if necessary modify, the default settings for new projects 
of each project type from Window > Preferences > Build Properties (for more 
information, see Wind River Workbench User Interface Reference: Build Properties). 
When you are ready, click Next. 


therefore verify /modify them after project creation in the Build Properties node of 
the project’s Properties. 


5. 


A VxWorks Shared Library project is a predefined project type that uses 
Workbench Build support, so you can only select either this, or no build 
support at all. If you are creating a project because you want to browse symbol 
information only and you are not interested in building it, you could also 
disable build support. 


Build command: specifies the make tool command line. 


Build output passing: if the project is a subproject in a tree, its own unlinked 
objects, as well as the explicit targets of its subprojects, can be passed on to be 
linked into the build targets of projects that are further up in the hierarchy. 


When you are ready, click Next. 


Build Specs: the list of available build specs is always accessible in the Project 
Properties. By selecting individual specs, you enable them for the current 
project, which means that you will only see relevant specs rather than a whole 
long list. Additional specs can be enabled/disabled at any time after the 
project has been created. 


The Debug Mode checkbox specifies wether or not the build output includes 
debug information or not. 


Build Target: Build target name is the same as the project name by default. If 
you delete the contents of the field no target will be created. 


The Build tool can be the Shared Library Linker or a custom user-defined 
tool. 


The Shared Library Linker produces a BuildTargetName.so target that is 
dynamically linked to at run-time. 


The output product of the Shared Library Linker will normally be passed up 
to superprojects. If you do not pass the library target up to its superprojects, 
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references in the superprojects’ application code cannot be resolved at compile 
time. If you specified that the VxWorks Shared Library project you are 
currently creating links to a superproject (see step 3 above), the check box will 
be selected by default. 


8. When you are ready, you can review your settings using the Back button or 
click Finish. 


The VxWorks Shared Library project is created and appears in the Project 
Navigator, either at the root level, or linked into a project tree, depending on 
your selection in step 3. above. 


9.3 Shared Libraries in the Project Navigator 


After a VxWorks Shared Library project has been created, a number of nodes 
appear in the Project Navigator. This section describes these nodes as they appear 
immediately after project creation. For general notes about manipulating nodes, 
for example, moving, copying, filtering, and so on, please see 13. Working in the 
Project Navigator. 


9.3.1 Global Project Nodes 


iz ProjectName 
The icon at the root of the project tree identifies the type of project; the 
icon’s label is the name you gave the project when you created it. 


9.3.2 Target Node 


ad TargetName.so (BuildSpecName[_DEBUG]) 
A VxWorks Shared Library produced by the Shared Library Linker 
that is dynamically linked at run-time. 
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9.3.3 Makefile Nodes 


At project generation time a template that can also be used for entering custom 
make rules is copied to the project. 


il .wrmakefile 
A template used by Workbench to generate the project’s Makefile. Add 
user-specific build-targets and make-rules in this file. 


9.3.4 Project File Nodes 


The project creation facility generates, or includes copies of, a variety of files when 
a project is created. Normally, you need not be concerned with these files. 
However, here a brief summary of the Shared Library project files displayed in the 
Project Navigator: 


|= .project 
Eclipse platform project file containing builder information and project 
nature. 


|= .wrproject 
Workbench project file containing common project properties such as 
project type, etc. 


9.4 Source Code for the Shared Library 


After project creation you have the infrastructure for a Shared Library project, but 
often no actual library source code. If you are writing code from the beginning, you 
can add new files to a project. If you already have source code files, you will want 
to import these to the project. For more information refer to 13.3.1 Importing 
Resources, p.138, and 13.3.2 Adding New Files to Projects, p.139. 


117 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


9.5 Making Shared Libraries Available to Applications 


To make shared libraries accessible to your applications at run-time, you have to 
make sure of a few configuration details, both on the library side and on the 
application side. You also need a file system project to store the library on the target 
(see 7. VxWorks ROMES File System Projects). 


9.5.1 Configuring the Shared Library Project 


1. Make sure the shared library is a subproject of all applications that need to 
access it. If the library is used by many applications, create projects for each 
application and make the library a subproject of each (see 13. Working in the 
Project Navigator for information on how to do this). 


2. Make sure the library target is passed to superprojects. You can do this during 
project creation (see step 7 under 9.2 Creating a VxWorks Shared Library Project, 
p-114), or subsequently in the Project Properties as follows: 


- Inthe Project Navigator, highlight the shared library project folder you are 
interested in and right-click Project Properties. (If the project folder is a 
subnode under several different superprojects, it does not matter which 
you choose because these nodes are only logical representations of one 
and the same project.) 


-— In Project Properties, select Build Properties node, then the Build Tools 
tab. On the Build Tools tab, be sure the Generated build target can be 
passed check box is selected. If the output of the library build is not passed 
up to superprojects, references from the superproject to the library 
subproject cannot be resolved at build-time. 


3. Click OK to close the Project Properties. 


9.5.2 Configuring the Application Projects 


Most shared library projects are created as subprojects of one or more application 
projects. Although a superproject knows the location of its subprojects, it does not 
know that a particular subproject is a shared library, so the application project’s 
linker has to be configured to accommodate dynamic access to shared libraries. For 
more information, please see 17.6 Executables that Dynamically Link to Shared 
Libraries, p.203, and 18. RTPs and Shared Libraries from Host to Target. 
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10.1 Introduction 


Use VxWorks Downloadable Kernel Module (DKM) projects to manage and build 
modules that will exist in the kernel space. You can separately build the modules, 
then run and debug them on a target running VxWorks, loading, unloading, and 
reloading on the fly. 


Once your development work is complete, the modules can be statically linked 
into the kernel or use a file system if one is present. 


Kernel-mode development is the traditional VxWorks method of development. All 
the tasks you spawn run in an unprotected environment and all have full access to 
the hardware in the system. 
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10.2 Creating a VxWorks Downloadable Kernel Module Project 


To create a VxWorks Downloadable Kernel Module project, proceed as follows. 


1. 
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Choose File > New > VxWorks Downloadable Kernel Module Project. 


The New VxWorks Downloadable Kernel Module Project wizard appears. 
If applicable, you are asked to select a target operating system. Select a 
VxWorks version from the drop-down list and click Next. 


You are asked to enter a Project name and Location. 


If you choose Create project in workspace (default) the project will be created 
under the current workspace root directory. If you choose to 

Create project at external location, you can navigate to a location outside the 
workspace (see also 4.2 Workspace/Project Location, p.70 and 4.3 Creating New 
Projects, p.70). 


After project creation, the project name will appear in the Project Navigator 
(see 10.3 Downloadable Kernel Modules in the Project Navigator, p.122). To see the 
project location, right-click on the project and select Properties, then select the 
Info node of the Properties dialog. 


When you are ready, click Next. 


You are asked to define the project structure (the superproject and subproject 
context) for the project you are creating. 


The text beside the Link to superproject check box refers to whatever project 
is currently highlighted in the Project Navigator (if you do not see this check 
box, no valid project is highlighted). If you select the check box, this will be the 
superproject of the project you are currently creating. 


The check boxes in the Referenced subprojects list represent the remaining 
projects in the workspace that can be validly referenced as subprojects by the 
project you are currently creating. 


After project creation, you can change the project structure in the Project 
Navigator using drag-and-drop. 


When you are ready, click Next. 


You are asked to specify the Build Defaults source either from an existing 
template or an existing project. If you select Use Default, preconfigured 
default templates are used. 


NOTE: All settings in the following wizard pages are build related. These can 


10 VxWorks Downloadable Kernel Module Projects 
10.2 Creating a VxWorks Downloadable Kernel Module Project 


You can inspect and, if necessary modify, the default settings for new projects 
of each project type from Window > Preferences > Build Properties (for more 


information, see Wind River Workbench User Interface Reference: Build Properties). 


When you are ready, click Next. 


therefore all be verified or modified after project creation in the Build Properties 
node of the project’s Properties. 


5. 


Build Support options: A VxWorks Downloadable Kernel Module project is a 
predefined project type that uses Workbench build support, so in most cases 
you will want to select Managed build to use makefiles generated by the IDE. 
If you are creating a project because you want to browse symbol information 
only and you are not interested in building it, you could also disable build 
support by selecting Disabled (and enable it later, if needed). The 
User-defined build option is not available for VxWorks Downloadable Kernel 
Module projects. 


The Build command specifies the make tool command line. 


Build output passing: If the project is a subproject in a tree, its own objects 
(implicit targets) as well as well as the explicit targets of its subprojects can be 
passed on to be linked into the build targets of projects that are further up in 
the hierarchy. 


When you are ready, click Next. 


Build Specs: The list of available build specs will always be available. By 
checkmarking individual specs, you enable them for the current project, which 
means that you will, in normal day to day work, only see relevant (enabled) 
specs in the user interface, rather than the whole list. Additional specs can be 
enabled/disabled at any time after the project has been created. 


When you are ready, click Next. 


Build Target: The Build target name is the same as the project name by 
default. If you delete the contents of the field no target will be created. 
However, a default target named PartialIlmage.pl will always be built and 
passed to the superproject. 


Build tool: For a VxWorks Downloadable Kernel Module project you can 
select: 


- Linker: This is the default selection if you did not specify that the project 
is to be linked into a project structure as a subproject. The linker produces 
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a BuildTargetName.out file. This single, partially linked and munched 
(integrated with code to call C++ static constructors and destructors) 
object is intended for downloading. 


The Linker output product cannot be passed up to superprojects, although 
the current project’s own, unlinked object files can, as can any output 
products received from projects further down in the hierarchy (see step 5. 
above). 


- Librarian: This is the default selection if you specified that the project is to 
be linked into a project structure as a subproject. The Librarian produces 
an archive TargetName.a file. 


The Librarian output product can be passed up to superprojects, as can the 
current project’s own, unlinked object files, as well as any output products 
received from projects further down in the hierarchy (see step 5. above). 


— Partial Image Linker: The Partial Image Linker produces a TargetName.pl 
file. This single, partially linked, but not munched (not integrated with 
code to call C++ static constructors and destructors) object is for subproject 
support only; it is not intended for download. 


The Partial Image Linker output product can be passed up to 
superprojects, as can current project’s own, unlinked object files, as well as 
any output products received from projects further down in the hierarchy 
(see step 5. above). 


8. When you are ready, you can review your settings using the Back button, or 
click Finish. 


The VxWorks Downloadable Kernel Module is created and appears in the 
Project Navigator, either at the root level or linked into a project tree, 
depending on you selection in step 3. above. 


10.3 Downloadable Kernel Modules in the Project Navigator 


After a VxWorks Downloadable Kernel Module has been created, a number of 
nodes appear in the Project Navigator. This section describes these nodes as they 
appear immediately after project creation. For general notes about manipulating 
nodes, for example, moving, copying, filtering, and so forth. Please see 13. Working 
in the Project Navigator. 
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10.3 Downloadable Kernel Modules in the Project Navigator 


10.3.1 Global Project Nodes 


peuy ProjectName 
The icon at the root of the project tree identifies the type of project; the 
icon’s label is the name you gave the project when you created it. 


10.3.2 Project Build Specs and Target Nodes 


Each target node is associated with a predefined build specification. 


The VxWorks Downloadable Kernel Module project software targets depend on 

the options you selected during project creation. Specifically, you will not have 

both an archive (TargetName.a) target and a TargetName.out target immediately 

after project creating. Which, if any, of these will be visible depends on the build 
tool you selected. Also, the presence or absence of the green upward arrow on the 

target icon (to indicate whether the target is passed up the hierarchy) will be 

determined by your creation settings. 


‘i. PartialImage.pl 
- This default target is always built for VxWorks Downloadable Kernel 
Module project. This single, partially linked, but not munched object is 
for subproject support only; it is not intended for download. By default, 
the build target is passed to the next level (hence the green upward 
arrow on the icon). 


TargetName.out (BuildSpecName[_DEBUG]) 
This single, partially linked and munched object, produced by the 
Linker build tool is intended for downloading. 


al TargetName.a (BuildSpecName[|_DEBUG]) 
An archive produced by the Librarian build tool that has to be statically 
linked into an executable. 


=e 


10.3.3 Makefile Nodes 
At project generation time two Makefiles are copied to the project. One is a 


template that can also be used for entering custom make rules. The other is 
dynamically regenerated from build spec data at each build. 
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(Mi .wrmakefile 
A template used by Workbench to generate the project’s Makefile. Add 
user-specific build-targets and make-rules in this file. These will then be 
automatically dumped into the Makefile. 


(Mi Makefile 
Do not add custom code to this file. This Makefile is regenerated every 
time the project is built. The information used to generate the file is 
taken from the build specification on which the target node is based. 


10.3.4 Project File Nodes 


The project creation facility generates, or includes copies of, a variety of files when 
a project is created. Normally, you need not be concerned with these files. 
However, here a brief summary of the VxWorks Downloadable Kernel Module 
project files displayed in the Project Navigator: 


|= .project 
Eclipse platform project file containing builder information and project 
nature. 

|= .wrproject 


Workbench project file containing common project properties such as 
project type, and so on. 


10.4 Application Code for a VxWorks DKM Project 


After project creation, you have the infrastructure for a VxWorks Downloadable 
Kernel Module project, but often no actual application code. If you are writing 
code from the beginning, you can add new files to a project. If you already have 
source code files, you will want to import these to the project. For more 
information please refer to 13.3.1 Importing Resources, p.138, and 13.3.2 Adding New 
Files to Projects, p.139. 


You can link your VxWorks Downloadable Kernel Module with the operating 
system and have it start automatically at boot time. To do this: 


1. Create a VxWorks Image project. See 5.3 Creating a VxWorks Image Project, p.85. 
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Configure the VxWorks Image project as described under 5.6 Adding 
Application Projects to the VxWorks Image Project, p.94 and 5.5 Configuring Kernel 
Components, p.93. 
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11.1 Introduction 


VxWorks User-Defined Projects assume that you are responsible for setting up and 
maintaining your own build system, file system population, and so on. The user 
interface provides support for the following: 


* You can configure the build command used to launch your build utility; this 
allows you to start builds from the Workbench GUI. You can also configure 
different rules for building, rebuilding and cleaning the project. 


* You can create build targets in the Project Navigator that reflect rules in your 
makefiles; this allows you to select and build any of your make rules directly 
from the Project Navigator. 


* Build output is captured to the Build Console. 
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11.2 Creating a User-Defined Project 


Before creating the project, please take a look at the general comments on projects 
and project creation in 4. Projects Overview. 


When you create a User-Defined project, Workbench checks the root location of the 
project’s resources for the existence of a file named Makefile (or, if you specified a 
different filename in the New Project wizard’s Build Command field using the -f 
make option, which can include a relative or absolute path to a subdirectory, 
Workbench checks for the file you specified). If it does not exist, Workbench creates 
a skeleton Makefile with a default all rule and a clean. This allows you to use the 
Build Project, Rebuild Project, and Clean Project menu commands, as well as 
preventing the generation of build errors. You are responsible for maintaining this 
Makefile, and you can write any other rules into this file at any time. 


If you base your User-Defined project on an existing project, the Makefile (or 
whatever filename specified in the build command) of that project will be taken 
and copied to the new project. If you change the name of the makefile used by the 
build command in the New Project wizard’s Build Command field using the -f 
make option, the file will be renamed accordingly. In this case the file, if it already 
exists in the new project’s location, will be overwritten. 


NOTE: If you specify an absolute path for a makefile in the New Project wizard’s 
Build Command field using the -f make option, no Makefile will be generated at 
any time. 


11.2.1 Linking to External Files 


If you have a large source tree of existing files that you do not want to copy into 
your workspace, a User-Defined project allows you to link to the directory where 
the sources are located. 


1. Create a User-Defined project by selecting File > New > VxWorks 
User-Defined Project. The New User-Defined Project wizard appears. 


2. Select your target operating system, then click Next. 
Type a name for your project. 
4. Decide where to create your project, then click Next. 


« Leave Create project in workspace selected if you want the project to be 
created under the current workspace directory (typical for projects created 
from scratch with no existing sources, or for projects where existing 
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sources will be imported into them later on—see Adding Application Code 
to Projects, p.138—or for projects where you do not have write permission 
to the location of your source files!). 


« Select Create project at external location, click Browse, then navigate toa 
different location if you want the project to be created outside the 
workspace (typical for projects being set up for already existing sources— 
removing the need to import or link to them later on—or for projects being 
version-controlled, where sources are located outside the workspace). 


5. On the next few screens, adjust the settings if necessary, then click Finish. Your 
project appears in the Project Navigator. 


If you created your project in the directory where your source files are located, you 
can use your project immediately. 


If you created your project in your workspace, then you need to create a link to 
your source files. 


1. Right-click on the project, then select New > Folder. The New Folder dialog 
appears. 


2. Choose the parent folder (your project) then type a name for the new folder. 


3. Click the Advanced button at the bottom of the dialog, then click Link to 
folder in the file system. Browse to the directory containing your sources, 
then click OK. 


Your project now contains a folder that links to your source files in their original 
location. You may repeat this process to create links to as many source directories 
as you need. 


NOTE: This process is different from importing sources into your project. When 
you import files, they are copied into the project’s directory in your workspace. 
When you link to files, you see them in the Project Navigator but they remain in 
their original location. 


. If you do not have write permission to the file system location where you want to create any 
project of any type, you either need to get it temporarily to be able to add the project files to 
that directory, or you have to import the sources into your project if you want a managed 
build, or you could create a folder in a User-Defined project and link it to your sources. 


129 


Wind River Workbench 


User's Guide, 2.5 (VxWorks Version) 


11.3 Creating an Application for VxWorks 


In order to have your application initialized once the kernel has booted, you will 
need to: 
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Create a VxWorks Image project, see 5.3 Creating a VxWorks Image Project, p.85. 


Configure the VxWorks Image project as described under 5.6 Adding 
Application Projects to the VxWorks Image Project, p.94 and 5.5 Configuring Kernel 
Components, p.93. 


Before the target is disconnected from the host system, create a target-side file 
system, see 7.2 Creating a VxWorks ROMFS File System Project, p.102. 
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12.3 Native Applications in the Project Navigator 134 

12.4 Application Code for a Native Application Project 136 


12.1 Introduction 


a 


Use a Native Application project for C/C++ applications developed for your host 
environment. 


Workbench provides build and static analysis support for native GNU 2.9x, GNU 
3.x, and Microsoft development utilities (assembler, compiler!, linker, archiver) 
though you must acquire and install these utilities as they are not distributed with 
Workbench. 


There is no debugger integration for native application projects in Workbench, so 
you must acquire and use the appropriate native tools for debugging as well. 


. Workbench supports the MinGW, Cygnus, and MS DevStudio compilers. Compilers for 


native development are distributed with Wind River Platforms, but not with Workbench. 
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12.2 Creating a Native Application Project 


Before creating the project, please take a look at the general comments on projects 
and project creation in 4. Projects Overview. 


To create a Native Application project, proceed as follows. 


1. 
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Choose File > New > Native Application Project. 


The New Native Application Project wizard appears. If you have multiple 
versions of VxWorks installed, you are asked to select a target operating 
system. If you see this field, select a VxWorks version from the drop-down list 
and click Next. 


Enter a Project name and Location. 


If you choose Create project in workspace (default) the project will be created 
under the current workspace directory. If you choose to 

Create project at external location, you can navigate to a location outside the 
workspace (see also 4.2 Workspace/Project Location, p.70 and 4.3 Creating New 
Projects, p.70). 


The project appears in the Project Navigator (see 12.3 Native Applications in the 
Project Navigator, p.134). To see the project location, right-click on the project 
and select Properties, then select the Info node of the Properties dialog. 


When you are ready, click Next. 


If you have created other projects, you are asked to define the project structure 
(the super- and subproject context) for the project you are creating. 


The text beside the Link to superproject check box refers to whatever project 
is currently highlighted in the Project Navigator (if you do not see this check 
box, no valid project is highlighted). If you select the check box, this will be the 
superproject of the project you are currently creating. 


The check boxes in the Referenced subprojects list represent the remaining 
projects in the workspace that can be validly referenced as subprojects by the 
project you are currently creating. 


After project creation, you can change the project structure in the Project 
Navigator using drag-and-drop. 


When you are ready, click Next. 


12 Native Application Projects 
12.2 Creating a Native Application Project 


NOTE: All settings in the following wizard pages are build related. You can 
therefore verify /modify them after project creation in the Build Properties node of 
the project’s Properties. For more information, see Wind River Workbench User 
Interface Reference: Build Properties. 


4. A Native Application project is a predefined project type that uses Workbench 
Build support, so you can only select either this, or no build support at all. If 
you are creating a project because you want to browse symbol information 
only and you are not interested in building it, you could also disable build 
support. 


The Build command specifies the make tool command line. 


Build output passing: If the project is a subproject in a tree, its own objects 
(implicit targets) as well as the explicit targets of its subprojects, can be passed 
on to be linked into the build targets of projects that are further up in the 
hierarchy. 


When you are ready, click Next. 


5. Build Specs: The list of available build specs will always be available. By 
checkmarking individual specs, you enable them for the current project, which 
means that you will, in normal day to day work, only see relevant (enabled) 
specs in the user interface, rather than the whole list. 


If you are working on a Windows application, you would normally enable the 
msvc_native build spec, and disable the gnu-native build specs. If you are 
working on a Linux or Solaris native application, you would normally enable 
the GNU tool version you are using, and disable all others. 


The Debug Mode checkbox specifies wether or not the build output includes 
debug information. 


When you are ready, click Next. 


6. Build Target: The Build target name is the same as the project name by 
default. You can change the name if necessary, but if you delete the contents of 
the field, no target will be created. 


Build tool: For a Native Application project you can select: 


« Linker: This is the default selection. The linker produces a a 
BuildTargetName(.exe for Windows native projects) executable file. 


The Linker output product cannot be passed up to superprojects, although 
the current project’s own, unlinked object files can, as can any output 
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products received from projects further down in the hierarchy (see step 4. 
above). 


« Librarian: This is the default selection if you specified that the project is to 
be linked into a project structure as a subproject. The Librarian produces a 
TargetName.a (or .lib for Windows native projects) archive file. 


The Librarian output product can be passed up to superprojects, as can the 
current project’s own, unlinked object files, as well as any output products 
received from projects further down in the hierarchy (see step 4. above). 


7. When you are ready, you can review your settings using the Back button or 
click Finish. 


The Native Application project is created and appears in the Project Navigator, 
either at the root level, or linked into a project tree, depending on your 
selection in step 3. above. 


12.3 Native Applications in the Project Navigator 
After a Native Application project has been created, a number of nodes appear in 
the Project Navigator. This section describes these nodes as they appear 
immediately after project creation. For general notes about manipulating nodes, 


for example, moving, copying, filtering, etc., please see 13. Working in the Project 
Navigator. 


12.3.1 Global Project Nodes 


es ProjectName 
The icon at the root of the project tree identifies the type of project; the 
icon’s label is the name you gave the project when you created it. 


12.3.2 Project Build Specs and Target Nodes 


Each target node is associated with a predefined build specification. 
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The build target depends on the options you selected during project creation. 
Specifically, you will not have both an archive (TargetName.a for a gnu build spec, 
or TargetName.lib for a msve build spec) target and a TargetName(.exe for a msvc 
build spec) target immediately after project creation. Which of these will be visible 
depends on the build tool you selected. Also, the presence or absence of the green 
upward arrow on the target icon (to indicate whether the target is passed up the 
hierarchy) will be determined by your project settings. 


j 


ty 
LOL} 
LoL 


TargetName[.exe] (BuildSpecName[_DEBUG]) 
An executable. 


TargetName.a | .lib (BuildSpecNamel|_DEBUG]) 
An archive produced by the Librarian build tool. 


12.3.3 Makefile Nodes 


At project generation time two Makefiles are copied to the project. One is a 
template that can also be used for entering custom make rules. The other is 
dynamically regenerated from build spec data at each build. 


(Mi -wrmakefile 
A template used by Workbench to generate the project’s Makefile. Add 
user-specific build-targets and make-rules in this file. These will then be 
automatically dumped into the Makefile. 


[Mi Makefile 
Do not add custom code to this file. This Makefile is regenerated every 


time the project is built. The information used to generate the file is 
taken from the build specification that on which the target node is 
based. 
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12.3.4 Project File Nodes 


The project creation facility generates, or includes copies of, a variety of files when 
a project is created. Normally, you need not be concerned with these files. 
However, here a brief summary of the DKM project files displayed in the Project 
Navigator: 
|= .project 
Eclipse platform project file containing builder information and project 
nature. 
[=| -wrproject 
Workbench project file containing common project properties such as 
project type, etc. 


12.4 Application Code for a Native Application Project 


After project creation you have the infrastructure for a Native Application project, 
but often no actual application code. If you are writing code from the beginning, 

you can add new files to a project. If you already have source code files, you will 
want to import these to the project. For more information please refer to 

13.3.1 Importing Resources, p.138, and 13.3.2 Adding New Files to Projects, p.139. 
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13.1 Introduction 


The Project Navigator is your main graphical interface for working with projects. 
You use the Project Navigator to create, open, close, modify, and build projects. You 
also use it to add or import application code, to import, or customize build 
specifications, and to access your version control system. 


Various filters, sorting mechanisms, and viewing options help to make project 
management and navigation more efficient. Use the arrow at the top-right of the 
Project Navigator to open a drop-down menu of these options. 
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13.2 Creating Projects 


Creating projects is discussed in general under 4.3 Creating New Projects, p.70. 
Specific descriptions for creating individual project types are provided in the other 
chapters in Part II. Projects. 


13.3 Adding Application Code to Projects 


After creating a project, you have the infrastructure for a given project type, but no 
actual application code. If you already have source code files, you will want to 
import these to the project. 


13.3.1 Importing Resources 


You can import various types of existing resources to (newly created) projects by 
choosing File > Import. 


For details about the entries in the Import File dialog, see Wind River Workbench 
User Interface Reference: Import File Dialog. 


NOTE: If Workbench encounters a problem while importing resources, it will 
display an error (such as the project already contains a file with the same name). If 
you click OK, the Import wizard reappears with all the original settings. This gives 
you the opportunity to fix just the item causing the problem, rather than having to 
re-enter all the selections in the wizard. 


If you do not want to fix the problem and import the resources now, click Cancel. 


NOTE: Importing resources creates a link to the location of those resources; it does 
not copy them into your workspace. 


Later, if you want to delete a project, check the path in the Confirm Project Delete 
dialog very carefully when deciding whether to choose Also delete contents 
under 'path' or Do not delete contents—choosing to delete the project contents 
may delete your original sources or the contents of a project in a different 
workspace, rather than the project in your current workspace. 
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13.3.2 Adding New Files to Projects 


To add a new file to a project, choose File > New > File. 


You are asked to Enter or select the parent folder, and to supply Filename. 


For a description of the Advanced button, and what it reveals, press F1 and select 
New file wizard. 


13.4 Opening and Closing Projects 


You can open or close a project by selecting it in the tree and choosing 

Project > Open (if it is currently closed), or Project > Close (if it is currently open). 
You can also use the corresponding commands on the Project Navigator’s 
right-click context menu. 


13.4.1 Closing a Project 


The icon changes to its closed state (by default grayed) and the tree collapses. 
All project member files that are open in the editor are closed. 


All subprojects that are linked exclusively to the closed project are closed as 
well. However, subprojects that are shared among multiple projects remain 
open as long as a parent project is still open, but can be closed explicitly at any 
time. 


In general, closed projects are excluded from all actions such as symbol 
information queries, and from workspace or project structure builds (that is, if 
a parent project of a closed subproject gets built). 


It is not possible to manipulate closed projects. You cannot add, delete, move, 
or rename resources, nor can you modify properties. The only possible 
modification is to delete the project itself. 


Closed projects require less memory. 
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13.5 Scoping and Navigation 


There are a number of strategies and Workbench features that can help you 
manage the projects in your workspace, whether you are working with multiple 
projects related to a single software system, or multiple unrelated software 
systems. 
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Close projects 


If you expect to be working in a different context (under a different root 
project) for a while, you can select the root project you are leaving, and 
right-click Close Project. 


If you close your root projects when you stop working on them, you will see 
just the symbols and resources for the project on which you are currently 
working (see also 13.4.1 Closing a Project, p.139). 


Go into a project 


If you want to see, for example, the contents of only one software system in the 
Project Navigator, select its root project node and right-click Go Into. You can 
then use the navigation arrows at the top of the Project Navigator to go back 
out of the project you are in, or to navigate history views. 


Open a project in a new window 


If you expect to be switching back and forth between software systems (or 
other contexts) at short intervals, and you do not want to change your current 
configuration of open editors and layout of other views, you can open the 
other software system’s root project in a new window (right-click 

Open in New Window). This essentially does the same as Go Into (see 

Go Into a Project), except that a new window is opened, thereby leaving your 
current Workbench layout intact. 


Open a new window 


You can open a new window by choosing Window > New Window. This 
opens a new window to the same workspace, leaving your current Workbench 
window layout intact while you work on some other context in the new 
window. 


Use Working Sets 


Using working sets lets you set the scope for all sorts of queries. You can, for 
example, create working sets for each of your different software systems, or 
any constellation of projects, and then scope the displayed Project Navigator 
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content (and other query requests) using the pull-down at the top-right of the 
Project Navigator. 


To create a Working Set, from the drop-down menu, choose 
Select Working Set. In the dialog that appears, click New, then, in the next 
dialog, specify the Resource type. 


In the next dialog select, for example, a software-system root project and give 
the working set a name. When you click Finish, your new working set will 
appear in the Select Working Set dialog’s list of available working sets. 


After the first time you select a working set in the Select Working Set dialog, 
the working set is inserted into the Project Navigator’s drop-down menu, so 
that you can directly access it from there. 


= Use the Navigate Menu 


For day-to-day work, there is generally no absolute need to see the contents of 
your software systems as presented in the Project Navigator. 


Using the Navigate > Open Resource (to navigate files) and 

Navigate > Open Symbol (to jump straight to a symbol definition) may often 
prove to be the most convenient and efficient way to navigate within, or 
among, systems. 


13.6 Moving, Copying, and Deleting Resources and Nodes 


The resources you see in the Project Navigator are normally displayed in their 
logical, as opposed to physical, configuration (see 4.5 Projects and Project Structures, 
p-77). Depending on the type of resource (file, project folder) or purely logical 
element (target node) you are manipulating, different things will happen. The 
following section briefly summarizes what is meant by resource types and logical 
nodes. 


13.6.1 Resources and Logical Nodes 


Resources is a collective term for the projects, folders, and files that exist in 
Workbench. 


There are three basic types of resources: 
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Files 
Equivalent to files as you see them in the file system. 
Folders 


Equivalent to directories on a file system. In Workbench, folders are contained 
in projects or other folders. Folders can contain files and other folders. 


Projects 


Contain folders and files. Projects are used for builds, version management, 
sharing, and resource organization. Like folders, projects map to directories in 
the file system. When you create a project, you specify a location for it in the 
file system. 


When a project is open, the structure of the project can be changed and you will 
see the contents. A discussion of closed projects is provided under 
13.4.1 Closing a Project, p.139. 


Logical nodes is a collective term for nodes in the Project Navigator that provide 
structural information or access points for project-specific tools. 


Subprojects 


A project is a resource in the root position. A project that references a 
superproject is, however, a logical entity; it is a reference only, not necessarily 
(or even normally) a physical subdirectory of the superproject’s directory in 
the file system. 


Build Target Nodes 


These are purely logical nodes to associate the project’s build output with the 
project. 


Tool Access Nodes 


These allow access to project-specific configuration tools. VxWorks ROMFS 
File System Projects have a node that opens a tool for mapping host-side 
project contents to target file system contents. VxWorks Image Projects have a 
node that opens the Kernel Editor for configuring the VxWorks kernel. 


13.6.2 Manipulating Files 


Individual files, for example source code files, can be copied, moved, or deleted. 
These are physical manipulations. For example, if you hold down CTRL while you 
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drag-and-drop a source file from one project to another, you will create a physical 
copy, and editing one copy will have no effect on the other. 


13.6.3 Manipulating Project Nodes 


Although copying, moving, or deleting project nodes are undertaken with the 
same commands you would use for normal files, the results are somewhat 
different because a project folder is a semi-logical entity. That is, a project is a 
normal resource in the root position. A project that is referenced as a subnode is, 
however, a logical entity; it is a reference only, not a physical instance. 


If you copy/paste (or hold down CTRL while you drag-and-drop) a project folder 
node to anew location in the project editor (for example, under some other project 
node to be used as a subproject there) all that happens is that a reference to one and 
the same project is inserted. This means that if you modify the properties of one 
instance of the subproject node, all other instances (which are really only 
references) are also modified. One such property would be, for example, the 
project name. If you rename the project node in one context, it will also be renamed 
in all other contexts. 


Moving and (Un-)Referencing Project Nodes 


If you drag-and-drop a project folder, you are making a logical, structural change. 
However, if you select a project folder node and right-click Move, you will be 
asked to enter (browse for) a new file system location. All the files associated with 
the current project will then be physically moved to the location you select, 
without any visible change in the Project Navigator (you can verify the new 
location in the Project Properties). 


When you drag-and-drop a project node, you are actually performing the 
equivalent of right-click Add as Reference or, if you have selected a subproject, 
also right-click Remove Reference. These commands open a dialog allowing you 
to either have the currently selected project reference other projects as a subproject, 
or, in the Remove Reference dialog, to remove the currently selected project from 
its structural (logical) context as a subproject, in which case it will be moved to the 
root level as a standalone project in the Project Navigator. 
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Deleting Project Nodes 


To delete a subproject, which might potentially be linked into any number of other 
project structures, you first have to either unlink (right-click it and press Delete) 
all instances of the subproject, or get a flat view of your workspace. To do this, open 
the drop-down list at the top-right of the Project Navigator’s toolbar and choose 
Hide > Project Structure. This hides the logical project organization and provides 
a flat view with a single instance of the (sub)project that you can then delete by 
pressing Delete again. 


When you delete a project you are asked whether or not you want to delete the 
contents. If you choose not to delete the contents, the only thing that happens is 
that the project (and all its files) are no longer visible in the workspace; there are no 
file system changes. 


13.6.4 Manipulating Target Nodes 


Target nodes cannot be copied or moved. These are purely logical nodes that make 
no sense anywhere except in the projects for which they were created. If you copy 
or move entire projects, however, the target nodes and generated build-targets 
beneath them are also copied. 


Deleting Target Nodes 


Deleting a target node also removes the convenience node that represents the 
generated, physically existing build-target. However, the physically existing 
build-target (if built) is not deleted from the disk. 


The convenience node referred to above, lets you see at a glance whether the target 
has been built or not, even if you have uncluttered your view in the Project 
Navigator by hiding build resources (in the drop-down menu at the top-right 
choose Hide > Build Resources) and/or collapsing the actual target node. If you 
have collapsed the node, the + sign will indicate that the build-target exists). 
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14.1 Introduction 


The scenarios developed in this chapter suggest how you could use the Wind River 
Workbench to manage various constellations of projects and project types. Because 
Workbench provides a variety of possibilities for achieving different ends, the 
scenarios are neither prescriptive, nor comprehensive. All we can do here is offer 
some suggestions. 


The scenarios do not look at the edit/compile/ debug cycle; the emphasis is on 
project organization and handling. The discussion looks at: 


* resource locations 
* — strategies for working with multiple, unrelated software systems 


* complexities within a single software system, including project structure 
design, development, and finalization steps 
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14.2 Resource Locations 


One complexity that you might be faced with, especially in team development 
situations, is that you might have to use file system resources (files and directories) 
that are outside your workspace. 


As long as file system resources are located in the default location (your own 
workspace), for example because you have checked them out from your version 
control system, there is nothing to discuss. 


When you create projects in Workbench, project-specific administrative files are 
stored at the file system location of the resources used by the project. This means 
that, if these resources are outside your workspace, you may not have write 
permission there and that the necessary files therefore cannot be created. 


This may be an issue, for example, also with respect to centrally maintained header 
files and third party libraries. In such cases you have the following options: 


* Have your administrator, who does have write permission, create the project 
(see Creating Projects for External Headers, p.159) and import the project as 
follows: 


-— Inthe Project Navigator, right-click Import. 


- Inthe Import wizard, select Existing Project into Workspace and click 
Next. 


— Browse to the directory where the project was created and click OK, then 
Finish. 


This is the recommended way to proceed in cases where not everyone is 
allowed to write to resource directories. This way all team members always 
access both the same, most up to date source files and the same project, thereby 
ensuring consistency across the entire team without any synchronization 
overhead. Note that, if you have multiple workspaces, you would have to 
import the project to each workspace. 


Furthermore, if the external resources are not just header files; that is, if they 
are buildable, build support must be either disabled for the imported project 
(if existing build-output is externally available), or build output of the 
imported projects must be redirected somewhere that users have write 
permission (see the Build Paths section of Wind River Workbench User Interface 
Reference: Build Properties). Write permission will also be required for the 
-wrproject file in the project directory and the .wrfolder files in each folder, for 
modifications (added /removed resources) and for maintaining changes in 
build properties. 
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« The other option is to copy the resources to somewhere that you do have write 
permission. 


This option is not recommended because of the synchronizations problems 
that are bound to arise sooner or later. Consider this a last resort. 


14.3 Multiple, Unrelated Software Systems 


The assumption is that you work on multiple, unrelated software systems in 
parallel. Each of these systems will normally (but not necessarily) consist of any 
number of subprojects organized into project structures; that is, each system will 
normally be arranged as a tree under a single superproject. However, ignoring the 
internal organization of your software systems for the moment (this is discussed 
under Complex Project Structures, p.148), first look at the software systems as a 
whole. 


During the course of any working day you might spend time working in different 
software systems that have nothing to do with each other (other than the fact that 
you happen to be working in them). You will presumably want to be able to focus 
as fully as possible, with as little distraction as possible, on the software system you 
are working on at any given time. If you have to switch from one system to the 
other fairly frequently, the switch should be easy and rapid. 


14.3.1 Using Different Workspaces for Different Systems 


Using different workspaces for unrelated software systems lets you keep these 
systems completely separate, without seeing any sign of the currently non-relevant 
context anywhere. 


However, when you switch from one workspace to another (choose 

File > Switch Workspace), you are actually closing your current Workbench 
instance and reopening a new instance that uses the selected new workspace. This 
takes time, but offers the advantage that the new workspace opens exactly as you 
left it when you last closed it. 


This option, because of the time overhead involved in switching, is probably most 
feasible if you have only a few separate software systems, and if you spend 
extended periods of time in one or other context without interruption. 
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However, if you have, a system that you work on most of the time, and several 
other systems where you have to frequently do relatively minor maintenance 
work, you might find it more convenient to use a single workspace for all, or many 
of, your projects. 


Naturally, there is no reason why you should not have both multiple workspaces 
as outlined here, and, within one or more of these, also maintain multiple, 
unrelated software systems in the same workspace as discussed below. 


14.3.2 Using the Same Workspace for Different Software Systems 


Using the same workspace for any number of unrelated software systems does not 
stop you from keeping these systems completely separate. The only sign of each 
currently non-relevant system can be a single icon (or not even that if you Go Into 
a project - see 13.5 Scoping and Navigation, p.140). This means that all software 
systems are immediately visible and accessible, without being unduly obtrusive. 
Furthermore, switching from one software system to another is much faster than 
using different workspaces as described above. On the other hand, if you are 
working on multiple, very large software systems, general performance might 
become an issue that would suggest using separate workspaces. 


Some of the ways that will help you handle multiple software systems in the same 
workspace are introduced under 13.5 Scoping and Navigation, p.140 


14.4 Complex Project Structures 


This section develops a simple infrastructure as a possible approach to a 
high-level, internal organization of an individual software system. 
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14.4.1 Project Assumptions 


The following discussion attempts to align how Workbench project structures and 
project types can support a software system that includes the following 
requirements. 


There is a kernel 


In the design phase, you need not think too much about the kernel. It is 
sufficient to know that there will be one at some point. 


Use a simulator for initial development and testing. 
The output product must be a single flashable image 


This image will contain the kernel as well as all the run-time components 
(binaries from Real-time Process Projects, libraries, data files, and so on). A 
target-side file system is therefore required; this will be implemented using 
Wind River ROMFS technology by setting up a VxWorks ROMFS File System 
project. 


However, in the design phase, you do not need not worry about this; it is 
sufficient to know that there will be a VxWorks ROMFS File System project at 


some point. 


The software system will have to be ported to different boards 


Although the kernel as such is not initially of primary importance, the 
assumption that you will have to port the system at some stage may be a 
design consideration. If you are developing and testing on a simulator (see 
above), there will be porting to do anyway. 


There is middleware 


One or more modules are needed as abstraction layers that wrap around the 
kernel 


Use Downloadable Kernel Module Projects for these. 
There are application modules 


These have to be process-based and they have to run in their own 
memory-protected address space. 


Use Real-time Process Projects for these. 
There are shared libraries 


These are potentially used by any or all of the application modules. 
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Use Shared Library Projects for these. 
= There is legacy code 


Use User-Defined Projects and/or Real-time Process Projects and/or 
Downloadable Kernel Module Projects. 


User-Defined Projects are appropriate in situations where you would rather 
not tamper with how the application is built. In other situations, you can wrap 
your legacy projects in one of the standard project types supported by 
Workbench. 


= There are external headers 


These are centrally maintained and are potentially used by any or all of the 
software system’s modules. 


Use a User-Defined project (without build support) for these. 
= Building a complete product image must be simple 


14.4.2 Infrastructure Design, p.150, tries to meet all the above requirements and 
provide a push-button build of the full product image, including all its 
components, for multiple architectures. 


14.4.2 Infrastructure Design 


Based on the Project Assumptions, p.149, the following describes how you could go 
about building an infrastructure for such a software system. 


NOTE: The screenshots in the following have been filtered in various ways to hide 
everything that is not related to project structure. If you follow the procedures 
described, you will see this same structure, as well as a number of additional files, 
folders, target nodes, and so on. 


The infrastructure described here is not a requirement for project management in 
Workbench. It can however be convenient to create such an infrastructure to 
facilitate porting a software system to other boards, as well as to allow building an 
entire product image, even for multiple boards, all at once. Furthermore, such an 
infrastructure does not need to be in place from the start; it can be folded over a 
project system at any stage of development. 
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Create Container Projects 


Step 1: 


This infrastructure uses empty container projects at the superproject level as well 
as at subproject levels. The type of container used in each case will depend on the 
type of content the container will later accommodate. 


In the current context, the term container project is therefore used to denote a project 
of any type that does not, however, itself contain any source code files; all 
application source files will be in subprojects referenced by the empty container 
project. 


Create a container project. 


Creating a container project as the topmost superproject the software system is an 
organizational artifact to provide a convenient way of keeping everything 
together, and thereby also cleanly separating the software system from other 
software systems you might work on in the same workspace. 


The only other real functionality the superproject container project needs to 
provide is that it has to be buildable. Although the project itself contains no source 
code files, you will want to able to start the build at the top of your future project 
tree to recursively build the whole structure. 


The default User-Defined project provided by Workbench is exactly what you need 
for a topmost container project. 


To create a new User-Defined project, in the Project Navigator, right-click 
New > User-Defined Project. 


In the wizard that appears, in the Project name field, enter: playpen_sim (this is 

an arbitrary name for a fictitious software system; the suffix _sim reflects that this 
system will be built for the simulator) and click Finish. (You can ignore the Next 

button and the other Wizard pages because the defaults are fine.) 


This creates a default User-Defined project; that is, one that supports a 
user-defined build based on existing makefiles. Since this is a just a container 
project without any (user-defined) makefiles, Workbench will create a Makefile 
with a default all rule and a clean. This allows you to use the Build Project, 
Rebuild Project, and Clean Project menu commands, as well as preventing the 
generation of irritating build errors. If you want, you can write any other rules into 
this file at any time. See also 11. VxWorks User-Defined Projects. 
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Create container projects for each project type and for external headers. 


Recall that Project Assumptions, p.149, stated requirements for Downloadable 
Kernel Modules, Real-time Process Projects, Shared Library Projects, and 
User-Defined projects. 


Creating empty projects for each of these project types facilitates porting from the 
simulator to a board, and from one board to another. This is because, in a tree of 
projects of the same type, all subprojects are built using the same build spec as that 
used by the topmost project. This applies to all project types except User-Defined 
projects (there is no way to predict how these are built). 


So, for example, by creating an empty Real-time Process project type container 
project and later populating this container with real Real-time Process project type 
subprojects, then you only need to use a different build spec for the container when 
it comes to porting the system to a different board (more about this later). 


Note that Real-time Process projects and Shared Library projects actually use the 
same build specs, so, technically speaking, you could lump these two project types 
together under one container and save yourself a couple of steps. However, the 
orderly separation of project types appears a little cleaner and is therefore adopted 
here. 


The naming convention used for these containers indicates the project type that 
will be stored within (actually only reference) these containers, plus a suffix that 
indicates the software system they belong to and the board they will be built for 
(_playpen_sim). 


To create the empty container project types, proceed as follows: 


NOTE: You can ignore the Next button and click Finish on the first page in each of 
the wizards because the defaults are fine for the moment. 


NOTE: Project references can only be created if the projects are based on the same 
Platform. Platform here refers to the settings in Window > Preferences > General 
> Target Operating Systems. 


* To create a new container Downloadable Kernel Module project, in the Project 
Navigator, right-click New > Downloadable Kernel Module Project. 


In the wizard that appears, in the Project name field, enter: 
DKMs_playpen_sim and click Finish. 


* To create a new container Real-time Process project, in the Project Navigator, 
right-click New > Real Time Process Project. 
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In the wizard that appears, in the Project name field, enter: 
RTPs_playpen_sim and click Finish. 


To create a new container Shared Library project, in the Project Navigator, 
right-click New > Shared Library Project. 


In the wizard that appears, in the Project name field, enter: 
LIBs_playpen_sim and click Finish. 


To create a new container User-Defined project, in the Project Navigator, 
right-click New > User Defined Project. 


In the wizard that appears, in the Project name field, enter: 
UDPs_playpen_sim and click Finish. 


To create a new container User-Defined project (without build support) to 
accommodate the external, centrally maintained header files mentioned in 
Project Assumptions, p.149, in the Project Navigator, right-click 

New > User-Defined Project. 


In the wizard that appears, in the Project name field, enter: headers_playpen 
(notice that we have not appended the suffix _sim; this is because this project 
does not use a build spec, see below) and keep clicking Next until you get to 
the wizard’s Build Support page. 
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Figure 14-1 Disable Build Support for Header Projects 


% New User-Defined VxWorks Platform Project 


Build Support 
Choose the build support and specify the build command. 


Build support 
C Mana 


© User-defined build (based on existing makefiles) 


< Back fd Cancel 


In the wizard’s Build Support page, select the Disabled option and click 
Finish. 


In the Project Navigator you should now see the flat list of container projects 
(collapsed) shown in Figure 14-2. 


Figure 14-2 Container Projects 
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Step 3: Drop all container projects onto the topmost container project. 


The topmost container project must be referenced by all other container projects; 
in other words, all other container projects must by subprojects of playpen_sim. 


In the Project Navigator, select all projects except playpen_sim and drag-and-drop 
them into playpen_sim. 


Figure 14-3 illustrates the infrastructure created in the above steps. Notice the 
referencing arrows at the left of the subproject icons. 


Figure 14-3 Container Projects Referenced by the Topmost Container 
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14.4.3 Development 
Once you set up the infrastructure for your first board (or simulator), you will 
populate the container projects with real projects that actually contain source files. 


In order to later facilitate porting the software system to other boards you would, 
organize these, at least initially, so that: 


» All Real-time Process projects are subprojects of RTPs_playpen_sim. 


» All Downloadable Kernel Module projects are subprojects of 
DKMs_playpen_sim. 


« All Shared Library projects are subprojects of LIBs_playpen_sim. 
« All projects for external headers are in headers_playpen. 


« All User-Defined projects (except the ones in headers_playpen, where build 
support is disabled) are subprojects of UDPs_playpen_sim. 
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Referencing Containers 


Example 14-1 


There are a number of ways you can associate projects with other projects as 
subprojects. Above, during the creation of the container project infrastructure, 
drag-and-drop was used. Another method is to right-click Add Reference. You 


can. 


also create the reference during project creation as demonstrated in the 


example below. 


Creating and a Project and Referencing its Container 


Assumption: you are creating a Real-time Process project. This, according to the 
conventions outlined above, will be a subproject of RTPs_playpen_sim. The 
quickest way to achieve this is: 


1. 
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In the Project Navigator, select RTPs_playpen_sim. This is the Real-time 
Process project you are currently creating should reference as a subproject. 


Right-click New > Real Time Process Project. 
In the wizard, enter a Project name (use rtp_1 in this example) and click Next. 


In the wizard’s Project Structure page there is a Superproject check box 
labelled Link to project RTPs_playpen_sim. This check box appears because 
you selected the RTPs_playpen_sim project in step 1, above. 


Select Reference RTPs_playpen_sim and continue to create the project. 
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Figure 14-4 Linking as Subproject during Project Creation 


Project Structure 
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Shared Libraries 


The recommended convention, above that “All Shared Library projects are 
subprojects of LIBs_playpen_sim.” might seem strange. Shared libraries are 
normally subprojects of the projects that use them, so why put shared libraries in 
this seemingly disconnected location (LIBs_playpen_sim)? 


The libraries are actually even more disconnected than they appear. Remember 
that, physically speaking, all the projects in any project structure, no matter how 
deep, are topographically flat as shown in Figure 14-5. This figure shows exactly 
the same system as Figure 14-6, which displays the logical view you normally see 
(you can switch from one representation to the other using the drop-down menu 
at the top-right of the Project Navigator Hide > Project Structure). 


157 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


Figure 14-5 Physical View of the System 
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While it is true that you will normally only have libraries as subprojects of 
applications that use them (even if you are developing a library you will probably 
have a test application project above the library), it does not matter how often a 
library node occurs in a given tree, or even in the entire workspace, it is physically 
only one library and will therefore only be built once (see Figure 14-5). In this 
sense, it does not matter that the libraries will appear in one extra place, 
LIBs_playpen_sim. 


Figure 14-6 shows exactly the same system as Figure 14-5. Notice that the Shared 
Library project, lib_1, occurs three times: once each under rtp_1 and rtp_2, and 
once, seemingly unnecessarily, under LIBs_playpen_sim. 


Figure 14-6 Logical View of the System 
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If you adhere to the convention recommended above, that “All Shared Library 
projects are subprojects of LIBs_playpen_sim.”, you will have to copy” (for 
example, using hold down CTRL while you drag-and-drop) library nodes to 
subproject locations under applications that use them. Note again that when you 
do this, you are not really copying anything; you are creating references—if 
anything, you are copying links (again note the reference arrows on subproject 
icons). However, on the upside, whenever you need to add your library projects to 
applications, you will know exactly where to find them because they are neatly 
collected in their container project, in our example, LIBs_playpen_sim. 


The other advantage of adhering to this convention will, as already mentioned, 
become apparent when it is time to port the software system to different boards. 


External Headers and Projects that Use Them 


This section starts by describing how to create projects for external headers on the 
assumption that you follow the convention of having projects of the same type 
referencing their respective container projects, in our example, headers_playpen. 
The discussion continues with an outline of the steps you need to apply to the 
projects that use these header projects. 


Creating Projects for External Headers 


Headers, or any other resources that are external to your workspace, might be a 
problem if you do not have write permission. If you do not have write permission, 
proceed as described under 14.2 Resource Locations, p.146. 


If you have write permission, and it is up to you to create projects for external 
headers, you would create User-Defined projects for these. These projects, like 
their container project, headers_playpen, will have build support disabled. 


To create projects for the external headers: 


1. Inthe Project Navigator, right-click headers_playpen and select 
New > User-Defined Project. 


2. On the first wizard page, give the project a name (headers_1 in the example), 
clear the Default check box and browse to the root directory that contains the 
files you need. Click Next. 


On the Project Structure page, select Link to project headers_playpen. If you 
do not see a check box, or if the label is different, you did not select 
headers_playpen in step 1, above. In this case you can manually move the 
project when you are finished. Click Next twice. 
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3. Inthe wizard’s Build Support page, select Disabled, click Finish. 


Generating Include Search Paths for Projects 


Once you have created the header project(s), others can import them (see 

14.2 Resource Locations, p.146). Whether you create the header projects yourself, or 
whether you import them, the include paths of the projects that use the headers 
have to be updated. If you are able to import the header projects, the chances are 
that you will also be able to import (or use your version control system to 
synchronize) the projects that use the headers. 


On the other hand, if you are the one who creates the headers project(s), you will 
probably also be the one who updates the projects that use them and then makes 
these available to others. In this case, or if you create a new project that uses the 
headers project from the start, you will generally proceed as follows. 


Once your workspace knows the headers (because there is a project for them), 
include search paths can be generated. 


For each topmost project that uses the headers proceed as follows: 


In the Project Navigator, select the project that uses the headers and choose 
Project > Generate Include Search Paths. 


In the wizard that appears you can configure and generate include search paths for 
the project, its subprojects and folders, as well as for multiple build specs. 


Note that in the Project Properties dialog, Build Properties node, Build Paths tab, 
and the Generate button (for include paths) invoke a similar wizard. This wizard, 
only lets you configure include paths for one build spec at a time. 


Testing and Debugging 
A simulator connection should be sufficient for initial testing and debugging of 
your applications. Please refer to 21. New VxWorks Simulator Connections for 
information about simulator connections, and to 25. Debugging Projects for 
information on debugging. 

14.4.4 Finalization 
Once things are working on the simulator, and your board and hardware 


connections are up and running, it is time to port the software system from the 
simulator to the board(s). 
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The steps below, especially step 2, where you create four new container (sub) 
projects might initially seem tedious. However, you cannot just copy the existing 
ones because as you remember, no physical copies are created, only references (that 
look like copies) are created. 


Creating four empty container projects per architecture does not take long, and 
you only do it once. After that, the advantages include: 


= Your projects are clearly and systematically organized. 
= You never need to worry about changing build specs for individual projects. 


* You can build your whole workspace (all the boards you support) at one time, 
again without manipulating the build specs. 


» Any resource modifications, adding, removing, editing, at source project level 
will be reflected in all the project structures (=boards) simultaneously, 
regardless of where you make the modification since these are references, not 
copies. 


Repeat the following steps for each board you will be supporting. 


Step 1: Create VxWorks Image project and VxWorks ROMFS File System projects. 


1. First, create a VxWorks Image project using the BSP appropriate to your board, 
see 5. VxWorks Image Projects. 


This will be a top-level project. If you follow the naming conventions used in 
this chapter, the project might be named something like playpen_ppc. 


2. Then, if you are using Real-time Process projects and/or Shared Library 
projects, you will also need to create a VxWorks ROMFS File System project, 
see 7. VxWorks ROMES File System Projects. 


This will be a subproject of the VxWorks Image project (playpen_ppc). The file 
system will be linked with the VxWorks system image created from the 
VxWorks Image project, and will hold the binary and data files of the system’s 
run-time components. These are associated with the file system in Step 3 
below. 


When you build the VxWorks Image project, the VxWorks ROMFS File System 
subproject and the other associated subprojects will be compiled to binaries 
and linked to the kernel. If you update files in the file system, rebuilding it 
creates a new file system image, which is then re-linked to the kernel. 
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Create container subprojects for each project type (except headers). 


Essentially, you repeat the procedure outlined under Step 2:Create container projects 
for each project type and for external headers., p.152, except that: 


= You do not need to create another project for the headers as they do not use a 
build spec. 


« Instead of appending the suffix _sim to the project names, you would, in our 
example, append _ppce. 


* You have to set the build spec for each container (except the one for 
User-Defined projects, which cannot have pre-defined build specs) because 
the wizard default (simulator) will no longer apply. 


Step-by-step, the procedure is as follows: 
1. ‘To create a new container Downloadable Kernel Module project: 


a. Right-click in the Project Navigator and select 
New > VxWorks Downloadable Kernel Module Project. 


b. Inthe wizard that appears, in the Project name field, enter: 
DKMs_playpen_ppc and click Next until you reach the wizard’s 
Build Specs page. 


c. Inthe Build Specs page, select Deselect All, then select the check box next 
to the appropriate build spec (only one) from the list, for example, 
PPC32diab and click Finish. 
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Figure 14-7 Select the Build Spec 
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2. To create a new container Real-time Process project, right-click in the Project 
Navigator and select New > VxWorks Real Time Process Project. 


a. Inthe wizard that appears, in the Project name field, enter: 
RTPs_playpen_ppc and click Next until you reach the wizard’s 
Build Specs page. 


b. Inthe Build Specs page, select Deselect All, then select the check box next 
to the appropriate build spec (only one) from the list, for example, 
PPC32diab_RTP and click Finish. 


3. ‘To create a new container Shared Library project, right-click in the Project 
Navigator and select New > VxWorks Shared Library Project. 


a. Inthe wizard that appears, in the Project name field, enter: 
LIBs_playpen_ppc and click Next until you reach the wizard’s 
Build Specs page. 


b. Inthe Build Specs page, select Deselect All, then select the check box next 
to the appropriate build spec (only one) from the list, for example, 
PPCdiab and click Finish. 
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4. To create a new container User-Defined project, right-click in the Project 
Navigator and select New > User Defined Project. 


a. Inthe wizard that appears, in the Project name field, enter: 
UDPs_playpen_ppc and click Finish. 


By definition, there can be no predefined build specs for User-Defined 
projects. Workbench does not manage the build; it is up to you to know 
what needs to be done with them to complete the porting. 


Step 3: Drop all new container projects onto the VxWorks ROMFS File System project. 


The VxWorks ROMFS File System project is a subproject of the VxWorks Image 
project (see Step 1). The new containers you have just created, as well as the 
headers_playpen project, should, in turn, be subprojects of this VxWorks ROMFS 
File System project. 


«Select all the container projects you have just created and drop them onto the 
FileSystem_playpen_ppc project you created under Step 1. 


" Select the headers_playpen subproject under playpen_sim and while holding 
down CTRL, drag-and-drop it onto the FileSystem_playpen_ppce project. It 
should now appear under both playpen_sim and FileSystem_playpen_ppc. 


The infrastructure for the new board is now complete (see Figure 14-8). 


Next, you have to create references to the source code projects. 


Figure 14-8 Project Organization for Two Boards 
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Step 4: 


Step 5: 


14 Advanced Project Scenarios 
14.4 Complex Project Structures 


Referencing source code subprojects. 


Insert references from the source code subprojects from each per-type container 
subproject under playpen_sim to the corresponding container under 


playpen_ppc. 


That is, while holding down CTRL, drag-and-drop it to create the references from 
all source code subprojects under: 


» DKMs_playpen_sim to DKMs_playpen_ppc 
«  LIBs_playpen_sim to LIBs_playpen_ppc 

»  RTPs_playpen_sim to RTPs_playpen_ppc 

»  UDPs_playpen_sim to UDPs_playpen_ppc 


Configure the VxWorks Image project and VxWorks ROMFS File System projects. 


You will need to configure the VxWorks Image project (add initialization routines 
and configure components) and the VxWorks ROMFS File System project. 


For more information on this subject, see 5. VxWorks Image Projects, 7. VxWorks 
ROMEFS File System Projects, and the VxWorks Kernel Programmer’s Guide. 
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15.1 Introduction 169 

15.2 Wind River Workbench Context Navigation 170 
15.3 The Editor 173 

15.4 Search and Replace: The Retriever 175 

15.5 Static Analysis 175 


15.1 Introduction 


Workbench navigation views allow seamless cross-file navigation based on 
symbol information. For example, if you know the name of a function, you can 
navigate to that function without worrying about which file it is in. You can do this 
either from an editing context, or starting from the The Symbol Browser, p.171. On 
the other hand, if you prefer navigating within and between files, you can use the 
The File Navigator, p.172. 


Static analysis is the parsing and analysis of source code symbol information. This 
information is used to provide code editing assistance features such as 
multi-language syntax highlighting, code completion, parameter hints, 
definition/declaration navigation for files within your projects. 


Apart from the things you see directly in the Editor, static analysis also provides 
the data for code comprehension and navigation features such as include 
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browsing, call trees, as well as resolving includes to provide the compiler with 
include search paths. 


NOTE: Syntax highlighting is provided for filesystem files that you open in the 
Editor, but no other static analysis features are available for files that are outside 
your projects. 


15.2 Wind River Workbench Context Navigation 


Various filters are available on each tool’s local toolbar. Hover the mouse over the 
buttons to see a tooltip describing what these buttons do. At the top-right, a 
pull-down menu provides additional filters, including working sets (if you have 
defined any). An active working set is marked by a bullet next to its name in the 
pull-down menu. 


Generally, you will want to navigate to symbols, or analyze symbol-related 
information, from an Editor context. The entry points are: 


* The right-click context menu of a symbol 
"Keyboard shortcuts that act on the current selection in the Editor: 


F3 — Jump between associated code, for example, between 
definition/ declaration or function definition/call. There is no navigation 
from workspace files to external files, i.e. files outside your projects. 


F4 — Open the type hierarchy of the current selection (see 15.2.4 Type 
Hierarchy View, p.172). 


CTRL+ALT+H — Open the call tree of the current selection (see Wind River 
Workbench User Interface Reference: Call Tree View). 


CTRL+I — Open the include browser to view the includes of the current 
selection (see 15.2.5 Include Browser, p.172). 


«Keyboard shortcuts that open dialogs from which you can access symbols in 
any of your projects: 


SHIFT+F3 — Display the Open Symbol dialog. 
SHIFT+F4 — Display the Open Type Hierarchy dialog. 
ALT+SHIFT+H — Display the Open Call Tree dialog. 
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CTRL+SHIFT+R — Displays the Open Resource dialog. 


These options are also available from the Navigate toolbar menu. 


15.2.1 The Symbol Browser 


Text Filtering 


By default, the Symbol Browser is a tab in the left pane of the main window, 
together with the Project Navigator. 


Use the Symbol Browser for global navigation. Because the Symbol Browser 
presents a flat list of all the symbols in all the open projects in your workspace, you 
might want to constrain the list by using Working Sets. You can configure and select 
working sets using the Project Navigator’s local pull-down menu. 


In addition, very large symbol loads can cause delays of up to several minutes 
while Workbench loads the symbols. Loading smaller batches of symbols can 
decrease this delay. Specify the size of the symbol batch using the Preferences 
dialog. For more information, see Wind River Workbench User Interface Reference: 
Debug View. 


The Name Filter field at the top of the view provides match-as-you-type filtering. 
The field also supports wild cards: type a question mark (?) to match any single 
letter; type an asterisk (*) to match any number of arbitrary letters. Selecting 
Hide Matching next to the Name Filter field inverts the filter you entered in the 
field, so you see only those entries that do not match your search criteria. 


For a guide to the icons in the Symbol Browser, see Wind River Workbench User 
Interface Reference: Symbol Browser View. 


15.2.2 The Outline View 


The Outline view is to the right of the currently active Editor, and shows symbols 
in the currently active file. 


Use the Outline view to sort, filter, and navigate the symbols in the context of the 
file in the currently active Editor, as well as to navigate out of the current file 
context by following call and reference relationships. 


For a guide to the icons in the Outline view, see Wind River Workbench User Interface 
Reference: Outline View. 
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15.2.3 The File Navigator 


If you have never used the File Navigator, you can open it by choosing 

Window > Show View > Other. In the dialog that opens, select 

Wind River Workbench > File Navigator and click OK. After the first time you 
open the File Navigator, a shortcut appears directly under the 

Window > Show View menu. By default, the File Navigator appears as a tab at the 
left of the Wind River Workbench window, along with the Project Navigator and 
the Symbol Browser. 


The File Navigator presents a flat list of all the files in the open projects in your 
workspace, so you can constrain the list by using Working Sets. You can configure 
and select working sets using the File Navigator’s local pull-down menu. 


The left column of the File Navigator shows the file name, and is active; 
double-clicking on a file name opens the file in the Editor, and right-clicking on a 
file allows you to compile the file and build the project, among other tasks. The 
right column displays the project path location of the file. 


The File Filter field at the top of the view works in the same way as the Name 
Filter field in the Symbol Browser, see 15.2.1 The Symbol Browser, p.171. 


15.2.4 Type Hierarchy View 
Use the Type Hierarchy view to see hierarchical typedef and type-member 
information. 
To open the Type Hierarchy view: 


" Right-click a symbol in the Editor, Outline, or Symbol Browser view and select 
Type Hierarchy view. 


=" Click the toolbar button on the main toolbar. 
" Select Navigate > Open Type Hierarchy. 


For more information, see the Wind River Workbench User Interface Reference: Type 
Hierarchy View. 


15.2.5 Include Browser 


By default, the Include Browser appears as a tab at the bottom-right. 


To open the Include Browser: 
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* Right-click a symbol in the Editor, Outline, or Symbol Browser view and select 
Open Include Browser. 


« Right-click a file in the File Navigator or the Project Navigator and select 
Include Browser. 


«Select Navigate > Open Include Browser. 


Use the Include Browser to see which file includes, or is included by, the file you 
are examining. Use the buttons on the Include Browser’s local toolbar to toggle 
between showing include and included-by relationships. Double-click on an 
included file in the Include Browser to open the file in the Editor at the include 
statement. 


15.3 The Editor 


The Editor is your primary view for editing and debugging source code. The 
Editor is language-aware, can parse C, C++, Ada, and Assembler files, and now 
can be used in vi-emulation mode. Many Editor features are configurable in the 
Preferences (see Wind River Workbench User Interface Reference: Editor). 


15.3.1 Code Templates 


The Editor uses templates to extend code assist (shortcut CTRL+SPACE) by 
inserting recurring patterns of text. 


In the case of source code, common patterns are for loops, if statements and 
comment blocks. Those patterns can be parameterized with variable placeholders 
that are resolved and substituted when the template is inserted into the text. 
Unresolved variables can be link-edited after inserting the template, which means 
that the first unresolved variable is selected, and all occurrences of this variable are 
edited simultaneously when you enter the correct text. 


An example template might look like the following: 
for (int ${var} = 0; S{var} < S{max}; ++S{var}) { 


S${cursor} 


} 
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Provided Templates 


Workbench provides the following templates. Auto-insert is turned on by default. 


Name Description 

author author name 

catch catch block 

class class declaration 

comment default multiline comment 
do do while statement 

else else block 

elseif else if block 

for for loop 

for for loop with temporary variable 
if if statement 

ifelse if else statement 

main main method 

namespace namespace declaration 
new create new object 

stderr print to standard error 
stdout print to standard output 
switch switch case statement 

try try catch block 

using using a namespace 


Many template options are configurable in the Preferences (see Wind River 
Workbench User Interface Reference: Editor). 
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15.4 Search and Replace: The Retriever 


The Retriever is a fast, index-based global text search/replace tool. The scope of a 
search can be anything from a single file to all open projects in the workspace. You 
can query for normal text strings, or regular expressions. Matches can be filtered 
according to location context (for example, show only matches occurring in 
comments). Text can be globally or individually replaced, and restored if necessary. 
You can create working sets from matched files, and you can save and reload 
existing queries. 


15.4.1 Initiating Text Retrieval 


Text retrieval is context sensitive to text selected in the Editor. If no text is selected 
in the Editor, an empty instance of the Retriever opens. If text is selected in the 
Editor, the retrieval is immediately initiated according to the criteria currently 
defined in the Retriever’s Find tab. 


To open the Retriever, or to initiate a context sensitive search, use: 
«the keyboard shortcut CTRL+2. 


«right-click in the Editor and choose Retrieve in Files. 


* from the global menu, choose Search > Retrieve in Files. 


«Click the Retriever tab in the lower panel of the Workbench window, where 
the Retriever appears by default. 


For more information, see the Wind River Workbench User Interface Reference: 
Retriever. 


15.5 Static Analysis 
Editing, navigating, and code comprehension rely on static analysis parsing of 
source code. 


You can enable static analysis in two ways: automatically, by leaving Enable Static 
Analysis selected when you create your project, or manually, by right-clicking 
your project in the Project Navigator and selecting Static Analysis > Enable. 
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NOTE: If this is your first use of static analysis, you may need to select Static 
Analysis > Activate Plug-in before you can access other static analysis features. 


For information about global and project-specific preferences, see the Wind River 
Workbench User Interface Reference: Static Analysis Preferences. 


15.5.1 Sharing Static Analysis Data with a Team 


Static analysis of a large project can take quite a bit of time, so once you have 
parsed the source code of your project, you can share the generated data with your 
team members using your group’s source control tool. 


To share generated data with your team: 


1. Inthe Project Navigator, right-click a project then select Static Analysis > 
Export Shared Team Data’. The Team Data Export Options dialog appears, 
where you can set export options and specify how to resolve file version 
differences in other workspaces (for details about this dialog, see Wind River 
User Interface Reference: Static Analysis Preferences). Click Finish. Workbench 
exports the data to the file system location you specified. 


2. Using your team’s source control tool, make the generated data available to 
other team members (for example, by checking it into ClearCase). After that, 
when the project is imported into another workspace, Workbench will use the 
shared data instead of parsing the project. 


3. Changes to the source-code are not propagated to the shared data 
automatically, they are stored local to the workspace. You must export the data 
again to make these changes available to team-members. 


4. Once you have made local changes to a project in your workspace, Workbench 
uses that local data in preference to the shared data. To abandon your local 
changes and go back to using shared data, right-click a project and select 
Import Shared Team Data. Workbench launches a wizard that removes your 
local data in favor of the shared data. 


1. If this is your first use of Static Analysis, select Static Analysis > Activate Plug-in, then 
select Static Analysis > Export Shared Team Data. 
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Comparing Local Data with Shared Team Data 


The tricky part about working with shared team data is to figure out which of the 
resources in your workspace have been changed relative to the shared data. In 
other words, you need a technique to compare the version of the file in your 
workspace with the one used to generate the shared data. Workbench comes with 
several mechanisms to do that: 


« Compare Timestamps: In some setups (e.g. ClearCase dynamic views) a file of 
a certain version will have the same timestamp no matter in which workspace 
it appears. This makes it easy to check the version of a file against the shared 
data. This technique is preferable because it is fast, but many setups do not 
allow it (such as CVS and ClearCase snapshot views). 


« Use team data for all read-only files: In other setups, all files in a workspace 
that are in sync with the repository of the source control tool are read-only. As 
a heuristic, we can use the shared data for all files that are read-only. The fact 
that a file of the workspace is in sync with the repository does not actually 
guarantee that the file version is the same as the one used to generate the 
shared data. If you update the shared data regularly though, the heuristic will 
be good. 


« Use checksums as a fallback: If accessing the source code is reasonably fast 
and doesn’t cause too much drag on the system (unlike in a ClearCase 
dynamic view) computing and comparing checksums for each file is a 
reasonable approach. 


When you export shared data, you can specify in the dialog which of the 
techniques described above can be used by team members using the shared data. 
Compare time stamps and Use team data for all files will always be available to 
them in the import wizard, but you can disable Use team data for all files and 
Compare checksums by unchecking the corresponding checkboxes in the export 
wizard. 


When you import a project with shared data into your workspace, Workbench will 
choose the best available comparison method. 


Team-Shared Exclusion Filter 


The project property page, accessible by right-clicking a project and selecting Static 
Analysis > Edit Exclusion Filter now allows you to share filters with your team. 


The filters are organized into a tree with two root nodes: one for shared filters and 
one for workspace private ones. You can convert shared filters into 
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workspace-private ones if you would like to edit them, or you can share a private 
filter with your team if you find it particularly useful. For details about exclusion 
filters, see Wind River User Interface Reference: Static Analysis Preferences. 
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16.1 Introduction 


The process of building in Workbench starts during project creation, when you 
select a build type for your projects, folders, and build targets. Individual build 
settings can be changed later, and in some cases you can switch from a managed 
build to a user-defined or disabled build, but if you want Workbench to manage 
your builds, you must select Managed Build in the New Project wizard. 


Workbench offers several levels of build support: 


Managed Build 
Workbench provides two types of managed build support—Standard and 
Flexible—for all project types except VxWorks Image, VxWorks Boot Loader, 
VxWorks ROMFS File System, and User-Defined projects. 
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Workbench provides default build settings (that you can change as necessary), 
creates makefiles, and controls all phases of the build. 


There are advantages to each type of managed build, depending on many 
things including how much control you need over your build output and what 
your source tree looks like. 


Table 16-1 shows a comparison of standard and flexible managed build 
features. 


User-Defined build 


With User-Defined builds, you are responsible for setting up and maintaining 
your own build system and Makefiles, but Workbench does provide minimal 
build support. 


« It allows you to configure the build command used to launch your build 
utility, so you can start builds from the Workbench GUI. 


* You can create build targets in the Project Navigator that reflect rules in 
your makefiles, so you can select and build any of your make rules directly 
from the Project Navigator. 


* Workbench displays build output in the Build Console. 


Disabled build 


If you select Disabled build for a project or folder, Workbench provides no 
build support at all. This is useful for projects or folders that contain, for 
example, only header or documentation files that do not need to be built. 


Disabling the build for such folders or projects improves performance both 
during makefile generation as well as during the build run itself. 


NOTE: You cannot change from a lower level of build support to a managed build 
once the project is created. If you later want Workbench to manage your build, 
create a new project with the desired type of managed build support, either on top 
of the existing sources, or import your sources into it. 


180 


16 Building Projects 
16.1 Introduction 


Table 16-1 Comparison of Standard and Flexible Managed Build Features 


Standard Managed Build 


Flexible Managed Build 


Build structure parallels the file 
system structure. 


Build order is determined by the 
project and folder hierarchies as 
displayed in the Project Navigator. 


Project contains folders and files. 
Project metadata and build 
information is stored in the source 
code location. 


Project can contain multiple build 
targets, but the build options are the 
same regardless of the build target the 
file is built into. 


Build target can contain only files 
within the project. 


Build target contains all contents of 
included folders. 


Workbench creates one Makefile per 
folder with all build specs. Makefiles 
are based on data you enter at project 
creation time, or later in the Build 
Properties dialog. 


Leveling chain is project > folder > 
file. 


Build structure can be defined 
independently from the file system 
structure. 


Build order is flexible, and you can 
customize settings per build tool and 
build target. 


Project contains folders, files, and 
information about how the build targets 
of the project are built (stored in the 
-wrproject file). No information is stored 
in .wrfolder files in the source code 
location. 


Project can contain multiple build targets. 
You can add the same file to multiple 
build targets, and set specific options 
depending on which build target the file is 
built into. 


Build targets can contain any file, folder, 
project, or other build target in the 
workspace, including linked resources. 


Virtual folders allow you to group objects 
from different sources and apply build 
settings to them. 


Folders and files can be excluded from the 
build target using regular expressions. 


Workbench creates one Makefile per build 
spec for the whole project. 


Leveling chain is project > build target > 
folder > file. 
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Table 16-1 Comparison of Standard and Flexible Managed Build Features (cont'd) 


Standard Managed Build Flexible Managed Build 


Workbench generates include search Same 
paths for header files that are visible 
in the workspace. 


Build output is displayed in the Build Same 
Console. 


16.2 Configuring Workbench Managed Builds 


The process of configuring Workbench managed builds differs significantly 
depending on whether you selected a standard or a flexible managed build. 


16.2.1 Configuring Standard Managed Builds 
Standard managed builds have not changed from previous versions of 
Workbench. When you select Standard in the New Project wizard, your project is 


created and contains a preliminary build target in addition to the usual project 
files. 


To create the build target, right-click your project in the Project Navigator and 
select Build Project. 


16.2.2 Configuring Flexible Managed Builds 
When you select Flexible, your projects are created in the same way and also 


contain the usual project files, but you must create your build targets manually. 


Adding Build Targets to Flexible Managed Builds 


Once your project is created, you will see a Build Targets node inside it. 
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1. Toadda build target to your project, right-click the Build Targets node and 
select New Build Target. The New Build Target dialog appears. 


2. By default the Build target name and Binary output name! are the same as the 
project name, but if you are going to create multiple build targets you will 
want to type in more descriptive names. Choose the appropriate Build tool for 
your project, then click Next. The Edit Content dialog appears. 


3. ‘To display files, folders, and other build targets from outside your current 
project, select Show all projects. If you have created a Working Set, you can 
restrict the display by selecting it from the pull-down list. 


4. You can add contents to your build target in several ways: 


a. You can select specific files, folders, projects, or other build targets in the 
left column and click Add. What you can add depends on the build tool 
you use; for example, you cannot add an executable build target to another 
build target. 


When choosing folders or projects, they can be added “flat” or with 
recursive content. 


- Clicking Add creates a “flat” structure, meaning that Workbench adds 
the exact items you choose and skips any subfolders and files. 


-— Clicking Add Recursive creates a structure that includes subfolders 
and files. 


NOTE: Adding linked resources to a build target may cause problems within 
a team if the linked resources are added using an absolute path instead of a 
variable. 


To define a path variable, select Window > Preferences > General > 
Workspace > Linked Resources, click New, then enter a variable name and 
location. 


b. You can create a virtual folder within your build target by clicking Add 
Virtual Folder, typing a descriptive name in the dialog, and clicking OK. 
Virtual folders allow you to group objects within the build target so you 
can apply the same build settings to them; they also provide a way to add 
files with the same name from different locations. 


1. Your build targets must have unique names, but you can use the same Binary output name 
for each one. This allows you to deliver an output file with the same name in multiple 
configurations. Workbench adds a build tool-appropriate file extension to the name you 
type, so do not include the file extension in this field. 
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i. To add contents to your virtual folder, right-click it in the Project 
Navigator and select Edit Content. 


ii. Select content as described in step a above, and click Finish. 
5. To adjust the order of the build target contents, select items in the right column 


and click Up, Down, or Remove. 


NOTE: Folders appear in the specified place in the list, but the files within them 
are added alphabetically. 


6. When you have configured your build target, click Finish. It appears in the 
Project Navigator under the Build Targets node of your project. 


Modifying Build Targets 
There are several ways to modify your build target once it has been created. 


Editing Content 


To add additional items, adjust the order, or make any other changes to your build 
target, right-click it in the Project Navigator and select Edit Content. The Edit 
Content dialog appears, with the build target content displayed in the right 
column. Adjust the contents as necessary, then click Finish. 


Renaming Build Targets and Virtual Folders 
To rename your build target or virtual folder, select it in the Project Navigator, 
press F2, and type a new name. 

Copying Build Targets 


To copy a build target, right-click the build target and select Copy, then right-click 
the destination project’s Build Targets node and select Paste (if you are pasting 
back into the original project, type a unique name for the new build target). 


This is useful for setting up the same build targets in multiple projects with 
different project types (for example, a library for a native application and a 
downloadable kernel module will have the same contents but different flags). 


NOTE: The build target and its contents are copied, but any overridden attributes 
are not. 
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Removing Content 


To remove an item from the build target, right-click it in the Project Navigator and 
select Remove from Build Target, or just select it and press Delete. 


Depending on the item you selected, the menu item may change to Exclude from 
Build Target if the item cannot be deleted (for example, recursive content cannot 
be deleted). Pressing Delete also reinstates an item by removing the exclusion. 


Excluding Content 


To exclude a specific item from the build target that was included recursively, 
right-click it in the Project Navigator and select Exclude from Build Target. 


You can also use regular expressions to exclude groups of items. 


1. Toadda pattern to the excludes list, right-click a folder in the build target, then 
select Properties, then select the Excludes tab. 


2. Click Add File to define a pattern to exclude specific files or file types. For 
example, type *_test.c to exclude any file named filename_test.c. 


You can include additional parts of the path to better define the file you want 
to exclude; for example, type lib/standard_test.c to exclude that specific file. 


3. Click Add Folder to define a pattern to exclude folders within specific folders. 
For example, type */lib/*_test.c to exclude any file located in a folder named 
lib and named filename_test.c. 


Dragging and Dropping Content 


To modify build target contents without opening the Specify Content dialog, 
you can drag and drop items in the Project Navigator. 


« You can drop resources onto build target nodes or virtual folders to add 
them to a build. Workbench checks the validity of the action and reports 
errors if the move is not allowed. Workbench also asks you if the resource 
should be added “flat” or recursively. 


« You can reorder build target contents by dragging and dropping an item 
on the same level. 


« You can drop a build target node onto other build targets to add the first 
build target as a reference (for example, dropping a library onto an 
executable, or dropping an executable onto an executable). Workbench 
checks to make sure it is a valid operation before allowing you to complete 
the action. 
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NOTE: If your build target contains projects or folders, any files you add to them 
later will be automatically added to the build target as well. So you do not need to 
manually update your build target in this case. 


Leveling Attributes 


The leveling of build-specific settings in flexible managed builds is significantly 
different from the leveling of standard managed build projects. The leveling chain 
for flexible managed build projects is shown below. 


Project > Target > Folder > File 

Project > Target > Folder > Subfolder > File 
Project > Target > Virtual folder > File 
Project > Target > Virtual folder > Folder > 
Project > Target > File 


The folder level here is related to folders underneath a build target, as described in 
Adding Build Targets to Flexible Managed Builds, p.182. 


The information that can be leveled is equivalent to the current implementation of 
standard managed build projects, plus additional information so that you can 
enable files to be built on a per build-spec basis (standard managed build allows 
this only on folder level). 


You can now configure the build target with specific settings for all build tools on 
a build target level (for example, you can set compiler options for the source files 
related to that build target). 


Target Passing and Project Structure 


Passing build targets is only supported when passing to VxWorks kernel image 
superprojects; it is not possible to pass flexible managed build targets to standard 
managed build or other flexible managed build superprojects. 


To reference other flexible managed build targets, add them to the contents of a 
build target as described in Adding Build Targets to Flexible Managed Builds, p.182. 
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Understanding Flexible Managed Build Output 


The output of a flexible managed build is significantly different from the output of 
a standard managed build. 


Workbench does not create build redirection directories for each folder, as the 

objects might be built differently when building them for specific targets. Instead, 
Workbench creates a build-specific redirection directory, which you can configure 
on the Build Properties > Build Paths tab, underneath the project root directory. 


The redirection directory contains a directory for each build target; inside those are 
directories named Debug or NonDebug depending on the debug mode you chose 
for the build. Workbench generates the output files according to the structure you 
defined in the build target, storing them in the debug mode directory. 


In general, the build output is structured like this: 


Project directory 

Project dir/build specific redirection dir 

Project dir/build specific redirection dir/target dir 

Project dir/build specific redirection dir/target dir/debug mode dir 

Project dir/build specific redirection dir/target dir/debug mode dir/binary output file of the 
build target 


All objects belonging to the build target are stored in an additional Objects 
subfolder: 


Project dir/build specific redirection dir/target dir/debug mode dir/Objects/structure of 
object files 


Example Build Target and Build Output Structure 


To understand how the build target structure influences the build output, below is 
an example of a project source tree. 

projl/ 

projl/a.c 

projl/b.c 

projl/folderl/c.c 

projl/folderl/d.c 

Target1 contains these two items: 


a.c 
folder1/*.c 


Target2 contains these two items: 


Bac 
arc 
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Configuring the project to use speci as the active build spec, naming the 
redirection directory spec1, and turning debug-mode on produces the output 
structure seen below. 

projl1/specil/Target1/Debug/Target1.out 
proj1/specl/Target1/Debug/Objects/a.o 


projl1/specil/Target1/Debug/Objects/folderl/c.o 
proj1/speci1/Target1/Debug/Objects/folderl1/d.o 


projl1/specl/Target2/Debug/Target2.out 
projl1/specl/Target2/Debug/Objects/b.o 
projl1/specl/Target2/Debug/Objects/d.o 


16.3 Configuring User-Defined Builds 


When you create a User-Defined project, you can configure the build command, 
make rules, build target name, and build tool (for more information, see 

11. VxWorks User-Defined Projects). To create the build target, right-click your 
project in the Project Navigator and select Build Project. 


To update the build settings, right-click your project in the Project Navigator and 
select Properties, then select Build Properties. 


See Wind River Workbench User Interface Reference: Build Properties for more 
information about the settings described on the build properties tabs. 


16.4 Accessing Build Properties 


There are two ways to set build properties: in the Workbench preferences, to be 
automatically applied to all new projects of a specific type, and manually, on an 
individual project, folder, or file basis. The properties displayed will differ 
depending on the type of node and the type of project you selected, as well as the 
type of build associated with the project. 


For details, see Wind River Workbench User Interface Reference: Build Properties. 
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16.4.1 Workbench Global Build Properties 


To access global build properties, select Window > Preferences and choose the 
Build Properties node. 


This node allows you to select a project type, then set default build properties to be 
applied to all new projects of that type. 


16.4.2 Project-specific Build Properties 


To access build properties from the Project Navigator, right-click a project and 
select Properties. In the Properties dialog, select the Build Properties node. 


The project-specific Build Properties node has tabs that are practically identical to 
the ones in the Workbench preferences, but these settings apply to an existing 
project that is selected in the Project Navigator. 


NOTE: Build properties for VxWorks Image Projects (VIPs) can differ substantially 
from the general properties of other project types. 


See Wind River Workbench User Interface Reference: Build Properties for more 
information about VIP build properties, and consult the VxWorks Kernel 
Programmer's Guide for general information about VIPs. 


16.4.3 Folder, File, and Build Target Properties 


Folders, files, and build-targets inherit (reference) project build properties where 
these are appropriate and applicable. However, these properties can be overridden 
at the folder/file level. Inherited properties are displayed in blue typeface, 
overridden properties are displayed in black typeface. 


Overridden settings are maintained in the .wrproject file (and also in .wrfolder 
files in standard managed builds). These files should therefore also be version 
controlled. Note that you can revert to the inherited settings by clicking the eraser 
icon next to a field. 
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16.4.4 Multiple Target Operating Systems and Versions 


If you installed Workbench for multiple target operating systems and/or versions, 
you can set a default target operating system/version for new projects in the 
Workbench Preferences, under General > Target Operating Systems. 


For existing projects, you can verify the target operating system (version) by 
right-clicking the project in the Project Navigator, then selecting Properties, then 
Project Info. 


NOTE: In most cases, it will not be possible to successfully migrate a project from 
one target operating system or version to another simply by switching the selected 
Target Operating System and Version. 


In the Project Navigator (and elsewhere), the target operating system and version 
are displayed next to the project name by default. You can toggle the display of this 
information in the Preferences, General > Appearance > Label Decorations, using 
the Project Target Operating Systems checkbox. 


If you have multiple versions of the same operating system installed, the New 
Project wizard allows you to select which version to use when creating a new 
project. 


16.5 Build Specs 


A build spec is a group of build-related settings that lets you build the same project 
for different target architectures and/or different tool chains by simply switching 
from one build spec to another. Note that the architecture/tool chain associations 
are preconfigured examples; you can also create your own build specs (usually 
from copies of existing ones, using the Copy button) for any constellation of the 
many configurable properties that make up a spec (see also 17.8 A Build Spec for 
New Compilers and Other Tools, p.207). 


It is important to remember that the build spec used when you build must match 
the target board; that is, it must match the VxWorks Image project that the 
application project will be associated with. 
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16.6 Makefiles 


The build system uses the build property settings to generate a self-contained 
makefile named Makefile. 


* For standard managed builds, a Makefile is generated in each project and 
folder at each build run. This allows you to build individual folders, projects, 
and subtrees in a project structure. 


* For flexible managed builds, only one Makefile is created per build spec. 


By default makefiles are stored in project directories; if you specified an absolute 
Redirection Root Directory (see Wind River Workbench User Interface Reference: 
Build Paths), they are stored there, in subdirectories that match the project directory 
names. 


The generated makefile is based on a template makefile named .wrmakefile that 
is copied over at project creation time. If you want to use custom make rules, enter 
these in .wrmakefile, not in Makefile, because this is regenerated for each build. 
The template makefile, .wrmakefile, references the generated macros in the 
placeholder %IDE_GENERATED%, so you can add custom rules either before or 
after this placeholder. You can also add *.makefile files to the project directory. 


For other ways of setting custom rules, see 17.7 User-Defined Build-Targets in the 
Project Navigator, p.206. 


NOTE: If you configure your project for a remote build, the generated Makefile 
contains paths for remote locations rather than local ones. For more information 
about remote builds, see 17.9 Developing on Remote Hosts, p.209. 


16.6.1 Derived File Build Support 


The Yacc Example 


Workbench provides a sample project, yacc_example, that includes a makefile 
extension showing how you can implement derived file build support. It is based 
on yacc (Yet Another Compiler Compiler) which is not contained in the Workbench 
or VxWorks installation. To actually do a build of the example you need to have 
yacc or a compatible tool (like GNU’s bison) installed on your system, and you 
should have extensive knowledge about make. 
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The makefile, yacc.makefile, demonstrates how a yacc compiler can be integrated 
with the managed build and contains information on how this works. 


1. Create the example project by selecting New > Project > Example > Native 
Sample Project > Yacc Demonstration Program. 


2. Right-click the yacc_example project folder, then select New > Build Target. 
The New Build Target dialog appears. 


3. Inthe Build target name field, type pre_build. 


4. From the Build tool drop-down list, select (User-defined), then click Finish to 
create the build target. 


5. Inthe Project Navigator, right-click pre_build and select Build Target. This 
will use the makefile extension yacc.makefile to compile the yacc source file to 
the corresponding C and header files. The build output appears in the Build 
Console. 


NOTE: It is necessary to execute this build step prior to the project build, 
because the files generated by yacc will not be used by the managed build 
otherwise. This is due to the fact that the managed build generates the 
corresponding makefile before the build is started and all files that are part of 
the project at this time are taken into account. 


6. When the build is finished, right-click the yacc_example folder and select 
Build Project. 


Additional information on how you can extend the managed build is located in 
yacc.makefile. It makes use of the extensions provided in the makefile template 
.wrmakefile, which can also be adapted to specific needs. 


General Approach 


To implement derived file support for your own project, create a project-specific 
makefile called name_of_your_choice.makefile. This file will automatically be used 
by the managed build and its make-rules will be executed on builds. 


It is possible to include multiple *.makefile files in the project, but they are 
included in alphabetical order. So if multiple build steps must be done in a specific 
order, it is suggested that you use one *.makefile and specify the order of the tools 
to be called using appropriate make rules. 


For example: 
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1. Execute a lex compiler. 

2. Execute a yacc compiler (depending on lex output). 

3. Execute a SQL C tool (depending on the yacc output). 

Solution: (using the generate_sources make rule) 
generate_sources :: do_lex do_yacc do_sql 


do_lex: 
Cnn 


do_yacc: 
Can 


do_sql: 
@... 


or 


generate_sources :: $(LEX_GENERATED_SOURCES) $ (YACC_GENERATED_SOURCES) 
$ (SQL_GENERATED_SOURCES ) 


Add appropriate rules like those shown in the file yacc.makefile. 
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17.1 Introduction 


This chapter suggests some of the ways you can go about completing various 
build-specific tasks in Wind River Workbench. 
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17.2 Adding Compiler Flags 


Let us assume: 


1. 


You are working on a Real-time Process project (referred to in the following as 
MyRTP), and you are using the build spec, SIMPENTIUMgnu_RTP. 


You want to suppress compiler warnings, and you are familiar with the GNU 
compiler (used by the given build spec) command line. 


You later have to change the build spec to SSMPENTIUMdiab_RTP; that is 
you have to use the Wind River Compiler tools, with which you are not 
familiar, but you still want to suppress compiler warnings. 


17.2.1 Add a Compiler Flag by Hand 


According to assumption 2, above, you are familiar with the GNU compiler 
command line, so you just want to know where to enter the -w option. 


1. 
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In the Project Navigator, right-click on the MyRTP project and select 
Properties. 


In the Properties dialog, select the Build Properties node. 
In the Build Properties node, select the Build Tools tab. 
In the Build Tools tab: 

-— Set the Build tool to C-compiler 


- The Active build spec will, according to assumption 1, above, already be 
set to SIMPENTIUMgnu_RTP. 


- Inthe field next to the Tool Flags button, append a space and -w 


The contents of this, the Tool Flags field you have just modified, is 
expanded to the %ToolFlags% macro you see in the Command field above 
it. Because you entered the -w in the Tool Flags field, rather than the 
Debug or Non Debug mode fields, warnings will always be suppressed, 
rather than only in either Debug or Non Debug mode. 
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17.2.2 Add a Compiler Flag with GUI Assistance 


According to assumption 3, above, you have to change to the Wind River Compiler 
tool chain used by the SIMPENTIUMdiab_RTP build spec, and you are not 
familiar with the new command line tool options. 


Step 1: Change the Active Build Spec 


1. Inthe Project Navigator, right-click on the MyRTP project, and select 
Set Active Build Spec. 


If the SIMPENTIUMdiab_RTP build spec is enabled, you will see it listed in 
the dialog that appears. In this case, all you would have to do is select 
SIMPENTIUMdiab_RTP from the list and click OK. 


However, we shall assume SIMPENTIUMdiab_RTP is not enabled, and 
therefore not available in the list. 


2. Inthe Project Navigator, right-click on the MyRTP project, and select 
Properties. 


3. Inthe Properties dialog, select the Build Specs node. 


4. Inthe Build Specs node, select the SIMPENTIUMdiab_RTP build spec and 
set both the Default build spec and the Active build spec to 
SIMPENTIUMdiab_RTP. 


Leave the Properties dialog open to complete Step 2, below. 


Step 2: Use the GUI to Add a Compiler Flag 
1. Select the Build Tools tab. 
2. Inthe Build Tools tab: 
— Set the Build tool to C-compiler 


- The Active build spec will already be set to SIMPENTIUMdiab_RTP (see 
4 above). 


— Weassumed you are unfamiliar with the Wind River compiler options so, 
to open the Wind River Compiler Options dialog, click the Tool Flags 
button. 
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- Inthe Wind River Compiler Options dialog, click your way down the 
navigation tree at the left of the dialog and take a look at the available 
options. 


When you get to the Compilation > Diagnostics node, select the check 
box labelled Suppress all compiler warnings. 


Notice that -Xsuppress-warnings now appears in the list of command line 
options at the right of the dialog. 


Click OK. 


3. Back in the Build Tools node of the Properties dialog, you will see that the 
option you selected now appears in the field next to the Tool Flags button. 


The contents of this, the Tool Flags field, is expanded to the %ToolFlags% 
macro you see in the Command field above it. 


17.3 Building Applications for Different Boards 


Generally, but not necessarily, you would have a VxWorks Image project (VIP) for 
each architecture you support. If, however, you are developing applications 
and/or libraries only, you might not have VIPs. 


If you do have VIPs, you will probably only set the build spec once for the 
application subprojects to match the VIP they are under. On the other hand, if you 
do not have VIPs, you might switch the build spec to build projects for different 
architectures. 


The target nodes under projects in the Project Navigator display, in blue, the name 
of the currently active build spec. 


If, for example, you want to build an application for testing on a simulator, and 
then build the same project to run on a real board, you would simply switch build 
specs as follows: 


1. Right-click the project or the target node and, from the context menu, select 
Set Active Build Spec. 


198 


17 Building: Use Cases 
17.4 Creating Library Build-Targets for Testing and Release 


In the dialog that appears, select the build spec you want to change to and 
specify whether or not you want debug information. 


When you close the dialog, you will notice that the label of the target node has 
changed. If you selected debug mode in the dialog, the build spec name is 
suffixed with DEBUG. 


Build the project for the new architecture. 


17.4 Creating Library Build-Targets for Testing and Release 


Assume you have a library that consists of the files source1.c, source2.c, and test.c. 
The file test.c implements a main() function and is required exclusively for testing, 
and is not to be included in the release version of the library. 


One way to handle this is to use different targets that are built with different tools 
as described below. 


1. 


Create a Real-time Process project to hold all the files mentioned above. Use 
this project type, because you will need to use both the Linker and the 
Librarian build tools later. 


In the first page of the project creation wizard, name the project, for example, 
LIB and click Finish. You will need to do some tweaking in the Project’s 
Properties dialog anyway, so you might as well do everything there. 


Right-click the newly created LIB project, and select Properties. In the 
Properties dialog, select the Build Properties node, then the Build Targets 
tab. 


First create a build-target for the release version of your library. 


- Change the Build tool to Librarian. 

- Select Pass build target to next level. 

— Clear the Use default contents and link order check box. 
— Clear the check box next to test.c. 

-— Click Apply. 


Figure 17-1 shows the results. 
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Figure 17-1 Release Version of the Library 


W Properties for LIB 


Info Build Properties 
Builders 


Build Properties Specify all build properties, 


External APIs Build Support Build Targets | Build Specs | Build Tools | Build Macros | Build Paths | 
Project References 


Static Analysis Build target: jue | New... Rename... Copy... 


Target Operating System 


————_- Build tool; — |Librarian v 


Build output passing 


————_ > |V Pass build target to next level 


Contents and link order: 
I Use default contents and link order 


Objects received from Subfolders and Subprojects 


3. Next, create a target for the test version of the library. 
- Click New then enter, for example, LIB_test in the dialog that appears. 


Notice that the Build Tool is set to Linker, this is because the Linker is the 
default tool for Real-time Process Projects, and that the LIB (your previous 
build-target) has been added to the Contents and link order list. 


— Clear the Use default contents and link order check box. 


— Inthe Contents and link order list, select only the check boxes next to LIB 
and test.c; clear all other check boxes. 


Figure 17-2 shows the results. 
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Figure 17-2. Test Version of the Library 


W Properties for LIB 


Info 
Builders 
Build Properties Specify all build properties. 
External APIs 
Project References 


Static Analysis —§_ Build target: [UIB_test 7] New... | Rename... Copy... | 
eee 


LIB test 
Build tool; | Linker 7 


Build Properties 


Build Support Build Targets | Build Specs | Build Tools | Build Macros | Build Paths | 


Contents and link order: 
[~ Use default contents and link order 


oO Objects received From Subfolders and Subprojects 
UB 


Build Targets received from Subfolders and Subprojects 


After you close the Properties dialog, there will be two new build-target nodes in 


the LIB project. If you build LIB_test, then LIB will automatically also be built if it 
is out of date. 
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17.5 Architecture-Specific Implementation of Functions 


Figure 17-3 


Table 17-1 


You can enable/disable build specs at the project as well as at the folder level. This 
allows architecture-specific implementation of functions within same project. 


Figure 17-3 shows a simplified project tree with two subprojects, arch 1 and arch2, 
that each use code that is specific to different target architectures. This is how 
projects could be set up to build a software target that requires the implementation 
of a function that is specific to different target boards, where only the active build 
spec in the topmost project has to be changed. The inner build spec relationships 
are outlined in Table 17-1. 


Simple Project Structure for Architecture-Specific Functions 


Project Navigator Symbol Browser 


AS o- 5S Bw@- wv 


Bed or oject| 
1) project.vxe (PENTIUMdiab_RTP_DEBUG) 
= BS arch 
®) archi.a (PENTIUMdiab_RTP_DEBUG) 
C) archi.c 
=| BB arch2 
®) arch2.a (PPC32diab_RTP_DEBUG) 
C) arch2.c 
C) arch.h 
C) main.c 


Project Content and Build Spec Configuration of the Structure in Figure 17-3 


Directories/Folders Files Enabled Build Specs 
/project main.c, arch.h PENTIUMdiab_RTP and 
PPC32diab_RTP 
/project/arch1 arch1.c PENTIUMdiab_RTP only 
/project/arch2 arch2.c PPC32diab_RTP only 


The function int arch_specific (void) is declared in arch.h and the file arch1.c 
implements int arch_specific (void) for PENTIUM (the only build spec enabled 
for the arch1 project), while the file arch2.c implements int arch_specific (void) for 
PPC32 (the only build spec enabled for the arch2 project). 


If the active build spec for project is set to PENTIUMdiab_RTP, the subproject 
arch1 will be built, and its objects will be passed up to be linked into the project 
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build-target. The arch2 subproject will not be built, and its objects will not be 
passed up to be linked into the project build target because the 
PENTIUMdiab_RTP build spec is not enabled for arch2. 


The same applies if the PPC32diab_RTP is the active build spec for project: the 
arch2 subproject will be built, but the arch1 subproject will not. 


17.6 Executables that Dynamically Link to Shared Libraries 


Step 1: 


Step 2: 


Only executables produced from RTP projects can dynamically link to shared 
libraries. Note that you will need a VxWorks ROMFS File System project to hold 
the library binary on the target. The compiled library must be located in the host 
and target side directories you specify as described below. 


Modify the Real-time Process build-target build properties. 


1. Right-click the RTP’s target node and select Properties. 
2. Inthe Properties dialog, select the Build Properties node. 


Set up the Linker Build Tool for a dynamic executable and target-side run path. 
1. Select the Build Tools tab. 


2. Inthe field next to the Tool Flags button, enter the run path (-rpath) to the 
directory that will hold the shared library on your target, for example, 
-rpath /romfs/lib (romfs is the default root directory of the ROMFS created by 
VxWorks ROMFS File System projects). 


3. Click Tool Flags. 
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Figure 17-4 Build Options for Dynamic Executables 


We Properties for MyRTP.vxe (SIMPENTIUMdiab_RTP_DEBUG) 


type filter text =v Build Properties 


Info } 
Build Properties Specify build target properties. 
| Build Targets | Build Tools | Build Macros 


Build tool: Links 


® Wind River Linker Options 


Specify flags for: | Tool Flags 


Options Selected Option: 


Options 

$(CC_ARCH_SPEC) A 
Linker Tool Flags accessible from the Properties: pi ae = 
- to specify the run path of a ROMFS, add"-rpath jromfs" |“ rr egec ara tons 


-Xmake-dependency= — 
- to generate a linker map file, add "-m6é -@O=<map file>" f 
0x90,1,1 


-rpath 
trernFe fli, 


Tool Flags... $(CC_ARCH_SPEC) -Xansi -Xforce-declarations 
ua - rk -Xmake-dependency=Oxd -f 0x90,1,1 -rpath /romfs/lib 


Debug mode Flags 


Debug mode... 


Non Debug mode... 


Restore Defaults Apply 


4 FY 


4. Inthe Linker Options dialog that appears, select 
Create a dynamic executable. 


You will notice that the option, as used on the command line, appears in the 
Selected Options list on the right. After you click OK to close the 

Linker Options dialog, you will see the option again in the field next to the 
Tool Flags button. 
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Step 3: Define Build Macros for the host-side location and library binary. 


1. 
2% 


Select the Build Macros tab. 
In the list of Build spec specific settings, select the LIBS macro and click Edit. 


In the dialog that appears, add a space after the existing value (-Istlstd), 
followed by the basename of the shared library binary you want to link to, for 
example, MySharedLibrary: 


-1:MySharedLibrary.so 
When you close the dialog you should see: 
LIBATH -lstlstd -1:MySharedLibrary.so 


In the list of Build spec specific settings, select for the LIBPATH macro and 
click Edit. 


In the dialog that appears, enter the host-side directory location of the library 
binary you want to dynamically link to, for example: 


-L../MySharedLibrary/$(OBJ_DIR) 


Note that $(OBJ_DIR) expands to wherever the build output for 
MySharedLibrary is generated to. Using $(OBJ_DIR) is generic and therefore 
offers the advantage of not having to change the LIBPATH macro if you change 
build specs. 


Note further that the relative reference assumes the Shared Library project is 
located in the same workspace as the Real-time Process project. 


Click OK to close the project’s build-target Properties dialog. 


The next time you build the project structure, a dynamic executable capable of 
run-time linking to the shared library with the file basename and the 
directories (host and target side) you specified above will be produced. 
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NOTE: If your application is not built as described in this section (17.6 
Executables that Dynamically Link to Shared Libraries, p.203), you must set the 
LD_LIBRARY_PATH environment variable. 


Click Edit beside the Environment field, then click Add in the Edit 
Environment dialog, then type LD_LIBRARY_PATH in the Name field and the 
full path to your shared library file (using forward slashes and excluding the 
filename itself) in the Value field. The path must be defined in terms of the file 
system as seen on the target. 


Click OK. The Edit Environment dialog should contain the new environment 
variable; click OK. 


17.7 User-Defined Build-Targets in the Project Navigator 


In the Project Navigator you can create custom build-targets that reflect rules in 
makefiles. This is especially useful if you have User-Defined projects, which are 
projects where the build is not managed by Workbench. However, you might also 
find this feature useful in other projects as well. 


17.7.1 Custom B 


uild-Targets in User-Defined Projects 


Assuming you have two rules in a makefile, clean and all, you can define a custom 
build-target for either or both of these rules. To do so: 


1. 
2. 
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Right-click a project or folder and select New > Build Target. 


In the dialog that appears, enter the rule(s) you want to create a target for. If 
you want to execute multiple rules, separate each one with a space. 


In our example, enter clean all to have both these rules, which must exist in 
your makefile(s), executed when you build your new user-defined target. 


Click Finish. The new build-target node appears under the project or folder 
you selected. The node icon has a superimposed M to identify it as a 
user-defined make rule. 


To execute the rule(s), right-click the new target node and select Build Target. 
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17.7.2 Custom Build-Targets in Workbench Managed Projects 
First write the make rules you need into the .wrmakefile file in the project 
directory. 
1. Right-click a project or folder and select New > Build Target. 


2. Inthe dialog that appears, enter the rule name(s) you created in .wrmakefile. 
If you want to execute multiple rules, separate each one with a space. 


Set the Build tool to User-defined, click Finish. 


The new build target node appears under the project or folder you selected. 
The node icon has a superimposed M to identify it as a user-defined rule. 


To execute the rule(s), right-click the new target node and select Build Target. 


17.7.3 User Build Arguments 


You can use the User Build Arguments view to execute any existing make rule, or 
overwrite any macro, or anything else that is understood by make, at every build, 
regardless of what is being built. The view is toggled by choosing User Build 
Arguments view from the drop-down menu at the top right of the Project 
Navigator, or by clicking the button in the Project Navigator’s toolbar. 


If the User Build Arguments check box is selected, the rule, or rules separated by 
a space, or macro re-definitions, and so on will override the makefile entries on the 
fly at every build, regardless of context. 


17.8 A Build Spec for New Compilers and Other Tools 


The easiest way to define a build spec for a new compiler and other associated 
tools (known as a tool chain) is to copy one of the pre-configured build specs of an 
existing tool chain and architecture, and modify the copy. 

Step 1: Copy an Existing Build Spec. 


1. Open an application project’s, for example an RTP, build properties as 
described under 16.4 Accessing Build Properties, p.188. 
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Using an application project has the advantage that these have a fuller range 
of generic build tools (Assembler, language-specific Compiler, Librarian, and 
Linker). 


2. Select the Build Specs tab and look at the existing specs. The pre-configured 
build spec names follow an ArchitectureToolChain_ProjectType convention, for 
example, PENTIUMgnu_RTP. This spec is configured for a Pentium target 
board, using GNU tools to create an Real-time Process (RTP). 


In the Build Specs tab, select the build spec that comes closest to your needs, 
at least in terms of target architecture, or a tool chain that you are familiar with, 
and click Copy. 


You will be warned that build properties need to be saved before proceeding. 
Click OK, then enter a name for the copy you are creating in the next dialog 
and click OK again. 


3. Still in the Build Specs tab, set the Active build spec to your newly created 
copy (this is initially right at the bottom of the list of 
Available and enabled build specs. Whatever you set here is also propagated 
to the Build Tools, Build Macros, and Build Paths tabs (described in more detail 
in Wind River Workbench User Interface Reference: Build Properties). 


Each of these tabs has a generic section at the top with 

Build spec specific settings below. The generic section will normally be 
correct, which is one advantage of copying an existing spec, rather than 
creating a new spec from the beginning. 


Configure the Build Tool. 


The build system uses generic build tools, for example, a C-Compiler. So if you are 
adding a new, unsupported C compiler, you will have to configure a build spec 
that understands this specific instance of the generic C-Compiler build tool. Using 
the compiler as an example, proceed as follows: 


1. Select the Build Tools tab and set the Build tool drop-down list to 
C-Compiler. 


The generic settings regarding Suffixes and Build output generation should 
be correct, if not modify accordingly. (If you were adding a compiler for a new 
language, foolanguage, you could first create a Copy of a generic C-Compiler 
Build tool and name that, for example, Foo-Compiler, and then configure the 
generic settings as required.) 


2. Inthe Build spec specific settings you would configure the options that are 


specific to your particular compiler. 
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— The Active build spec should already be set to your newly created build 
spec. 


— The Derived suffix refers to the file suffix of the compiler’s output. 


— The Command is the command line call to your compiler with all the 
options you want to pass. 


In theory, you could simply type a hard command in this field. However, 
using the predefined macros of the form %MacroName% and macros (your 
own and/or pre-defined) that are defined on the Macros tab and 
referenced using $(MacroName) generally makes more sense, as does 
separating common Tool Flags and Debug mode and Non Debug mode 
flags. For more detailed information please refer to the Build Tools section 
of Wind River Workbench User Interface Reference: Build Properties. 


3. If you are using your own and/or pre-defined using macros in the Command 
field, set these in the Build Macros tab. 


For more detailed information please refer to the Build Macros section of 
Wind River Workbench User Interface Reference: Build Properties. 


4. Inthe Build Paths tab, configure the redirection directories for build output 
and set the include search paths (if applicable; that is, if you are configuring a 
build spec for a C/C++ compiler) using the Generate and Add buttons. 


For more detailed information please refer to the Build Paths section of 
Wind River Workbench User Interface Reference: Build Properties. 


After you have configured the build spec for the first tool in the chain, for example, 
the compiler, go back to the Build Tools tab (see Step 2, above) to configure any 
additional tools, such as the Linker or Librarian. 


17.9 Developing on Remote Hosts 
The Workbench remote build feature allows you to develop, build and run your 


applications on a local host running Workbench, using a workspace that is located 
on a remote host as if it were on a local disk. 
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___ Remote build host 


tlogin -> execute build command 

i} z 

output of build command : 

In the case of a managed build (standard or flexible), Workbench generates the 
makefiles on the local machine running Workbench using a path mapping of the 
workspace root location, so that the generated makefiles will be correctly dumped 
for a build that is executed on the remote machine. When launching the build, a 
network connection (rlogin) is established to the build host, and the actual build 
command is executed there by using an intermediate script to allow you to set up 
the needed environment for the build process. 


17.9.1 General Requirements 


» The workspace root directory has to be accessible from both machines. 


* Only Eclipse projects located underneath the workspace root can be remotely 
built. In other words, linked resources are not supported for files outside the 
workspace. 


* A rlogin remote connection to the build machine must be possible. 


17.9.2 Remote Build Scenarios 


Local Windows, Remote UNIX: 


The workspace root directory should be located on the remote UNIX host and 
mapped to a specific network drive on Windows. It may also be possible to locate 
the root directory on the Windows machine, but then there is the need to mount 
the Windows disk on the build host. This may lead to problems regarding 
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permissions and performance, so a mapping of the workspace root-directory is 
definitely needed. 


Local UNIX, Remote UNIX: 


As it is possible to access the workspace root directory on both machines with the 
equivalent path (automount) it may be possible to skip the path mapping. 


Local UNIX, Remote Windows: 


This scenario is not supported, as you would need to execute the build command 
on Windows from a UNIX host. 


17.9.3 Setting Up a Remote Environment 


To set up your environment on the remote machine prior to a build or run, use the 
Edit remote command script button to include additional commands. It will open 
the file workspaceDir/.metadata/.plugins/com.windriver.ide.core/remote_cmd.sh. 


For example, to extend the path before a build, add the highlighted lines to the 
default file: 


#!/bin/sh 


WORKSPACE_ROOT="%WorkspaceRoot%" 
export WORKSPACE ROOT 
DISPLAY=%Display% 

export DISPLAY 


PATH=/MyTools/gmake_special/bin: $PATH 
export PATH 


cd SWORKSPACE_ROOT 


cd "S10 
shift 1 


exec "S@" 


You can add any commands you need, but all commands must be in sh shell style. 
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17.9.4 Building Projects Remotely 


1. Switch toa workspace that contains existing projects by selecting File > Switch 
Workspace. Type the path to the appropriate workspace, or click Browse and 
navigate to it. 


2. Inthe Project Navigator, right-click a project and select Build Options > 
Remote Connection. The Remote Connections dialog appears. 


Click Add and type a descriptive name for this remote connection. Click OK. 


4. Inthe Connection Settings fields, add the following information to create a 
remote connection: 


Hostname 
The name of the build host (can also be an IP address). 


Username 
The username used to establish the connection (the remote user may differ 
from the local user). 


Remote Workspace Location 


The root directory of the workspace as seen on the remote host. 


NOTE: This field must contain the absolute path to the directory; environment 
variables are not supported. 


Display (XServer) 
IP address of the machine where the output should be displayed. 


By clicking the Advanced button you can also access these fields: 


Password request string 
A string that will be recognized as a password request to prompt you for 
the password. 


Remember Password during Workbench sessions 
A switch to specify whether the password entered should be remembered 
during the current session. This is useful during a lengthy build/run 
session. 


5. Click Connect to connect immediately. Remote connection settings are stored, 
and are specific to this workspace. They are not accessible from any other 
workspace. 


6. The build is executed on the remote host, with the build output listed in the 
standard Workbench Build Console. The XServer (IP address listed in the 
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Display field) is used whenever any type of X application is started, either 
during builds or runs. 


7. To return to local development, select Local Host from the list of connections, 
then click Connect. 


17.9.5 Running Applications Remotely 


This section provides information about running native applications only, as 
running VxWorks projects remotely is handled differently. 


Running native applications remotely is quite similar to running applications 
locally: a Native Application launch configuration must be created that defines 
the executable to be run, as well as remote execution settings for the launch. On the 
Remote settings tab are: 


Remote Program 
Enter the command that is used to launch the application. This may be useful 
for command-line applications that could then be launched within an xterm, 
for instance. 


Remote Working Directory 
This setting is optional, but if a remote working directory is given, it overrides 
the entry in the Working Directory field of the Arguments tab. 


For remote runs, a new connection similar to the active connection will be 
established to allow control of Eclipse process handling, as the new remote process 
will be shown in the Debug view. The Remember password during Workbench 
sessions feature is very useful here. 


Command-line application’s output and input is redirected to the standard Eclipse 
console unless the application is started within an external process that creates a 
new window (such as xterm). The default for remote execution is a remote 
command like xterm -e %Application%, therefore a local XServer (like Exceed or 
Cygwin X) must be set up and running. 


For more information about creating launch configurations, see 23. Launching 
Programs. 


17.9.6 Rlogin Connection Description 


The rlogin connection used in the Workbench remote build makes use of the 
standard rlogin protocol and ports. It establishes a connection on port 513 on the 
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remote host, and the local port used must be in the range of 512 to 1023 per rlogin 
protocol convention. 


On Windows the rlogin connection is implemented directly from within 
Workbench, so you do not need an existing rlogin client. The UNIX 
implementation is different, because for security reasons the local port (range: 512 
to 1023) is restricted to root access, which cannot be granted from within 
Workbench. Therefore an external rlogin process is spawned using the 
command-line: 


rlogin -1 username hostname 


rlogin on UNIX platforms makes use of setUID root to ensure that the needed root 
privileges are available. 


The standard rlogin protocol doesn't support access to stderr of the remote 
connection, to all output is treated as stdout. Coloring in the Build Console of 
Workbench for stderr is therefore not available. 


NOTE: On Linux the rlogin client and server daemon can be switched off per 
default. So if the machine is used as a Workbench (remote build client) host, the 
rlogin executable must be enabled (or built) and if the machine is acting as build 
server (remote build host) the rlogin daemon must be enabled. Details may be 
found in the system documentation of the host. 
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18.1 Introduction 


This chapter uses hands-on examples to illustrate one of the ways you might set 
up, build, and run VxWorks Real-time Processes and VxWorks Shared Libraries 
from host to target. The target used will be a VxWorks Simulator. 


NOTE: Descriptions, screenshots, default values, and settings reflect working with 
Workbench on a Windows host. If you are working on another host OS, defaults 
might change but usually should work in a similar way. The default build spec for 
Windows is SIMPENTIUMdiab_RTP_DEBUG. 


The Shared Library example (18.3 A VxWorks Shared Library from Real-time Process 
to Target, p.221) follows from the Real-time Process example, and therefore 
assumes that you have completed the steps outlined under 18.2 A VxWorks 
Real-time Process from Host to Target, p.216. 
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18.2 A VxWorks Real-time Process from Host to Target 


This section describes how to set up a VxWorks Real-time Process. Although the 
section is self-contained, you will also need to set up a VxWorks Real-time Process 
with the infrastructure described here if you want to use a VxWorks Shared 
Library. 


18.2.1 Set Up the Project Structure for Real-time Processes 


Step 1: 


Step 2: 


Step 3: 


You will need a VxWorks Image project, a VxWorks ROMFS File System project, 
and a VxWorks Real-time Process project to start with. When this is done, you will 
need to add some code and to create a target connection to test the system. 


Set up a VxWorks image project. 


1. 
2. 
3. 


In the Project Navigator, right-click and select New > VxWorks Image Project. 
In the Project name field, type VxWorksSim. Click Next. 


On the next wizard page, set A board support package to simpc and Tool 
chain to diab. Click Finish. 


Set up a VxWorks ROMFS File System project. 


1. 


In the Project Navigator, be sure the project you just created, VxWorksSim, is 
selected so that the new VxWorks ROMFS File System project you are about to 
create will automatically become a subproject of VxWorksSim. 


In the Project Navigator, right-click and select New > VxWorks ROMFS File 
System Project. 


In the Project name field, type VxWorksSimFS, then click Finish. 


In the Project Navigator, you will see that the VxWorksSimFS project you just 
created is a subproject of VxWorksSim. 


Set up a VxWorks Real-time Process project. 


1. 
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Right-click in the Project Navigator and select 
New > VxWorks Real Time Process Project. 


In the Project name field, type MyRTP. Click Next a few times, then on the 
Build Target page choose Linker from the Build Tool dropdown list. Click 
Finish. 
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By default, the build spec SIMPENTIUMdiab_RTP_DEBUG is activated for the 
project. This matches the board support package you set for the VxWorks 
Image project in Step 1 above. 


Step 4: Add the Real-time Process project to the VxWorks ROMFS File System project. 


In the Project Navigator, drag-and-drop the MyRTP project onto the 
VxWorksSimFS project (the VxWorksSim project must be expanded). 


Figure 18-1 shows the project setup so far (note that .* files have been filtered out 
by clicking the downward arrow on the Project Navigator toolbar, selecting Filters, 
selecting the .* checkbox, then clicking OK). 


Figure 18-1 Project Hierarchy for a VxWorks Real-time Process 
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18.2.2 Add Code to the Real-time Process Project 


You need some code that will let you verify that everything works. 


1. Inthe Project Navigator, right-click MyRTP and select 
New > File from Template. In the File Name field, type MyRTP.c. 


2. Click Finish; the file MyRTP.c opens in the Editor view. 


3. InMyRTP.c, change the following lines (the results are also shown in 
Figure 18-2): 
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Change: 
#include “MyRTP.h” 
to read: 
#include <stdio.h> 
4. Change the function: 


void MyRTP() 
{ 
} 


to read: 


int main() 

{ 
printf ("MyRTP called!\n"); 
return 0; 


} 
Figure 18-2 shows the modified source file, MyRTP.c. 


Figure 18-2 The MyRTP.c Source 


f@ *myrTP.c X 


include <stdio.h> 


e/ + 


int main({) 
{ 
printf ("MyRTP called!\n"); 
return o;| 


5. Save the file but leave it open. You will need it again if you intend to follow 
18.3 A VxWorks Shared Library from Real-time Process to Target, p.221. 


18.2.3 Add the Real-time Process to the VxWorks ROMFS Target File System 


Although you do not have a Real-time Process binary yet, you can make provision 
for the binary to be on the target file system once the system is built. 


218 


18 RTPs and Shared Libraries from Host to Target 
18.2 A VxWorks Real-time Process from Host to Target 


In the Project Manager, under the VxWorksSimFS File System project you 
created earlier, double-click the VxWorks ROMFS File System Contents 
node to open the File System Contents Editor. 


In the File System Contents Editor, click New Folder and type bin in the 
Name field. Click OK. The bin folder appears in the Target Contents panel. 


In the Target Contents panel select the bin node, then in the Host Contents 
panel, expand the project nodes until you can see the target node that 
represents the (future) Real-time Process binary, namely: 

MyRTP.vxe (SIMPENTIUMdiab_RTP_DEBUG). 


Select this node and click Add. The MyRTP.vxe binary (which does not yet 
exist) appears in the Target Contents panel under the bin folder. 


Figure 18-3 shows the results. 


Figure 18-3 The Executable on the VxWorks ROMFS Target File System 
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5. 


Leave the File System Contents Editor open. You will need it again if you 
intend to follow 18.3 A VxWorks Shared Library from Real-time Process to Target, 
p.221. 


219 


Wind River Workbench 


User's Guide, 2.5 (VxWorks Version) 


18.2.4 Build the System 


Now build the system and locate your VxWorks image. 


1. 


In the Project Navigator, right-click the VxWorks Image project, VxWorksSim, 
and select Build Project. 


The structure is recursively built, starting in MyRTP, as you can see in the 
Build Console. Next the VxWorks ROMFS File System project, 
VxWorksSimFS, is built. The build finishes at the top, in VxWorksSim. 


In the next step (Set up the Target Connection, p.220) you need to know the 
location of the VxWorks kernel image you just built. Under VxWorksSim 
expand vxWorks (default), right-click vxWorks, then select Properties. 
Highlight the path next to Location, then right-click it and select Copy. Click 
OK to close the dialog. 


18.2.5 Set up the Target Connection 


To test the system you have just built, you need to create a connection to the target. 


1. 
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In the Target Manager, right-click default(localhost) and select 
New > Connection. 


On the first wizard page, select Wind River VxWorks 6.x Simulator 
Connection and click Next. 


On the next wizard page, select Custom Simulator. You have to select 
Custom Simulator because your image, unlike the Standard Simulator, has a 
VxWorks ROMFS File System that holds a Real-time Process binary linked to 
it. 


« If you copied the path to the VxWorks kernel image you just built (under 
Build the System, p.220), paste it in this field. 


« Otherwise, click Browse and navigate to the image, then click Open. 


In general terms, the location of the image is 
Workspace Directory/ProjectName/BuildSpecName/vxWorks. 


In this example, the image is 
installDir'workspace/VxWorksSim/default/vxWorks (the BuildSpecName 
is default because you are using the simulator rather than a target board). 
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4. Click Next until you reach the last wizard page (when the Finish button is 
enabled). Type VxWorksSim in the Connection name field. Leave the 
Immediately connect to target if possible check box selected. Click Finish. 


The connection is immediately established and the kernel shell opens. 


18.2.6 Run the Real-time Process on the Simulator 


To test the system, run your RTP in the kernel shell. 
1. At the kernel shell prompt, type: 

cd "/romfs/bin" 
2. Press ENTER and type: 

rtpSpawn "MyRTP.vxe” 


3. Press ENTER again. The output MyRTP called! should appear. Close the 
kernel shell. 


18.3 A VxWorks Shared Library from Real-time Process to Target 


Much of the initial work required for using a VxWorks Shared Library project is 
done under 18.2 A VxWorks Real-time Process from Host to Target, p.216. Complete 
all the steps in that section; the procedures outlined below follow on from there. 


18.3.1 Set Up the VxWorks Shared Library Project 
First, create a new VxWorks Shared Library project to add to the project structure 
you created under 18.2 A VxWorks Real-time Process from Host to Target, p.216. 


1. Right-click in the Project Navigator and select 
New > VxWorks Shared Library Project. 


2. On the first wizard page, type MySharedLibrary in the Project name field and 
click Next. 


3. Click Next until you get to the Build Target screen. Select Pass build target to 
next level, then click Finish. 
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Note that if you add the Shared Library as a subproject beneath a Real-time 
Process project, the Shared Library will automatically inherit the active build 
spec of the Real-time Process during build, no matter which build spec is 
active in the Shared Library. The active build spec of the Shared Library will be 
taken only if you build the Shared Library directly. 


18.3.2 Add Code to the Shared Library Project 


You need some code that will let you verify that everything works. 


1. 


In the Project Navigator, right-click MyShared Library, select 
New > File from Template, and type MySharedLibrary.h in the File Name 
field. Click Finish; the file MySharedLibrary.h opens in the Editor view. 


In the Project Navigator, right-click MySharedLibrary, select 
New > File from Template, and under File Name type MySharedLibrary.c. 
Click Finish; the file MySharedLibrary.c opens in the Editor view. 


In MySharedLibrary.c add the following line: 

#include <stdio.h> 

Insert the following line into the MySharedLibrary function: 
printf ("MySharedLibrary called!\n"); 


Figure 18-4 shows the modified source file, MySharedLibrary.c. 


Figure 18-4 The MySharedLibrary.c Source 
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D: 


#include "MySharedLibrary.h" 
#include <stdio.h> 


est 


void MySharedLibrary () 
{ 

printf ("MNySharedLibrary called!\n"); 
} 


Save MySharedLibrary.c. 
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18.3.3 Add the Shared Library to the Run-Time Process 


Step 1: 


Step 2: 


Step 3: 


The Shared Library must be built before the Real-time Process, so it is added as a 
subproject. Furthermore, the library binary must be located in the host and target 
side directories you specify as described below. 


Add the library as a subproject. 

In the Project Navigator, drag-and-drop the MySharedLibrary project onto the 
MyRTP project. 

Modify the Real-time Process build-target build properties. 


1. Right-click the MyRTP project’s build target node, 
MyRTP.vxe(SIMPENTIUMdiab_RTP_DEBUG), and select Properties. 


2. Inthe project’s Properties dialog, select the Build Properties node. 


Set up the Linker Build Tool for a dynamic executable and target-side run path. 
1. Select the Build Tools tab. 


2. Inthe field next to the Tool Flags button, append the run path, in other words 
the directory that will hold the shared library on your target. 


« Ifyou are using the Wind River Compiler, type -rpath /romfs/lib (romfs is 
the default root directory of the ROMFS created by the File System project 
you set up earlier). 


« Ifyou are using the Wind River GNU Compiler, type -W1,-rpath 
/romfs/lib instead. 


3. Click the Tool Flags button. In the Linker Options dialog that appears, select 
Create a dynamic executable. 


223 


Wind River Workbench 
User’s Guide, 2. 


5 (VxWorks Version) 


Figure 18-5 Tool Flags for Dynamic Executables 
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Apply 


You will notice that the option as used on the command line (-Xdynamic) 
appears in the Selected Options list on the right. 


4. Click OK to close the Linker Options dialog. You will see the option again in 
the field next to the Tool Flags button. Click OK to close the Build Properties 


dialog. 
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18.3.4 Modify the Code in the Real-time Process Project 


You need some code that will let you verify that everything works. 
1. Open MyRTP.c in the editor, if it is not already open. 
2. In MyRTP.c, insert the line: 
#include "MySharedLibrary.h" 
3. Modify main() as follows: 


int main() 

{ 
printf ("MyRTP calling MySharedLibrary!\n"); 
MySharedLibrary(); 
return 0; 


} 
Figure 18-6 shows the modified source file, MyRTP.c. 


Figure 18-6 The Modified MyRTP.c Source 
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#include <stdio.h> 
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int main() 

{ 
printf ("MyRTP calling MySharedLibrary!\n 
MySharedLibrary ();| 
return 0; 


4. Save MyRTP.c. 


18.3.5 Generate Include Search Paths 


The file you included in MyRTP.c, MySharedLibrary.h, is not in the same 
project (directory). So you need to resolve the include path for successful 
compilation. 


1. Inthe Project Navigator, right-click the MyRTP project and select Build 
Options > Generate Include Search Paths. 
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2. 


In the dialog that appears, click Next, and on the next page click Resolve All. 


Notice that the entry %Proj-MySharedLibrary% appears in the lower 
Include Search Paths panel. Click Next, then Finish. 


18.3.6 Add Libraries to the VxWorks ROMFS Target File System 


Although you do not have a Shared Library binary yet, you can make provision for 
the binary to be on the target file system once the system is built. You must also 
include libc.so.1 (the RTP run-time shared library version of libc) so it is accessible 
to the executable at run-time. 


1. 


The File System Contents Editor should still be open. If not, in the Project 
Navigator, under the VxWorksSimFS File System project you created earlier, 
double-click the VxWorks File System Contents node to open it. 


In the File System Contents Editor, make sure bin is not selected. Click 
New Folder and type lib in the Name field, then click OK. The lib folder 
appears at the same level as bin in the Target Contents panel!. 


In the Target Contents panel select the lib node, and in the Host Contents 
panel, expand the project nodes until you can see the target node that 
represents the (future) Shared Library binary, namely: 
MySharedLibrary.so (GSIMPENTIUMdiab_RTP_DEBUG). 


Select this node and click Add. The MySharedLibrary.so binary (which does 
not yet exist) appears in the Target Contents panel under the lib folder. 


To add libc.so.1 to the target contents, select lib, then click Add External and 
navigate to installDir/vxworks-6.x/target/ust/root/cpuTool/bin. Select libc.so.1 
and click Open. 


Figure 18-3 shows the results. Notice that when you click on items in the 
Target contents pane, their Target path and Host path information appears in 
the fields at the bottom of the view. 


1. If the lib folder is created under the bin folder, drag it to the left and away from bin, then 
drop it. 
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Figure 18-7 The Library Binary on the Target File System 


“} *vxWorksSimFS x C) MyRTP.c \C) MySharedLibrary.h (C) MySharedLibrary.c 


Host contents: Target contents: 


Pia ¥xWorksSim (Wind River VxWorks 6,3) a S-@ bin 
#8) vxWorks (default) : (ff) MyRTP.vxe 
a ge VxWorksSimFs (Wind River ¥xWorks 6.< S-& lib 
BE myrtP (wind River vxWorks 6.3) (If) MySharedLibrary.so 
Gf) MyRTP.vxe (SIMPENTIUMdiab_| 2 
So gs MySharedLibrary (Wind River ¥: 
|) MySharedLibrary.so (SIMPE — 


2) project [_add>> _] 
IM) .wrmakefile 
[>) .wrproject 
\C) MySharedLibrary.c 
\C) MySharedLibrary.h 
4) @! SIMPENTIUMdiab_RTP_DEBUG [_ Remove | 
_) -project New Folder... 
ewrmakefile 
>) .wrproject 
Makefile 
|€) MyRTP.c 
>) project 
>) .wrproject v 
< il | > 


Target path:  libjlibe.so.1 


Host path: ci /WB/vxworks-6,3/target/usr/root/SIMPENTIUMdiabjbinjlibc.so.1 .1 


18.3.7 Build the System Again 
In the Project Navigator, right-click the VxWorks Image project, VxWorksSim, and 
select Build Project. 


The structure is recursively built, starting, as you can see in the Build Console, in 
MySharedLibrary, followed by MyRTP, followed by the VxWorks ROMFS File 
System project, VxWorksSimFS, and finishing at the top in VxWorksSim. 


18.3.8 Run the RTP with the Shared Library on the Simulator 


1. Inthe Target Manager, right-click VxWorksSim, the connection you created 
under 18.2.5 Set up the Target Connection, p.220, and select Connect. 


Once the connection has been established, the kernel shell appears. 
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2. At the kernel shell prompt, type: 
cd "/romfs/bin" 
3. Press ENTER and type: 
rtpSpawn "MyRTP.vxe" 
4. Press ENTER again. 
The following output should appear: 


MyRTP calling MySharedLibrary! 
MySharedLibrary called! 


5. Close the kernel shell. 


For more information about using shared libraries and romfs subdirectories, see 
VxWorks Application Programmer’s Guide: Applications and Processes, specifically the 
Developing Shared Libraries section. 
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19.1 Introduction 231 

19.2 The Target Manager View 232 
19.3 Defining a New Connection 232 
19.4 The Registry 233 

19.5 Establishing a Connection 236 
19.6 Connect to the Target 236 


19.1 Introduction 


A target connection manages communication between the Workbench host tools 
and the target system. A connection must be configured and established before 
host tools can interact with the target. 


All host-side connection configuration work and connection-related activity is 
done in the Target Manager view. Connections are registered and made accessible 
to users by the Wind River Registry. 


This chapter describes ways to configure, start, and manage target connections in 
the Target Manager view. For detailed information about the Target Server and 
Registry, see the tgtsvr and wtxregd API reference entries (see 

Help > Help Contents > Wind River Documentation > References > Host API 
and Command References > Wind River Host Tools API Reference). 
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19.2 The Target Manager View 


A connection to a Target Server, a VxWorks Simulator, an Instruction Set Simulator 
(ISS), or an on-chip debugging device (OCD) such as Wind River ICE and Wind 
River Probe must be defined and established before tools can communicate with a 
target system. 


All host-side connection configuration work and connection-related activity is 
done in the Target Manager view. The target side (required for Target Server and 
VxWorks Simulator connections) is configured in the Kernel Editor (see 5.5.1 The 
Kernel Editor, p.93). 


By default, the Target Manager view is on a tab at the bottom-left of Workbench. It 
is available in the Application Development perspective and in the Device Debug 
perspective. If the view is not visible, choose Window > Show View > Target 
Manager (or, if it is not listed there, Window > Show View > Other). 


The most import tasks in the Target Manager view are: 


* defining new connections 
"connecting to targets 
* disconnecting from targets 


Once you have connected to a target, more commands are enabled on the 
right-click context menu (see also 23. Launching Programs). 


19.3 Defining a New Connection 
All connections types are defined from the Target Manager view (see 19.2 The 
Target Manager View, p.232). 


To open the New Connection wizard, use the appropriate toolbar icon or 
right-click in the Target Manager and select New > Connection. 


The first thing the New Connection wizard asks you to do is to select one of the 
following connection types: 


» Wind River ICE 
See 22.1 Defining a New Wind River ICE SX Connection, p.255. 
«Wind River ISS 
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See 22.2 Defining a New Wind River ISS Connection, p.267. 
«= Wind River Probe 

See 22.3 Defining a New Wind River Probe Connection, p.271 
» Wind River Target Server Connection 


Separate options are presented for Linux and VxWorks. For VxWorks 
connections, see 20.2 Defining a New Target Server Connection, p.239. 


» Wind River VxWorks Simulator Connection 
See 21.2 Defining a New Wind River VxWorks Simulator Connection, p.251. 


Properties you set using the New Connection wizard can be modified later by 
right-clicking the connection in the Target Manager and choosing Properties. In 
most cases, you will have to disconnect and reconnect for the changes to take effect. 


19.4 The Registry 


The Wind River Registry is a database of target servers, boards, ports, and other 
items used by Workbench to communicate with targets. For details about the 
registry, see the wtxregd and wtxreg reference entries. 


If Workbench finds an installed VxWorks platform on start-up, it creates a default 
VxWorks Simulator connection. Before any target connections have been defined, 
the default registry—which runs on the local host—appears as a single node in the 
Target Manager. (Under Linux, the default registry is a target-server connection for 
Linux user mode.) Additional registries can be established on remote hosts. 


Registries serve a number of purposes: 


« The registry stores target connection configuration data. Once you have 
defined a connection, this information is persistently stored across sessions 
and is accessible from other computers. 


You can also share connection configuration data that is stored in the registry. 
This allows easy access to targets that have already been defined by other team 
members. 


NOTE: Having connection configuration data does not yet mean that the target 
is actually connected. 
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« The registry keeps track of the currently running target servers and 
administrates access to them. 


« Workbench needs the registry to detect and launch target servers. 


If Workbench does not detect a running default registry at start-up, it launches 
one. After quitting, the registry is kept running in case it is needed by other 
tools. 


19.4.1 Launching the Registry 


To launch the default registry, open the Target menu or right-click in the Target 
Manager and select Launch Default Registry. 


NOTE: These menu items are only available if the registry is not running, and the 
default registry host is identical to the local host. 


The registry stores its internal data in the file installDir/.wind/wtxregd.hostname. If 
this file is not writable on launch, the registry attempts to write to 
/var/tmp/wtxregd.hostname instead. If this file is also not writable, the registry 
cannot start and an error message appears. 


19.4.2 Remote Registries 


If you have multiple target boards being used by multiple users, it makes sense to 
maintain connection data in a central place (the remote registry) that is accessible 
to everybody on the team. This saves everyone from having to remember 
communications parameters such as IP addresses for every board that they might 
need to use. 


Creating a Remote Registry 


You might want to create a new master registry on a networked remote host that is 
accessible to everybody. To do so: 


1. Workbench needs to be installed and the registry needs to be running on the 
remote host. The easiest way to launch the registry is to start and quit 
Workbench. However, you can also launch the wtxregd program from the 
command line. (For more information about wtxregd, see 
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Help > Help Contents > Wind River Documentation > References > Host 
API and Command References > Wind River Host Tools API Reference.) 


2. Right-click in the Target Manager, (see 19.2 The Target Manager View, p.232), 
then select New > Registry from the context menu. 


3. Inthe dialog that appears, enter either the host name or the IP address of the 
remote host. 


Workbench immediately attempts to connect to the remote registry. If the host 
is invalid, or if no registry is identified on the remote host, this information is 
displayed in the Target Manager. 


19.4.3 Shutting Down the Registry 


Because other tools use the registry, it is not automatically shut down when you 
quit Workbench. Before updating or uninstalling Workbench (or other products 
that use the registry), it is advisable to shut down the registry so that the new one 
starts with a fresh database. To shut down the registry: 


* On Windows, right-click the registry icon in the system tray, and choose 
Shutdown. 


* On Linux and UNIX, execute wtxregd stop, or manually kill the wtxregd 
process. 


If you want to migrate your existing registry database and all of your existing 
connection configurations to the new version, make a backup of the registry data 
file installDirl.wind/wtxregd.hostname and copy it to the corresponding new 
product installation location. 


19.4.4 Changing the Default Registry 


Normally, the default registry runs on the local computer. You can change this if 
you want to force a default remote registry (see 19.4.2 Remote Registries, p.234). To 
do this on Linux and UNIX, modify the WIND_REGISTRY environment variable. 
To do this on Windows, under the Windows Registry HKEY_LOCAL_MACHINE 
node, modify the field Software\Wind River Systems\Wtx\N.N\WIND 
_REGISTRY. 
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19.5 Establishing a Connection 


Once you have created your application projects and defined connections, you will 
want to run, test, and debug the projects on your target or simulator. To do this, 
you first need to connect to the target. 


19.5.1 Assumptions 


* You are using a simulator (VxWorks Simulator or the on-chip debugging 
simulator, ISS), or you are using a target board and your hardware connections 
are set up and running. 


» If youare using a target board (not a simulator), you have correctly configured 
your FTP service as described in 3. Setting Up Your Hardware and in the Wind 
River ICE for Wind River Workbench Hardware Reference and Wind River Probe for 
Wind River Workbench Hardware Reference. 


* You have defined one or more host-target connections as described in 20. New 
Target Server Connections, 21. New VxWorks Simulator Connections, and 22. New 
On-Chip Debugging Connections. 


19.6 Connect to the Target 
The first step in running an application on the target is to establish a connection to 
that target. 


Connect to and disconnect from targets in the Target Manager (see 19.2 The Target 
Manager View, p.232) by selecting a connection node and then using the 
appropriate toolbar icon, or by right-clicking and selecting Connect. 


Once the connection has been established: 


« If the connection is to a simulator, the Kernel Shell appears (see 19.6.1 The 
Kernel Shell, p.237, for more information). 


«= On Windows, a registry icon appears (if it is not there already) in the Windows 
system tray (the area at the right of the Windows taskbar) to indicate the 
registry is running (see also 19.4 The Registry, p.233). 


«Inthe Target Manager: 


236 


19 Connecting to Targets 
19.6 Connect to the Target 


- Ablue check mark is superimposed on the top-left corner of the 
connection node, the node is labeled ConnectionName [connected], and 
new nodes appear under the connection node. 


— Asubnode appears under the connection node. This node’s label identifies 
the connection type and the kernel. The node’s right-click context menu 
offers a subset of the connection node’s context menu (restricted to the 
most commonly used commands) as well as the Kernel Objects 
command. The Kernel Objects command populates and opens the Kernel 
Objects tab (by default located behind the Target Manager). 


- Anumber of additional subnodes appear. These are described in 
Table 19-1. Please refer to the Wind River Workbench User Interface Reference: 
Target Manager View for a full list of the icons that you might see in the 
Target Manager. 


Table 19-1 VxWorks Connections 


Node Description 


a Real Time Processes When you run RTPs, they will appear as subnodes 
under this node. 


at Kernel Tasks When the connection is initially established, you see 
the VxWorks tasks. When you download and run 
DKMs, they will appear as additional subnodes under 
this node. 


tp VxWorks location The kernel node and its host location. A superimposed 
red S at the top-right of the icon indicates that symbol 
information has been downloaded. 


19.6.1 The Kernel Shell 
The Kernel Shell! that appears when you establish a connection displays output 
generated by applications running on the kernel. 


If you are using a VxWorks Simulator connection, shell components are included 
in the kernel by default and the Kernel Shell also provides a prompt and accepts 


1. In versions of VxWorks prior to 6.0, the Kernel Shell was called the Target Shell. 
The new name reflects the fact that the target-resident shell runs in the kernel and 
not in a process. 
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input like the Host Shell (see the VxWorks Command-Line Tools User’s Guide). If you 
are using a real board connection, the kernel shell does not provide an input 
prompt by default; you can, however, include the necessary components in the 
VxWorks kernel (see 5.5 Configuring Kernel Components, p.93 as well as the VxWorks 
Kernel Programmer’s Guide and the VxWorks Application Programmer's Guide). 


For the most part, the Kernel Shell works the same as the Host Shell. For detailed 
information about the Host Shell see the VxWorks Command-Line Tools User’s Guide. 
For information about the differences between the Host and Kernel shells, see the 
VxWorks API Reference entries for dbgLib, shellLib, and usrLib. 
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20.1 Introduction 


Target Server connections are defined in the Target Manager view (see 
19. Connecting to Targets). 


20.2 Defining a New Target Server Connection 


To open the New Connection wizard, right-click in the Target Manager, then select 
New > Connection. 
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20.2.1 Wind River Target Server 


On the initial page of the New Connection wizard, select Wind River Target Server 
Connection for VxWorks and click Next. 


20.2.2 Target Server Connection Page 


Back End Settings 


Back end 
The Back end settings specify how a target server will communicate with a 
target. Table 20-1 provides descriptions of the available options in the 
Back end drop-down list. 


Table 20-1 Communications Back Ends for Target Server 


Back End Description 


wdbrpc WDB RPC. This is the default. It supports any kind of IP connection 
(for example, Ethernet). Polled-mode Ethernet drivers are 
available for most BSPs to support system-mode debugging for 
this type of connection. 


wdbpipe WDB Pipe. The back end for VxWorks target simulators. 


wdbserial WDB Serial. For serial hardware connections; does not require 
SLIP on the host system. If you select this option, also choose a 
Host serial device (port) and Serial device speed (bits per second). 


wdbproxy WDB Proxy. The backend for UDP, TCP, and TIPC connections. 


A CAUTION: The target server must be configured with the same communication 
back end as the one built into the kernel image and used by the target agent. The 
standard back end options are described in Table 20-1; the compatible kernel 
components are listed in Table 20-4. 
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A CAUTION: Do not choose the TIPC WDB Proxy connection type unless you have 


included the TIPC network stack (INCLUDE_TIPC_ONLY) component in your 
VxWorks Image Project. 


For more information about finding components to include in your VxWorks 
Image Project, see Wind River Workbench User Interface Reference: Kernel 
Configuration Editor. 


For more information about TIPC, see Wind River TIPC for VxWorks 6 Programmer’s 
Guide: Building VxWorks to Include Wind River TIPC. 


CPU 
Workbench can correctly identify the target CPU. In rare cases, a close variant 
might be misidentified, so you can manually set the CPU here. 


Name/IP address 
The Name/IP Address field specifies the network name or the IP address of 
the target hardware for networked targets. If you are using a serial port, enter 
either COM1 or COM2. 


Kernel Image and Symbols 


The Kernel Image and Symbols properties relate to a copy of the target kernel that 
resides on the host. 


File path from target (if available) 
Select this option to search for an image of the software running on the target 
using the target path. 


File 
If the run-time image file is not in the same location on the host that is 
configured into the target (or if host and target have different views of the file 
system), select this option and use the adjacent text box to specify the host 
location of the kernel image. 


For example, if you are using a target programmed with a vxWorks_rom.hex, 
vxWorks_romCompressed.hex, or any other on-board VxWorks image, you 
must use this option to identify the kernel file location; otherwise the target 
server will not be able to identify the target symbols. 
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Advanced Target Server Options 


Please see the tgtsvr reference entry in the online API reference and the VxWorks 
Programmer’s Guide for more detailed information about target server options in 
the Target Manager, as well as on additional available options. 


Options 


These options are passed to the tgtsvr program on the command line. Enter these 
options manually, or use the Edit button for GUI-assisted editing. 


Advanced Target Server Options Dialog 


The properties in the Advanced Target Server Options dialog that you open with 
Edit on the main wizard page are subdivided into three tabbed groups: Common, 
Memory, and Logging. 


The 
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Common Tab 
Target Server File System 


The Target Server File System (TSFS) is a full-featured VxWorks file system 
that provides target access to files located on the host system. It is used by the 
Wind River System Viewer. It also provides the most convenient way to boot a 
target over a serial connection. Although somewhat slow, it is simple and easy 
to use. 


A target can access files on the host it is booted from, if booted via FTP or rsh. 
However, if the target is booted from a remote host, you can use the TSFS as a 
simple method to access files on the local host. 


The TSFS is also the default method used by the System Viewer for uploading 
event data from the target. The TSFS should therefore be enabled and writable 
(default) when using the System Viewer. 


CAUTION: To use the TSFS, you must include the 

WDB target server file system component when you build the kernel image. 
See 20.3 Kernel Configuration, p.249, below, and the VxWorks Kernel Application 
Programmer's Guide for more details. 


Root 


If the Enable File System check box is selected, you have to identify the root 
of the host file system that will be made visible to target processes using the 
TSFS. By default, this is the Workspace root directory. If you use the TSFS for 
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booting a target, it is recommended that you use the default root directory. If 
you do not use TSFS, you must use the Kernel Image and Symbols 
configuration options to specify the location of the kernel image (see Kernel 
Image and Symbols, p.241). 


Make Target Server File System writable 


To use the Wind River System Viewer, you must select this check box to allow 
uploading of event data from the target. Because this also allows other users to 
access your host file system, you may wish to set the TSFS option for your 
target server to read-only when you are not using the System Viewer. 


Timeout Options 


Specify allowable spawn time (in seconds) for kernel tasks and RTPs, time (in 
seconds) to wait for a response from the agent running on the target system, 
how often to retry, and at what intervals. 


The Memory Tab 
Memory Cache Size 


To avoid excessive data-transfer transactions with the target, the target server 
maintains a cache on the host system. By default, this cache can grow up to a 
size of 1 MB. 


A larger maximum cache size may be desirable if the memory pool used by 
host tools on the target is large, because transactions on memory outside the 
cache are far slower. 


The Logging Tab 


Options on the Logging tab are used mainly for troubleshooting by Customer 
Support. 


A maximum size can be specified for each enabled log file. Files are rewritten 
from the beginning when the maximum size is reached. If a file exists, it is 
deleted when the target server restarts (for example, after a reboot). 


For the WTX (Wind River Tool Exchange) log file, you can specify a filter, a 
regular expression that limits the type of information logged. In the absence of 
a filter, the log captures all WTX communication between host and target. Use 
this option in consultation with Customer Support. 
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20.2.3 Object Path Mappings Page 


Object Path Mappings have two functions: 


« To allow the debugger to find symbol files for processes created on the target 
by creating a correspondence between a path on the target and the appropriate 
path on the host. 


« To calculate target paths for processes that you want to launch by browsing to 
them with a host file-system browser. 


By default, the debug server attempts to load all of a module’s symbols each time 
a module is loaded. In the rare cases where you want to download a module or 
start a process without loading the symbol file, uncheck Load module symbols to 
debug server automatically if possible. 


The simplest way to create Object Path Mappings for a module that does not have 
symbols yet is to download the output file (or run the executable) manually. In the 
Target Manager, right-click the file or executable and select Load Symbols to 
Debug Server. From the Load Symbols dialog, select create path mappings based 
on selection and click OK. Object path mappings are created automatically, so that 
after the next disconnect/reconnect sequence the symbols will be found. 


Pathname Prefix Mappings 


This maps target path prefixes to host paths. Always use full host paths, not 
relative paths. 


For example, mapping /tgtsvr/ to C:\workspace\ tells the debugger that files 
accessible under /tgtsvr/ on the target can be found under C:\workspace\ on the 
host. 


If you launch the process host:/ust/hello.vxe on your target, Workbench needs to 
know what host:/ corresponds to; in other words, where it can find the hello.vxe 
ELF file in the host file system. With an object path mapping of host:/ to 
C:\WindRiver\, Workbench knows that the host path to the file is 
C:\WindRiver\usr\ hello.vxe. 


In most cases Workbench provides correct defaults. If necessary, click Add to add 
new mappings, or select existing mappings and click Edit to modify existing 
mappings. The supplied default mappings are not editable. 


To disable any listed object path mapping, including default mappings, unselect 
the checkbox to the left of that mapping. To re-enable it, select the checkbox again. 
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You can export your object path mappings to XML by clicking Export and 
providing a descriptive filename. Likewise you can import mappings by clicking 
Import and selecting an appropriate XML file. 


Reverse Mapping 


Sometimes host paths must be mapped to target paths. For example, if you want 
to browse to the process C:\WindRiver\usr \hello.vxe and launch it on the target, 
Workbench needs to know that the correct target path for this process is 
host:/usr/hello.vxe. 


Path Mappings for Working with Remote Hosts 


You may need to edit object path mappings if your target boots from a remote host 
or if your target server runs on a remote host. 


Running the target server on a remote host (using a remote registry; see 
19.4.2 Remote Registries, p.234 for details) allows you to: 


« Access targets using a serial line wdb connection even if the targets are 
physically connected to a remote host. 


« Have different IP subnets for the targets in a lab and the client running 
Workbench, with the target server being the intermediary to translate between 
the separate subnets. 


In this discussion, the target is the VxWorks target, the host is the remote registry 
host that the target server is running on, and the client is the system on which 
Workbench is running. 


Prerequisites 


To allow Workbench to access targets attached to a remote host, two prerequisites 
must be met: 


1. The VxWorks image must be visible to the target (for booting), the host (for the 
target server), and the client (for the debugger and the host shell). 


2. A file system must be shared between the target and client for running RTPs. 


Example: Adding New Path Mappings 


When the target server is running on a host that can see the same (networked) file 
system that the client can, you do not need to adjust your object path mappings. 
The remote target server connections can be used exactly like local connections. 
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However, when the remote host and the client see different file systems, you need 
to create new path mappings to tell the debugger where it can find the files seen by 
the target server. In this case, the path to the kernel image is entered as seen on the 
remote host; path mappings must be added to tell the debugger where these paths 
are on the client. 


When there are multiple clients with different file systems, you must add path 
mappings for each client. The debugger tries them in the order in which they 
appear. 

For example, consider a scenario with two clients (one on Windows, one on UNIX) 
accessing a common target server host. Table 20-2 shows how each client is set up; 
this is the information you would have to work with when figuring out the object 
path mappings for this scenario. 


Clients Connected to a Common Target Server Host 


Station Setup Description 


target t100 Booted using rsh from moon:/export1/images/t100/vxWorks 
TSFS enabled 


hostmoon Kernel path from target, on /export1/images/t100/vxWorks 
TSFS enabled, with rootdir /Net/shares/tsfs/t100 
Tgtsvr command line: tgtsvr -R /Net/shares/tsfs/t100 -RW t100 


client c-unix File system shared with host moon 
Kernel seen on /Net/moon/export1/images/t100/vxWorks 
TSFS path same as on moon 


client c-win Kernel seen on \\moon\export1\images\t100\vxWorks 
TSFS seen on L:\tsfs\t100 


Based on this information, the host and target path mappings you would enter into 
the Pathname Prefix Mappings fields are shown in Table 20-3. 


Host and Target Paths Converted to Object Path Mappings 


Host Path Comment 


/Net/moon/export1 —_Access to the boot file system for UNIX clients. Allows 
Workbench to reverse-map for running RTPs, so when 
running the RTP /Net/moon/export1/myrtp.vxe, the target 
path will be computed as moon:/export1/myrtp.vxe 


\\moon\export1 Now the same for Windows clients. 
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/exportl 


/exportl 


/tgtsvr 


/tgtsvr 
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Host and Target Paths Converted to Object Path Mappings (cont'd) 


/Net/moon/export1 = Allows Workbench to find the kernel path: sent by the 
target server as /export1/..., this can be forward-mapped to 
the common UNIX file system for clients.* 


\\moon\export1 Now the same for Windows clients. 


/Net/shares/tsfs/t100 Allow reverse-mapping of the tgtsvr file system for UNIX 
hosts. 


L:\tsfs \t100 Now the same for Windows hosts. 


a. This mapping may be used only for forward-mapping the kernel image, so it must be listed after the 
previous mappings, which are used for reverse-mapping as well. 


If you do not run RTPs, only the mappings for the kernel image are required 
(shown in the third and fourth rows of Table 20-3). None of the other mappings are 
necessary, since a file system is not needed for debugging kernel modules. 


Basename Mappings 


Use square brackets to enclose each mapping of target file basenames (left element) 
to host file basenames (right element), separated by a semi-colon (;). Mapping pairs 
(in square brackets) are separated by commas. You can use an asterisk (*) as a 
wildcard. 


For example, if debug versions of files are identified by the extension *.unstripped, 
the mapping [*;*.unstripped] will ensure that the debugger loads 
yourApp.vxe.unstripped when yourA pp.vxe is launched on the target. 


20.2.4 Target State Refresh Page 


Since retrieving status information from the target leads to considerable target 
traffic, this page allows you to configure how often and under what conditions the 
information displayed in the Target Manager is refreshed. 


These settings can be changed later by right-clicking the target connection and 
selecting Refresh Properties. 
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Available CPU(s) on Target Board 


Workbench can correctly identify the target CPU. In rare cases, a close variant 
might be misidentified, so you can manually set the CPU here. 


Initial Target State Query and Settings 


Specify whether Workbench should query the target on connect, on stopped 
events, and/or on running events. You can select all options if you like. 


Target State Refresh Settings 


Specify whether Workbench should refresh the target state only when you 
manually choose to do so, or if (and how often) the display should be refreshed 
automatically. 


Listen to execution context life-cycle events 


Specify whether Workbench should listen for life-cycle events or not. 


20.2.5 Connection Summary Page 


This page proposes a unique Connection name, which you can modify, and 
displays a Summary of name and path mappings for review. To modify these 
mappings, click Back. 


Shared 
This option, which is available only for certain connection types, serves a dual 
purpose: 


» When you define a target connection configuration, this connection is 
normally visible only for your user ID. If you define it as Shared, other 
users can also see the configuration in your registry, provided that they 
connect to your registry (by adding it as a remote registry on their 
computer; see 19.4.2 Remote Registries, p.234). 


* Normally, when you terminate a target connection, the target server (and 
simulator) are killed because they are no longer needed. In a connection 
that is flagged as Shared, however, they are left running so that other users 
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can connect to them. In other words, you can flag a connection as shared 
if you want to keep the target server (and simulator) running after you 
disconnect or exit Workbench. 


Immediately connect to target if possible 
If you do not want to connect to the target immediately, you can connect to the 
target later using one of the ways described in 25. Debugging Projects. If you 
have applications ready to run using the connection(s) you just created, please 
see 23. Launching Programs. 


20.3 Kernel Configuration 


Table 20-4 


Once you have defined a Target Server (or VxWorks Simulator) connection, you 
may have to configure the kernel communication. The default configuration, 
however, will normally work fine for getting started. 


The target server and the simulator communicate with the target system through 
the target agent. To communicate with the target agent, the target server uses a 
communication back end that has to be configured for the same communication 
protocol and transport layer as the target agent on the kernel. 


When you create Target Server or VxWorks Simulator connections, you define host 
back end communication in the Kernel Editor. For more information about this 
topic, see 5.5.1 The Kernel Editor, p.93. 


Table 20-4 shows an overview of target server back ends and the kernel 
components that provide the required target-agent communication interface. 


Communications Back Ends for Target Server and Compatible Kernel Components 


Back End Compatible Kernel Component 

wdbrpc WDB END driver connection or WDB network connection 
wdbpipe WDB simulator pipe connection 

wdbserial WDB serial connection 


wdbproxy WDB network connection (for UDP/TCP) or 
TIPC network stack (for TIPC) 


249 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


Figure 20-1 shows where to find these kernel components in the Kernel Editor. 


Figure 20-1 Kernel Editor Showing WDB Connection Components 


Component configuration 
Component tree: 


= fei) development tool components 

& y Compiler support routines 

& # Core Dump components 

& fei) System ¥iewer components 

fl # WDB Agent Proxy components 

© WDB agent components 

& # WDB agent services 
& y select WDB connection 
© WDB END driver connection 

© WDB TIPC connection 
) WDB network connection 
a 
(© WDB user-defined connection 

8 & select WDB initialization 

re) y select WDB mode 
ic) # boot application components 
(4) kernel shell components 
& loader components 
(4 J show routines 
(4) symbol table components 


\> 


o) ee 


(E2 


@ WDB simulator pipe connection 


Property Value 

Name INCLUDE_WDB_COMM_PIPE 
Description WDB simulator pipe connection 
Synopsis default connection For the simulators 
WDB_MTU [uint] 1500 


lv 


ig 


These and other communication-related kernel components are described in detail 
in the VxWorks Programmer’s Guide: Kernel Images, Components, and Configuration. 
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21.1 Introduction 


The Wind River VxWorks Simulator allows you to simulate a connection to a 
standard or customized version of a VxWorks 6 kernel. 


21.2 Defining a New Wind River VxWorks Simulator Connection 
For VxWorks Simulator-specific information going beyond this description, please 
see the Wind River VxWorks Simulator User’s Guide. 


Target Server connections are defined in the Target Manager view (see 19.2 The 
Target Manager View, p.232). 


To open the New Connection wizard, right-click in the Target Manager and choose 
New > Connection. 
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On the initial page of the New Connection wizard, select 
Wind River VxWorks Simulator Connection and click Next. 


21.2.1 VxWorks Boot Parameters Page 


Standard Simulator (Default) 
Select this option to create a simulated connection to a standard VxWorks 
kernel. 


Custom Simulator 
Select this option if you are using a customized VxWorks kernel. 


VxWorks Kernel Image 
This field is enabled only if you select Custom Simulator. Navigate to the 
location of your customized kernel image. 


Processor Number 
Your system is automatically configured to run multiple simulators. 
Workbench assigns each simulator a unique positive number, known as the 
Processor number. 


Advanced Boot Parameters 
Please see the Wind River VxWorks Simulator User’s Guide for information on 
the vxsim command-line options that can be set in this dialog. 


21.2.2 VxSim Memory Options Page 


These options allow you to manage your memory resources. Please see the Wind 
River VxWorks Simulator User’s Guide for details. 


21.2.3 VxWorks Simulator Miscellaneous Options Page 


This page offers file-system location options (see the Wind River VxWorks Simulator 
User’s Guide for details), the ability to influence the process priority of the 
simulator, and a field for entering additional command-line options that are 
passed as-is to vxsim. 
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21.2.4 Target Server Options Page 


WDB back end type 
This corresponds to the Back end, as described for the Target Server 
connection; see Back End Settings, p.240. The VxWorks Simulator uses the 
wdbpipe back end by default. 


Name/IP Address 
Available only if the wdbrpc back end is selected. Specifies the network name 
or IP address of the target. If you are using a serial port, enter either COM1 or 
COM2. 


The remaining options in the wizard are the same as those outlined for the Target 
Server connection settings. These are described starting from Advanced Target 
Server Options Dialog, p.242. 


If you have created a connection for a standard simulator, the default settings 
should work. However, if you have defined a custom simulator connection, you 
may have to configure the kernel-side communication, see 20.3 Kernel 
Configuration, p.249. 


If you have applications ready to run using the connection(s) you have just created, 
please see 23. Launching Programs. 
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22.1 Defining a New Wind River ICE SX Connection 255 
22.2 Defining a New Wind River ISS Connection 267 
22.3 Defining a New Wind River Probe Connection 271 


22.1 Defining a New Wind River ICE SX Connection 


Wind River ICE SX connections are defined in the Target Manager view (see 
19.2 The Target Manager View, p.232). 


To open a new Wind River ICE SX connection, use the following steps: 


1. Right-click in the Target Manager view and select New > Connection. The 
New Connection wizard appears, as shown in Figure 22-1. 
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Figure 22-1 New Connection Wizard--ICE 


® New Connection 


Connection Type 


Please select connection type. 


Wind River Generic GDB Remote Serial Protocol Connection 
Wind River Linux KGDB Connection 
Wind River Linux User Mode Target Server Connection 
er OCD ICE Connection 
Wind River OCD ISS Connection 
Wind River OCD Probe Connection 


2. Choose Wind River OCD ICE Connection from the list of options and click 
Next. The Communication Settings dialog appears, as shown in Figure 22-2. 


Figure 22-2 Communication Settings--ICE 


® New Connection 


Wind River ICE Communication Settings 


Please select the communication settings for the emulator 


© Configure communication settings manually 


© Configure communication settings through a serial port 
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To configure communication settings manually, see Configuring Communication 
Settings Manually, p.257. To configure communication settings through a serial 
port, see Configuring Communication Settings Through a Serial Port, p.258. 


Configuring Communication Settings Manually 


NOTE: If you choose this option you will need to know either the network name 


of the emulator or its IP address. For information on assigning these values, see the 
Wind River ICE SX for Wind River Workbench Hardware Reference: Configuring the 
Wind River ICE SX for Network Operation. 


3. 


Check the Configure Communication Settings Manually box and click Next. 


The Settings dialog appears, as shown in Figure 22-3. 


In the Designators area, click Select to choose from a list of available target 
processors. 


If you are using multiple processors, or if you have multiple devices (such as 
field-programmable gate arrays or application-specific integrated circuits) on 
your JTAG scan chain, specify a board file in the Board File field. If you are 
only connecting a single processor, you do not need a board file, and you can 
ignore the Board File field. 


Either choice will populate the field below the Board File field with a 
summary description of your board. 


In the Communications area, fill in the IP Address field with the IP address 
you have assigned to your ICE unit. 


Figure 22-3 shows the Settings dialog with values for a PPC750FX board. 
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Figure 22-3 Settings Dialog 


4 New Connection 


Wind River ICE Settings 


Configure the designator settings for the emulator. 


Designators 


Processor: | PPC750F%| | [ select... | 


O Board file: 


Designator Processor Processor Plugin 
PPC7SO0FX PPC750FX PowerPC 7xx Family Processor Pl... 


Communications 


Emulator Hostname } IP Address: | 255,255,255,255 


6. When you have entered the correct processor or board file and IP address, click 
Next. The Target Operating System Settings dialog appears. Proceed to Step 
7. 


Configuring Communication Settings Through a Serial Port 


If you choose to make your connection using the serial port, make sure that a serial 
cable is connected between Wind River ICE SX and your host computer. 


NOTE: A direct serial cable is required to create your connection this way. If you 
do not have a direct serial connection between your host and emulator, you must 
configure your ICE settings manually. 


a. Select Configure Communication Settings Through a Serial Port and 
click Next. The Settings dialog appears, as shown in Figure 22-4. 
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Figure 22-4 Serial Settings 


W) New Connection 


Wind River ICE Settings 
Please configure the serial connection to which the emulator is 
connected 
Serial connection 


Port: COMI 


Timeout (seconds); | 5 


b. Use this dialog to select the serial port you want to connect to, and set a 
timeout value in seconds. Communication settings such as the ICE’s 
dynamically assigned IP address and other settings will be retrieved and 


displayed automatically, as shown in Figure 22-5. 
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Figure 22-5 Serial Settings Summary 


“) New Connection 


Wind River ICE Communication Settings 


Please review the communication settings for the emulator 


Current settings 

System IP address is: 172.16.7.22 
System Netmask is set to: 255.255.0.0 
System DNS name not configured 
System will not use 4 Default Gateway 


(| Modify 


The retrieved settings can also be modified; that is, you can reconfigure the 
Wind River ICE SX communication settings using a serial connection. To do 
this, select the Modify checkbox. 


If you have downloaded a target operating system (TOS) to the board, click 
into the TOS plugin column, select the operating system from the dropdown, 
and enter any required parameters in the next column. 


c. Click Next. 


The Target Operating System Settings dialog appears, as shown in 
Figure 22-6. 
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Figure 22-6 Target OS Settings 


~) New Connection 


Target Operating System Settings 


Select the target operating system which is currently booted on the 
configured target. 


Available CPLU{s)} on target board: 


Target operating system settings 


Booted Target OS on selected CPU: | None 


Description: 
Providing plugin: 


Kernel image: Browse... 


Kernel image is optional for None 


Target OS plugin pass-through options: 


7. Inthe Booted Target OS on selected CPU field, select the operating system 
that is running on your target processor. The default is None. 


8. Next to the Kernel Image field, click Browse to navigate to the kernel image 
you wish to specify. If you selected None in the previous step, you do not need 
to specify a kernel image. 


9. Ifyou are using a Linux plug-in, specify the pass-through options in the Target 
OS Pass-Through Options field. If you are not using a Linux plug-in, skip this 
step. 


Options are passed as pairs in the format name=value. Separate options with a 
comma. The following options are available: 


* notasklist=1 : Never fetch process list. 


= noautomodules=1 : Do not plant internal breakpoints to do automatic 
kernel module load/unload detection. When this option is specified, you 
must manually refresh to see an updated module list. 
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* noloadcheck=1 : Do not issue gophers until a hardware breakpoint is used 
to detect kernel load triggers. This option is for “sensitive” boards that do 
not accept access until the kernel loads and sets up memory mapping. 


" loaddetectloc=symbol or address : Set the hardware breakpoint used to 
detect kernel load at symbol (for example, loaddetectloc=start_kernel) or 
address (for example, loaddetectloc=0x1000). If you do not specify a 
symbol or address, Workbench uses a default. For most architectures the 
default is start_kernel; for PowerPC targets, the default is 0x0. 


10. Click Next. 


The Memory Mapping dialog appears, as shown in Figure 22-7. 
Memory Mappings 


VW, New Connection 


Memory Mapping 
Specify the memory mapping for the target cpu. 


Available CPU(s) on target board: 


Memory mapping 
i 


| Offset Attributes 


Undefined memory areas accessible 


Use the Memory Mappings dialog to specify how memory on the target is 
partitioned, and what the attributes of the particular memory regions are. 


NOTE: The Memory Mappings dialog is only necessary for Linux or other 
non-VxWorks target operating systems. 
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To specify an area of memory, click Add. 


The Set Memory Map dialog appears, as shown inFigure 22-8. 
Figure 22-8 Set Memory Map Dialog 


% Memory mapping 


Please specify the offset, size and attributes For the memory mapping. 


Offset: | Sxo0000000 | 
Size: | oxooooo000 | 


Attributes 


[¥] Invalid 


(Read 
Access size (bit); 


Default access size (bit): 


write 
Access size (bit); 


Default access size (bit); 


(Read/Write 
Access size (bit); 


Default access size (bit): 


Use the Set Memory Map dialog to specify which memory areas are read-only, 
read-write, or write-only, and to specify the access width Workbench should 
use to read the data from those regions. 


11. Click Next. 


The Object Path Mappings dialog appears, as shown in Figure 22-9. 
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Figure 22-9 Object Path Mappings 


~“) New Connection 


Object Path Mappings 


Specify how files in the target file system are visible in the host file system. 


Available CPU{s) on target board: 


Load module symbols to debug server automatically if possible 


Pathname prefix mappings: 
| 


| ¥ — Target Path Host Path 


MW <any> <leave path unchanged 


Basename mappings: 


[**.unstripped], [*)*] 


Use the Object Path Mappings dialog to specify how files in the target file 
system are visible in the host file system. 


12. ‘Toadda host or target path, click Add and type the path in the dialog that 
appears. 


13. Click Next. 
The Target State Refresh dialog appears, as shown in Figure 22-10. 
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Figure 22-10 Target State Refresh 


*® New Connection 


Target State Refresh 
Configure the core(s) target states refresh settings. 


Available CPL(s) on target board: | 


Initial target state query settings 
Query target object lists and target object states on connect 


Query target object state(s) on stopped events 
Query target object state(s) on running events (receiving object only) 


Target state refresh settings 
@ Refresh the target state manually only 
O Auto-refresh the target state periodically 


[Listen to execution context life-cycle events (context-start, context-exit) 
It is not known if life-cycle events for execution contexts are provided. 


Use the Target State Refresh dialog to configure the target state query and 
target state refresh settings on your target processor. 


14. Click Next. 


The Connection Summary dialog appears, as shown in Figure 22-11. Inspect the 
displayed values to make sure they are correct. 
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Connection Summary--ICE 


%% New Connection 


Connection Summary 


Please review the connection information 


Connection name: | WRICE_PPC7SOFX_0 


Summary 


< 


15. 


16. 
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Property Value 


ADDR 255,17.0.29 


+) DESIGNATORMAP 


DEVICE Wind River ICE 
NAME_MAPPING [*;*.unstripped],[*;*] 
PATH_MAPPING Gid 

STYLE ETHERNET 


Immediately connect to target if possible 


If you want to connect to your target now, select Immediately connect to 
target if possible. 


If you do not want to connect to the target immediately, you can connect to the 
target later using the Target Manager view to select the connection you have 
just defined, or you can create a Launch Configuration from the Run > 
Debug... menu. Launch Configurations allow you to combine applications 
with connection definitions, and to set various configuration parameters that 
are then persistently stored (see 23.2 Launching a Kernel Task or a Process, p.284 
and 23.5 Relaunching Recently Run Programs, p.292). Also see the 

Wind River ICE SX for Wind River Workbench Hardware Reference: Establishing 
Communications. 


If you want to share your target connection, select the Shared checkbox. 
This option serves a dual purpose: 


When you define a target connection configuration, this connection is 
normally only visible for your user ID. If you define it as Shared, other users 
can also see the configuration in your registry, provided that they connect to 
your registry (by adding it as a remote registry on their computer; see 

19.4.2 Remote Registries, p.234). 


22 New On-Chip Debugging Connections 
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* Normally, when you disconnect a target connection, the target server (and 
simulator) are killed because they are no longer needed. Ina connection that is 
flagged as Shared, however, they are left running so that other users can 
connect to them. In other words, you can flag a connection as shared if you 
want to keep the target server (and simulator) running after you disconnect or 
exit Workbench. 


17. Click Finish. 


Your connection is now visible in the Target Manager view. 


NOTE: For Wind River ICE SX-specific information going beyond this chapter, 


including troubleshooting information, see the Wind River ICE SX for Wind River 
Workbench Hardware Reference and the Wind River Workbench On-Chip Debugging 
Guide. 


22.2 Defining a New Wind River ISS Connection 


For more information on the Wind River Instruction Set Simulator (ISS), please see 
the Wind River Workbench On-Chip Debugging Guide: Using the Instruction Set 
Simulator and the Wind River Workbench Compiler manuals. 


ISS connections are defined in the Target Manager view (see 19.2 The Target 
Manager View, p.232). 


To define a Wind River ISS connection, use the following steps: 
1. Right-click in the Target Manager view and select New > Connection. 


The New Connection Wizard appears, as shown in Figure 22-12. 
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Figure 22-12 New Connection Wizard--ISS 


® New Connection 


Connection Type 


Please select connection type. 


Wind River Generic GDB Remote Serial Protocol Connection 
Wind River Linux KGDB Connection 

Wind River Linux User Mode Target Server Connection 
Wind River OCD ICE Connection 

Wind River OCD ISS Connection 

Wind River OCD Probe Connection 


Cancel 


2. Select Wind River OCD ISS Connection and click Next. 
The Settings dialog appears, as shown in Figure 22-13. 
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Figure 22-13 Instruction Set Simulator Settings 


W, New Connection 


Wind River ISS Settings 


Configure the designator settings for the emulator, 


Designators 


@ Processor: PPC7SOFX 


OBoard file: 


» Designator Processor Processor Plugin 
] PPC?SOFX PPC?7SOFX PowerPC 7xx Family Processor P... 


3. Inthe Designators area, select Processor (to simulate single-core debugging) 
or Board file (to simulate multi-core debugging) and click Select to choose 
from a list of available simulated targets. 


This populates the list below the Board file field with a summary description 
of the board. 


If you are simulating a board with multiple cores, the list will display a row for 

each. You can choose which cores you want to debug by selecting the checkbox 

in the first column of each row. P22 
22 


The second column displays the unique designator used to identify each core. 


NOTE: The target operating system (TOS) plugin and TOS parameters are not 
supported for the Instruction Set Simulator. 


4. Click Next. 


The wizard next passes through four screens (Target Operating System 
Settings, Memory Mapping, Object Path Mappings, and Target State 
Refresh) that specify parameters on the target processor. Since this is a 
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simulated connection and there is no real target processor, you can ignore 
these screens. Click Next until the Connection Summary dialog appears, as 
shown in Figure 22-14. 


Figure 22-14 Connection Summary--ISS 


Wy, New Connection 


Connection Summary 


Please review the connection information 


Connection name: | WRISS_PPC7S0FX Shared: [_] 


Summary 


Property Value 

+) DESIGNATORMAP 
DEVICE Wind River ISS 
NAME_MAPPING [*)*.unstripped],[*;*] 
PATH_MAPPING (Jd 


AS 


Immediately connect to target if possible 


o>) (ak) Cen] 


5. Check the displayed values to make sure they are correct. 


6. If you want to connect to your simulation now, select Immediately connect to 
target if possible. 


If you do not want to connect to the simulation immediately, you can connect 
later using the Target Manager view to select the connection you just defined. 


7. Click Finish. 


Your connection is now visible in the Target Manager view. 
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22.3 Defining a New Wind River Probe Connection 


To open a new Wind River Probe connection, use the following steps: 
1. Right-click in the Target Manager view and choose New > Connection. 


The New Connection Wizard appears, as shown in Figure 22-15. 


Figure 22-15 New Connection--Probe 


W, New Connection 


Connection Type 


Please select connection type, 


Wind River Generic GDB Remote Serial Protocol Connection 
Wind River Linux KGDB Connection 

Wind River Linux User Mode Target Server Connection 
Wind River OCD ICE Connection 

Wind River OCD 155 Connection | 


Cancel 


2. Select Wind River OCD Probe Connection and click Next. 
The Settings dialog appears, as shown in Figure 22-16. 
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Figure 22-16 Settings--Probe 


“) New Connection 


Wind River Probe Settings 


Configure the designator settings For the emulator, 


Designators 


@)Processor: | PPC7SOFX 


O Board file: 


PPC?SOFX PPC7SOFX PowerPC 7xx Family Processor Pl... 


Designator Processor Processor Plugin 


Communications 


USB Device Name; | PRO40310 


272 


Click Select to choose from a list of available target processors. 


If a board file is necessary for your target, check the Board File field and click 
Browse to specify the board file. 


NOTE: Multi-core debugging is not supported for the Wind River Probe. 
Unless your target board has more than just the processor on the JTAG scan 
chain, you do not need to select a board file. (For example, the Wind River 
SBC405GP board has some FPGAs on the scan chain, so it does require a board 
file.) 


This populates the list below the Board file field with a summary description 
of the board. 


Inspect the Device Name field. 


The Device Name field shows the serial number of your Wind River Probe 
unit. Since Wind River Probe uses a USB connection, there may be several 
units attached to your host computer at the same time. Make sure the Device 
Name field shows the serial number of the Wind River Probe you want to use. 


22 New On-Chip Debugging Connections 
22.3 Defining a New Wind River Probe Connection 


6. Click Next. 
The Target Operating System Settings dialog appears, as shown in 
Figure 22-17. 


Figure 22-17 Target OS Settings 


~“) New Connection 


Target Operating System Settings 


Select the target operating system which is currently booted on the 
configured target. 


Available CPLU{s) on target board: 


Target operating system settings 


Booted Target OS on selected CPU: | None 


Description: 
Providing plugin: 


Kernel image: | | Browse... 


Kernel image is optional for None 


Target OS plugin pass-through options: 


7. Inthe Booted Target OS on selected CPU field, select the operating system 
that is running on your target processor. The default is None. 


8. Next to the Kernel Image field, click Browse to navigate to the kernel image 
you wish to specify. If you selected None in the previous step, you do not need 
to specify a kernel image. 


9. Ifyou are using a Linux plug-in, specify the pass-through options in the Target 
OS Pass-Through Options field. If you are not using a Linux plug-in, skip this 
step. 


Options are passed as pairs in the format name=value. Separate options with a 
comma. The following options are available: 
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* notasklist=1 : Never fetch process list. 


*"  noautomodules=1 : Do not plant internal breakpoints to do automatic 
kernel module load/unload detection. When this option is specified, you 
must manually refresh to see an updated module list. 


* noloadcheck=1 : Do not issue gophers until a hardware breakpoint is used 
to detect kernel load triggers. This option is for “sensitive” boards that do 
not accept access until the kernel loads and sets up memory mapping. 


* loaddetectloc=symbol or address : Set the hardware breakpoint used to 
detect kernel load at symbol (for example, loaddetectloc=start_kernel) or 
address (for example, loaddetectloc=0x1000). If you do not specify a 
symbol or address, Workbench uses a default. For most architectures the 
default is start_kernel; for PowerPC targets, the default is 0x0. 


10. Click Next. 
The Memory Mapping dialog appears, as shown in Figure 22-18. 


Figure 22-18 Memory Mapping Dialog 


Wy New Connection 


Memory Mapping 
Specify the memory mapping for the target cpu. 


Available CPU{s) on target board: 


Memory mapping 
| Offset Size Attributes 


| 
Undefined memory areas accessible 


274 


Figure 22-19 


11. 


22 New On-Chip Debugging Connections 
22.3 Defining a New Wind River Probe Connection 


Use the Memory Mappings dialog to specify how memory on the target is 
partitioned, and what the attributes of the particular memory regions are. 


NOTE: The Memory Mappings dialog is only necessary for Linux or other 
non-VxWorks target operating systems. 


To specify an area of memory, click Add. 
The Set Memory Map dialog appears, as shown in Figure 22-19 


Set Memory Map Dialog 


%, Memory mapping 


Please specify the offset, size and attributes for the memory mapping. 


Offset: 5.000000 | 


Size: | oxoo000000 


Attributes 


[V] Invalid 


(Read 

Access size (bit); 
Default access size (bit); 
CO) write 


Access size (bit): 


Default access size (bit): 


(Read/Write 
Access size (bit): 


Default access size (bit): 


Use the Set Memory Map dialog to specify which memory areas are read-only, 
read-write, or write-only, and to specify the access width Workbench should 
use to read the data from those regions. 

Click Next. 


The Object Path Mappings dialog appears, as shown in Figure 22-20. 
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Figure 22-20 Object Path Mappings 


~“) New Connection 


Object Path Mappings 


Specify how files in the target file system are visible in the host file system. 


Available CPU{s) on target board: 


Load module symbols to debug server automatically if possible 


Pathname prefix mappings: 
| 


| ¥ — Target Path Host Path 


MW <any> <leave path unchanged 


Basename mappings: 


[**.unstripped],[*)*] 


Use the Object Path Mappings dialog to specify how files in the target file 
system are visible in the host file system. 


12. ‘Toadda host or target path, click Add and type the path in the dialog that 
appears. 


13. Click Next. 
The Target State Refresh dialog appears, as shown in Figure 22-21. 
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Figure 22-21 Target State Refresh 


*® New Connection 


Target State Refresh 
Configure the core(s) target states refresh settings. 


Available CPL(s) on target board: | 


Initial target state query settings 
Query target object lists and target object states on connect 


Query target object state(s) on stopped events 
Query target object state(s) on running events (receiving object only) 


Target state refresh settings 
@ Refresh the target state manually only 
O Auto-refresh the target state periodically 


[Listen to execution context life-cycle events (context-start, context-exit) 
It is not known if life-cycle events for execution contexts are provided. 


Use the Target State Refresh dialog to configure the target state query and 
target state refresh settings on your target processor. 


14. Click Next. 


The Connection Summary dialog appears, as shown in Figure 22-22. Inspect the 
displayed values to make sure they are correct. 
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Connection Summary--Probe 


a New Connection 


Connection Summary 


15. 


16. 


Please review the connection information 


Connection name: | WRProbe_PPC7SOFX_O 


Summary 


Property Value 
ADDR. PRO40310 
DESIGNATORMAP 
DEVICE Wind River Probe 
NAME_MAPPING [*;*.unstripped],[*;*] 
PATH_MAPPING Jd 
STYLE USBDEVICE 


Immediately connect to target if possible 


Help < Back } 


If you want to connect to your target now, select Immediately Connect To 
Target If Possible. 


If you do not want to connect to the target immediately, you can connect to the 
target later using the Target Manager view to select the connection you have 
just defined, or you can create a Launch Configuration from the Run > Debug 
menu. 


Launch Configurations allow you to combine applications with connection 
definitions, and to set various configuration parameters that are then 
persistently stored (see 23.2 Launching a Kernel Task or a Process, p.284 and 
23.5 Relaunching Recently Run Programs, p.292). Also see the Wind River Probe 
for Wind River Workbench Hardware Reference: Establishing Communications. 


The Shared option is not available for the Wind River Probe. When you define 
a target connection configuration for the Wind River Probe, this connection is 
only visible for your user ID. 


Click Finish. 


Your connection is now visible in the Target Manager view. 


278 


22 New On-Chip Debugging Connections 
22.3 Defining a New Wind River Probe Connection 


NOTE: For Wind River Probe-specific information going beyond this description, 


including troubleshooting information, see the Wind River Probe for Wind River 
Workbench Hardware Reference and the Wind River Workbench On-Chip Debugging 
Guide. 
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Launching Programs 


23.1 Introduction 283 

23.2 Launching a Kernel Task or a Process 284 

23.3 Reset & Download: Hardware Debugging Launches 289 
23.4 Launching a Native Application 290 

23.5 Relaunching Recently Run Programs 292 

23.6 Using Attach-to-Target Launches 293 

23.7 Suggested Workflow 296 


23.1 Introduction 


A launch configuration is like a named script that captures the whole process of 
building, connecting a target, downloading, running, and possibly attaching a 
debugger. Whenever you run a process, task, or program from the Project 
Navigator or the Target Manager, a Launch Configuration is automatically created 
for you. Launch configurations are stored persistently, so you can rerun your 
previous launches by clicking a single button, and you can share them with your 
team. 


The same launch configuration can be executed in Run-mode and Debug-mode: 


* Run-mode connects to your target, then launches a task or process. 
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«  Debug-mode is like run-mode, but in addition to connecting to your target and 
launching your process, it also attaches the debugger. 


This chapter explains how to create, edit, and fine-tune your launch configurations 
to provide a tight edit-compile-debug cycle, as well as how to manually attach the 
debugger to tasks and processes. 


For descriptions of these dialogs as well as a guide to the icons you will see in the 
launch configuration wizard, see the Wind River Workbench User Interface Reference: 
Launch Configuration Dialog. 


23.2 Launching a Kernel Task or a Process 


Launch configurations that run kernel tasks, RTPs, and Linux processes are very 
similar. Only a few options and settings differ between them. 


To create a new launch configuration, select a build target in the Project Navigator 
then select Run > Run or Run > Debug!. The Create, manage, and run 
configurations dialog appears. 


1. From the Configurations list, select the type of launch you want to create, then 
click New. 


2. The Name field will display a default name based on the type of configuration 
you selected. 


= Anew kernel task launch configuration is called noEntryPoint - 
moduleName - connectionName?. As soon as you select an entry point for the 
configuration, the name changes to entryPoint - moduleName - 
connectionName. If you prefer, you can type a completely new name in the 
Name field. 


«= Anew process or RTP configuration is called noExecPath - 
connectionName. As soon as you select an Exec Path for the configuration 
(when you specify the executable to run), the name changes to executable - 
connectionName. Or, if you prefer, you can type a completely new name in 
the Name field. 


1. You can also create a launch configuration by right-clicking on the build target in the Project 
Navigator and selecting the appropriate Run or Debug command from the context menu. 
2. If no target is connected, the default name is noEntryPoint - moduleName - noDownload. 
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23.2.1 Defining the Target Connection 


The default Connection to use is the target that is currently connected. If you have 
more than one connection defined in the Target Manager, you can select a different 
one from the drop-down list. 


1. To change the properties of the target connection, including target server 
options and object path mappings, click Properties. 


2. To create anew connection definition, click Add. 


3. To retrieve the connection-specific properties from the target, and adjust them 
if necessary, click Connect. 


For more information about target connections, see 20. New Target Server 
Connections and the Wind River Workbench User Interface Reference: Target Manager 
View. 


23.2.2 Defining the Kernel Task or Process to Run 


The settings in this section can be changed only when you are connected to a target. 


Once your target is connected, you can select the Entry Point of your program from 
the drop-down list, click Browse next to the Exec Path on Target field and navigate 
to the executable to run’ (if it does not already appear), or change any of the other 
settings in this section. 


NOTE: If your application is not built as described in 17.6 Executables that 
Dynamically Link to Shared Libraries, p.203, you must set the LD_LIBRARY_PATH 
environment variable. See that section for details. 


For more information on the fields on the Main tab, see the Wind River Workbench 
User Interface Reference: Launch Configuration Dialog. 


3. Workbench automatically maps the pathname from your host file system into a pathname 
that is valid on the target file system. To change the mappings, click Properties, scroll right 
to the Object Path Mappings tab, highlight the mapping you want to change, click Edit, 
then update and save your new settings. 
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23.2.3 Specifying a Build Target to Download 


If you want Workbench to download a particular build target each time this launch 
is used, specify it on the Downloads tab (this is necessary only for kernel task 
launches). If you highlighted a build target in the Project Navigator before opening 
the launch dialog, the file appears in the Downloads list automatically. 


1. To modify any of the settings of the output file that appears, click Edit. 
To add a file or to specify additional files to be downloaded, click Add. 


In both cases, the Download dialog appears. For details about the fields in this 
dialog, see Wind River Workbench User Interface Reference: Launch Configuration 
Dialog. 


2. When you are finished adjusting the settings, click OK. The new information 
appears in the Downloads list. 


NOTE: You can also create launches for kernel tasks that are already downloaded, 
or are resident in Flash or are part of the kernel image. Those tasks do not require 
an entry in the Downloads list since they do not need to be downloaded each time 
the configuration is run. 


23.2.4 Specifying The Projects to Build 


If you want Workbench to build a particular project or projects prior to launching 
this configuration, specify them on the Projects to Build tab. If you selected a build 
target in the Project Navigator, its project appears in the Projects to Build list 
automatically. 


1. To add another project to the list, click Add Project, select one or more projects, 
then click OK. 


2. To rearrange the build order in the list, select a project then click Up or Down. 


3. If you do not want Workbench to build for this particular launch 
configuration, such as when you are working with very large projects, select 
all projects and select Remove to clear the list’. 


nN 


. To prevent Workbench from building prior to launching any of your programs, unselect 
Window > Preferences > Run/Debug > Launching > Build (if required) before launching. 
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NOTE: Workbench is aware of relationships between projects and subprojects. 


So if myLib is a subproject of myProj and you choose to add myProj to the list, 
you cannot add myLib to the list as well because it will be built automatically 
when you build myProj. Adding myLib as well would be redundant and so is 
disabled. 


When you change the list of downloaded files for kernel task launches (see 
Specifying a Build Target to Download, p.286) the projects containing those files 
are automatically added to the Projects to Build list. You should always 
review this list when you change the list of downloaded files. 


23.2.5 Defining Debug Behavior 


Break on Entry 


When creating debug-mode launches, Break on entry is selected by default. 
Uncheck it if you want this program to run to the first breakpoint you set, rather 
than breaking immediately after startup. 


If Break on entry is selected when the launch is run, four things happen: 


* Workbench automatically switches to the Device Debug perspective (if it is not 
already open).° 


« The task or process is displayed in the Debug view. 
» Atemporary breakpoint is planted and appears in the Breakpoints view. 


» The program executes up to Entry Point and breaks. 


Automatically Attach Spawned Kernel Tasks 


For kernel task launches, select this option if you want Workbench to automatically 
attach spawned kernel tasks. 


5. From the View Management Preferences screen (Window > Preferences > Run/Debug 
> View Management) you can control under what circumstances Workbench switches 
views based on your selection. 
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23.2.6 Specifying Where Workbench Should Look for Source Files 


If your build target was compiled on the same host where you want to debug it, 
you do not need to change anything on the Source tab. 


However, if the build target was compiled on a different host, and Workbench 
needs to find source files during debugging, it searches the locations listed on this 
tab in the specified order. 


NOTE: If you do not specify a source lookup path, the debugger will ask for the 
correct source path as soon as it encounters a source it cannot find. So if you prefer, 
you can configure the source lookup manually as you go, rather than configuring 
it when creating the launch. 


1. Onthe Sources tab, click Add to configure the source lookup path. 
2. Select the type of source to add, then click OK. 


3. Most choices require that you select a specific project, folder, or path. Make 
your selection, then click OK. 


4. Click Up or Down to adjust the search order. 


Check Search for duplicate source files on the path to have Workbench search 
the entire source lookup path and offer you a choice of all the files it finds that 
have the same filename, rather than automatically using the first file of that 
name it encounters. 


For more information about the source locator, see 25.6 Understanding Source 
Lookup Path Settings, p.315 and Wind River Workbench User Interface Reference: Source 
Lookup Path Dialog. 


23.2.7 Configuring Access Methods 


Use the Common tab to specify whether this launch is local or shared, to add the 
launch to the Workbench toolbar favorites menus, and to indicate whether the 
program should be launched in the background or not. 


1. By default this launch configuration is a local file available only to you. If you 
want to share it with others on your team, click Shared, then type or browse to 
the directory where you want to save the shared file. 


2. Ifyou want to be able to launch this program from the Run or Debug favorites 
menus (the drop-down menus on the Workbench toolbar), select Run or 
Debug in the Display in favorites menu box. 
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23.2.8 Using Your Launch Configuration 


When you are finished configuring the launch configuration for your program, 
click Apply to save your settings but leave the dialog open, click Close to save 
your launch configuration for later use, or click Run or Debug to launch it now. 


Running Your Program 


If you select Run to launch your program, the output file or executable is loaded 
into target memory and its name and host location appear below your target 
connection in the Target Manager (RTPs appear under Real-time Processes). A red 
S over the output file icon indicates that symbol information has been downloaded 
to the debugger. 


NOTE: If no symbol information was found, right-click the module and select Load 
Symbols to load the symbols for your module from an alternate location. 


You can also match module paths with symbol information by selecting the Create 
path mappings based on selection checkbox in the Load Symbols dialog. 


Debugging Your Program 


If you select Debug to launch your program, in addition to loading the output file 
or executable into target memory and downloading symbol information, the 
debugger attaches to the task or process that then appears in the Debug view. For 
more information about debugging your programs, see 25. Debugging Projects and 
the Wind River Workbench User Interface Reference: Debug View. 


23.3 Reset & Download: Hardware Debugging Launches 


For information about creating a Reset and Download launch configuration, see 
Wind River ICE SX for Wind River Workbench Hardware Reference: Establishing 
Communications or Wind River Probe for Wind River Workbench Hardware Reference: 
Establishing Communications, depending on whether you are using a Wind River 
ICE SX or Wind River Probe for your OCD connection. 
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23.4 Launching a Native Application 


1. Tocreate anew launch configuration that will run a native application on your 
local host or remote host, select your application’s executable in the Project 
Navigator then select Run > Run. The Create, manage, and run 
configurations dialog appears. 


2. From the Configurations list, select Native Application, then click New. 


3. The default name of the new configuration is New_configuration. Type a 
descriptive name in the Name field. 


23.4.1 Specifying the Location and Arguments for Your Application 


1. ‘To specify the location of your application’s executable file, click Browse 
Workspace near the Location field. The Select an application dialog opens. 


2. Select the executable and click OK. The executable appears in the Location 
field. 


3. To specify the working directory for your application, click Browse 
Workspace to open the Select a working directory dialog, or Browse File 
System to open the Browse for Folder dialog. 


4. Select a working directory, then click OK. The directory appears in the 
Working Directory field. 


5. Type the arguments your application requires into the Arguments field, or 
click Variables to open the Select Variable dialog. Double-click the variable 
you want to use, or select it and click OK to add it to the Arguments field. 


23.4.2 Specifying Remote Settings 


These settings are optional, and are required only if you are running your 
application on a remote host. For more information about working with remote 
hosts, see 17.9.5 Running Applications Remotely, p.213. 


Command-line application’s output and input will be redirected to the standard 
Eclipse console unless the application is started within an external process that 
creates a new window, such as xterm. 


1. If your application requires an interactive shell, type the program and 
arguments in the Remote Program field. The default for remote execution is a 
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remote command like xterm -e %Application%, so a local X-server like Exceed 
or Cygwin X must be running. 


If you want to use a different working directory than the one specified on the 
Arguments tab, type the path to the desired directory (as seen on the remote 
host). 


23.4.3 Setting Environment Variables 


These settings define the environment variable values to use when running a Java 
application. By default, the environment is inherited from the Eclipse run time. 
You may override or append to the inherited environment. 


NOTE: These settings apply to applications that run locally, not to remote 
applications. 


1. 


To set a new environment variable, or to change or extend variables from the 
existing environment, click New. The New Environment Variable dialog 
opens. 


Type a descriptive name for the variable. 


Type the value for the variable, or click Variables and select the desired 
variable, add any required arguments, then click OK. 


To include an existing environment variable, click Select. The Select 
Environment Variables dialog opens. 


Select the checkbox next to the desired variable, then click OK. 


For each variable, choose whether to append it to the native environment or 
substitute it for the native environment. 


23.4.4 Configuring Access Methods 


Use the Common tab to specify whether this launch is local or shared, to add the 
launch to the Workbench toolbar favorites menus, and to indicate whether the 
program should be launched in the background or not. 


1. 


By default this launch configuration is a local file available only to you. If you 
want to share it with others on your team, click Shared, then type or browse to 
the directory where you want to save the shared file. 
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2. Ifyou want to be able to launch this program from the Run favorites menu (the 
drop-down menu on the Workbench toolbar), select Run in the Display in 
favorites menu box. 


23.4.5 Running Your Native Application 


When you are finished configuring the launch configuration for your application, 
click Apply to save your settings but leave the dialog open, click Close to save 
your launch configuration for later use, or click Run to launch it now. 


23.5 Relaunching Recently Run Programs 


In a typical development scenario, you will run the same application many times 
ina single debugging session. After creating a launch configuration, you can click 
the Run or Debug icon or use a keyboard shortcut to run a process and attach the 
debugger in a few seconds. 


To relaunch a recently run program: 


* Press CTRL+F11 to launch the last run-mode configuration you used, or F11 
to launch the last debug-mode configuration you used. 


Click the drop-down arrow next to the Run or Debug icon and select the 
configuration from the list. If you ran the configuration recently, it will appear 
on the menu. If you selected Run or Debug from the 

Display in favorites menu list (see Configuring Access Methods, p.288) it will 
always appear on the list, whether you have run it recently or not. 
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To run a configuration not listed on the favorites menu, click Run > Run or 
Run > Debug, then choose the configuration from the Configurations list and 
click Run or Debug. 


23.5.1 Increasing the Size of the Launch History List 


Workbench stores a history of previously launched configurations. The default 
length of the launch history is 10, but you can increase the history length by 
selecting Window > Preferences > Run/Debug > Launching and increasing the 
number in the Size of recently launched applications list field. 


23.6 Using Attach-to-Target Launches 


Workbench automatically creates Attach to Target launch configurations when 
you attach to an individual process or kernel task from the Target Manager. They 
do not actually run an application, they just connect to your target and attach the 
debugger to the specified task or process that already exists. These configurations 
are visible only in Debug mode. 


Once Attach to Target launches are created, you can: 


Review them and delete those that you no longer need. 
Change which target connection should be used to run the process. 


Rename your launch configurations, and if you think they are valuable, put 
them into your Favorites menu using the Common tab. 


Change the mapping between source paths compiled into your objects and 
source paths in your workspace by editing the Source Locator information in 
the Sources tab. 


Change the Projects to Build settings for the launch. This is particularly 
valuable for Attach to Kernel launches on the VxWorks simulator: you can 
disconnect your simulator, rebuild your kernel as part of the launch, and then 
let the launch automatically restart and reconnect the simulator. Automatically 
rebuilding shared libraries is another use of Build before launching. 
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NOTE: When you attach to a process or task with the same name using the same 
connection, Workbench automatically reuses all the settings from the previous 
launch. 


However, Workbench creates a new launch (requiring you to reconfigure the 
settings) when it detects that the properties of the connection have changed: for 
example, if the connection was renamed, a different kernel image was used, or the 
target server arguments or other connection properties were changed. 


One way to avoid accumulating many similar launches is to make your 
configuration changes in the launch itself, rather than right-clicking a process in 
the Target Manager and selecting Attach. That way Workbench will always have 
the correct settings for the process you want to run. 


23.6.1 Attaching the Debugger to a Running Task or Process 


To attach the debugger to a task or RTP that is already running, right-click it in the 
Target Manager and select: 


= Attach to Real-time Process to attach to a Real-time Process on VxWorks. 
=» Attach to Kernel Task to attach to a kernel task on VxWorks. 
« Attach to Process to attach to a process on Linux. 


Whenever you manually attach an individual process or task, Workbench 
automatically switches to the Device Debug perspective (if it is not already open) 
and displays the task or process in the Debug view, the debugger attaches without 
stopping the program, and Workbench automatically creates a corresponding 
Attach-to-Target launch configuration with those properties. For more 
information about how to use Attach-to-Target configurations, see 23.6 Using 
Attach-to-Target Launches, p.293. 


Comparing Definitions: Running, Suspended, and Stopped Tasks 


VxWorks and the Workbench Debug view both make a distinction between 
running, suspended, or stopped tasks, but their definitions are not identical. 


VxWorks Workbench Debug View _ Definition 
Running Running Task is active, and has focus. 
Suspended Running Task is waiting while another task runs. 
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Stopped Suspended Task stopped at a breakpoint or other 
event, or was stopped by user. 


23.6.2 Attaching the Debugger to the Kernel 


The debugger functions differently depending on whether you attach to the kernel 
in task mode or system mode. 


23.6.3 Attaching the Kernel in Task Mode 


To attach to the kernel in Task Mode® (VxWorks), right-click the Kernel Tasks node 
in the Target Manager and select Attach All Kernel Tasks. 


The debugger will automatically track added and removed kernel tasks so that you 
can always debug the entire system. You can also stop (suspend) individual kernel 
tasks, unless they have the VX_UNBREAKABLE option set. When you stop a 
kernel task, the rest of the system will continue to run. 


23.6.4 Attaching the Kernel in System Mode 


To attach the kernel in System Mode (VxWorks and Linux dual-mode agent), 
right-click the CPU icon below the Connection icon and select Attach-to-Kernel. 


This will create an Attach-to-Target launch configuration that automatically 
switches your target into System Mode before attaching the debugger. The 
Debugger will show a single node labelled System Context that represents the 
code that the CPU is currently executing. When you stop (suspend) the System 
Context, your entire System is stopped, including all the tasks, processes, and 
interrupt service routines. You can now also set breakpoints that will suspend the 
entire system when they are hit. 


In addition to the single System Context node in the debugger, you can also attach 
to individual kernel tasks. This will create separate debug sessions. You can also 
set breakpoints that are specific to the task that is currently executing by selecting 
restrict breakpoint scope to task on the Scope tab of the breakpoint dialogs (for 
more information, see the line, expression, and hardware breakpoint dialog entries 
in the Wind River Workbench User Interface Reference). 


6. Task mode is also known as user mode. 
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Note that System Mode breakpoints (breakpoints that are planted while a System 
Mode attach is active) will only be active when your target is in System Mode. You 
can switch your target between System Mode and User Mode by choosing the 
gear-wheel icon in the Target Manager, or by ticking the Debug Mode menu items 
in the Debugger. For more information about Debug Mode functionality, see 

25.5 Using Debug Modes, p.311. 


23.7 Suggested Workflow 


Launch Configurations allow for a very tight Edit-Compile-Debug cycle when you 
need to repeatedly change your code, build and run it. You can use the F11 (Debug 
Last Launched) key to build the projects you have specified, connect your target 
(unless it is already connected), download, and run your most important program 
over and over again. 


The only thing to keep in mind is that it may not be possible to rebuild your 
program or kernel while it is still being debugged (or its debug info is still loaded 
into the debugger). Workbench will warn you with a dialog and suggest proper 
actions in case a problem of such simultaneous usage is detected. Depending on 
the size of the modules you run and debug, it can be the case that the debug server 
cannot load all the symbolic information for your modules into memory. By 
default, the size limit is set to 60MB (this can be changed by selecting Preferences 
> Target Manager > Debug Server Settings > Symbol File Handling Settings.) 


If a module is bigger than this limit, it will be locked against overwriting as long 
as the debugger has symbols loaded. This means that when you try to rebuild this 
module, you will see a dialog asking you to unload the module’s symbol 
information from the debugger before you continue building. You can usually 
unload symbolic information without problems, provided that you do not have a 
debug session open in the affected module. If you have a module open, you should 
terminate your debug session before continuing the new build and launch process. 
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24.1 Introduction 


Breakpoints allow you to stop a running program at particular places in the code 
or when specific conditions exist. This chapter shows how you can use the 
Breakpoints view to keep track of all breakpoints, along with any conditions. 


You can create breakpoints in different ways: by double-clicking or right-clicking 
in the Editor’s left overview ruler (also known as the gutter), by opening the 
various breakpoint dialogs from the pull-down menu in the Breakpoints view 
itself, or by selecting one of the breakpoint options from the Run menu. 


24.2 Types of Breakpoints 


Figure 24-1 shows the Breakpoints view with various types of breakpoints set. 
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Figure 24-1 Breakpoints View 


“» Breakpoints % 


% % PGR wv 


& gridInit (*Planted*} Le 
8. pCurrNode (*Errars*) [G0 to File for Breakpoint 


@ fballimain.c : 55[56] (*Planted*) 
M2 /ball/main.c : 56 (Temporary, Restricted Scope} 


»@ /ballimain.c : 61 (*Planted*, Continue) 
: 66 (Disabled) 
66 (*Planted*, System, Skip Count 


See the sections below for when and how to use each type of breakpoint. For a 
guide to the icons you will see in the Breakpoints view, see Wind River Workbench 
User Interface Reference: Breakpoints View. 


24.2.1 Line Breakpoints 


Set a line breakpoint to stop your program at a particular line of source code. 


Creating Line Breakpoints 


To set a line breakpoint with an unrestricted scope (that will be hit by any process 
or task running on your target), double-click in the left gutter next to the line on 
which you want to set the breakpoint. A solid dot appears in the gutter, and the 
Breakpoints view displays the file and the line number of the breakpoint. You can 
also right-click in the gutter and select Add Global Line Breakpoint. 


To set a line breakpoint that is restricted to just one task or process, right-click in 
the Editor gutter and select Add Breakpoint for selected thread. If the selected 
thread has a color in the Debug view, a dot with the same color will appear in the 
Editor gutter, with the number of the thread inscribed inside it. 


Right-clicking in the Editor’s gutter and selecting Add Line Breakpoint, or 
selecting Add Line Breakpoint from the Breakpoints view’s pull-down menu will 
open the Line Breakpoint dialog, where you can create and adjust the properties 
of the breakpoint. 
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For more information about the settings in this dialog, see Wind River Workbench 
User Interface Reference: Line Breakpoint Dialog. 


24.2.2 Expression Breakpoints 


Set an expression breakpoint using any C expression that will evaluate to a 
memory address. This could be a function name, a function name plus a constant, 
a global variable, a line of assembly code, or just a memory address. Expression 
breakpoints appear in the Editor’s gutter only when you are connected to a task. 


Breakpoint conditions are evaluated after a breakpoint is triggered, in the context 
of the stopped task or process. Functions in the condition string are evaluated as 
addresses and are not executed. Other restrictions are similar to the C/C++ 
restrictions for calculating the address of a breakpoint using the Expression 
Breakpoint dialog. 


Select Add Expression Breakpoint from the Breakpoints view’s pull-down menu 
to open the Expression Breakpoint dialog, where you can create and adjust the 
properties for the breakpoint. 


For more information about the settings in this dialog, see the Wind River 
Workbench User Interface Reference: Expression Breakpoint Dialog. 


24.2.3 Hardware Breakpoints 


Some processors provide specialized registers, called debug registers, which can 
be used to specify an area of memory to be monitored. For instance, IA-32 
processors have four debug address registers, which can be used to set data 
breakpoints or control breakpoints. 


Hardware breakpoints are particularly useful if you want to stop a process when a 
specific variable is written or read. For example, with hardware data breakpoints, 
a hardware trap is generated when a write or read occurs in a monitored area of 
memory. Hardware breakpoints are fast, but their availability is 
machine-dependent. On most CPUs that do support them, only four debug 
registers are provided, so only a maximum of four memory locations can be 
watched in this way. 


There are two types of hardware breakpoints: 


* A hardware data breakpoint occurs when a specific variable is read or written. 


299 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


«  Ahardware instruction breakpoint or code breakpoint occurs when a specific 
instruction is read for execution. 


Once a hardware breakpoint is trapped—either an instruction breakpoint or a data 
breakpoint—the debugger will behave in the same way as for a standard 
breakpoint and stop for user interaction. 


Adding Hardware Instruction Breakpoints 


There two ways to add a new hardware instruction breakpoint: 


In the gutter (grey column) on the left of the source file, right-click and select 
Add Hardware Code Breakpoint. Or, double-click in the gutter to add a standard 
breakpoint and then, in the Breakpoints view, right-click the breakpoint you've just 
added and select Properties. In the last pane (Hardware) of the Properties dialog 
select Enable Hardware Breakpoint. 


Adding Hardware Data Breakpoints 


Set a hardware data breakpoint when: 


« The debugger should break when an event (such as a read or write of a specific 
memory address) or a situation (such as data at one address matching data at 
another address) occurs. 


« Threads are interfering with each other, or memory is being accessed 
improperly, or whenever the sequence or timing of runtime events is critical 
(hardware breakpoints are faster than software breakpoints). 


Select Add Data Breakpoint from the Breakpoints view’s pull-down menu to open 
the Hardware Data Breakpoint dialog, where you can create and adjust the 
properties for the breakpoint. 


For more information about the settings in this dialog, see the Wind River 
Workbench User Interface Reference: Hardware Data Breakpoints Dialog. 


Converting Line or Expression Breakpoints Into Hardware Code Breakpoints 
To cause the debugger to request that a line or expression breakpoint be a 


hardware code breakpoint, select the Hardware check box on the Hardware tab of 
the Line Breakpoint or Expression Breakpoint dialogs. 
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This request does not guarantee that the hardware code breakpoint will be planted; 
that depends on whether the target supports hardware breakpoints, and if so, 
whether or not the total number supported by the target have already been 
planted. If the target does not support hardware code breakpoints, an error 
message will appear when the debugger tries to plant the breakpoint. 


NOTE: Workbench will set only the number of code breakpoints, with the specific 
capabilities, supported by your hardware. 


NOTE: If you create a breakpoint on a line that does not have any corresponding 
code, the debugger will plant the breakpoint on the next line that does have code. 
The breakpoint will appear on the new line in the Editor gutter. 


In the Breakpoints view, the original line number will appear, with the new line 
number in square brackets [ ] after it. See the third breakpoint in Figure 24-1. 


Comparing Software and Hardware Breakpoints 


Software breakpoints work by replacing the destination instruction with a 
software interrupt. Therefore it is impossible to debug code in ROM using software 
breakpoints. 


Hardware breakpoints work by comparing the break condition against the 
execution stream. Therefore they work in RAM, ROM or flash. 


Complex breakpoints involve conditions. An example might be, “Break if the 
program writes value to variable if and only if function_name was called first.” 


24.3 Manipulating Breakpoints 


Now that you have an understanding of the different types of breakpoints, this 
section will show you how to work with them. 


24.3.1 Importing Breakpoints 


To import breakpoint properties from a file: 
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1. Select File > Import > Import Breakpoints, then click Next. The Import 
Breakpoints dialog appears. 


2. Select the breakpoint file you want to import, then click Next. The Select 
Breakpoints dialog appears. 


3. Select one or more breakpoints to import, then click Finish. The breakpoint 
information will appear in the Breakpoints view, and the next time the context 
for that breakpoint is active in the Debug view, the breakpoint will be planted. 


24.3.2 Exporting Breakpoints 


To export breakpoint properties to a file: 


1. Select File > Export > Export Breakpoints, then click Next. The Export 
Breakpoints dialog appears. 


2. Select the breakpoint whose properties you want to export, and type ina file 
name for the exported file. Click Finish. 


24.3.3 Refreshing Breakpoints 


Right-clicking a breakpoint in the Breakpoints view and selecting 

Refresh Breakpoint causes the breakpoint to be removed and reinserted on the 
target. This is useful if something has changed on the target (for example, a new 
module was downloaded) and the breakpoint is not automatically updated. 


To refresh all breakpoints in this way, select Refresh All Breakpoints from the 
Breakpoints view toolbar drop-down menu. 


24.3.4 Disabling Breakpoints 


To disable a breakpoint, clear its check box in the Breakpoints view. This retains all 
breakpoint properties, but ensures that it will not stop the running process. To 
re-enable the breakpoint, select the box again. 


24.3.5 Removing Breakpoints 


There are several ways to remove a breakpoint: 


« right-click it in the Editor gutter and select Remove Breakpoint 
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« — select it in the Breakpoints view and click the Remove icon 
« — right-click it in the Breakpoints view and select Remove 


For more information about the Breakpoints view or any of the breakpoint dialogs, 
see the Wind River Workbench User Interface Reference. 
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25.1 Introduction 


Like other debuggers you may have used, the Wind River Workbench debugger 
allows you to download object modules, launch new processes, and take control of 
processes already running on the target. 


Unlike other debuggers, it allows you to attach to multiple processes 
simultaneously, without affecting the state of the items you are attaching to or 
requiring you to disconnect from one process in order to attach to another. 
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This chapter shows you how to use the Debug, Disassembly, and Kernel Objects 
views to debug your programs. For a guide to the dialogs and icons you will see 
while using them, see the Wind River Workbench User Interface Reference entries for 
those views. 


25.2 Using the Debug View 


Figure 25-1 


Use the Debug view to monitor, control, and manipulate the processes and tasks 
that you are actively debugging. Unlike the Target Manager, which shows all the 
processes that exist on the target, the Debug view shows only the ones that are 
currently under debugger control or were launched by Workbench. 


To put a process or task under the control of the debugger and thus see it in the 
Debug view: 


1. Connect to your target in the Target Manager view (see Connect to the Target, 
p-236). 


2. Launch one or more processes: 


* Using a launch configuration as described in Relaunching Recently Run 
Programs, p.292. 


* By attaching to an already running process, as described in Attaching the 
Debugger to a Running Task or Process, p.294 


3. Once the debugger has attached to your process, it will appear in the Debug 
view as shown in Figure 25-1. 


Debug View 


® Debug X o> aH 2. 2 = = 


(=), main - ball.out - vxsim0 [Kernel Task] 
Gh@t SIMNT: vxWorks 6.2 (Task Mode) 
=) 5 tMain (Stopped - Breakpoint Hit) 
= main() - main.c:59 


=" 0x1002320e 


& va philosophers. vxe - vxsim0 [RTP on Target] 
=) oe {c/WindRiver/workspace/philosophers/SIMPENTIUMdiab_RTP_DEBUG/philosophers.vxe ; 0x108c0028 (Task Mode) 
& o iPhilosophers (Stopped - Breakpoint Hit) 
=" main() - phil.c:123 
=" _start() - 0x13000301 
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25.2 Using the Debug View 


Additionally, the Debug view shows processes that were launched on the target 
using Workbench, but which were not attached by the debugger. These launches 
have a special entry in the Debug view, as shown in Figure 25-2, and are only 
available to help you locate and terminate the process. 


Debug View Showing Process Not Under Debugger Control 


® Debug X Re 7 


p {c/WindRiver/workspace/philosophers/SIMPENTIUMdiab_RTP_DEBUIG/philosophers.vxe ; Ox11701fa8 


25.2.1 Understanding the Debug View Display 


When using the Debug view, it is crucial that you understand what is represented 
by each level in the hierarchical tree of the process you are debugging. This is 
because the level of the current selection in the Debug view affects the activities 
that you can perform on it and controls the information displayed in other views. 


Below are examples from the kernel task in Figure 25-1 for what might appear at 
each level of the tree, with a general description of each level. 


main -ball.out - vxsim0 [Kernel task] = launch level 
launch name [launch type] 


SIMNT: vxWorks 6.2 (Task Mode) = debug target level 
core name:OS name OS version (debug mode), can also be process name 


tMain (Stopped - Breakpoint Hit) = thread level 
thread name (state - reason for state change) 


main() - main.c:59 = stack frame level 
function(args) - file : line #, can also be address 


In Workbench 2.5, stack arguments and argument values are not displayed in the 
Debug view by default. This default setting was implemented to improve 
debugging performance. 


To activate stack-level arguments in the Debug view, select Window > Preferences 
> Run/Debug > Performance, then select the Retrieve stack arguments for stack 
frames in Debug View and Retrieve stack argument values for stack frames in 
Debug View checkboxes. Click OK. 
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NOTE: The stack arguments reflect the current value of the stack argument 
variables, not the initial value of the stack arguments immediately after entering 
the function call. 


How the Selection in the Debug View Affects Activities 
Choosing a specific level of your debug target controls what you can do with it. 


Selected Level Action Allowed 


launch Terminate or disconnect from all processes/cores for the launch 
debug target. 


debug target Terminate or disconnect from the debug target. 


Perform run control that applies to the whole process: 
suspend /resume all threads. 


Assign color to the debug target and all its threads/tasks. 


thread Terminate or disconnect; terminates individual tasks /threads, if 
supported by process/core. 


Run control for thread: resume/suspend/step. 
Assign color to thread. 


stack frame Select of the stack frame causes the editor to display instruction 
pointer and source for stack frame. 


Perform same run control as on the thread. 
Assign color to thread. 


Assign corresponding color for parent thread. 


Monitoring Multiple Processes 


When you start processes under debugger control, or attach the debugger to 
running processes, they appear in the Debug view labeled with unique colors and 
numbers. Likewise, breakpoints that are restricted to a particular process display 
that process’s color /number context in the Breakpoints and Editor views. 


For example, in Figure 25-3: 
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* The first breakpoint in main.c (a blue circle containing a 0) is restricted to ball, 


the blue process numbered 0 in the Debug view. 
« The second breakpoint (a solid blue-green circle) is unrestricted. 


« The breakpoint in cobble.c (a red circle containing a 1) is restricted to cobble, 
the red process numbered 1 in the Debug view. 


The color assigned to a process or thread can be changed by right-clicking the 
process or thread and selecting Color > specific color. 


Figure 25-3 Debug View with Breakpoint and Editor Views 


\C) main.c £8 [C) cobble.c £2 imp) © Debug X 
int num_soft = 2; & * Create various sema)# 
int num_spin = 2; * incredibly little ey = Oy main - vxsimd [Kernel Task] 
he =) SIMNT: vxWorks 6.0 
E| * RETURNS: OK =) 5 ball (Stopped) 
int main (void) */ =" main() - main.c:59 
® t =" ox1002348E 
int i: STATUS progStart (voit = & progStart - vxsim0 [Kernel Task] 
BALL * p; ) { =| Og SIMNT: vxWorks 6.0 
> int seed = 3; syncSemId = semBC) S per (Stop d - tesa 
datasSemId = semBC) 
gridInit {); * Ox 1002660E 
nodeListGuardsemIc 
eq srand (seed); | SEM 
| SEM 
for (i= 0; i<n pCurrNode = NULL; 
{ ~ 
hardNew (); /* get started */ ®o Breakpoints 23 RAO GB 
} gv /ball/main.c : 56 (*Planted*, Temporary, Restricted Scope) 
tidCosmos = tasks] @ fballimain.c : 63 (*Planted*) 
for (i = 0; i<m (FUNCPTR) cost © {cobble/cobble.c ; 100[101] (Restricted Scope} 
{ 
softNew (); tidSchlep = taskS] 
} (FUNCPTR) sch. 
Mi Mi 
si a 


ia) > 


The Program Counter (the arrow in the left gutter in main.c) indicates the 
statement that will execute when the process resumes. 
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25.3 Coloring Views 


The color context you assign to a process also carries through to other views whose 
scope is determined by the contents of the Debug view. 


The data views that appear in the Device Debug perspective (such as the Threads 
or Stack Trace view) usually update to reflect whatever is currently selected in the 
Debug view. If you prefer, you can start colored views that are associated with a 
process of a particular color and update only when that process changes. 


To open a view of a particular color, select 
Window > Show View > Other > Device Debug - color > view. 


(& Debug 
(& Device Debug 
(& Device Debug - Blue 
(& Device Debug - Cyan 
(& Device Debug - Green 
HE] Green Cache 
[CF] Green CF Options 
S08 Green Flash Programmer 
™@) Green Hardware Diagnostics 
Green Local Variables 
fe] Green Memory 
4 Green OCD Command Shell 
il Green OCD Statistical Code Profiling 
Green Output 


Green Stack Trace 
[E] Green Threads 
3) Green Watch 
+) (& Device Debug - Magenta Ms 


Green Registers 


coe _| 


For more information about data views in the Device Debug perspective, see the 
Wind River Workbench User Interface Reference entries for those views. 
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25.4 Stepping Through a Program 


Once a process has stopped under debugger control (most often, at a breakpoint), 
you can single-step through the code, jump over subroutine calls, or resume 
execution. What you can do depends on what you selected in the Debug view. 


When the program is stopped, you can resume operation by clicking Resume on 
the toolbar of the Debug view. If there are no more remaining breakpoints, 
interrupts, or signals, the program will run to completion (unless you click 
Suspend). 


To step through the code one line at a time, in the Debug view, click Step Into. If 
you have other data views open, such as the Registers or Local Variables views, 
they will update with current values as you step through the code. 


The effect of Step Into is somewhat different if you click 

Toggle Disassembly/Instruction Step Mode in the Debug view, or when the 
current routine has no debugging information. When this mode is set, the step 
buttons cause instruction-level steps to be executed instead of source-level steps. 
Also, the Disassembly view will appear instead of the Editor view. 


To single-step without going into other subroutines, click Step Over instead of 
Step Into. 


While stepping through a program, you may conclude that the problem you are 
interested in lies in the current subroutine’s caller, rather than at the stack level 
where your process is suspended. In this situation, if you click Step Return in 
Debug, execution continues until the current subroutine completes, then the 
debugger regains control in the calling statement. 


These run control options, as well as others, are available from the Run menu as 
well as from the Debug view toolbar. For more information, see the Wind River 
Workbench User Interface Reference: Debug View. 


25.5 Using Debug Modes 

25 
Depending on the type of connection you created between the debugger and the Ea 
target, you may be able to operate the debugger in different modes. Different 
debug modes have different capabilities and limitations, which are mostly related 
to how the debugger interacts with the target and the processes that are being 
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debugged. You can also create multiple debug connections to the same target, 
allowing you to debug in multiple modes simultaneously. 


Target 
Connection Type 


WDB agent on 
VxWorks 


kgdb on Linux 


ptrace agent on 
Linux 


Dual Mode on 
Linux 
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Supported Modes 
System Mode 


Supports debugging the entire system using a single 
execution context. 


« Supports limited debugging of individual kernel tasks. The 
debugger can retrieve stack traces for individual tasks, but 
if any of the tasks is resumed and suspended, even when 
stepping, the entire system is resumed and suspended. 


Task Mode 


« Supports debugging of kernel tasks. It allows suspending, 
resuming, and stepping kernel tasks individually, without 
affecting other kernel tasks. 


« Supports debugging of RTPs. 
Kernel Mode 


« Only supports debugging the kernel using a single 
execution context. When the system context is suspended, 
the kernel, kernel threads, and user processes are 
suspended also. 


User Mode 


« Supports debugging user processes. Processes and threads 
within processes are suspended and resumed 
independently of each other. 


In dual mode, you must toggle between user and kernel mode 
depending on your debugging needs. 


Kernel Mode (also called System Mode) 


« Only supports debugging the kernel using a single 
execution context. When the system context is suspended, 
the kernel, kernel threads, and user processes are 
suspended also. 


OCD 


OCD with OS 
Awareness for 
VxWorks 


OCD with OS 
Awareness for 
Linux 
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User Mode 


« Supports debugging user processes. Processes and threads 
within processes are suspended and resumed 
independently of each other. 


System Mode 


= Supports debugging the entire system using a single 
execution context. 


System Mode 


Supports debugging entire system using a single execution 
context, including retrieving the full stack trace when the 
system is suspended. 


« Supports limited debugging of individual kernel tasks. The 
debugger can retrieve stack traces for individual tasks, but 
if any of the tasks is resumed and suspended, even when 
stepping, the entire system is resumed and suspended. 


* Supports viewing of individual RTPs, but does not provide 
run control unless the target has been configured for 
one-to-one MMU virtual page mapping. 


System Mode 


Only supports debugging the kernel and kernel modules 
using a single execution context. 


« Supports viewing of processes, but the debugger cannot be 
attached to them. 


* Kernel objects are not available. 


As a general rule, when you are debugging the target in user mode or task mode, 
the debugger interacts only with the process or processes being debugged. If you 
suspend this process, other processes keep running. This mode is less intrusive, as 
it allows you to control the selected process or thread while the rest of the system 
can continue to operate normally. 


When you are debugging in system mode, the debugger interacts with the entire 
system at once, so if you suspend one task, all processes and kernel tasks running 
on the system are suspended as well. This gives you increased control and 
visibility into what is happening on the system, but it is also very disruptive. 
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For example, if the system maintains network connections with other systems, 
suspending it will cause the others to lose their network connections with the 
debugged system. 


25.5.1 Setting and Recognizing the Debug Mode of a Connection 
Right-clicking on a connection in the Target Manager or the Debug view and 


selecting Target Mode allows you to specify a debug mode for the connection. The 
currently active mode is indicated by a checkmark. 


oe aw, — 


= main - ball,out - vxsim0 [Kernel Task] 


Eg SIMNT: vxWorks 6.2 (Task 


S tMain (Stopped - Break =|Copy Stack Ctrl+C | 


—_O A 4 

= main() - main.c:59 

=" 0x1002320e System 
v Task 


P 


When you create a new debug connection through a launch, the connection debug 
mode (either system mode or task mode) is saved as a property of the launch. This 
mode is listed in parentheses at the end of the label of the target node in the Debug 
view. 


Switching Debug Modes 


For target connections that support switching between modes, if you switch the 
debug mode while a debug connection is active, this debug connection will 
become unavailable in the Debug view, as shown in Figure 25-4. When a debug 
connection is unavailable, no operations can be performed on it, except for 
disconnecting the debug connection. 


Figure 25-4 Debug View Showing Unavailable Connections 


o> aw 


& % main - ball.out - ¥xsim0 [Kernel Task] 


& Pl <unavailable> SIMNT; vxWorks 6.2 (Task Mode) 
<unavailable > tMain (Stopped - Breakpoint Hit) 
Zz <unavailable> main() - main.c:59 
Ee’ <unavailable> 0x10023206 
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In the Target Manager, if you switch the target to system mode, every node in the 
tree will have a system mode icon painted on top. If the system mode icon does not 
appear, then the node and processes are in task or user mode. 


25.5.2 Debugging Multiple Target Connections 


You can debug processes on the same target using multiple target connections 
simultaneously. An example of this setup is a Linux target that has a user mode 
ptrace agent installed for debugging processes, and an OCD connection for halting 
the system and debugging the kernel. 


In this situation, if the system is halted using the OCD (system mode) target 
connection, the user mode ptrace agent will also be halted, and the user mode 
target connection will be lost. When the system is resumed, the user mode target 
connection will be re-established. 


The Target Manager and the Debug view (if a debug session is active) both provide 
feedback in this scenario. The Target Manager hides all the process information 
that was visible for the target, and displays a label back-end connection lost next 
to the target node. The Debug view does not end the active debug session, but it 
shows it as being unavailable, in the same manner as if the debug mode was 
switched. 


25.5.3 Disconnecting and Terminating Processes 


Disconnecting from a process or core detaches the debugger, but leaves the process 
or core in its current state. 
Terminating a process actually kills the process on the target. 


NOTE: If the selected target supports terminating individual threads, you can 
select a thread and terminate only that thread. 


25.6 Understanding Source Lookup Path Settings 


Source Lookup Path settings allow you to map source file paths that the debugger 
retrieves from an executable's symbol data (also known as the debugger path) to 
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the correct location of the source files on the host file system and in your 
workspace. 


The compiler generated these paths when the executable was built, but if you are 
debugging the executable on a different machine, then the paths to those files are 
no longer valid. 


For information about how to set Source Lookup Path settings, see the Wind River 
Workbench User Interface Reference: Source Lookup Path Dialog. 


25.7 Using the Disassembly View 


Use the Disassembly view: 


«To examine a program when you do not have full source code for it (such as 
when your code calls external libraries). 


« ‘To examine a program that was compiled without debug information. 


«= When you suspect that your compiler is generating bad code (the view 
displays exactly what the compiler generated for each block of code). 


25.7.1 Opening the Disassembly View 


Unlike other Wind River Workbench views, you cannot access the Disassembly 
view from the Window > Show View menu—it appears automatically if the 
Debug view cannot display the appropriate source code file in the Editor (it 
appears as a tab in the Editor, labeled with the target connection being debugged). 


You can open the Disassembly view manually by clicking the Debug view’s 
Toggle Assembly Stepping Mode toolbar icon, and by right-clicking in the Stack 
Trace view, then selecting Go To Code. 


25.7.2 Understanding the Disassembly View Display 
The Disassembly view shows source code from your file (when available), 


interspersed with instructions generated by the compiler. As you step through 
your code, the Disassembly view keeps track of the last four instructions where the 
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process was suspended. The current instruction is highlighted in the strongest 
color, with each previous step fading in color intensity. 


Figure 25-5 


a > 
iC| main.c \C} 


63 
@10900016: 
10900019: 
64 
65 
66 
1os0001e: 
10900020: 
10900023: 
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1o90002f: 
67 
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Disassembly View 


grid.c == main - vxsim0 (Task Mod: 


srand (seed) ; 
FF push 
ES call 


/* stop 
adword ptr [ebp-Ox4] 
srand 

/* init 


for (i = 0; i < num_hard; i 
eax, eax 
adword ptr (Ebp-0x8] ,€ 
esp,4 
eax,dword ptr [ebp-Ox 
eax,dword ptr [num_ha 
Ox1090003B 
{ 
hardNew (); 
call hardNew 
inc adword ptr [ebp-Ox8] 
} 
jmp Ox10900026 


for (i = 0; i < num_soft; i 
eax, eax 
adword ptr [ebp-Ox6],e 
eax,dadword ptr [ebp-Ox 
eax,dword ptr [num soy 


If the Disassembly view displays a color band at the top and bottom (here, the band 
is blue), then it is associated with the process with that color context in the Debug 
view; if no color band is displayed, then the view will update as you select different 
processes in the Debug view. 


For more information, see Wind River Workbench User Interface Reference: 
Disassembly View. 


25.8 Using the Kernel Objects View 


Use the Kernel Objects view to monitor and manipulate data structures such as 
kernel tasks, message queues, semaphores, and other operating system resources. 
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During multi-process debugging, you can use the Kernel Objects view to monitor 
a semaphore used to control a device that two processes are using. Or you can set 
an RTP that uses a system resource to watch that resource during Step Over 
system calls. 


To examine a resource in the Kernel Objects view: 


1. Connect to your target in the Target Manager view (see 19.6 Connect to the 
Target, p.236). 


2. Click the Kernel Objects tab to bring it to the foreground, then click the 
pull-down arrow and select your target connection. 


ernel Objects “+1, Pa Oitems 


‘a display kernel objects, sele 


The Kernel Objects view appears. 


Kernel Objects View 
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25.9 Run/Debug Preferences 


25.8.1 Understanding the Kernel Objects View Display 


System resources are displayed in a hierarchical tree. To see specific instances of 
each type of resource, click the plus sign to expand the tree. 


Information about specific kernel objects is displayed in the Properties view. 


|Target Manager (IMmI< Tint [e)sy/ tas 


Tasks Problems [= Properties 53 


ernel Objects (vx jay | 4 < ~ |) Property 
3 ciel lh = Info 
of COMP entry 
Hg 10 Devices entrySymbol 
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gi Kernel Tasks 
®), tAioloTaskO (Pend) 
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®), tAiowWait (Pend) 
®), tExcTask (Pend) 
®, tJobTask (Pend) 
®,, tLogTask (Pend) 
®,, tNbioLog (Pend) 
@, 
&, twdbTask (Ready) 
(4g Memory Partitions 
(Hg Message Queues 
& Vie F 


event_options 
event_sysflags 
eventReceived 
eventsWanted 

name 

ObjectOptions 
ObjectReferenceld 
ObjectStatus 

parentId 
parentObjectReferenceld 
pe 

priNormal 

priority 

sp 


= 


Build Console Retriever Error Log Terminal | & | 3 


Value 


Ox100D7F50 
shellTask 
Ox0 

Ox0 

Ox0 

Ox0 

Ox0 

tShelld 


1, 


YX_SUPERWISOR_MODE|'vX_UNBREAKABLE|X_DEALLOC_STACK|VX_ 


12 

Pend 
Ox10177EC8 
2 
0x10110464 
Ox1 

Ox1 
Ox1083FD74 


a 
\< 


For a guide to the icons in the Kernel Objects view, see Wind River Workbench User 
Interface Reference: Kernel Objects View. 


25.9 Run/Debug Preferences 


For information about how to set debug and run control preferences, see 
Wind River Workbench User Interface Reference: Debug View. 
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26.1 Introduction 


This chapter displays some of the errors or problems that may occur at different 
points in the development process, and what steps you can take to correct them. It 
also provides information about the log files that Workbench can collect, and how 
you can create a ZIP file of those logs to send to Wind River support. 
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26.2 Startup 


Problems 


This section discusses some of the problems that might cause Workbench to have 
trouble starting. 


Workspace Metadata is Corrupted 


If Workbench crashes, some of your settings could get corrupted, preventing 
Workbench from restarting properly. 


1. 
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To test if your workspace is the source of the problem, start Workbench, 
specifying a different workspace name. 


On Windows 


Select Start > Programs > Wind River > Wind River Workbench 2.5 > Wind 
River Workbench 2.5, then when Workbench asks you to choose a workspace, 
enter a new name (workspace2 or whatever you prefer). 


Or, if the Workbench startup process does not get all the way to the Workspace 
Launcher dialog, or does not start at all, start it from a terminal window: 


> installDir\workbench-2.3\wrwb\2.3\x86-win32\bin\wrwb.exe -data newWorkspace 


On Linux or Solaris 
Start Workbench from a terminal window, specifying a new workspace name: 


> ./startWorkbench.sh -data newWorkspace 


If Workbench starts successfully with a new workspace, exit Workbench, then 
delete the metadata directory in your original Workbench installation 
(installDir!workspace/.metadata). 


Restart Workbench using your original workspace. The .metadata directory 
will be recreated and should work correctly. 


Because the .metadata directory contains project information, that information 
will be lost when you delete the directory. 


To recreate your project settings, reimport your projects into Workbench 
(File > Import > Existing Project into Workspace). For more information 
about importing projects, see Wind River Workbench User Interface Reference: 
Import File Dialog. 
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-workbench-2.5 Directory is Corrupted 


1. To test if your %USERPROFILE%/.workbench-2.5 directory is the source of 
the problem, rename it to a different name, then restart Workbench. 


NOTE: Make sure you rename the %USERPROFILE%/.workbench-2.5 
directory (for example, on Windows XP it could be C:\Documents and 
Settings \ username\.workbench-2.4). 


Do not rename the installDir/workbench-2.5 directory. 


2. If Workbench starts successfully, exit Workbench, then delete the old version 
of your %USERPROFILE%/.workbench-2.5 directory (the one you renamed). 


3. Restart Workbench. The %USERPROFILE%/.workbench-2.5 will be recreated 
and should work correctly. 


4. Because the .workbench-2.5 directory contains Eclipse configuration 
information, any information about manually configured Eclipse extensions 
or plug-ins will be lost when you delete the directory. 


To make them available again within Workbench, you must re-register them 
(Help > Software Updates > Manage Configuration). For more information 
about registering plug-ins, see Adding Plug-in Functionality to Workbench, p.356. 


Registry Unreachable (Windows) 


When Workbench starts and it does not detect a default Wind River registry, it 
launches one. After you quit Workbench, the registry is kept running since it is 
needed by all Wind River tools. You do not need to ever kill the registry. 


If you do stop it, however, it stores its internal database in the file 
installDir/.wind/wtxregd.hostname. 


If this file later becomes unwritable, the registry cannot start, and Workbench will 
display an error. 
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*, Unhandled Exception 


Error log has been generated and saved as: 
S\workbench-2.2\foundation’4.0.3\x86-win32\bin\wtsreqd-Problem-20041 007-133542 log 


C) Serious internal error occurred while executing: wtxregd.exe 


If you want to file bug report, please e-mail this file to: support@wrs.com 


‘You may try to click Continue and attempt to save all unsaved data before shutting down 
the program. 


Unfortunately the seriousness of this error may result in some loss of data. If you 


Continue, it is recommended that you save any unsaved data and exit the program : 
immediately after. Details >> 


This error may also occur if you install Workbench to a directory to which you do 
not have write access, such as installing Workbench as an administrator and then 
trying to run it as yourself. 


Workspace Cannot be Locked (Linux and Solaris) 


If you start Workbench and select a workspace, you may see a Workspace Cannot 
be Locked error. 


Workspace Cannot be Locked 


Could not launch the product because the associated workspace is currently 
in use, 


There are three possible causes for this error: 


1. Another user has opened the same workspace. A workspace can only be used 
by one user at a time. 


2. You installed Workbench on a file system that does not support locking. 


Use the following command at a terminal prompt to start Workbench so that 
it creates your workspace on a file system which does allow locking, such as a 
directory on a local disk: 


./startWorkbench.sh -configuration directory that allows locking 


For example: 
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./startWorkbench.sh -configuration /usr/local/yourName 


3. Onsome window managers (e.g. gnome) you can close the window without 
closing the program itself and deleting all running processes. This results in 
running processes maintaining a lock on special files in the workspace that 
mark a workspace as open. 


To solve the problem, kill all Workbench and Java processes that have open file 
handles in your workspace directory. 


26.2.1 Pango Error on Linux 


If the file pango.modules is not world readable for some reason, Workbench will 
not start and you may see an error in a terminal window similar to 
** (<unknown>:21465): WARNING **: No builtin or dynamically loaded modules 
were found. Pango will not work correctly. This probably means there was an 
error in the creation of: 

'/etc/pango/pango.modules' 
You may be able to recreate this file by running pango-querymodules. 


Changing the file’s permissions to 644 will cause Workbench to launch properly. 


26.3 General Problems 


This section describes problems that are not associated with any particular 
Workbench component. 


26.3.1 Java Development Tools (JDT) Dependency 
Some third party plug-ins are dependent on JDT. If a plug-in you are interested in 
requires JDT, you should download it from the official Eclipse Web site: 


http://download.eclipse.org/eclipse/downloads/drops/R-3.0.1-200409161125/ecli 
pse-JDT-3.0.1.zip 


A list of official mirror sites is here: 


http://www.eclipse.org/downloads 
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26.3.2 Help System Does Not Display on Solaris or Linux 


Eclipse comes preconfigured to use Mozilla on Solaris and Linux, and it expects it 
to be in your path. If Mozilla is not installed, or is not in your path, you must set 
the correct path to the browser or Workbench will not display help or other 
documentation. 


To manually set the browser path in Workbench: 
1. Select Window > Preferences > Help. 


2. Click Custom Browser (user defined program), then in the 
Custom Browser command field type or browse to your browser launch 
program. Click OK. 


«On Solaris, a sample Netscape browser launch command is 
"/usr/dt/bin/netscape" %1, though you should enter the command line 
that is appropriate for your browser. 


* On Linux, sample Mozilla browser launch commands are 
“fust/bin/mozilla” %1 and kfmclient openURL %1, though you should 
enter the command line that is appropriate for your browser. 


26.3.3 Help System Does Not Display on Windows 
The help system can sometimes fail to display help or other documentation due to 
a problem in McAfee VirusScan 8.0.0i (and possibly other virus scanners as well). 


For McAfee VirusScan 8.0.0i, the problem is known to be resolved with patch10 
which can be obtained from Network Associates. As a workaround, the problem 
can be avoided by making sure that McAfee on-access-scan is turned on and 
allowed to scan the TEMP directory as well as *.jar files. 


More details regarding this issue have been collected by Eclipse Bugzilla #87371 at 
https://bugs.eclipse.org/bugs/show_bug.cgi?id=87371. 


26.3.4 Removing Unwanted Target Connections 


If you have trouble deleting a target connection session for any reason, use wtxtcl. 
1. Start wtxtcl from a terminal window. 


% wtxtcl 
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2. List all entries in the registry. 
wtxtcl> wtxInfo 
3. Unregister the offending entry or entries (the full entry name must be used). 


wtxtcl> wtxUnregister tgt_localhost@manebogad 


26.4 Error Messages 
Some errors display an error dialog directly on the screen, while others that 


occurred during background processing only display this icon in the lower right 
corner of Workbench window. 


Gy 


Hovering your mouse over the icon displays a pop-up with a synopsis of the error. 
Later, if you closed the error dialog but want to see the entire error message again, 
double-click the icon to display the error dialog or look in the Eclipse Log, p.343. 


This section explains error messages that appear in each Workbench component. 


26.4.1 Project System Errors 


For general information about the Project System, see 4. Projects Overview. 


Project Already Exists 
If you deleted a project from the Project Navigator but chose not to delete the 


project contents from your workspace, then you try to create a new project with the 
same name as the old project, you will see this error: 
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W Project information already exists 


The directory "C;/WindRiver/workspace/ball"already contains project 
7 information, 


Continue anyway? (Project files will be overwritten, Otherwise use the import 
wizard to get the project into the workspace.) 


If you click Yes, your old project contents will be overwritten with the new project. 
If you want to recreate the old project in Wind River Workbench, click No, then 
right-click in the Project Navigator, select Import, then select 

Existing Project into Workspace. 


Type the name of your old project or browse to the old project directory in your 
workspace, click OK, then click Finish. Your old project will appear in the Project 
Navigator. 


Cannot Create Project Files in Read-only Location 


When Workbench creates a project, it creates a .wrproject file and other metadata 
files it needs to track settings, preferences, and other project-specific information. 
So if your source files are in a read-only location, Workbench cannot create your 
project there. 


To work around this problem, you must create a new project in your workspace, 
link in your source files using one of the following options: 
Option 1—Use the Eclipse linked resource mechanism. 


1. Create a project in your workspace (user-defined or flexible managed build!) 
by selecting File > New > project type. 


2. Type inaname for your project, select Create project in workspace, then click 
Next. 


3. Click Next to accept the default settings in the next dialogs, then click Finish 
to create your project. 


1. Project types that offer a flexible managed build option are VxWorks Downloadable Kernel 
Module, Native Application, VxWorks Real-time Process, VxWorks Shared Library, and 
Standalone Application projects. 
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4. Inthe Project Navigator, right-click your new project and select New > Folder. 
The Folder dialog appears. 


5. Type ina name for your folder, then click Advanced and select the 
Link to folder in the file system checkbox. 


6. ‘Type the path or click Browse and navigate to your source root directory, then 
click OK to create the new folder. 


7. Click the plus next to the folder to open it, and you will see the source files 
from your read-only source directory. Eclipse calls items incorporated into 
projects in this way linked resources. 


NOTE: This mechanism cannot be used for standard managed-build projects. 


Option 2—Use Symbolic Links (Linux/Solaris only) 
1. Create a new project in your workspace (any project type supports this). 


2. Inacommand shell, create a symbolic link to the read-only directory in the 
project root directory. 


3. Inthe Project Navigator, press F5 to refresh the display. The directory and all 
sources in it appear. 


26.4.2 Build System Errors 


For general information about the Build System, see 16. Building Projects. 


Building Projects While Connected to a Target 


If you try to build a project while you have a target connection active in the Target 
Manager, you may see an error. This happens when any of the files that need to be 
built contain symbol information, and therefore have been locked by the debugger. 


You can continue your build by clicking OK, but be advised that you will need to 
disconnect your target and restart the build if you see an Build Console error 
message similar to dld: Can’t create file XXX: Permission denied. 


To avoid this problem, Workbench loads files up to a certain size completely into 
memory so no file lock is needed. To specify the largest symbol file that can be 
loaded into memory, select Window > Preferences > Target Manager > Debug 
Server Settings > Symbol File Handling Settings and specify a file size up to 60M. 
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Workflow for Cases Where You Need to Continually Rebuild Objects in Use by Your Target 


1. Create a launch configuration for your debugging task. When you need to 
disconnect your target in order to free your images for the build process, the 
launch configuration allows you to automatically connect, build, download, 
and run your process with a single click. 


You can even specify that your project should be rebuilt before it is launched 
by selecting Window > Preferences > Run/Debug > Launching, and then 
selecting Build (if necessary) before launching. For more information about 
launch configurations, see 23. Launching Programs. 


* When you work with processes or RTPs, make sure that your process is 
terminated before you rebuild or relaunch. You can then safely ignore the 
warning (and check the Do not show this dialog again box). 


* When you work with Downloadable Kernel Modules or user-built kernel 
images, just let the build proceed. If the Link error message appears, either 
disconnect your target or unload all modules, then rebuild or relaunch. 


Workflow for Using On-Chip Debugging to Debug Standalone Modules Loaded on Your Target 


1. Create a Reset & Download-type launch configuration for your application, 
and enable the Build before launch option (by selecting Window > 
Preferences > Run/Debug > Launching > Build (if required) before 
launching). 


2. Run the launch configuration to debug your code. Make any changes to the 
source files and save them. Note that saving before unloading the symbols 
allows the debugger to track your breakpoints. 


3. Before relaunching or rebuilding, unload the modules from the target by 
selecting them in the Target Manager and pressing the Delete key (you can 
multi-select if there are multiple modules). 


4. Press the Debug button to relaunch your application. It will automatically 
rebuild, redownload, reset, and attach the debugger. 


Problems Building Workbench 2.x Projects Imported Into Workbench 2.5 


If you have trouble building projects that you imported from a previous version of 
Workbench, check if the .wrproject file contains an entry for platform. If not, the 
project is not compatible and has to be patched to work with the newest version of 
Workbench. 
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To patch the .wrproject file: 


1. Open the file with the Workbench text editor by right-clicking the file in the 
Project Navigator, then selecting Open With > Text Editor. 


If the .wrproject file is not visible in the Project Navigator, click the downward 
arrow on the right side of the Project Navigator toolbar and select Filters to 
open the Project Navigator Filters dialog. 


%, Project Navigator Filters 


* external* 
* 


Select All Deselect All 


Select the checkbox next to .wr*, then click OK. The .wrproject file should now 
appear in the Project Navigator. 


2. Locate the line at the beginning of the file similar to: 
<properties root="1" type="RealTimeProcessProject"/> 


3. Add platform="projectplatform" to the end of the line, with projectplatform 
replaced by one of VxWorks, Linux, or Standalone, depending on the 
platform to which the project type belongs. 


4. The result should appear similar to the following: 
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% Embedded Debug - .wrproject - Wind River Workbench 2.2 
File Edit Navigate Search Project Run Target Window Help 


Sala |*e-O-Q-|\SeOBB#? | o- 


\C) main.c \C) phil.c B wwrproject X 


<?xml version="1.0" encoding="UTF-8"?> 
<wrxml> 
<properties root="1" type="RealTimeProcebsProject” platform="V¥xUorks"/> 
<attributes> 
<mapAttribute> 
<listattribute key="BLD:: Info| GlobalMacros"> 
<stringattribute value="DO_STRIP"/> 
</listattribute> 
<stringdttribute key="BLD::Info|GlobalMacro|DO STRIP" value="0"/> 
<listAttribute key="BLD:: Info| Incl| MIPS32sfdiab_RTP"> 


eA eeeem me Fe eee oa meee 


Writable Insert 


5. Save and close the .wrproject file. Your project should now build properly. 


Build All Command Builds Projects Whose Resources have not Changed 


Workbench may enter a state where selecting Project > Build All builds projects 
whose resources have not changed since the last build. 


This happens only if Auto-Build (Project > Build Automatically) was previously 
enabled. If you switch this feature off, you must do a manual clean for all projects 
(Project > Clean) in order to re-enable building for previously built projects. 


26.4.3 Target Manager Errors 


For general information about the Target Manager, see 19. Connecting to Targets. 


Troubleshooting Connecting to a Target 


If you see the following error: 
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“) Cannot connect 


'X) Error connecting to vxsim0 (Registry localhost): Failed to connect debugger. 


Failed to create target control 


Or if you have other trouble connecting to your target, try these steps: 


1. 


Check that the target is switched on and the network connection is active. Ina 
terminal window on the host, type: 


ping m1... 
where n.n.n.n is the IP address of your target. 


Verify the target Name/IP address in the Edit the Target Connection dialog 
(right-click the target connection in the Target Manager then select Properties.) 


Choose the actual target CPU type from the drop-down list if the CPU type in 
the Edit the Target Connection dialog is set to default from target. 


Verify that a target server is running. If it is not: 


a. Open the Error Log view, then find and copy the message containing the 
command line used to launch the target server. 


b. Paste the target server command line into a terminal window, then hit 
ENTER. 


c. Check to see if the target server is now running. If not, check the Error Log 
view for any error messages. 


Check if the dfwserver is running (on Linux and Solaris, use the ps command 
from a terminal window; on Windows, check the Windows Task Manager). If 
multiple dfwservers are running, kill them all, then try to reconnect. 


When starting the VxWorks simulator on Solaris, the path environment 
variable must include /usr/openwin/bin so that it can find xterm. If xterm is 
not in the path, the simulator connection will fail. 


Check that the WDB connection to the target is fully operational by 
right-clicking a target in the Target Manager and selecting 

Target Tools > Run WTX Connection Test. This tool will verify that the 
communication link is correct. If there are errors, you can use the WTX and 
WDB logs to better track down what is wrong with the target. 
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Exception on Attach Errors 


If you try to run a task or launch an RTP and the Target Manager is unable to 
comply, it will display an Exception on Attach error containing useful 
information. 


Build errors can lead to a problem launching your task or process; if one of the 
following suggestions does not solve the problem, try launching one of the 
pre-built example projects delivered with Workbench. 


If the host shell was running when you tried to launch your task or process, try 
closing the host shell and launching again. 


Error Launching a VxWorks Real-time Process on Linux 
If you get an error when launching a VxWorks RTP from a Red Hat Workstation, 
update 3 host system, try these steps: 


1. Delete boothost: from the beginning of the Exec Path on Target field of the 
Run Real-time Process dialog. 


2. Add anew object path mapping to the target server connection properties that 
does not have boothost: in the host path. 


Error When Running a Task Without Downloading First 


You will see the following error if you try to runa kernel task without first 
downloading it to your target: 


We Exception on Attach: 


Failed to launch KernelTask main on vxsimO@hostname: 
Symbol not found 


Processes can be run directly from the Project Navigator, but kernel tasks must be 
downloaded before running. Right-click the output file, select Download, fill in 
the Download dialog, then click OK. 
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If you see this error and you did download the file, open a host shell for your 
connection, and try to run the task from the host shell. Type: 


lkup entrypoint 


to see if your entry point is there. 


Downloading an Output File Built with the Wrong Build Spec 
If you built a project with a build spec for one target, then try to download the 


output file to a different target (for example, you build the project for the simulator, 
but now you want to run it on a hardware target), you will see this error: 


, Download Failed 


x) WTX Loader Error: Object module not appropriate 


To select the correct build spec, right-click the output file in the Project Navigator, 
select Set Active Build Spec, select the appropriate build spec from the dialog, 
then rebuild your project. 


Your project should now download properly. 


Error if Exec Path on Target is Incorrect 
If the Exec Path on Target field of the Run Real-time Processes dialog does not 


contain the correct target-side path to the executable file (if, for example, it contains 
the equivalent host-side path instead) you will see this error: 


335 


Wind River Workbench 


User's Guide, 2.5 (VxWorks Version) 


W, Exception on Attach: 


x) 


1. 


Failed to launch RTP philosophers. ¥xe on vxsimO@host: 
Create Failed, Target errno reported: 5_rtpLib_INVALID_FILE 


Please check that the target can see the file as well as all required shared 
libraries through its filesystem, and ensure that the host-copy is accessible by 
the tools, Trying to run the original command in a shell on the target may 
produce additional errors For diagnostics, 


Commandiine used: 
c:/WindRiver/workspace/philosophers/SIMPENTIUMdiab_RTP_DEBUG/philosopl 


If the target-side path looks correct but you still get this error, check the 
following: 


a. 


Recheck the path you gave. 

Even if you used the Browse button to locate the file, it will be located in 
the host file system. The Object Path Mapping that is defined for your 
target connection will translate it to a path in the target file system, which 
is then visible in the Exec Path edit field. If your Object Path Mapping is 
wrong, the Exec Path will be wrong, so it is important to check. 


Troubleshooting Running a Process 


If you have trouble running your process from the Run Process or 
Run Real-time Process dialog, try these steps: 


1. 
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If the error Cannot create context appears, verify that the Exec Path on Target 
is a path that is actually visible on the target (and doesn’t contain the 
equivalent host-side path instead). 


a. 


Right-click the process executable in the Project Navigator or right-click 
Processes or Real-time Processes in the Target Manager and select 
Run Real-time Process. 


Copy the exec path and paste it into the Output View > Target 
Console Tab (at the bottom of the view). Verify that the program runs 
directly on the target. 


If the program runs but symbols are not found, manually load the symbols by 
right-clicking the process and selecting Load Symbols. 
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3. Check your Object Path Mappings to be sure that target paths are mapped to 
the correct host paths. See 20.2.3 Object Path Mappings Page, p.244 for details on 
setting up your Object Path Mappings. 


a. Opena host shell and type: 


1s execpath 


If you have a target shell, type the same command. 


b. Inthe host shell, type: 


devs 


to see if the prefix of the Exec Path (for example, host:) is correct. 


4. If the Exec Path is correct, try increasing the back-end timeout value of your 
target server connection (see Advanced Target Server Options, p.242 for details). 


5. Froma target shell or Linux console, try to launch the RTP or process. 


6. Verify that the vxWorks node in the Target Manager view has a small S added 
to the icon, indicating that symbols have been loaded for the Kernel. 


a. Ifnot, verify that the last line of your Object Path Mappings table 
displays a target path of <any> corresponding to a host path of 
<leave path unchanged>. 


26.4.4 Launch Configuration Errors 
If a launch configuration is not working properly, delete it by clicking Delete 
below the Debug dialog Configurations list. 


If you cannot delete the launch configuration using the Delete button, navigate to 
installDir/workspace/.metadata/.plugins/org.eclipse.debug.core/.launches and 
delete the .launch file with the exact name of the problematic launch configuration 


A WARNING: Do not delete any of the com.windriver.ide.*.launch files. 


Troubleshooting Launch Configurations 


If you click the Debug icon (or click the Debug button from the 

Launch Configuration dialog) and get a “Cannot create context” error, check the 
Exec Path on the Main tab of the Debug dialog to be sure it is correct. Also check 
your Object Path Mappings (see 20.2.3 Object Path Mappings Page, p.244 for 
information about Object Path Mappings). 
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If you still get the error, check to be sure that the process you are trying to run is a 
Real-time Process, and not a Downloadable Kernel Module or some other type of 
executable. 


For general information about launch configurations, see 23. Launching Programs. 


26.4.5 Debugger Errors 


Shared Library Problems 


If you are having trouble working with shared libraries, try these steps: 


1. Ifyou are trying to run an executable and shared libraries located on your host 
machine's disk, make sure you can see the host machine's disk and the location 
of the shared libraries from the target. 


Use a target shell, or the @ls command from a host shell, to check this. 


2. Set SHAREDLIB_VERSION to 1 in order to generate the proper versioned 
shared object. 


3. Makesure that a copy of libc.so.1 is located in a place where the RTP has access 
to it. By default it should be located with the executable files, but you may 
locate it elsewhere as long as you use the compiler's -rpath option or the 
environment variable LD_LIBRARY_PATH. 


26.4.6 Static Analysis Errors 


If at any point Workbench is unable to open the cross reference database, you will 
see this error: 


~W) Question 


9 Failed to open database containing cross references! 
J 


Retry Clear database 


There are many reasons the cross reference database may be inaccessible, 
including: 
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« The database was not closed properly at the end of the last Workbench session 
running within the same workspace. This happens if the process running 
Workbench crashed or was killed. 


» Various problems with the file system, including wrong permissions, a 
network drive that is unavailable, or a disk that is full. 


You have several choices for how to respond to this error dialog: 


*  Retry—the same operation is performed again, possibly with the same failure 
again. 


= Recover—the database is opened and a repair operation is attempted. This 
may take some time but you may recover your cross reference data. 


« Clear Database—the database is deleted and a new one is created. All your 
cross reference data is lost and your workspace will be reparsed the next time 
you open the call tree. 


= _Close—the database is closed. No cross reference data is available, nor will it 
be generated. At the beginning of the next Workbench session, an attempt to 
open the database will be made again. 


26.5 Troubleshooting VxWorks Configuration Problems 


If you encountered problems booting or exercising VxWorks, there are many 
possible causes. This section discusses the most common sources of error. Please 
read 26.5.1 What to Check, p.339 before contacting Wind River customer support. 
Often, you can locate the problem just by re-checking the installation steps, your 
hardware configuration, and so forth. 


26.5.1 What to Check 


Most often, a problem with running VxWorks can be traced to configuration errors 
in hardware or software. Consult the following checklist to locate a problem. 
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Hardware Configuration 
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If you are using an emulator 


See the Wind River ICE for Wind River Workbench Hardware Reference or the Wind 
River Probe for Wind River Workbench Hardware Reference for information on 
troubleshooting those connections. 


Limit the number of variables 
Start with a minimal configuration of a single target. 
Check that the RS-232 cables are correctly constructed 


In most cases, the documentation accompanying your target system describes 
its cabling requirements. A common problem—make sure your serial cable is 
a NULL modem cable, if that is what your target requires. 


NOTE: If you need to use a gender converter to connect your serial cable, it is 
most likely not the right kind of cable. NULL modem cables tend to have same 
gender connectors on each end, such as both female or both male. Straight 
through cables tend to have one male and one female connector. Changing the 
gender of a cable rarely has the desired results. 


Check the boot ROM(s) for correct insertion 


If the target seems completely dead when applying power (some have front 
panel LEDs) or shows some error condition (for example, red lights), the boot 
ROMs may be inserted incorrectly. 


Press the RESET button if required 


Some system controller boards do not reset completely on power-on; you must 
reset them manually. Consult the target documentation if necessary. 


Make sure all boards are jumpered properly 


Refer to the target information reference for your BSP and the target 
documentation to determine the correct dip switch and jumper settings for 
your target and Ethernet boards. 


Booting Problems 
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Check the Ethernet transceiver site 


For example, connect a known working system to the Ethernet cable and check 
whether the network functions. 


Verify IP addresses 


An IP address consists of a network number and a host number. There are 
several different classes of Internet addresses that assign different parts of the 
32-bit Internet address to these two parts, but in all cases, the network number 
is given in the most significant bits and the host number is given in the least 
significant bits. The simple configuration described in 3.4 Booting VxWorks, 
p-49 assumes that the host and target are on the same network—they have the 
same network number. If the target Internet address is not on the same 
network as the host, the VxWorks boot program displays the following 
message: 


Error loading file: errno = 0x33. 
See the errnoLib reference entry for a discussion of VxWorks error status 
values. 
Verify FTP server permissions 


Check the FTP server configuration. See Configuring FTP on Windows, p.40 for 
more information on configuring the FIP server if you are using WFTPD 
(shipped by Wind River). Otherwise, consult your system documentation on 
the FTP Server shipped with it. 


Helpful troubleshooting tools 


When tracking down configuration problems, ping, arp -a, and netstat -r are 
useful tools. For more information, see B. Glossary. 


Target Server Problems 


Check back end serial port 


If you use a WDB Serial connection to the target, make sure you have 
connected the serial cable to a port on the target system that matches your 
target-agent configuration. The agent uses serial channel 1 by default, which is 
different from the channel used by VxWorks as a default console (channel 0). 
Your target’s ports may be numbered starting at one; in that situation, 
VxWorks channel one corresponds to the port labeled “serial 2.” 
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= Verify path to VxWorks image 


The target server requires a host-resident image of the VxWorks run-time 
system. By default, it obtains a path for this image from the target agent (as 
recorded in the target boot parameters). In some cases (for example, if the 
target boots from a local device), this default is not useful. 


In that situation, create a new Target Server Connection definition in the Target 
Manager, and use the -c filename option in the Advanced Target Server 
Options field to specify the path to a host-resident copy of the VxWorks image. 


Check the WFTPD Server Log 


The WFIPD server log displays very helpful plain text messages. For information 
about how to enable logging FIP activities, see Configuring FTP on Windows, p.40. 


26.6 Error Log View 


Some errors direct you to the Error Log view, which displays internal errors 
thrown by the platform or your code. For more information about the Error Log, 
see Wind River Workbench User Interface Reference: Error Log View. 


26.7 Error Logs Generated by Workbench 


Workbench has the ability to generate a variety of useful log files. Some Workbench 
logs are always enabled, some can be enabled using options within Workbench, 
and some must be enabled by adding options to the executable command when 
you start Workbench. 


This section describes the logs, tells you how to enable them (if necessary), and 
how to collect them into a ZIP file you can send to Wind River support 
representatives. 
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26.7.1 Creating a ZIP file of Logs 


Once all the logs you are interested in have been enabled, Workbench 
automatically collects the information as you work. 


To create a ZIP file to send to a Wind River support representative: 


1. Select Help > Collect Log Files. The dialog opens. 


%, Collect Log Files 


Collect Log Files 
Please enter a destination zip file. 


Specify the name and location of the archive which will contain relevant 
log information of various Workbench components. Please provide this 
archive when contacting Wind River Support. Note, that some logs need to 
be enabled manually - see the documentation for details how to enable 

the various logs. 


To zip file: a4 Browse... 


2. ‘Type the full path and filename of the ZIP file you want to create (or browse to 
a location and enter a filename) then click Finish. The ZIP file is created in the 
specified location, and contains all information collected to that point. 


3. To discontinue logging (for those logs that are not always enabled) uncheck the 
boxes on the Target Server Options tab, or restart Workbench without the 
additional options. 


26.7.2 Eclipse Log 


How to Enable Log 


The information displayed in the Error Log view is a subset of this log’s contents. 


This log is always enabled. 
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What is Logged 
« All uncaught exceptions thrown by Eclipse Java code. 
« Most errors and warnings that display an error dialog in Workbench. 


« Additional warnings and informational messages. 


What it Can Help Troubleshoot 
«= Unexpected error popups. 
« Bugs in Workbench Java code. 


« Bugs involving inter-component communication. 


26.7.3 DFW GDB/MI and Debug Tracing Logs 


The DFW logs are a record of all communication and state changes between the 

debugger back end (the “debugger framework”, or DFW) and other views within 

Workbench, including the Target Manager, debugger views, and OCD views. 
How to Enable Log 

These logs are always enabled. 


To change the maximum debug server log file size, select Window > Preferences 
> Target Manager > Debug Server Settings. In the Maximum Debug Server Log 
File Size field, change the default size to the size you prefer (or to the size 
requested by a Wind River support representative). 


Changing this field to 0 disables the collecting of dfwserver.log information. 


What is Logged 


Internal exceptions in the debugger back end, as well as all commands sent 
between Workbench and the debugger back end. 


What it Can Help Troubleshoot 


Debugger, Target Manager, and debugger back end-related bugs. 
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Debugger Views GDB/MI Log 


This log shows the same information as reported in the DFW GDB/MI and Debug 


Tracing Logs, p.344. 


How to Enable Log 


You must enable this log before you start Workbench. Do this by adding these 
parameters to the Workbench executable command: 


-vmargs -DDFE.Debug=true 
What is Logged 


Same as DFW GDB/MI and Debug Tracing Logs, p.344, except with Workbench 
time-stamps. 


What it Can Help Troubleshoot 


Debugger and Target Manager-related bugs. 


Debugger Views Internal Errors Log 


How to Enable Log 


You must enable this log before you start Workbench. Do this by adding these 
parameters to the Workbench executable command: 


-vmargs -DDFE.Debug=true 
What is Logged 


Exceptions caught by the Debugger views messaging framework. 


What it Can Help Troubleshoot 


Debugger views bugs. 


Debugger Views Broadcast Message Debug Tracing Log 


How to Enable Log 


You must enable this log before you start Workbench. Do this by adding these 
parameters to the Workbench executable command: 
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-vmargs -DDFE.Debug=true 
What is Logged 


Debugger views internal broadcast messages. 


What it Can Help Troubleshoot 


Debugger views bugs. 


26.7.7 Target Server Output Log 


This log contains the messages printed by the target server while running. These 
messages typically indicate errors during various requests sent to it, such as load 
operations. Upon startup, if a fatal error occurs (such as a corefile checksum 
mismatch) then this error will be printed before the target server exits. 


How to Enable Log 


«Enable this log from the Target Manager by right-clicking the target 
connection, selecting Properties, selecting the Target Server Options tab, then 
clicking Edit. 


Select the Logging tab, then check the box next to Enable output logging and 
provide a filename and maximum file size for the log. Click OK. 


« Enable this log from the command line using the -1 path/filename and -lm 
maximumFileSize options to the target server executable. For more information 
about target server commands, see Wind 
River Documentation > References > Host API and Command References 
> Wind River Host Tools API Reference > tgtsvr. 


What is Logged 


« Fatal errors on startup, such as library mismatches and errors during exchange 
with the registry. 


» Standard errors, such as load failure and RPC timeout. 
What it Can Help Troubleshoot 

« Debugger back end 

« Target Server 


« Target Agent 
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26.7.8 Target Server Back End Log 
This log records all requests sent to the WDB agent. 


How to Enable Log 


« Enable this log from the Target Manager by right-clicking the target 
connection, selecting Properties, selecting the Target Server Options tab, then 
clicking Edit. 


Select the Logging tab, then check the box next to Enable backend logging 
and provide a filename and maximum file size for the log. Click OK. 


« Enable this log from the command line using the -Bd path/filename and -Bm 
maximumFileSize options to the target server executable. For more information 
about target server commands, see Wind 
River Documentation > References > Host API and Command References 
> Wind River Host Tools API Reference > tgtsvr. 

What is Logged 


Each WDB request sent to the agent. For more information about WDB services, 
see Wind 

River Documentation > References > Host API and Command References > Wi 
nd River WDB Protocol API Reference. 


What it Can Help Troubleshoot 
« Debugger back end 
« Target Server 


= Target Agent 


26.7.9 Target Server WTX Log 


This log records all requests sent to the target server. 


How to Enable Log 


« Enable this log from the Target Manager by right-clicking the target 
connection, selecting Properties, selecting the Target Server Options tab, then 
clicking Edit. 
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Select the Logging tab, then check the box next to Enable WTX logging and 
provide a filename and maximum file size for the log. Click OK. 


« Enable this log from the command line using the -Wd path/filename and -Wm 
maximumFileSize options to the target server executable. For more information 
about target server commands, see Wind 
River Documentation > References > Host API and Command References 
> Wind River Host Tools API Reference > tgtsvr. 

What is Logged 


Each WTX request sent to the target server. For more information about WTX 
services, see Wind River Documentation > References > Host API and Command 
References > WTX C Library Reference > wtxMsg. 

What it Can Help Troubleshoot 
« Debugger back end 
« Target Server 


«= ‘Target Agent 


26.7.10 Target Manager Debug Tracing Log 


This log prints useful information about creation and modification of Target 
Manager internal structures, as well as inconsistencies or warning conditions in 
the subsystems the Target Manager interoperates with. 


How to Enable Log 


You must enable this log before you start Workbench. Do this by adding these 
parameters to the Workbench executable command: 


-debug -vmargs -Dcom.windriver.ide.target.DEBUG=1. 


What is Logged 


Target Manager internal debug errors. 


What it Can Help Troubleshoot 


Inconsistencies in the debugger back end. 
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26.7.11 Static Analysis Parser Logs 


These logs contain information that can help a Wind River technical support 
representative to resolve problems with the source code parsers. 
How to Enable Logs 


Enable these logs by right-clicking a resource or resources in the Project Navigator 
or the Editor and selecting Static Analysis > Generate Parser Logs. From the list 
of logs that appears, select the logs that were requested by a technical support 
representative (the jobs log and the performance log are selected by default). Click 
OK. 

What is Logged 
« The jobs log describes what the parsers were instructed to do. 
« The performance log lists the source files the parsers spent the most time with. 
« The PI4 interface and symbols logs contains the result of parsing. 


« The debug log shows how the cpp-parser uses internal caching strategies. 


« The tokens log lists every token processed by the cpp-parser. 


What it Can Help Troubleshoot 


Problems related to excessive parsing time. The performance log can help pinpoint 
if there are single files that require more parsing time, or if there are simply many 
resources to parse. 


Ina case where results of the analysis are different from what you expect but Wind 
River support cannot reproduce the problem, the PI4 and symbol logs are crucial 
in helping support representatives see the raw data the parsers are generating. 


The debug and tokens logs are needed very seldom, but are useful to Wind River 
developers working on the parsers themselves. 


26.8 Technical Support 


If you have questions or problems with Workbench or with VxWorks after 
completing the above troubleshooting section, or if you think you have found an 
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error in the software, please see the Wind River Workbench Release Notes for your 
platform for any additional information. Contact information for the Wind River 
Technical Support organization is also listed in the release notes. Your comments 
and suggestions are welcome. 


350 


27 


Integrating Plug-ins 


PART VI 


Updating 


351 


Wind River Workbench 
User's Guide, 2.5 (VxWorks Version) 


352 


27 


Integrating Plug-ins 


27.1 Introduction 353 

27.2 Finding New Plug-ins 354 

27.3 Incorporating New Plug-ins into Workbench 354 

27.4 Disabling Plug-in Functionality 357 

27.5 Using Workbench with ClearCase Views 357 

27.6 Downloading and Installing Java Development Tools (JDT) 360 
27.7 Managing Multiple Plug-in Configurations 361 

27.8 Using Workbench in an Eclipse Environment 362 


27.1 Introduction 


Because Wind River Workbench is based on Eclipse, you can incorporate new 
modules into Workbench without having to recompile or reinstall it. These new 
modules are called plug-ins, and they can deliver new functionality and tools to 
your copy of Wind River Workbench. 


Many developers enjoy creating new plug-ins and sharing their creations with 
other Eclipse users, so you will find many Web sites with interesting tools and 

programs available for you to download and incorporate into your Workbench 
installation. 
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Some plug-ins are dependent on Java Development Tools (JDT). This chapter will 
show you how to download and install it. 


27.2 Finding New Plug-ins 
In addition to the Eclipse Web site, http://www.eclipse.org, many other Web sites 
offer a wide variety of Eclipse plug-ins. Here are a few: 
http://www.eclipse-plugins.info/eclipse/plugins.jsp 
http://www.eclipseplugincentral.com/ 
http://eclipse-plugins.2y.net/eclipse/ 


http://www.sourceforge.net/ 


27.3 Incorporating New Plug-ins into Workbench 


Many developers who download plug-ins prefer to create a new directory for each 
one, rather than unzipping the files directly into their Workbench installation 
directory. There are many advantages to this approach: 


* The default Workbench installation does not change. 
«You do not lose any of your plug-ins if you update or reinstall Workbench. 
» Plug-ins do not overwrite each other’s files. 


* You know which files to replace when an update to the plug-in is available. 


27.3.1 Creating a Plug-in Directory Structure 


To make your plug-ins easier to manage, create a directory structure for them 
outside your Workbench installation directory. 


1. Create a directory to hold your plug-ins. It can have any descriptive name you 
want, for example, eclipseplugins. 
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2. Inside this directory, create a directory for each plug-in you want to install. 
These directories can also have any descriptive name you want, for example, 
clearcase. 


NOTE: Before continuing, download the plug-in’s .zip or other archive file and 


look at its contents. Some plug-ins provide the eclipse directory structure and 
the .eclipseextension file for you, others do not. 


« If the destination path for the files begins with eclipse, and you see an 
.eclipseextension file in the list, you may skip the rest of this section and 
extract the plug-in’s files into the directory you created in step 2. 


« If the destination path begins with plugins and features, then you must 
complete the rest of the steps in this section. 


3. Inside each plug-in directory, create a directory named eclipse. This directory 
must be named eclipse, and a separate eclipse directory is required inside each 
plug-in directory. 


4. Inside each eclipse directory, create an empty file named .eclipseextension. 
This file must be named .eclipseextension (with no .txt or any other file 
extension), and a separate .eclipseextension file is required inside each eclipse 
directory. 


5. Extract your plug-in into the eclipse directory. Two directories, called features 
and plugins, appear in the directory alongside the .eclipseextension file. 


NOTE: For any plug-in to work properly, its features and plugins directories 


as well as an empty file called .eclipseextension must be located inside a 
directory called eclipse. 


27.3.2 Installing a ClearCase Plug-in 


Once you have created a plug-in directory structure and have found a plug-in you 
want to use with Workbench, download and install it according to the instructions 
provided by the plug-in’s developer (almost every plug-in comes with release 
notes containing installation instructions). 


This section will show you how to download and install a plug-in on Windows. 
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Downloading the IBM Rational ClearCase Plug-in 


Wind River recommends the IBM Rational ClearCase plug-in. 


1. Follow steps 1 and 2 in 27.3.1 Creating a Plug-in Directory Structure, p.354 (the 
IBM ClearCase plug-in creates the eclipse directory and the .eclipseextension 
file for you.) 


For the purposes of this example, name the top-level directory eclipseplugins, 
and name the plug-in directory clearcaseIBM. 


2. Navigate to 
http://www-128.ibm.com/developerworks/rational/library/1376.html and 
click the Plug-ins link under ClearCase. The Rational ClearCase Plug-ins page 
opens. 


3. Click the Download link to the right of the appropriate version of the package 
file. For this example, select IBM Rational ClearCase SCM adapter for Eclipse 
3.1: Windows. 


4. Extract the .zip file to your /eclipseplugins/clearcaseIBM directory. The 
eclipse directory is created for you, and inside are two directories, called 
features and plugins, alongside the .eclipseextension file. 


Adding Plug-in Functionality to Workbench 
1. Before starting Workbench, make sure that /usr/atria/bin (where the ClearCase 
tools are installed) is in your path. 


2. Start Workbench, then select Help > Software Updates > Manage 
Configuration. The Product Configuration dialog appears. 


3. Select Add an Extension Location in the Wind River Workbench pane. 
4. Navigate to your eclipseplugins/plug-in/eclipse directory. Click OK. 


Workbench will ask if you want to restart. To properly incorporate ClearCase 
functionality, click Yes. 


Incorporating the IBM Rational Plug-in 


1. When Workbench restarts, activate the plug-in by selecting Window > 
Customize Perspective. 


2. Inthe Customize Perspective dialog, switch to the Commands tab. 
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3. Select the ClearCase option in the Available command groups column, then 
click OK. A new ClearCase menu and icons appear on the main Workbench 
toolbar. 


4. From the ClearCase menu, select Connect to Rational ClearCase to activate 
ClearCase functionality. 


To configure the ClearCase plug-in, select Window > Preferences > Team > 
ClearCase SCM Adapter. 


For more information about using the ClearCase plug-in, see Help > Help 
Contents > Rational ClearCase SCM Adapter. 


For more information about ClearCase functionality, refer to your ClearCase 
product documentation. 


27.4 Disabling Plug-in Functionality 
You can disable plug-in functionality without uninstalling the downloaded files. 
This gives you the opportunity to re-enable them at a later time if you want. 


1. ‘To disable a plug-in, select Help > Software Updates > Manage 
Configuration. The Product Configuration dialog appears. 


2. Inthe left column, open the folder of the plug-in you want to uninstall, select 
the plug-in itself, then click Disable. 


3. Workbench will ask if you want to restart. To properly disable the plug-in’s 
functionality, click Yes. 


27.5 Using Workbench with ClearCase Views 


When using Workbench with ClearCase dynamic views, create your workspace on 
your local file system for best performance. For recommendations about setting up 
your workspaces and views, see Help > Help Contents > Rational ClearCase 
SCM Adapter > Concepts > Managing workspaces. 
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Wind River does not recommend that you place the Eclipse workspace directory 
in a view-private directory. If you create projects in the default location under the 
workspace directory, ClearCase prompts you to add the project to source control. 
This process requires all parent directories to be under source control, including 
the workspace directory. 


Instead, create workspace directories outside of a ClearCase view. If you want to 
create projects under source control, you should unselect the Create project in 
workspace checkbox in the project creation dialog and then navigate to a path ina 
VOB. 


In addition, you should also redirect all build output files to the local file system 
by changing the Redirection root directory in the Build Properties > Build Paths 
tab of your product. All build output files such as object files and generated 
Makefiles will be redirected. 


For more information about the redirecting build output and the redirection root 
directory, see the Build Paths section of Wind River Workbench User Interface 
Reference: Build Properties. 


27.5.1 Adding Workbench Project Files to Version Control 
To add Workbench project files to version control without putting your workspace 


into a ClearCase view, check-in the following automatically generated files along 
with your source files: 


Project File Description 

-project Eclipse platform project file containing general information 
about the project. 

-wrproject Workbench project file containing mostly general build 
properties. 

-wrfolder Workbench project file containing folder-level build properties 


(located in subfolders of your projects). 


-wrmakefile | Workbench managed build makefile template used to generate 
Makefiles. 


*,makefile Workbench managed build extension makefile fragments (e.g. for 
VxWorks Image projects or some Platform projects) 


*wpj VxWorks Image project file containing specific data not 
managed directly by Workbench but by the TCL engine. 
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For user-defined projects, all Makefile files need to be version controlled, too. 


For VxWorks Image projects, it could occur that absolute paths are stored in the 
.wpj file, which breaks any team support. You should avoid manually adding 
source files to a VxWorks Image project that are referenced by absolute paths. The 
same is true for any build macro in any project type containing absolute paths— 
they should be substituted by environment variables (provided by wrenv for 
example) wherever possible. 


NOTE: The .metadata directory should not be version controlled, as it contains 


mostly user- and workspace-specific information with absolute paths in it. 


For more information about IBM Rational ClearCase, see 
http://www-130.ibm.com/developerworks/rational/products/clearcase. 


Choosing Not to Add Build Output Files to ClearCase 


After installing the ClearCase plugin, you may be prompted to add any build 
output files to ClearCase. 


There are two ways to avoid this if you wish: 
1. Using Workbench Preferences. 


a. Open the Window > Preferences > Team > ClearCase SCM Adapter 
preferences page. 


b. From the When new resources are added pull-down list, select Do 
nothing. 


2. Using Derived Resource option. 


a. Configure your build so the build output goes into one (or a few) 
well-known directories such as bin or output. 


b. Check in the empty bin or output directories into ClearCase. 


c. Inthe Project Navigator, right-click the directory you checked in, select 
Properties, and on the Info page, select Derived. 


d. From now on, the Clearcase plug-in will not prompt you about Derived 
resources. 
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NOTE: If you use Workbench managed builds, they will automatically mark 
the build output directories as derived so ClearCase will not try to add the 
build output files to source control. If you use a different builder, you may 
have to configure it to mark resources as derived. 


27.6 Downloading and Installing Java Development Tools (JDT) 


If you find that one of your plug-ins has a dependency on JDT, this section will 
show you how to download and install it. 


27.6.1 Creating a JDT Directory Structure 


1. 


27.6.2 Download 


1. 
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Follow steps 1 and 2 in 27.3.1 Creating a Plug-in Directory Structure, p.354. 
In this example, the directory to hold your plug-ins is called eclipseplugins, 
and the plug-in directory is called JDT. 


NOTE: JDT creates the eclipse directory for you, so you do not need to create 
it manually. 


ing the JDT SDK 


Navigate to http://download.eclipse.org/eclipse/downloads, then select the 
appropriate Eclipse release (for example, under Latest Releases, select 3.1.2). 
The Release Build page appears. 


Scroll down until you see the JDT SDK section of the page, then select the drop 
for your platform. A page of mirror sites appears. 


Select the mirror site closest to you to start the download. 


When the file is finished downloading, extract it to your JDT directory. 


27 Integrating Plug-ins 
27.7 Managing Multiple Plug-in Configurations 


27.6.3 Making JDT Available to Workbench 
1. In your /eclipseplugins/JDT/eclipse directory, create a file named 
.eclipseextension (with no .txt or any other file extension). 
2. In this file, type the following information: 
name=Eclipse Java Development Tools 
Id=com.eclipse.jdt 
Version=version you downloaded, such as 3.1.2 


3. In Workbench, select Help > Software Updates > Manage Configuration. The 
Product Configuration window appears. 


4. Click the Add an Extension Location link in the Wind River Workbench pane. 


5. The Browse for Folder dialog prompts you to choose an extension location. 
Navigate to your /eclipseplugins/JDT/eclipse directory, then click OK. 


6. The Install/Update dialog prompts you to restart Workbench. Click Yes. 
JDT should now be available to any plug-in that requires it. 


27.7 Managing Multiple Plug-in Configurations 
If you have many plug-ins installed, you may find it useful to create different 
configurations that include or exclude specific plug-ins. 


When you make a plug-in available to Workbench using the process shown in 
section 27.6.3, its extension location is stored in the Eclipse configuration area. 


When starting Workbench, you can specify which configuration you want to start 
by using the -configuration path option, where path represents your Eclipse 
configuration directory. 


On Windows: 
From a shell, type: 


% ed installdir\workbench-2.5\wrwb\platform\eclipse\x86-win32\bin 
% .\wrwb.exe -configuration path 


On Linux and Solaris: 


Use the option as a parameter to the startWorkbench.sh script: 
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% ./startWorkbench.sh -configuration path & 


For more information about using -configuration and other Eclipse startup 
parameters, see Help > Help Contents > Wind River Partners Documentation > 
Eclipse Workbench User Guide > Tasks > Running Eclipse. 


27.8 Using Workbench in an Eclipse Environment 


It is possible to install Workbench in a standard Eclipse environment, though some 
fixes and improvements that Wind River has made to Workbench will not be 
available. 


27.8.1 Recommended Software Versions and Limitations 


Java Runtime Version 


Eclipse Version 


Wind River tests, supports, and recommends using the JRE 1.4.2_08 for Workbench 
plug-ins. 


Wind River adds a package to that JRE version, and not having that package will 
make the Terminal view inoperable. 


Workbench 2.5 is based on Eclipse 3.1.2. Wind River patches Eclipse 3.1.2 to fix 
some Eclipse debugger bugs. These fixes will be lost when using a standard Eclipse 
environment. 


See the getting started for your platform for supported and recommended host 
requirements for Workbench 2.5. 
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Defaults and Branding 


Eclipse uses different default preferences from those set by Workbench. The script 
described in Setting Up Workbench, p.363 replaces Eclipse preferences with 
Workbench preferences. 


In a standard Eclipse environment, the Eclipse branding (splash screen, welcome 
screen, etc.) is used instead of the Wind River branding. 


27.8.2 Setting Up Workbench 


1. 


This setup requires a complete Eclipse and Workbench installation. Follow the 
respective installation instructions for each product. 


Call the appropriate link-script from a command shell (such as the VxWorks 
Development Shell), substituting your Workbench installation directory for 
WORKBENCH_INST and your Eclipse installation directory for 
ECLIPSE_INST: 


Windows: 


% WORKBENCH_INST/workbench-2 .5/x86-win32/bin/wrregisterwbtoeclipse.bat 
--eclipseDir ECLIPSE_INST 


Linux: 
% WORKBENCH_INST/workbench-2 .5/x86-linux2/bin/wrregisterwbtoeclipse.sh 
--eclipseDir ECLIPSE_INST 


Solaris: 


% WORKBENCH_INST/workbench-2.5/sun4-solaris2/bin/wrregisterwbtoeclipse.s 
h --eclipseDir ECLIPSE_INST 


Check the output of the script in the command shell. If you see the message 
Link operation was successful, start Eclipse to see the result. 


then Workbench will be available the next time you launch Eclipse. 


Sample Script Output 


To help you understand what the script does, below is sample output (run on 
Windows) with an explanation of each line. 


In this example, WORKBENCH_INST is C:\ workbench. and ECLIPSE_INST is 
C:\eclipse. 
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1. Launch the wrregisterwbtoeclipse batch file with the --eclipseDir set 
correctly. 


C:\>.\workbench\workbench-2 .5\x86-win32\bin\wrregisterwbtoeclipse.bat 
--eclipseDir C:\eclipse 


2. The first output line tells you that echo of the batch file is turned off, so output 
won't be verbose. 


C:\>echo off 
3. The script reports that Workbench is linked to Eclipse. 


Linking Workbench from C:\workbench\workbench-2.5\wrwb\platform\eclipse 
into Eclipse installation C:\eclipse! 


4. The script changes an Eclipse property, making the Workbench perspective the 
default if you create a new workspace. 


Changed the org.eclipse.ui/defaultPerspectiveld property value from 
org.eclipse.jdt.ui.JavaPerspective to com.windriver.ide.perspective.ADE. 


5. It creates a backup of the changed file for your convenience. 


Created backup: 
"C:\eclipse\plugins\org.eclipse.sdk_3.1.2\plugin_customization.ini.bak"! 


6. Status is SUCCESS. 


Link operation was successful, start Eclipse to see the result! 
7. The script creates a log file for later reference, and then exits. 
See log file C:\workbench\WRLinkWBIntoEclipse.log for details! 


You can also run the script with --help or -h to retrieve more information about 
other possible options. 


Launching Eclipse with Workbench 


No special steps are necessary to launch Eclipse. 
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Updating Workspaces on the 
Command-line 


A.1 Overview 367 
A.2 wrws_update Reference 368 


A.1 Overview 


The Workbench installation includes a wrws_update script that allows you to 
update workspaces from the command-line. This can be used, for example, to 
update workspaces in a nightly build script. The following section provides a 
reference page for the command. 
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A.2 wrws_update Reference 


A script for updating an existing workspace is available in the Workbench 
installation and is named: 


wrws_update.bat (Windows only) 
wrws_update.sh (Windows, Linux, and Solaris) 


This script launches a GUI-less Eclipse application that can be used to update 
makefiles, symbols (static analysis), and the retriever index. 


Execution 


Specify the location of the wrws_update script or add it to your path and execute 
it with optional parameters, for example: 


$ wrws_update.sh -data workspace_dir 


The workspace must be closed for the command to execute. If you do not specify 
any options to the command, all update operations are performed (-refresh, 
-all projects, -generate makefiles, --update symbols, -update index). 


Options 


-data workspace_dir 
The script uses the default workspace (if known), but it can also update other 
workspaces by specifying the -data workspace_dir option, just as Workbench 
does. (The script accepts the same command-line options as Workbench. For 
example, to increase virtual memory specify -vmargs -Xmxmem_size.) 


-refresh 
Refresh workspace (this option should always be specified to ensure correct 
information is generated). 


--all-projects 
Update all projects in the workspace. Closed projects will be opened before 
any operation and closed afterwards to restore the initial state of the 
workspace. 


--generate-makefiles 
Trigger a regeneration of all makefiles that use IDE-managed build (including 
kernel makefiles). 


--update-symbols 
Trigger an update of static analysis data (symbols and cross references). 
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--update-index 
Trigger an update of the retriever index (text search). 


Output 


Any errors that might occur during the updates are printed out to stderr. Other 
information (for example, status, what has been done, and so on) are printed out 
to stdout. 


Build Information 


Note that no actual builds are executed within this script and the launched 
application, only the needed makefiles will be generated when specifying the 
--generate-makefiles option. 


NOTE: No configuration management-specific actions or commands are executed 
within this script and the launched application. Configuration management 
specific synchronizations or updates relevant to the workspace (for example, 
cvs-update, ClearCase view synchronization, and so on) have to be done before 
this script is started. 
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Glossary 


This glossary contains terms used in Wind River Workbench. 


If the term you want is not listed here, you can search for it throughout all installed 
documentation. 


1. At the top of the Help > Help Contents window, type your term into the 
Search field. 


2. Click Go. Topics containing the term will appear in the Search Results list. 
3. To open a topic in the list, click it. 
To switch from the Search Results list back to the help Table of Contents, click 
the Show in Table of Contents icon in the upper right corner of the help view. 
Refining a Search 


If the result set is very large, the information you are looking for might not appear 
in the top 10 or 15 results. 


To refine a search to reduce the number of results: 
1. Click the Search Scope link to open the search scope dialog. 
2. Select Search only the following topics then click New. 


3. Inthe working set content tree, select the topics to which you want to narrow 
the search, for instance Wind River Documentation > References. 


4. Typea descriptive name in the List name field (such as WR References) then 
click OK. 
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5. Click OK to return to the help browser, where your new search scope appears 
next to the Search scope link. 


6. Click Go. The results will be shown in the Search Results list. 


For more information about online help, see Help > Help Contents > Wind River 
Partner Documentation > Eclipse Workbench User Guide > Tasks > Using the 
help system. 


active view 


The view that is currently selected, as shown by its highlighted title bar. Many 
menus change based on which is the active view, and the active view is the focus 
of keyboard and mouse input. 


back end 


Functionality configured into a target server on the host determines how it will 
communicate with a particular target agent on the target (for example, you use a 
wdbrpc back end for Ethernet connections, wdbpipe for VxWorks simulators, 
wdbserial for serial connections, and wdbproxy for UDP, TCP, and TIPC 
connections). 


The target server must be configured with a back end that matches the target agent 
interface with which VxWorks has been configured and built. 
board support package (BSP) 


A Board Support Package (BSP) consists primarily of the hardware-specific 
VxWorks code for a particular target board. A BSP includes facilities for hardware 
initialization, interrupt handling and generation, hardware clock and timer 
management, mapping of local and bus memory space, and so on. 


build spec 


A particular set of build settings appropriate for a specific target board. 


color context 


The color assigned to a particular process in the Debug view; this color carries over 
to breakpoints in the Editor and to other views that derive their context from the 
Debug view. 
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cross-development 


The process of writing code on one system, known as the host, that will run on 
another system, known as the target. 


editor 


An editor is a special type of view that is used to edit or browse a file or other 
resource. Each Workbench perspective displays an editor area even when no files 
are open. 


Modifications made in an Editor follow an open-save-close life cycle model. 
Multiple instances of an editor type may exist within a Workbench window. 


gutter 


The left vertical border of the editor view where breakpoints and the program 
counter appear. 


kernel configuration editor 


The editor that allows you to configure the kernel of a VxWorks Image project. 


kernel module 


A piece of code, such as a device driver, that can be loaded and unloaded without 
the need to rebuild and reboot the kernel. 


launch configuration 


A run-mode launch configuration is a set of instructions that causes Workbench to 
connect to your target and launch a process or application. A debug-mode launch 
configuration completes these actions and then attaches the debugger. 


overview ruler 


The right vertical border of the editor view where bookmarks and other indicators 
appear. 


perspective 


A perspective is a specific grouping of an editor and views that are useful when 
working on a particular task. 


Default Workbench perspectives include the Application Development and 
Device Debug perspectives, but if you click Window > Open Perspective > Other, 
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additional perspectives (such as those installed with ScopeTools) are available to 
you. 


An independent module, available from Wind River, the Eclipse Foundation, or 
from many Internet Web sites, that delivers new functionality to Workbench 
without the need to recompile or reinstall it. 


program counter 


project 


The address of the current instruction when a process is suspended. 


A collection of source code files, build settings, and binaries that are used to create 
a VxWorks system image, a kernel or RTP application, and so on. 


Projects can be linked together in a hierarchical structure (displayed as a 
project /subproject tree in the Project Navigator) that reflects their inner 
dependencies, and therefore the order in which they should be compiled and 
linked. 


real-time process (RTP) 


registry 


A VxWorks process that is specifically designed for real-time systems. 


The registry associates a target server’s name with the network address needed to 
connect to that target server, thereby allowing you to select a target server by a 
convenient name. 


system mode 


When in system mode, the debugger is focused on kernel processes and threads. 
When a process is suspended, all processes stop. Compare with user mode. 


target agent 


The target agent runs on the target, and is the interface between VxWorks and all 
other Wind River Workbench tools running on the host or target. 
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target server 


The target server runs on the host, and connects Wind River Workbench tools to 
the target agent. There is one server for each target; all host tools access the target 
through this server. 


title bar 


A view’s title bar contains the view name, its icon, and the view toolbar. A 
highlighted title bar denotes the active view. 


toolbar 


A view’s toolbar contains actions that apply only to that view (e.g. Step Over in 
the Debug view). The toolbar also contains a context menu that contains other 
actions for that view. 


The main Workbench toolbar contains actions that apply to Workbench as a whole 
(e.g. Search) or that reflect the components that are installed (e.g. Launch 
TraceScope). 


user mode 


When in user mode, the debugger is focused on user applications and processes. 
When a process is suspended, other processes continue to run. Compare with 
system mode. 


view 


A view is a pane within the Workbench window that allows you to display, 
navigate, and manipulate the resources in your workspace. Only one view has 
focus (is active) at a time. 


window 


The term window refers to the desktop development environment as a whole—the 
space Workbench takes up on your screen. A Workbench window can contain 
more than one perspective, but only one is displayed at a time. 


working set 


A working set is a group of resources you select because you want to view them or 
perform an operation on them as a group. For example, creating a working set 
allows you to speed up a search by restricting its scope. A working set can also help 
you focus by reducing the number of projects visible in the Project Navigator, the 
number of symbols displayed in the Outline view, and so on. 
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workspace 


A workspace is the central location for all the resources you see in Workbench: 
your projects, folders, and files. 


Workbench also uses the workspace to store settings that describe your working 
environment: which projects and views are currently open, how you have your 
views arranged within the perspective, whether you have breakpoints set, and so 
on. 


The default location of the workspace is installDir!workspace, but it can be located 
anywhere. To keep your projects completely isolated from each other, you can 
create more than one workspace. 
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hardware 300 creating 207 
line 298 customizing 80 
data 299 for new compilers, other tools 207 
disabling 302 standard managed 179 
exporting 302 configuring 182 
expression 299 support 179 
hardware 299 disabled 180 
importing 301 target 
line 298 excluding with regular expressions 185 
refreshing 302 troubleshooting 
removing 302 imported projects 330 
restricted 298 user-defined 180 


unrestricted 298 
Breakpoints view 297 
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See board support package 
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libraries 203 
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managed 
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RTPs 335 
exporting 

breakpoints 302 

object path mappings 245 
expression 
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file 
system 
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G 


go into project 140 
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help system 
accessing 12 
display problems 
Linux 326 
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Windows 326 
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breakpoints 301 
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object path mappings 245 
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kernel 
configuration 89, 103 
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managed build 
flexible 179 
configuring 182 
using with linked resources 328 
standard 179 
configuring 182 
memory 
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build 
properties, accessing 188 
remote 212 
system 79 
closing 139, 140 
configuring application 118 
creating 138 
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customizing VxWorks image 89 
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boot loader projects 99 

DOSFS file system projects 102 
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and shared library 215 
project 74 

application code 111 

build specs 109 

creating 106 

files 110 

nodes 109 

target nodes 109 
See also RTPs 


rebooting VxWorks 59 
redirection root directory 


with ClearCase 358 


registry 233 


changing daemon default behavior 43 
changing default 235 
command line 231 
data storage 234 
error, unreachable 323 
launching the default 234 
remote, creating 234 
shutting down 235 
wtxregd 234 
changing default options 43 


regular expressions 


to exclude contents of build target 185 


143 


remote 
build 212 
setting up environment 211 
connection 212 
removing breakpoints 302 
replacing text, using Retriever 175 
resource locations 146 
resources and logical nodes 141 
Retriever 175 
RTPs 
and shared library 215 
attaching torunning 294 
running 289 


S 


sample 

ball program 15 

projects 72 
searching for text, using Retriever 175 
serial lines 


target server back end connection, as 63 


testing 64 
set, working 140 
setting breakpoints 
restricted 298 
unrestricted 298 
shared library 157 
and real-time process 215 
LD_LIBRARY_PATH environment 
variable 206 
project 
configuring 118 
creating 114 
nodes 116 
project file 117 
troubleshooting problems 338 
simulator 
adjusting priority of 252 
establishing anew connection 251 
VxWorks 95 
software systems, multiple 147 
source lookup path 
adding sources 288 


Index 


editing 315 
source mode build 86 
spec, build 190 
static analysis, description 169 
structures, complex project 148 
stubs, application initialization 91 
subprojects 165 

adding 77 

container 162 
symbol 

file, specifying maximum size 329 

table 

configuring target server 241 

Symbol Browser 171 
symbolic links to files, creating 128 
symbols and kernel image 241 
system mode 38 

compared with task mode 311 


T 


target 

agent 
communication modes 38 
introduction 36 

board 
configuring 45 
establishing a connection 236 
jumpers, setting 45 
serial port 45 
Terminal view 45 

file system 103 

name (tn) (boot parameter) 56 


operating systems, multiple versions 190 


server 

back end settings 240 
connecting 

ethernet 60 

serial 65 
connections 

establishing new 239 

network 60 

serial line 63 

Tornado 29 


383 


Wind River Workbench 


User's Guide, 2.5 (VxWorks Version) 


core file 241 
file system (TSFS) 242 
making writable 243 
introduction 36 
kernel configuration back ends 249 
memory cache size 243 
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troubleshooting 341 
WDB Pipe back end 240 
WDB Proxy back end 240 
WDB Serial back end 240 
Target Manager view 232 
basename mappings 247 
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